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1 Reason for Change

The registration and de-registration test cases PoC-1.0-con-C-0001 - PoC-1.0-con-C-0005 do not correspond exactly to the requirements in the latest PoC Control Plane specification.  In particular:

· Inclusion of the User-Agent header is now optional

· On De-registration the mandatory requirement to include the option-tag ‘pref’ only applies if the PoC Client wishes to continue to receive Group Advertisement messages.

If these changes are not made then the affected test cases may incorrectly fail conformant PoC Clients.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Incorporate the proposed changes in an update to the PoC 1.0 Conformance ETS.

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

See below.

5. PoC Client - Control Plane

5.1 Originating Procedures

5.1.1 PoC service registration

5.1.1.1 PoC-1.0-con-C-0001 – Registration per 3GPP IMS (Includes Optional Features)

	Test Case ID
	PoC-1.0-con-C-0001

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can register to a SIP/IP Core corresponding with 3GPP IMS and uses the authenticated Public User Identity assigned to it.

	Specification Reference
	[OMA-PoC-CP] 6.1.1.1, 6.1.1.2 and E.4.1

	SCR Reference
	PoCCPSpec-COP-C-001, PoCCPSpec-COP-C-002

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0001

	Preconditions
	Support for 3GPP/3GPP2 IMS (Early IMS security OR Full IMS security).

PoC Client is in state “Deregistered”

	Test Procedure
	1.
UE is powered on.

2.
PoC Client sends SIP REGISTER request.

3.
PoC Client receives 200 OK response containing a P-Associated-URI header with a single authenticated Public User Identity [PublicUserID1].

4.
PoC Client sends SIP PUBLISH request. 

5.
PoC Client receives 200 OK

6.
{Deregister macro} (see C.5)

	Pass Criteria
	2a.
The SIP REGISTER request shall contain a Contact header which includes the PoC feature-tag '+g.poc.talkburst'.

2b.
The SIP REGISTER request shall contain a Require header with the option-tag 'pref'.

2c.
If the SIP REGISTER request contains a User-Agent header the first server-val tag shall be set to ‘PoC-client/OMA1.0’.

2d.
(Full IMS security only) The SIP REGISTER request shall contain an Authorization header, with the username field, set to the value of the subscriber’s private user identity [PrivateUserID].

2e.
The SIP REGISTER request shall contain From and To header fields set to a SIP URI. 

4.
The SIP PUBLISH request shall contain a Request-URI set to [PublicUserID1].


5.1.1.2 PoC-1.0-con-C-0002 – Registration per 3GPP2 MMD (Includes Optional Features)

	Test Case ID
	PoC-1.0-con-C-0002

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can register to a SIP/IP Core corresponding with 3GPP2 MMD and uses the authenticated Public User Identity assigned to it.

	Specification Reference
	[OMA-PoC-CP] 6.1.1.1, 6.1.1.2 and E.4.1

	SCR Reference
	PoCCPSpec-COP-C-001, PoCCPSpec-COP-C-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0002

	Preconditions
	Support for 3GPP2 MMD. 

PoC Client is in state “Deregistered”

	Test Procedure
	1.
UE is powered on.

2.
PoC Client sends SIP REGISTER request.

3.
PoC Client receives 200 OK response containing a P-Associated-URI header with a single authenticated Public User Identity [PublicUserID1].

4.
PoC Client sends SIP PUBLISH request. 

5.
PoC Client receives 200 OK

6.
{Deregister macro} (see C.5)

	Pass Criteria
	2a.
The SIP REGISTER request shall contain a Contact header which includes the PoC feature-tag '+g.poc.talkburst'.

2b.
The SIP REGISTER request shall contain a Require header with the option-tag 'pref'.

2c.
If the SIP REGISTER request contains a User-Agent header the first server-val tag shall be set to ‘PoC-client/OMA1.0’.

2d.
The SIP REGISTER request shall contain an Authorization header, with the username field, set to the value of the subscriber’s private user identity [PrivateUserID1].

2e.
The SIP REGISTER request shall contain From and To header fields set to a SIP URI. 

4.
The SIP PUBLISH request shall contain a Request-URI set to [PublicUserID1].


5.1.1.3 PoC-1.0-con-C-0003 – PoC Service De-registration / Remain SIP/IP Core Registered

	Test Case ID
	PoC-1.0-con-C-0003

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can de-register from the PoC Service while remaining registered to the SIP/IP Core.

	Specification Reference
	[OMA-PoC-CP] 6.1.1.3 (For details refer to Appendix A.1)

	SCR Reference
	PoCCPSpec-COP-C-004

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0003

	Preconditions
	Support for de-registration from PoC Service while remaining registered to the SIP/IP core.

Support for 3GPP/3GPP2 IMS  (Early IMS security OR Full IMS security).

PoC Client is in state “Deregistered”

	Test Procedure
	1.
UE is powered on.

2.
PoC Client sends SIP REGISTER request.

3.
PoC Client receives 200 OK response containing a P-Associated-URI header with a single authenticated Public User Identity [PublicUserID1].

4.
PoC Client sends SIP PUBLISH request.

5.
PoC User requests that PoC Client de-register from the PoC Service while remaining SIP/IP Core registered.

6.
PoC Client sends SIP REGISTER request to SIP/IP Core. 

7.
UE receives 200 OK response containing a P-Associated-URI header with a single authenticated Public User Identity [PublicUserID1].

	Pass Criteria
	6a.
The Contact header of the SIP REGISTER request does not include the PoC feature-tag '+g.poc.talkburst'.

6b.
If the SIP REGISTER request contains a User-Agent header the first server-val tag shall be set to ‘PoC-client/OMA1.0’.

6c.
(Full IMS security only) The SIP REGISTER request shall contain an Authorization header, with the username field, set to the value of the subscriber’s private user identity [PrivateUserID1].

6d.
The SIP REGISTER request shall contain From and To header fields set to the SIP URI of the public user identity to be de-registered from the PoC Service, which shall be either [PublicUserID1] or the public user identity specified by the PoC Client in step 2.


5.1.1.4 PoC-1.0-con-C-0004 – PoC Service De-registration / De-register from SIP/IP Core

	Test Case ID
	PoC-1.0-con-C-0004

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can de-register from the PoC Service while also de-registering from the SIP/IP Core.

	Specification Reference
	[OMA-PoC-CP] 6.1.1.3 (For details refer to Appendix A.1)

	SCR Reference
	PoCCPSpec-COP-C-004

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0004

	Preconditions
	Support for de-registration from PoC Service while also de-registering from the SIP/IP core. 

Support for 3GPP/3GPP2 IMS (Early IMS security OR Full IMS security).

PoC Client is in state “Deregistered”

	Test Procedure
	1.
UE is powered on.

2.
PoC Client sends SIP REGISTER request.

3.
PoC Client receives 200 OK response containing a P-Associated-URI header with a single authenticated Public User Identity [PublicUserID1].

4.
PoC Client sends SIP PUBLISH request.

5.
PoC User requests that PoC Client de-register from the PoC Service and also the SIP/IP Core.

6.
PoC Client sends SIP REGISTER request to SIP/IP Core. 

7.
UE receives 200 OK response

	Pass Criteria
	6a.
The SIP REGISTER request contains an Expires header with value set to zero.

6b.
If the SIP REGISTER request contains a User-Agent header the first server-val tag shall be set to ‘PoC-client/OMA1.0’.

6c.
(Full IMS security only) The SIP REGISTER request shall contain an Authorization header, with the username field, set to the value of the subscriber’s private user identity [PrivateUserID1].

6d.
The SIP REGISTER request shall contain From and To header fields set to the SIP URI of the public user identity to be de-registered from the PoC Service, which shall be either [PublicUserID1] or the public user identity specified by the PoC Client in step 2.


5.1.1.5 PoC-1.0-con-C-0005 – Registration per 3GPP IMS / Re-registration (Includes Optional Features)

	Test Case ID
	PoC-1.0-con-C-0005

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client performs a re-registration to the SIP/IP Core.

	Specification Reference
	[OMA-PoC-CP] 6.1.1.1 and 6.1.1.2 (For details refer to Appendix A.1)

	SCR Reference
	PoCCPSpec-COP-C-002

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0005

	Preconditions
	Support for 3GPP IMS. 

Support for 3GPP/3GPP2 IMS (Early IMS security OR Full IMS security).
PoC Client is in state “Deregistered”.

	Test Procedure
	1.
UE is powered on.

2.
PoC Client sends SIP REGISTER request.

3.
Test Tool determines, from the SIP REGISTER request, the requested expiration interval for the PoC service binding.

4.
PoC Client receives 200 OK response with a Contact Header field whose expires parameter is set to the requested interval or 100s whichever is the smaller; and with a P-Associated-URI header containing the authenticated public user identity [PublicUserID1].

5.
PoC Client sends re-REGISTER request. 

6.
PoC Client receives a 200 OK

7.
{Deregister macro} (see C.5)

	Pass Criteria
	2.
The Contact header of the SIP REGISTER request includes the PoC feature-tag '+g.poc.talkburst'.

5a.
The Contact header of the SIP re-REGISTER request includes the PoC feature-tag '+g.poc.talkburst'. 

5b.
The SIP re-REGISTER request shall contain a Require header with the option-tag 'pref'.

5c.
If the SIP re-REGISTER request contains a User-Agent header the first server-val tag shall be set to ‘PoC-client/OMA1.0’.

5d.
(Full IMS security only) The SIP re-REGISTER request shall contain an Authorization header, with the username field, set to the value of the subscriber’s private user identity [PrivateUserID1].

5e.
The SIP re-REGISTER request shall contain From and To header fields set to wither the authenticated public user identity [PublicUserID1] or the public user identity specified by the PoC Client in step 2. 














NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

