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1 Reason for Change

The test cases 159 and 273 are not using IXIT parameters. The values of IXIT parameters should be limited.
This CR corrects TCs: con-107, con-109, con-171, con-159, con-209, con-273
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree the CR and incorporate into the Conformance ETS
6 Detailed Change Proposal

Change 1:  Incorporating or removing IXIT in test case

5.1.1.1.6 MMS-1.3-con-107 - Multiple pages

	Test Case Id
	MMS-1.3-con-107

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that multiple pages are correctly sent from Client A.
Verification is done by sending the message from Client A to a test tool, which will verify that the MM sent from Client A contains as many pages as were specified.

	Specification Reference
	[MMSCONF] Chapter 7.1.7 

	SCR Reference
	MMSCONF-MED-C-023

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-107

	Preconditions
	-Client A
   Capability:
      Ability to create multiple pages

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to any legal address.

3. In MM content: In the message body, create ixit_page_count pages, adding the files/objects images GIF1.gif through GIF10.gif to these pages as applicable, with one image per page.

4. In Client A, send MM to Test Tool.

5. In the Test Tool, accept the message.
6. Verify the pass criteria below.

	Pass Criteria
	The SMIL part of the MM sent by Client A contains ixit_page_count pages and there is one image/gif object per page.
And the SMIL content of the MM received from Client A is valid “MMS SMIL” as defined by the XML Schema for MMS SMIL.


5.1.1.1.8  MMS-1.3-con-109 - Multiple pages with page timing

	Test Case Id
	MMS-1.3-con-109

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that messages with different SMIL page timing are sent correctly from Client A,. This message contains 4 different pages and page times:
- Page 1 with page timing ixit_min_page_time
- Page 2 with 5 seconds page timing
- Page 3 with page time ixit_max_page_time
- Page 4 with no page timing
Note: Since the last page of a SMIL presentation can be shown indefinitely on a client until further actions, this fourth page is only used to permit the period of time that page 3 is displayed to be determined.

Verification is done by sending the message from Client A to a test tool, which will verify that the number of pages is correct and that the timing values exist in the message.

	Specification Reference
	[MMSCONF] Chapter 7.1.7 

	SCR Reference
	MMSCONF-MED-C-023

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-109

	Preconditions
	-Client A
   Capability:
      Ability to specify different SMIL page timings and support multiple pages with images

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to any legal address.

3. In MM content: In the message body, create the following four pages:
- Page 1, enter the text “Page 1” and specify timing to ixit_min_page_time.
- Page 2, add the file/object JPG80x60.jpg and specify timing to 5 seconds.
 - Page 3, enter the text “Page 3” and specify timing to ixit_max_page_time.
- Page 4, add the file/object JPG80x60.jpg.

4. In Client A, send MM to the Test Tool.

5. In the Test Tool, accept the message 

6. Verify the pass criteria below.

	Pass Criteria
	The SMIL part of the MM sent by Client A contains 4 pages and the page timing is set to ixit_min_page_time, 5 and ixit_max_page_time respectively for pages 1,2 and 3. The text or image content of pages 1, 2 and 3 shall be as defined in the test procedure above.
And the SMIL content of the MM received from Client A is valid “MMS SMIL” as defined by the XML Schema for MMS SMIL.


5.1.1.1.10  MMS-1.3-con-171 - Long Subject field

	Test Case Id
	MMS-1.3-con-171

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that a Client will not send multimedia message with a Subject-field longer than 40 characters.

	Specification Reference
	[MMSCONF] Chapter 10.2.5

	SCR Reference
	MMSCONF- GEN-C-003

	Tool
	MMS Conformance Tool

	Test Code
	Validated test code for test case MMS-1.3-con-171

	Preconditions
	

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: Enter ixit_max_subject_len characters of the following 41 characters to the subject field, “abcdefghijklmnopqrstuvwxyz0123456789/-+@?”.

3. In MM content: In the message text part, enter the text “Hello World”.

4. In Client A, send MM to Test Tool.

5. In the Test Tool, accept the message.

6. Verify the pass criteria below.

	Pass Criteria
	The M-Send.req PDU sent by Client A contains a “Subject” header field containing ixit_max_subject_len characters, being a subset of the characters specified in the Test Procedure. 


5.1.2.6.3  MMS-1.3-con-159 - Full conformance to mega pixel class – creation and submission of multiple objects

	Test Case Id
	MMS-1.3-con-159

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that Client A is compliant to “Full conformance to mega pixel class” in creation and submission.
Verification is done by sending the message from Client A to a test tool, which will verify that the Client is able to create and submit a message belonging to the mega pixel class and containing as many pages as were specified.

	Specification Reference
	[MMSCONF] Chapter 12.1 

	SCR Reference
	MMSCONF-CCC-C-017

MMSCONF-MPC-C-001

MMSCONF-MPC-C-002

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-159

	Preconditions
	--Client A
   Capability:
      Ability to create multiple pages 


	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to any legal address.

3. In MM content: In the message body, create ixit_page_count pages, adding the files/objects images GIF1-40kB.gif through GIF10-40kB.gif to these pages as applicable, with one image per page and Rich-Text-1.html through Rich-Text-10.html with one text part per page.

4. In Client A, send MM to Test Tool.

5. In the Test Tool, accept the message.
6. Verify the pass criteria below.

	Pass Criteria
	The SMIL part of the MM sent by Client A contains ixit_page_count pages and there is one image/gif object + one XHTML text file per page.
And the SMIL content of the MM received from Client A is valid “MMS SMIL” as defined by the XML Schema for MMS SMIL.


5.2.2.1.9  MMS-1.3-con-209 - Multiple pages with page timing

	Test Case Id
	MMS-1.3-con-209

	Test Object
	Client B

	Test Case Description
	The purpose is to verify that messages with different SMIL page timing can be received and reasonably presented. This message contains 4 different pages and page times:
- Page 1 with page timing 100 ms.
- Page 2 with 5 seconds page timing.
- Page 3 with page time 20 seconds.
- Page 4 with 5 seconds page timing.
Note: Since the last page of a SMIL presentation can be shown indefinitely on a client until further actions, this fourth page is only used to permit the period of time that page 3 is displayed to be determined. It is then possible to verify that the timing of page 3 received by Client B is the same that was sent.

Verification is done by sending the message from a Test Tool to Client B, and observe how the message is presented.

	Specification Reference
	[MMSCONF] Chapter 7.1.7 

	SCR Reference
	MMSCONF-MED-C-023

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-209

	Preconditions
	--Client B



	Test Procedure
	1. In Test Tool, send MM notification to Client B.

2. In Client B, receive the MM notification and retrieve the MM.
3. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and pages 1, 2 and 3 of the received message are reasonably presented. The timing of pages 1, 2 and 3 follows the specified values (100ms, 5secs and 20 secs).


MM Content specific to this Test Case.

	MM Content:
	MMS Headers:
	To
<address of Client B>

	
	MMS Content: 
	Multipart structure with the following sections:

· SMIL: add 3 more pages with same layout. Page 1 contains “Page 1”, and timing is 100 milliseconds. Page 2 contains Image file JPG-80x60.jpg and timing is 5 seconds. Page 3 contains “Page 3”, and timing is 20 seconds. Page 4 contains Image file JPG_80x60.jpg and timing is set to 5 seconds.

· Text object
“Page 1” (ASCII encoding)

· Image object
JPG80x60.jpg

· Text object
“Page 3” (ASCII encoding)


5.2.2.2.5  MMS-1.3-con-273 - Size Indication in Notification – Non-rejection of incoming MM 

	Test Case Id
	MMS-1.3-con-273

	Test Object
	Client B

	Test Case Description
	The purpose is to verify that the recipient client does not reject an incoming multimedia message based on the message size indicated in the MM notification

	Specification Reference
	[MMSCONF] Chapter 9.4.1

	SCR Reference
	MMSCONF-CAD-C-001

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-273

	Preconditions
	-Client B
    Capability
 

        retrieval mode set to immediate

	Test Procedure
	1. The test tool sends the notification of the message to Client B and the indicated message size is ixit_max_msg_size_recv + 20kB.

2. Client B starts the retrieval of the MM.

3. Verify the pass criteria below.

	Pass Criteria
	Client B has received the notification of the message and is able to initiate the retrieval, despite the message size indicated in the MM notification.


Change 2:  Adding limits on IXIT values
B.4 IXIT 

Value column shall be filled with appropriate values that are supported by the device.

	Preconditions
	Unit
	Value

	IXIT
	Description
	
	

	ixit_page_count
	10 or maximum number of pages allowed by the client if less than 10.
	Integer
	Between 1 and 10.

	ixit_min_page_time
	100ms or minimum page timing allowed by the client if greater than 100ms.
	Integer in milliseconds
	Between 100 and 8000.

	ixit_max_page_time
	20secs or maximum page timing allowed by the client if less than 20s.
	Integer in seconds
	Between 1 and 20.

	ixit_max_subject_len
	40 or maximum subject field length allowed by the client if less than 40.
	Integer
	Between 1 and 40.

	ixit_max_msg_size_send
	Maximum message size (sending)
	Integer in kB
	Greater than 0.

	ixit_max_msg_size_recv
	Maximum message size (receiving)
	Integer in kB
	Greater than or equal 300.

	ixit_8sec_page_timing
	Closest value to 8 seconds that can be specified in the client as page timing in a SMIL presentation
	Integer in seconds
	Between 5 and 10.
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