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1 Reason for Change

PoC TWG released 1.0.1 version of the Technical Specifications. This CR aligns the PoC CON ETS with all the needed changes included in PoC 1.0 Service Indicator 1.
For all the changes between 1.0 and 1.0.1, refer to:

http://www.openmobilealliance.org/ftp/Public_documents/TP/2006/OMA-TP-2006-0438R01-INP_ERP_PoC_V1_0_1_for_Notification.zip
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review and agree by the IOP-MEC SWG.
6 Detailed Change Proposal

Change 1:  OMA-POC-POCv1-2006-0145-CR_CP_On_Demand_PoC_Session
5.1.4.3 PoC-1.0-con-C-0111 – On-Demand Session / Cancel a PoC Session

	Test Case ID
	PoC-1.0-con-C-0111

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can correctly request cancellation of an On-Demand Session initiation.

	Specification Reference
	[OMA-PoC-CP] 6.1.11.1 

[RFC 3261] 15 

	SCR Reference
	PoCCPSpec-CUO-C-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0111

	Preconditions
	PoC Client is registered for PoC service with SIP/IP core.
PoC Friend 1 is registered for PoC service with SIP/IP core and is configured for manual answer.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand 1-1 PoC session to PoC Friend 1.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE.

4.
PoC Client receives SIP 180 ‘Ringing’ response to SIP INVITE. 

5.
PoC User requests that the setup attempt be cancelled.

6.
PoC Client sends SIP CANCEL request.

7.
PoC Client receives SIP 200 ‘OK’ response to SIP CANCEL.

8.
PoC Client receives SIP 487 ‘Request Terminated’ response to SIP INVITE.

9.
PoC Client sends SIP ACK request in response to SIP 487.

	Pass Criteria
	6.
The Request-URI of the CANCEL request shall be identical to that in the INVITE request sent at step 2


5.1.4.4 PoC-1.0-con-C-0112 – On-Demand Session / Late Cancel of a PoC Session 

	Test Case ID
	PoC-1.0-con-C-0112

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can correctly request cancellation of an On-Demand Session initiation and handle network responses indicating that a remote PoC Server has accepted the invitation while the cancel was in progress.

	Specification Reference
	[OMA-PoC-CP] 6.1.11.1 

[RFC 3261] 15 

	SCR Reference
	PoCCPSpec-CUO-C-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0112

	Preconditions
	PoC Client is registered for PoC service with SIP/IP core.
PoC Friend 1 is registered for PoC service with SIP/IP core and is configured for manual answer.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand 1-1 PoC session to PoC Friend 1.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE.

4.
PoC Client receives SIP 180 ‘Ringing’ response to SIP INVITE. 

5.
PoC User requests that the setup attempt be cancelled.

6.
PoC Client sends SIP CANCEL request.

7.
PoC Client receives SIP 200 ‘OK’ response to SIP INVITE. The  ‘tb_granted’.parameter is included and set to 1, if tb_granted=1 is set in the SIP INVITE message from the PoC Client. 

8.
If the PoC Client had not set the ‘tb_granted’ parameter to 1 in the SIP INVITE request, the Client receives a TB_Granted message.

9.
PoC Client provides Talk Burst granted notification to PoC User. (optional)

10.
PoC User requests to leave the PoC session. (optional)

11.
PoC Client sends SIP BYE request.

12.
PoC Client receives SIP 200 ‘OK’ response to SIP BYE.

	Pass Criteria
	6.
The Request-URI of the CANCEL request shall be identical to that in the INVITE request sent at step 2

11.
The Call-ID of the BYE request is identical to that in the INVITE request at step 2.


Change 2:  OMA-POC-POCv1-2006-0157-CR_UP_5.4_Resolving_PR_0057
6.1.4 PoC-1.0-con-C-0307 – TBCP message scheduling (Includes Optional Features)

	Test Case ID
	PoC-1.0-con-C-0307

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client RTCP packets and TBCP messages are held (and not sent) until after a talk burst is concluded.

	Specification Reference
	[OMA-PoC-UP] PoC UP 5.4, [ RFC768], [ RFC3550]

	SCR Reference
	PoC_UserPlaneV1-UTR-C-010

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0307

	Preconditions
	PoC Client has ongoing PoC session

PoC Client supports quality feedback (optional)

PoC Server does not support queuing.

	Test Procedure
	1.
PoC User presses PoC button and releases it after at least 30 seconds. 

2.
PoC Client stops sending RTP media and sends TBCP Talk Burst Release message

3.
PoC Client receives Talk Burst Taken message

4.
PoC Client starts receiving RTP media 

5.
PoC User attempts to request right to speak

6.
PoC Client receives TBCP Talk Burst idle

	Pass Criteria
	1.
PoC Client only sends RTP media

2.
After sending the first RTCP or TBCP packet no RTP packet is sent.

4.
No TBCP or RTCP packets are received from the PoC Client.

5.
PoC Client does not send RTCP packets while Talk Burst is ongoing


Appendix B. SCR – Test Case mapping table (Informative)

	PoC_UserPlaneV1-UTR-C-010
	To reduce potential degradation of the quality of the media transmission, the PoC Client does not schedule transmission of RTCP packets during a Talk Burst.
	5,4
	O
	
	PoC-1.0-con-C-0307


Change 3:  Update of references: 1. Removal of not used references. Addition of PoC and XDM 1.0.1 ERP references.
2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, OMA-IOP-Process-V1_3, www.openmobilealliance.org

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, www.ietf.org/rfc/rfc2119.txt

	
	

	[RFC2616]
	“Hypertext Transfer Protocol -- HTTP/1.1”, R. Fielding, June 1999, http://www.ietf.org/rfc/rfc2616.txt

	
	

	
	

	[RFC3261]
	“SIP: Session Initiation Protocol”, J. Rosenberg, H. Schulzrinne, G. Camarillo, A. Johnston, J. Peterson, R. Sparks, M. Handley, E. Schooler, June 2002, URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A. B. Roach, June 2002.
http://www.ietf.org/rfc/rfc3265.txt

	
	

	[OMA-PoC_ERP]
	OMA Enabler Push to talk over Cellular, Version 1.0, Open Mobile Alliance™, OMA-ERP-PoC-V1_0_1-20061128-A, http://www.openmobilealliance.org/

	[OMA-XDM_ERP]
	OMA Enabler XML Document Management, Version 1.0, Open Mobile Alliance™, OMA-ERP-XDM-V1_0_1-20061128-A, http://www.openmobilealliance.org/

	
	

	
	

	[OMA-PoC-CP]
	“Push to Talk over Cellular Control Plane”, Version 1.0, Open Mobile Alliance™, OMA-CP_PoC-V1_0, www.openmobilealliance.org

	[OMA-PoC-UP]
	“Push to Talk over Cellular User Plane”, Version 1.0, Open Mobile Alliance™, OMA-UP_PoC-V1_0, www.openmobilealliance.org

	
	

	
	

	
	

	[OMA-XDM-Core]
	“XML Document Management (XDM) Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-XDM_Core-V1_0, www.openmobilealliance.org

	[OMA-XDM-Shared]
	“Shared XDM Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-XDM_Shared-V1_0, www.openmobilealliance.org

	[OMA-PoC-XDM]
	“PoC XDM Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-POC_XDM-V1_0, www.openmobilealliance.org

	[XCAP]
	“The Extensible Markup Language (XML) Configuration Access protocol (XCAP)”, J. Rosenberg, May 5, 2006, http://www.ietf.org/internet-drafts/draft-ietf-simple-xcap-11.txt 
Note: Work in progress

	[3GPP TS 33.222]
	3GPP TS 33.222 “Generic Authentication Architecture (GAA); Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS) (Release 6)”.  http://www.3gpp.org/ftp/Specs/archive/33_series/33.222/


2.2 Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Open Mobile Alliance™. OMA-Dictionary, www.openmobilealliance.org 

	[3GPP TR 33.919]
	3GPP TR 33.919 “3G Security; Generic Authentication Architecture (GAA); System Description (Release 6)”.  http://www.3gpp.org/ftp/Specs/archive/33_series/33.919/
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