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1 Reason for Change

The below identified test cases require a PoC client to display a message to the user.  The PoC 1.0.1 specifications require the client give an indication to the user of the events being tested, but do not require the client to display a response to these events.  Therefore, the test cases are requiring features in PoC clients that the specifications do not require. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR makes changes to the test cases in question to align with the requirement of the specifications.

Review and agree the following conformance test cases 
6 Detailed Change Proposal

Change 1:  Conformance Test Case PoC-1.0-con-C-0362
6.2.1.12
PoC-1.0-con-C-0362 – Talk request timeout / T11 fired N-times (Includes Optional Features)

	Test Case ID
	PoC-1.0-con-C-0362

	Test Object
	PoC Client 

	Test Case Description
	Check that unsuccessful Talk requests do not continue beyond 6 seconds, and that subsequently, the PoC User is notified of "timeout" indication

	Specification Reference
	[OMA-PoC-UP] 6.2.5.3.5,  9.3

	SCR Reference
	PoC_UserPlaneV1-UTB-C-009, UTI-C-002

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for this test case.

	Preconditions
	A PoC session has been established using the appropriate signalling protocols, but there is no active talker.

Client is in the state  U: has no permission, and its indicators are consistent with this (showing no talker, no talk permission). 

Note that the number of TB_requests sent is related to the number of times N that the timer is fired, and is implementation dependent. The actual value of N is unimportant for this test.

	Test Procedure
	1.
Test Tool prompts PoC User to request permission to talk for at least 8 seconds.

2.
The PoC Client sends TB_request and moves to the state U: pending TB_request. 

3.
The Test Tool does not respond, but monitors elapsed time for subsequent requests.

4. 
The PoC Client sends further TB_Requests, and then ceases.

5.
PoC Client indicates to the PoC User that the request has timed out.

6. 
Test Tool prompts PoC User to check the timeout indication, and to release the talk button.

7. 
On conclusion, the test tool sends TB_idle to return conditions to the initial state.

	Pass Criteria
	4.
PoC Client ceases issuing TB_requests after no greater than 6 seconds.

6.
User confirms that a timeout indication notification has been provided by the PoC Client.


Change 2:  Conformance Test Case PoC-1.0-con-C-0363
6.2.1.13
PoC-1.0-con-C-0363 – Managing Talk burst revoke / user has permission (Includes Optional Features) 

	Test Case ID
	PoC-1.0-con-C-0363

	Test Object
	PoC Client 

	Test Case Description
	Check that the PoC Client indicates to the User the reason for talk permission being revoked.

	Specification Reference
	[OMA-PoC-UP] 6.2.5.4.3, 6.2.5.5.6

	SCR Reference
	PoC_UserPlaneV1-UTB-C-010, PoC_UserPlaneV1-UTB-C-013

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for this test case.

	Preconditions
	A PoC session has been established using the appropriate signalling protocols, but there is no active talker.

Client is in the state  U: has no permission, and its indicators are consistent with this (showing no talker, no talk permission).

	Test Procedure
	1.
Test Tool prompts PoC User to request permission to talk

2.
The PoC Client sends TB_request and moves to the state U: pending TB_request. 

3.
The Test Tool sends TB_Granted, and the client moves to the state U: has permission.

4.
After a pause of approximately 1 second (to ensure the client is at the expected state U: has permission) the test tool sends TB_Revoke, with Reason code 4  (Talk Burst pre-empted)

5.
The client to enters the state U: pending TB_Revoke.

6.
Test Tool prompts PoC User to check the display, and to release the talk button.

7.
PoC Client sends TB_release.
8.
On conclusion, the test tool sends TB_idle to return conditions to the initial state.

	Pass Criteria
	6. 
PoC User confirms that an indication notification that is consistent with reason code 4 has been provided by the PoC Client.


Change 3:  Conformance Test Case PoC-1.0-con-C-0367
6.6.7
PoC-1.0-con-C-0657– Receive TBCP Talk Burst Revoke/PoC User Releases during Grace Period

	Test Case ID
	PoC-1.0-con-C-0657

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client with permission to send a Talk Burst stops sending Talk Bursts after receiving the TBCP Talk Burst Revoke message.

	Specification Reference
	[OMA-PoC-UP] 6.5, 6.1, 6.5.8.

	SCR Reference
	PoC UserPlaneV1-UME-C-001, PoC UserPlaneV1-UME-C-011

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for this test case.

	Preconditions
	· PoC Client is in ‘U: has permission’ state

· “Stop Talking Timer T2” is set to default value as specified in UP 9.1

· “Stop Talking Grace Timer T3” is set to default value as specified in UP 9.1

	Test Procedure
	1.
PoC Client sends RTP media packets

2.
Timer T2 expires and PoC Client receives TBCP Talk Burst Revoke message. The TB Revoke message is based on RTCP Application Packets (APP) using the content defined in UP, 6.5.8, Table 8. The message includes the Reason Code (Talk Burst too long).

3.
“Stop Talking Grace Timer” T3 starts (gives PoC User time to end Talk Burst gracefully). 

4.
PoC User releases PoC button.

5.
PoC Client sends last RTP media packet.

6.
PoC Client sends Talk Burst Release message.

7.
PoC Client receives a TBCP Talk Burst Idle message.

	Pass Criteria
	3a.
Upon reception of TBCP Talk Burst Revoke message PoC Client sends Talk Burst Revoke Notification 

3b.
PoC Client may provide a notification of the Reason Code to PoC User

6.
TBCP Talk Burst Releasemessage is received before Timer T3 expires

7.
PoC User receives Talk Burst Idle Notification
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