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1. Scope

This document describes in detail available test cases for PoC V2.0 (http://www.openmobilealliance.org).

The test cases are split in two categories, conformance and interoperability test cases. The coverage of the tests in this document includes PoC Enabler V2.0 interoperability test cases.
2. References

2.1 Normative References

	[OMAPOCETR]
	“Enabler Test Requirements for Push to talk over Cellular 2.0”, Version 2.0, Open Mobile Alliance™, OMA-ETR-PoC-V2_0, http://www.openmobilealliance.org

	
	

	
	


2.2 Informative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.4, Open Mobile Alliance™, OMA-IOP-Process-V1_4, www.openmobilealliance.org

	[OMADICT]
	“Dictionary for OMA Specifications”, Version 2.6, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, http://www.openmobilealliance.org

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, http://www.ietf.org/rfc/rfc2119.txt

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

PoC-2.0-int-number where: 
number
Leap number for the test case
3.2 Definitions

Editor's Note: This section is intentionally left empty and needs to be filled out once the PoC Enabler TS documents are in -C status.
	
	


3.3 Abbreviations

Editor's Note: This section is intentionally left empty and needs to be filled out once the PoC Enabler TS documents are in -C status.
	OMA
	Open Mobile Alliance

	PoC
	Push to talk over Cellular

	SIP
	Session Initiation Protocol


4. Introduction

The purpose of this document is to provide test cases for PoC Enabler Release 2.0.

If the features tested in a test case are implemented, the test case must be executed.

If one or more features in the test case is optional, the test case is marked with a tag: "(Includes Optional Features)".
4.1 Testing Policies

This section is intended to describe the testing policies used throughout the document.

The PoC Server, the originating PoC Client and the terminating PoC Client need to be from different vendors. If there is more than one terminating PoC Client, the terminating PoC Clients can be from different vendors, as long as at least one terminating PoC Client is from a different vendor than the originating PoC Client and the PoC Server.
4.2 Testing Assumptions
For all test cases throughout the document, the following assumptions are valid unless stated otherwise.  Therefore, these assumptions shall be seen as a part of the preconditions:

General:

· For any PoC User, there is no active PoC Session ongoing, unless stated otherwise in the test case

· Each PoC User is registered for the PoC service with the SIP/IP Core unless stated otherwise in the test case
· Each PoC Client is reachable unless stated otherwise in the test case
SIP/IP Core executes the following policies:

· SIP/IP Core PoC service default re-registration timer is set to 60 minutes or greater. (Note: This will help avoid erroneous failures in test cases verifying Unconfirmed Indication.)

NOTE: This combination was merely chosen to reduce the amount of description needed in the test cases. It must not be understood as a real set of static configuration parameters.  There are situations where these combinations of policies are contradictory.  These policy settings in combination with the changes specified for each test case are consistent, however.

5. PoC V2.0 Interoperability Test Cases

5.1 PoC service registration (REG)

5.1.1 PoC service registration
	Test Case Id
	PoC-2.0-int-0100

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a PoC User is able to register for PoC service at the SIP/IP Core (including sending mandatory PoC service settings).

	Specification Reference
	[OMA-PoC-SD] 4.5, 4.26
[OMA-PoC-CP] 6.1.1.1

	SCR Reference
	
Editor's Note: To be completed. (REG-001)

	Tool
	Not available.

	Test Code
	Not available.

	PoC1.0 ETS Reference
	PoC-1.0-int-0100

	Preconditions
	
· Equipment:

· 1 PoC Client, 1 PoC Server

· SIP/IP Core
· State:

PoC User1 is de-registered for the PoC service at the SIP/IP Core network.

	Test Procedure
	1.
PoC User1 initiates PoC service registration.

	Pass-Criteria
	1.
PoC User1 is registered for the PoC service with the SIP/IP Core.


5.1.2 PoC service De-registration
	Test Case Id
	PoC-1.0-int-0102

	Test Object
	PoC Client

	Test Case Description
	Verify that a PoC User is able to de-register for PoC service at the SIP/IP Core.

	Specification Reference
	[OMA-PoC-SD] 4.5

[OMA-PoC-CP] 6.1.1.2

	SCR Reference
	Editor's Note: To be completed. (REG-002)


	Tool
	Not available.

	Test Code
	Not available.

	PoC1.0 ETS Reference
	PoC-1.0-int-0102

	Preconditions
	
· Equipment:

· 2 PoC Clients for PoC User1 and PoC User2
· SIP/IP Core



	Test Procedure
	1. PoC User2 initiates a 1-1 PoC Session to PoC User1.

2. PoC User2 hangs up.

3. PoC User1 initiates PoC service de-registration.
4. PoC User2 initiates a 1-1 PoC Session to PoC User1.

	Pass-Criteria
	1. PoC User2 and PoC User1 are in a 1-1 PoC Session.

2. PoC User2 and PoC User1 are disconnected from the 1-1 PoC Session.

3. PoC User1 is de-registered for PoC service from the SIP/IP Core. No PoC service is available for PoC User1 on PoC Client.

4. PoC User2 receives an indication that PoC User1 is not registered for PoC service (not available).


5.2 PoC Session Initiation, Joining and Release (SJR)

Not Available.
5.3 PoC Session Related Features (SRF)
Not Available.
5.4 PoC Session-unrelated Features (SUF)
Not Available.
5.5 PoC usage of XDM: PoC Group (XGP)
Not Available.
5.6 PoC usage of XDM: User Access Policy (XCAP)
Not Available.
5.7 Talk Burst Control (no queuing) (TBN)
NOTE: Currently there are no mandatory requirements for Talk Burst Control (no queuing).

5.8 Talk Burst Control (queuing) (TBQ)
NOTE: Currently there are no mandatory requirements for Talk Burst Control (queuing).

5.9 PoC Box (PBO)

NOTE: Currently there are no mandatory requirements for PoC Box.

5.10 Simultaneous PoC Sessions (SPS)

NOTE: Currently there are no mandatory requirements for Simultaneous PoC Sessions.

5.11 PoC Invocation Descriptor (PID)

NOTE: Currently there are no mandatory requirements for PoC Invocation Descriptor.

5.12 PoC Dispatcher (DIS)

NOTE: Currently there are no mandatory requirements for PoC Dispatcher.

5.13 Quality of Experience (QOE)

Not Available.
5.14 Full-Duplex Call Follow On Call (FDC)

NOTE: Currently there are no mandatory requirements for Full-Duplex Call Follow On Call.

5.15 Multiple PoC Groups (MPG)

Not Available.
5.16 Request with Media content (RMC)

NOTE: Currently there are no mandatory requirements for Request with Media content.
5.17 Invited Parties Identity Information (IPI)

Not Available.
5.18 Advanced Revocation Alert (ARA)

NOTE: Currently there are no mandatory requirements for Advanced Revocation Alert.
5.19 PoC Interworking Service (IWF)

NOTE: Currently there are no mandatory requirements for PoC Interworking Service.
5.20 Operator specifed warning message (OWM)
NOTE: Currently there are no mandatory requirements for operator specified warning message.
5.21 Media Burst Control (no queueing) (MBN)
Not Available.
5.22 Media Burst Control (queueing) (MBQ)

NOTE: Currently there are no mandatory requirements for Media Burst Control (queuing).
5.23 Media Burst Control Scheme (MBC)
NOTE: Currently there are no mandatory requirements for Media Burst Control Scheme.
Editor's Note: The section below is only a template for new test cases. It is not to be added to the final version of the PoC 2.0 ETS.
5 PoC-2.0-int-001
	Test Case Id
	PoC-2.0-int-001

	Test Object
	PoC Client, PoC Server

	Test Case Description
	

	Specification Reference
	

	SCR Reference
	

	PoC1.0 ETS Reference
	

	Tool
	N/A

	Test code
	N/A

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report

· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client

· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	

	Pass-Criteria
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