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1. Scope

This document describes in detail available test cases for SUPL V2.0, OMA-ERP-SUPL-V2_0-20080603-D.
URL:http://www.openmobilealliance.org/

The test cases are split in two categories, conformance and interoperability test cases.

The conformance test cases are aimed to verify the adherence to normative requirements described in the technical specifications. 

The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.

If either conformance or interoperability tests do not exists at the creation of the test specification this part should be marked not available.

2. References

The policy for reference lists is:

1.
OMA documents listed should have at least one approved version – draft-only docs should not be referenced.  Exception exists for documents that will be approved with or after the referenced doc is approved (may be part of same enabler package).  In short – approved docs should not reference unapproved docs.

2.
When a reference is made to an OMA specification, then Open Mobile Alliance with the TM symbol (™) should be used in the description.

3.
The name + version (no date) for OMA specifications are generally sufficient – dates should be used only if there is a specific reason to limit the usage.

4.
For references to WAP Forum docs, dates should not be included as DID's for the old WAP Forum specifications are enough and the reference description should refer to WAP Forum™.

5.
References to other affiliate docs should similarly provide sufficient information to uniquely determine the needed document and should provide the appropriate source information.

6.
The URL for OMA material (new OMA and affiliate) should always be http://www.openmobilealliance.org (an exception is OMNA that is reached through http://www.openmobilealliance.org/tech/omna)

Models to use


[REFLABEL]
<General Model> “Ref Title”, Ref information (source, date, id),
URL:http//<ref-source>/ 


[OMADOC]
<OMA Model> “OMA Document Title”,{ Version x.y,} Open Mobile Alliance™, OMA‑<docname>{‑<version>}, URL:http//www.openmobilealliance.org/ 

If there are no entries in the table – enter ‘none’ to be clear.
DELETE THIS COMMENT

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.5, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_5, URL:http://www.openmobilealliance.org/ 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[ERELD]
	“Enabler Release Document for SUPL”, Open Mobile Alliance™,
OMA-ERELD-SUPL-V2_0, URL:http://www.openmobilealliance.org/

	[OMA-RLP]
	“Inter-Location Server Interface Specification v1.0”, Open Mobile Alliance(, 
OMA-TS-RLP-Spec-V1.0, URL:http://www.openmobilealliance.org/

	[TLS]
	“Transport Layer Security (TLS) Version 1.0”, IETF RFC 2246, Jan 1999

URL:http://www.ietf.org/rfc/rfc2446.txt

	[WAP]
	“Wireless Application Protocol”, Version 2.0, Open Mobile Alliance™, Aug 2002, 
URL: http://www.openmobilealliance.org/tech/affiliates/wap/technical_wap2_0-20020813.zip

	[WAP PAP]
	“WAP Push Access Protocol”, Open Mobile Alliance™, Apr 2001,
URL: http://www.openmobilealliance.org/tech/affiliates/wap/wap-247-pap-20010429-a.pdf

	[WAP POTAP]
	“WAP Push Over The Air Protocol”, Open Mobile Alliance™, Apr 2001
URL: http://www.openmobilealliance.org/tech/affiliates/wap/wap-235-pushota-20010425-a.pdf

	[WAP PUSH]
	“WAP Push Message”, Open Mobile Alliance™, Mar 2001,
URL: http://www.openmobilealliance.org/tech/affiliates/wap/wap-251-pushmessage-20010322-a.pdf

	[GBA]
	3GPP TS 33.220 v6.2.0 “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Generic Authentication Architecture (GAA); Generic bootstrapping architecture (Release 6) “3GPP TS 33.220 v6.2.0. URL: http://www.3gpp.org/ftp/Specs/html-info/33220.htm

	[GAA] 


	3GPP TS 33.222 v6.1.0 “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Generic Authentication Function; Access to Network Application Functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS); (Release 6)”. URL: http://www.3gpp.org/ftp/Specs/html-info/33222.htm

	[TLS-AES]
	“Advanced Encryption Standard (AES) Ciphersuites for Transport Layer Security (TLS)”, IETF RFC 3268, June 2002. URL: http://www.ietf.org/rfc/rfc3268.txt

	[OMA-ULP]
	“UserPlane for Location Protocol v2.0”, Open Mobile Alliance™, OMA-TS-ULP-Spec-V2.0, URL:http://www.openmobilealliance.org/

	[OMA-ILP]
	“Internal Location Protocol v2.0”, Open Mobile Alliance™, OMA-TS-ILP-Spec-V2.0, URL:http://www.openmobilealliance.org/

	
	

	
	

	


2.2 Informative References



	[OMADICT]
	“Dictionary for OMA Specifications”, Version 2.6, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, URL:http://www.openmobilealliance.org/

	
	

	
	

	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’con’
Indicating this test is a conformance test case
number
Leap number for the test case

Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’int’
Indicating this test is a interoperability test case
number
Leap number for the test case


3.2 Definitions







	
	

	
	

	

	MLS application
	An application which requests and consumes the location information

	Network Initiated SUPL Services
	Network Initiated SUPL Services are services which originate from within the SUPL network as opposed to the SET. For these services, the SUPL Agent resides in the Network.

	Non-Proxy Mode
	The SPC system will have direct communication with the SET.

	Proxy Mode
	The SPC system will not have direct communication with the SET. In this environment the SLC system will act as a proxy between the SET and the SPC.

	SET Initiated SUPL Services
	SET Initiated SUPL Services are services which originate from the SET. For these services, the SUPL Agent resides within the SET.

	SUPL Agent
	Service access point which accesses the network resources to obtain location information.

	SUPL Enabled Terminal (SET)
	A device that is capable of communicating with a SUPL network. Examples of this could be a UE in UMTS, a MS in GSM or IS-95, or a PC over an IP-based transport.

	SUPL Location Centre (SLC)
	Coordinates the operations of SUPL in the network and interacts with the SUPL Enabled Terminal (SET) over User Plane bearer.

	SUPL Location Platform (SLP)
	Entity responsible for SUPL Service Management and Position Determination. SLP contains the SLC and SPC Functions.

	SUPL Positioning Centre (SPC)
	Entity in the SUPL network responsible for all messages and procedures required for position calculation and for the delivery of assistance data.


3.3 Abbreviations



	
	

	ACA
	Alternative Client authentication

	AFLT
	Advanced Forward Link Trilateration

	A-GPS
	Assisted GPS

	CID
	Cell ID

	CI
	Cell Identity (3GPP)

	ECID
	Enhanced Cell ID

	EOTD
	Enhanced Observed Time Difference

	E-SLP
	Emergency SLP

	FFS
	For Further Study

	FQDN
	Fully Qualified Domain Name

	GANSS
	Galileo and Additional Navigation Satellite Systems

	GMLC
	Gateway Mobile Location Centre

	GMT
	Greenwich Mean Time 

	GNSS
	Global Navigation Satellite System

	GPS
	Global Positioning System

	H-SLP
	Home SLP

	IMSI
	International Mobile Subscriber Identity

	IP
	Internet Protocol

	LAC
	Location Area Code (3GPP)

	LCS
	Location Services

	MAC
	Message Authentication Code

	MCC
	Mobile Country Code (3GPP)

	MLC
	Mobile Location Centre

	MLP
	Mobile Location Protocol

	MLS
	Mobile Location Services

	MNC
	Mobile Network Code (3GPP)

	MNO
	Mobile Network Operator

	MSID
	Mobile Station Identifier

	NID
	Network ID (C.S0022-A V1.0 )

	NMR
	Network Measurement Report

	OMA 
	Open Mobile Alliance

	OTDOA
	Observed Time Difference of Arrival

	PAP
	WAP Push Access Protocol

	PPG
	Push Proxy Gateway

	QoP
	Quality of Position

	RLP
	Roaming Location Protocol

	RRC
	Radio Resource Control

	RRLP
	Radio Resource LCS Protocol

	R-SLP
	Requesting SLP

	RNC
	Radio Network Controller

	SET
	SUPL Enabled Terminal

	SIM
	Subscriber Identity Module

	SIP
	Session Initiation Protocol

	SLC
	SUPL Location Centre

	SLIA
	Standard Location Immediate Answer

	SLIR
	Standard Location Immediate Request

	SLP
	SUPL Location Platform

	SMLC
	Serving Mobile Location Centre

	SMS
	Short Message Service

	SMSC
	Short Message Service Centre

	SPC
	SUPL Positioning Centre

	SPCF
	SUPL Position Calculation Function

	SPF
	SUPL Privacy Function

	SRLIA
	Standard Roaming Location Immediate Answer

	SRLIR
	Standard Roaming Location Immediate Request

	SRRF
	SUPL Reference Retrieval Function

	SSF
	SUPL Security Function

	SSMF
	SUPL Service Management Function

	TBD
	To Be Developed

	TLS
	Transport Layer Security

	UE
	User Equipment

	ULP
	Userplane Location Protocol

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	V-SLP
	Visited SLP

	V-SPC
	Visited SPC

	WAP
	Wireless Application Protocol

	
	

	
	

	
	

	


4. Introduction


The purpose of this document is to provide test cases for SUPL Enabler Release 2.0.


The implementation of some features is optional for the Clients and/or the Servers in the SUPL Enabler.  The tests associated with these optional features are marked as "(Includes Optional Features)" in the test specification.

<List the items needed to test the enabler, e.g.

The following items on an overall level are needed to adequately test the <xxx> enabler:

An origin server configured to support…. 

A web page providing a link…

[Optional] A web page providing a link…

Detailed info will be put in the specific test cases description. >

< If possible this part of the document should describe any protocols used by this enabler, e.g.

The <xxx> enabler tests are carried out using <yyy> and/or <zzz> protocols. >

5. SUPL Conformance Test Cases
<There should be a chapter for conformance tests, under this chapter the test cases may be grouped in best possible way according to e.g. feature or groups of features to make the document easy to read and use>

<Test Cases should not address anything not explicitly mentioned in the Specifications or ETR. They should also not address any quality of service issues. The Pass/Fail verdict for a Test Case should be clearly specified and not be open to interpretation.>

<If there are no conformance test cases available, please indicate with 'Not Available'>
<If information for a heading of the test case is not available, please indicate that with 'Not Available' in the appropriate row of a test case.>
< Section 5.1 shows example on headings for one test case.  It should be replicated, as needed, for each test case. >
<If the test case tests one or more optional SCR Items, the title of the test case should have "(Includes Optional Features)" string appended to it. >
5.1 SUPL Client Conformance – SUPL 1.0 features
5.2 This section contains test cases for features in SUPL 2.0 that have not changed since SUPL 1.0. Therefore the same test cases can be re-used unchanged from [SUPL 1.0 ETS]. Note that the Test Case Ids, Specification References and SCR References have been changed.
5.3 Network Initiated
5.4 SUPL-2.0-con-000

	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

1. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

2. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 
5.4.1 SET Initiated
5.4.1.1 SUPL-2.0-con-100
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

3. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

4. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.5 SUPL Client Conformance – SUPL 2.0 features
This section contains test cases for new features in SUPL 2.0 and features that have changed since SUPL 1.0.
5.5.1 Network Initiated
5.5.1.1 SUPL-2.0-con-200
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

5. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

6. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.5.2 SET Initiated
5.5.2.1 SUPL-2.0-con-300
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

7. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

8. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.6 SUPL Server Conformance

5.6.1 Network Initiated
5.6.1.1 SUPL-2.0-con-400
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

9. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

10. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.6.2 SET Initiated
5.6.2.1 SUPL-2.0-con-500
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

11. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

12. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

6. SUPL Interoperability Test Cases

<There should be a chapter for interoperability tests. Under this chapter the test cases should be grouped according to the ETR feature key grouping as specified in the ETR document for the Enabler. This is done for the ease of association of the test cases to the corresponding ETR requirements and the SCRs.>

<Test Cases should not address anything not explicitly mentioned in the Specifications or ETR. They should also not address any quality of service issues. The Pass/Fail verdict for a Test Case should be clearly specified and not be open to interpretation.>

<If there are no interoperability test cases available, please indicate with 'Not Available'>

<If information for a heading of the test case is not available, please indicate that with 'Not Available' in the appropriate row of a test case.>
<Section 6.1 shows examples on headings for one test case.  It should be replicated, as needed, for each test case. >
<If the test case tests one or more optional SCR Items, the title of the test case should have "(Includes Optional Features)" string appended to it. >
6.1 Network Initiated
The following SUPL 1.0 test cases are applicable for features that have not changed since SUPL 1.0:

· SUPL-1.0-int-XXX
· SUPL-1.0-int-YYY

6.2 SUPL-2.0-int-000

	Test Case Id
	<xxx-y.z-int-number, e.g. IMPS-1.2-int-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested SCR items, e.g. xxx-C-001-M>
The SCR (s) listed in this section should directly apply to this test case's Test Object and to the ETR requirement(s) listed in the below ETR Reference section. Listing of the SCRs tested implicitly should be avoided.

	ETR Reference
	<Reference to the applicable ETR requirement (s), e.g. xxx-04>

The ETR requirement (s) listed in this section should directly apply to this test case's Test Object. 

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report

· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client

· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

13. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

14. MMS is received in terminal B

MMS is readable>


Table 2: Test Information for <zzz> Interoperability Test
6.3 SET Initiated
The following SUPL 1.0 test cases are applicable for features that have not changed since SUPL 1.0:

· SUPL-1.0-int-XXX

· SUPL-1.0-int-YYY

6.3.1 SUPL-2.0-int-100

	Test Case Id
	<xxx-y.z-int-number, e.g. IMPS-1.2-int-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested SCR items, e.g. xxx-C-001-M>
The SCR (s) listed in this section should directly apply to this test case's Test Object and to the ETR requirement(s) listed in the below ETR Reference section. Listing of the SCRs tested implicitly should be avoided.

	ETR Reference
	<Reference to the applicable ETR requirement (s), e.g. xxx-04>

The ETR requirement (s) listed in this section should directly apply to this test case's Test Object. 

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report

· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client

· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

15. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

16. MMS is received in terminal B

MMS is readable>


Table 2: Test Information for <zzz> Interoperability Test

Appendix A. Change History
(Informative)


A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version 

	
	
	


	
	
	



A.2 Draft/Candidate Version <current version> History


	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-ETS-SUPL-V2_0-20080624-D
	24 Jun 2008
	All
	

Initial empty draft

	
	
	
	


	

	
	
	


	

	
	
	


	

	
	
	


	
	
	
	




	
	
	
	





Appendix B. <Additional Information>

If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.

Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.

DELETE THIS COMMENT

B.1 App Headers

<More text>

B.1.1 More Headers

<More text>

B.1.1.1 Even More Headers
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Figure 1: Example Figure
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