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1 Reason for Change

The ETS template has recently been changed to add ICS/IXIT information for Conformance tests. For the SUPL 2.0 ETS these changes are needed so that this information can be added in during initial test case writing.
2 Impact on Backward Compatibility

No impact on backward compatibility.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.
5. SUPL Conformance Test Cases

<There should be a chapter for conformance tests, under this chapter the test cases may be grouped in best possible way according to e.g. feature or groups of features to make the document easy to read and use>

<Test Cases should not address anything not explicitly mentioned in the Specifications or ETR. They should also not address any quality of service issues. The Pass/Fail verdict for a Test Case should be clearly specified and not be open to interpretation.>

<If there are no conformance test cases available, please indicate with 'Not Available'>
<If information for a heading of the test case is not available, please indicate that with 'Not Available' in the appropriate row of a test case.>
< Section 5.1 shows example on headings for one test case.  It should be replicated, as needed, for each test case. >
<If the test case tests one or more optional SCR Items, the title of the test case should have "(Includes Optional Features)" string appended to it. >
5.1 SUPL Client Conformance – SUPL 1.0 features

This section contains test cases for features in SUPL 2.0 that have not changed since SUPL 1.0. Therefore the same test cases can be re-used unchanged from [SUPL 1.0 ETS]. Note that the Test Case Ids, Specification References and SCR References have been changed.
5.1.1 Network Initiated
5.2.1.1 SUPL-2.0-con-000
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >
· Applicability: 

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

1. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

2. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.1.2 SET Initiated
5.2.1.2 SUPL-2.0-con-100
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client > 

· Applicability:

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

3. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

4. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.2 SUPL Client Conformance – SUPL 2.0 features

This section contains test cases for new features in SUPL 2.0 and features that have changed since SUPL 1.0.
5.2.1 Network Initiated
5.2.1.3 SUPL-2.0-con-200
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >
· Applicability:

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

5. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

6. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.2.2 SET Initiated
5.2.1.4 SUPL-2.0-con-300
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >
· Applicability:

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

7. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

8. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.3 SUPL Server Conformance

5.3.1 Network Initiated
5.2.1.5 SUPL-2.0-con-400
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

9. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

10. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

5.3.2 SET Initiated
5.2.1.6 SUPL-2.0-con-500
	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested  SCR items, e.g. xxx-C-001-M>
The SCRs listed in this section should directly apply to this test case's Test Object. Listing of the SCRs tested implicitly should be avoided.

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report
· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

11. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

12. MMS is received in terminal B

MMS is readable>


Table 1: Test Information for <yyy> Conformance Test 

6. SUPL Interoperability Test Cases

<There should be a chapter for interoperability tests. Under this chapter the test cases should be grouped according to the ETR feature key grouping as specified in the ETR document for the Enabler. This is done for the ease of association of the test cases to the corresponding ETR requirements and the SCRs.>

<Test Cases should not address anything not explicitly mentioned in the Specifications or ETR. They should also not address any quality of service issues. The Pass/Fail verdict for a Test Case should be clearly specified and not be open to interpretation.>

<If there are no interoperability test cases available, please indicate with 'Not Available'>

<If information for a heading of the test case is not available, please indicate that with 'Not Available' in the appropriate row of a test case.>
<Section 6.1 shows examples on headings for one test case.  It should be replicated, as needed, for each test case. >
<If the test case tests one or more optional SCR Items, the title of the test case should have "(Includes Optional Features)" string appended to it. >
6.1 Network Initiated

The following SUPL 1.0 test cases are applicable for features that have not changed since SUPL 1.0:

· SUPL-1.0-int-XXX

· SUPL-1.0-int-YYY

6.1.1 SUPL-2.0-int-000

	Test Case Id
	<xxx-y.z-int-number, e.g. IMPS-1.2-int-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested SCR items, e.g. xxx-C-001-M>
The SCR (s) listed in this section should directly apply to this test case's Test Object and to the ETR requirement(s) listed in the below ETR Reference section. Listing of the SCRs tested implicitly should be avoided.

	ETR Reference
	<Reference to the applicable ETR requirement (s), e.g. xxx-04>

The ETR requirement (s) listed in this section should directly apply to this test case's Test Object. 

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report

· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client

· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

13. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

14. MMS is received in terminal B

MMS is readable>


Table 2: Test Information for <zzz> Interoperability Test

6.2 SET Initiated

The following SUPL 1.0 test cases are applicable for features that have not changed since SUPL 1.0:

· SUPL-1.0-int-XXX

· SUPL-1.0-int-YYY

6.2.1 SUPL-2.0-int-100

	Test Case Id
	<xxx-y.z-int-number, e.g. IMPS-1.2-int-001>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPLE 1] Chapter x.> 

	SCR Reference
	<Reference to explicitly tested SCR items, e.g. xxx-C-001-M>
The SCR (s) listed in this section should directly apply to this test case's Test Object and to the ETR requirement(s) listed in the below ETR Reference section. Listing of the SCRs tested implicitly should be avoided.

	ETR Reference
	<Reference to the applicable ETR requirement (s), e.g. xxx-04>

The ETR requirement (s) listed in this section should directly apply to this test case's Test Object. 

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

· Equipment:

· 2 clients (A, B) / 1 server

· Functioning SAP with the 2 user accounts (A, B) existing on it 

· State:

· Both clients are logged in

· Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

· Both clients and server support Delivery Report functionality

· Client A is capable of displaying a successful delivery report

· Continuation of / Can be tested at the same time as:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client

· Prerequisite for this test:

· IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

15. User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B.

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

16. MMS is received in terminal B

MMS is readable>


Table 2: Test Information for <zzz> Interoperability Test
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Appendix B. Conformance Test Case applicability

B.1 Introduction

This section shall help implementers of the SUPL 2.0 Enabler to select appropriate Conformance test cases that are applicable to the features implemented.

This appendix lists all test cases testing only mandatory features, ICS (Implementation  Conformance Specification) , IXIT (Implementation eXtra Information)  and a mapping from ICS/IXIT to applicable test cases as defined by the Open Mobile Alliance.

B.2 Test Cases testing only mandatory features

These Conformance test cases are independent from any applicability, are testing only mandatory SCRs and SHALL be run with every implementation.

	Test Case

	


B.3 Applicability

B.3.1 Client ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	
	
	
	


B.3.2 Client IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	
	
	
	


B.3.3 Server ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	
	
	
	


B.3.4 Server IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	
	
	
	


B.4 ICS to test case mapping

According to the ICS described above the applicable test cases can be derived from the following table.

	Applicability
	Test Cases

	
	


Appendix C. <Additional Information>

If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.

Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.
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Figure 1: Example Figure
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