Doc# OMA-IOP-MEC-2009-0119-CR_SUPL_2.0_Optional_test_cases_clarified[image: image1.jpg]"sOMaQa

Open Mobile Alliance



.doc
Change Request

Doc # OMA-IOP-MEC-2009-0119-CR_SUPL_2.0_Optional_test_cases_clarified.doc

Change Request



Change Request

	Title:
	SUPL 2.0 Optional test cases clarified
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	IOP-MEC

	Doc to Change:
	OMA-ETS-SUPL-V2_0-20090625-D

	Submission Date:
	30 June 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Richard Catmur, Spirent. richard.catmur@spirent.com 

	Replaces:
	n/a


1 Reason for Change

1. Some Interoperability test cases are not marked as Optional

2. Cross version compatibility Interoperability test cases renamed for clarity.

3. Note added to test case SUPL-2.0-int-200 for clarity.

4. Other wording changed for consistency.

2 Impact on Backward Compatibility

No impact on backward compatibility.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.

6 Detailed Change Proposal
Note to Editor: Add the text “[Includes optional features]” to all test case headings (where it is not already there) in Section 7, except for the following: SUPL-2.0-int-004, 005, 006, 200, 201, 202 and 203. 

7.3 Cross version Compatibility
7.3.2 SUPL-2.0-int-200 Cross version Compatibility: H-SLP V2.0 and SET V2.0
7.3.3 Note that this test case tests a feature that is tested inherently in most other Interoperability test cases, however this test case is used as part of the minimum entry criteria for TestFests and is therefore included here.
	Test Case Id
	SUPL-2.0-int-200

	Test Object
	Client (SET) and Server (H-SLP)

	Test Case Description
	To test ULP version Negotiation function in case H-SLP supports ULP 2.0  and SET supports ULP2.0 version

	Specification Reference
	TS-ULP 7

	SCR Reference
	ULP-PRO-S-027-M ,   ULP-PRO-C-025-M

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home PLMN with either GSM or WCDMA access network, or both.

·  Equipment for CDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, Home PLMN with CDMA access network.

· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to the tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy or Non-Proxy.

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· Both SLP and SET support ULP2.0.

	Test Procedure
	Test 1:
1. The network resident MLS application requests the position of the SET and the SUPL Agent issues a MLP-SLRR request to H-SLP.
2. H-SLP send the SUPL INIT (version = 2.0, minimum = 2) or (version = 2.0, minimum = 1) to SET. (Note 1)
3. SET responds with SUPL POS INIT and the Location Session completes successfully.
Test 2:

4. SET send the SUPL START (version = 2.0) to H-SLP.
5. H-SLP response with SUPL RESPONSE to SET and the location session completes successfully.
Note 1: If SLP supports both ULP2.0 and 1.0, SUPL INIT (version = 2.0, minimum = 1) will be sent, if SLP supports only ULP2.0, SUPL INIT (version = 2.0, minimum = 2.0) will be sent.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT with the correct version number (2.0) supported by the SET.

2. At step 5 the H-SLP shall respond with SUPL RESPONSE with the correct version number (2.0) supported by the H-SLP.


7.3.4 SUPL-2.0-int-201 Cross version Compatibility: H-SLP V2.0 and SET V1.0
	Test Case Id
	SUPL-2.0-int-201

	Test Object
	Client (SET) and Server (H-SLP)

	Test Case Description
	To test ULP version Negotiation function in case H-SLP supports ULP 2.0 only and SET supports ULP1.0 version 

	Specification Reference
	TS-ULP 7

	SCR Reference
	ULP-PRO-S-027-M ,   ULP-PRO-C-025-M

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home PLMN with either GSM or WCDMA access network, or both.

·  Equipment for CDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, Home PLMN with CDMA access network.

· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to the tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy or Non-Proxy.

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· H-SLP supports ULP 2.0 only and SET supports ULP 1.0

	Test Procedure
	Test 1:
1. The network resident MLS application requests the position of the SET and the SUPL Agent issues a MLP-SLRR request to H-SLP.
2. H-SLP send the SUPL INIT (version = 2.0, minimum = 2) to SET. 
3. SET responds with SUPL END (version = 1.0 and status code = versionNotSupported) and the location session fails.
Test 2:

4. SET send the SUPL START (version = 1.0) to H-SLP.
5. H-SLP response with SUPL END (version = 2.0 and status code = versionNotSupported) to SET and the location session fails.

	Pass-Criteria
	 At step 3 the SET shall respond with SUPL END with the correct version number (1.0) supported by the SET.

At step 5 the H-SLP shall respond with SUPL END with the correct version number (2.0) supported by the H-SLP.


7.3.5 SUPL-2.0-int-202 Cross version Compatibility: H-SLP V2.0 and V1.0 and SET V1.0
	Test Case Id
	SUPL-2.0-int-202

	Test Object
	Client (SET) and Server (H-SLP)

	Test Case Description
	To test ULP version Negotiation function in case H-SLP supports both ULP 2.0 and ULP1.0 , SET supports ULP1.0 version 

	Specification Reference
	TS-ULP 7

	SCR Reference
	ULP-PRO-S-027-M ,   ULP-PRO-C-025-M

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home PLMN with either GSM or WCDMA access network, or both.

·  Equipment for CDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, Home PLMN with CDMA access network.

· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to the tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy or Non-Proxy.

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· H-SLP supports ULP 2.0 and ULP1.0 and SET supports ULP 1.0

	Test Procedure
	Test 1:
1. The network resident MLS application requests the position of the SET and the SUPL Agent issues a MLP-SLIR request to H-SLP.
2. H-SLP send the SUPL INIT (version = 2.0, minimum = 1) to SET. 
3. SET responds with SUPL END (version = 1.0)
4.  H-SLP send the SUPL INIT (version = 1.0) to SET and the location session completes successfully.
Test 2:
5. SET send the SUPL START (version = 1.0) to H-SLP.
6. H-SLP response with SUPL RESPONSE (version = 1.0) to SET and the location session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with the correct version number (1.0) supported by the SET.
2. At step 4 the H-SLP shall send the SUPL INIT with the correct version number (1.0).

3. At step 6 the H-SLP shall respond with SUPL RESPONSE with the correct version number (1.0).


7.3.6 SUPL-2.0-int-203 Cross version Compatibility: H-SLP V1.0 and SET V 2.0
	Test Case Id
	SUPL-2.0-int-203

	Test Object
	Client (SET) and Server (H-SLP)

	Test Case Description
	To test ULP version Negotiation function in case H-SLP supports ULP 1.0 only , SET supports ULP2.0 version

	Specification Reference
	TS-ULP 7

	SCR Reference
	ULP-PRO-S-027-M ,   ULP-PRO-C-025-M

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home PLMN with either GSM or WCDMA access network, or both.

·  Equipment for CDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, Home PLMN with CDMA access network.

· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to the tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy or Non-Proxy.

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· H-SLP supports ULP 1.0 only and SET supports ULP 2.0

	Test Procedure
	Test 1: 
1. The network resident MLS application requests the position of the SET and the SUPL Agent issues a MLP-SLIR request to H-SLP.
2. H-SLP send the SUPL INIT (version = 1.0) to SET. 
3. SET responds with SUPL END (version = 2.0 and status code = versionNotSupported) and the location session fails.
Test 2:

4. SET send the SUPL START (version = 2.0) to H-SLP. 
5. H-SLP responds with SUPL END (version = 1.0 and status code = versionNotSupported) and the location session fails.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with the correct version number (2.0) supported by the SET
2. At step 5 the H-SLP shall respond with SUPL END with the correct version number (1.0) supported by the H-SLP.
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