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1 Reason for Change

The positioning technologies declared to be supported by the SET do not have to be consistent from SUPL session to SUPL session. In particular, in a SET Initiated session the positioning technologies declared in “SET capabilities” in the SUPL START message could depend on the SET-resident application that is initiating the session. Therefore the relevant ICS may vary, depending on the test case being run and do not have to be fixed for the complete testing session.

A note is added to the relevant ICS to allow for this possibility.
2 Impact on Backward Compatibility

No impact on backward compatibility.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.

6 Detailed Change Proposal
B.3
Applicability

B.3.1
Client ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	ics_NetworkInitiated
	Any Network Initiated call flow supported
	ULP-PRO-C-007-O
	

	ics_PSK_TLS
	PSK-TLS with GBA supported
	ULP-PRO-C-004-O, ULP-PRO-C-037-O
	

	ics_MT_SMS
	MT SMS supported
	ULP-PIN-C-005-M
	

	ics_SIP_Push
	SIP Push supported
	ULP-PIN-C-006-O
	

	ics_HSLP_stored_in_SET
	 H-SLP address stored in SET
	
	

	ics_TLS_add_cipher
	TLS additional cipher suite supported
	
	

	ics_PSKTLS_add_cipher
	PSK-TLS additional cipher suite supported
	
	

	ics_support_SUPLV1.0
	SUPL V1.0 supported
	
	

	ics_transfer_thirdParty
	Transfer Location to Third Party supported
	ULP-PRO-C-040-O
	

	ics_notification_currentLocation
	Notification based on current location supported
	ULP-PRO-C-029-O
	

	ics_real_time
	Real time reporting supported
	ULP-PRO-C-046-O
	

	ics_quasi_real_time
	Quasi real time reporting supported
	ULP-PRO-C-047-O
	

	ics_periodic_Network_initiated
	Periodic trigger in Network initiated call flows supported
	ULP-PRO-C-032-O
	

	ics_periodic_SET_initiated
	Periodic trigger in SET initiated call flows supported
	ULP-PRO-C-032-O
	

	ics_SETbased_in_quasi_real_time
	SET based positioning in quasi real time reporting supported
	-
	

	ics_AGPSSETassisted_Network_initiated
	A-GPS SET assisted mode in Network initiated call flows supported
	ULP-PRO-C-012-O
	

	ics_AGPSSETassisted_SET_initiated
	A-GPS SET assisted mode in SET initiated call flows supported
	ULP-PRO-C-012-O
	See note.

	ics_AGPSSETbased_Network_initiated
	A-GPS SET based mode in Network initiated call flows supported
	ULP-PRO-C-013-O
	

	ics_AGPSSETbased_SET_initiated
	A-GPS SET based mode in SET initiated call flows supported
	ULP-PRO-C-013-O
	See note.

	ics_autonomousGPS_Network_initiated
	Autonomous GPS mode in Network initiated call flows supported
	ULP-PRO-C-014-O
	

	ics_autonomousGPS_SET_initiated
	Autonomous GPS mode in SET initiated call flows supported
	ULP-PRO-C-014-O
	See note.

	ics_eCID_Network_initiated
	Enhanced Cell ID mode in Network initiated call flows supported
	ULP-PRO-C-018-O
	

	ics_eCID_SET_initiated
	Enhanced Cell ID mode in SET initiated call flows supported
	ULP-PRO-C-018-O
	See note.

	ics_AGANSSSETassisted_Galileo_Network_initiated
	A-Galileo SET assisted mode in Network initiated call flows supported
	ULP-PRO-C-015-O
	

	ics_AGANSSSETassisted_Galileo_SET_initiated
	A- Galileo SET assisted mode in SET initiated call flows supported
	ULP-PRO-C-015-O
	See note.

	ics_AGANSSSETassisted_GLONASS_Network_initiated
	A- GLONASS SET assisted mode in Network initiated call flows supported
	ULP-PRO-C-015-O
	

	ics_AGANSSSETassisted_GLONASS_SET_initiated
	A- GLONASS SET assisted mode in SET initiated call flows supported
	ULP-PRO-C-015-O
	See note.

	ics_AGANSSSETbased_Galileo_Network_initiated
	A- Galileo SET based mode in Network initiated call flows supported
	ULP-PRO-C-016-O
	

	ics_AGANSSSETbased_Galileo_SET_initiated
	A- Galileo SET based mode in SET initiated call flows supported
	ULP-PRO-C-016-O
	See note.

	ics_AGANSSSETbased_GLONASS_Network_initiated
	A- GLONASS SET based mode in Network initiated call flows supported
	ULP-PRO-C-016-O
	

	ics_AGANSSSETbased_GLONASS_SET_initiated
	A- GLONASS SET based mode in SET initiated call flows supported
	ULP-PRO-C-016-O
	See note.

	ics_autonomousGANSS_Network_initiated
	Autonomous GANSS mode in Network initiated call flows supported
	ULP-PRO-C-014-O
	

	ics_autonomousGANSS_SET_initiated
	Autonomous GANSS mode in SET initiated call flows supported
	ULP-PRO-C-014-O
	See note.

	ics_event_Network_initiated
	Area Event Triggered Service in Network initiated call flows supported
	ULP-PRO-C-033-O
	

	ics_event_SET_initiated
	Area Event Triggered Service in SET initiated call flows supported
	ULP-PRO-C-033-O
	

	ics_GeoTargetArea
	Geographic Target Area supported
	
	

	ics_AreaId
	Area Id supported
	
	

	ics_silr_another_SET
	SET Initiated Location Request of another SET supported
	ULP-PRO-C-038-O
	

	ics_historic_reporting
	Retrieval of historical positions and/or enhanced cell/sector measurements supported
	ULP-PRO-C-035-O
	


Note: Support for this ICS may vary, depending on the test case being run.
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