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1 Reason for Change

This CR introduces proposed fixes to RCSe testing work-item conformance test-cases.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

IOP-MEC is kindly requested to review and agree to this CR.
6 Detailed Change Proposal

Change 1:  Terminology & Conventions (add abbreviation)
3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’con’
Indicating this test is a conformance test case
number
Leap number for the test case

Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’int’
Indicating this test is a interoperability test case
number
Leap number for the test case
3.2 Definitions
	
	

	
	


3.3 Abbreviations
	
	

	RCS-e
	Rich Communications Suite-enhanced

	SIM
	Subscriber Identity Module

	USIM
	Universal Subscriber Identity Module

	UX
	User eXperience


Change 2:  Terminology & Conventions (add abbreviation)

4. RCS-e Conformance Test Cases

4.1 RCS-e-1.2-con-0001 First-time unsuccessful configuration: Subscriber unauthorized
	Test Case Id
	RCS-e-1.2-con-0001

	Test Object
	RCS-e Client

	Test Case Description
	First-time unsuccessful configuration: Subscriber unauthorized

	Specification Reference
	RCS-e 2.2.2.1.2

	SCR Reference
	

	Tool
	

	Test code
	Verified TTCN-3 code

	Preconditions
	· Auto-Configuration Server ready
· User A NOT IMS registered for RCS-e
· RCS-e services have NOT been previously configured on the phone/(U)SIM pair

	Test Procedure
	1) Handset is powered on

2) The handset should contact the Auto-Configuration Server
3) The Auto-Configuration Server validates the (U)SIM/phone, and generates a response containing validity and version XML set to 0

4) Following a reboot the handset retries the RCS-e autoconfiguration procedure


	Pass-Criteria
	1) Configuration takes places seamlessly to user A
2) RCS-e UX elements not enabled (i.e. handset exhibits non RCS-e UX) as user A  not authorized to utilize RCS-e services


Editor’s Note: Whether Annex-A of RCS-e 1.2.2 specification needs to be referenced, is FFS.

4.2 RCS-e-1.2-con-0002 Configuration triggered by a reboot: No need for update
	Test Case Id
	RCS-e-1.2-con-0002

	Test Object
	RCS-e Client

	Test Case Description
	Configuration triggered by a reboot: No need for update

	Specification Reference
	RCS-e 2.2.2.1.2

	SCR Reference
	

	Tool
	

	Test code
	Verified TTCN-3 code

	Preconditions
	· Auto-Configuration Server ready
· User A IMS registered for RCS-e
· RCS-e services configured on the phone/(U)SIM pair

· The validity of the previous RCS-e configuration has NOT expired 

	Test Procedure
	1) Handset is powered on

2) The handset should contact the Auto-Configuration Server
3) The Auto-Configuration Server validates the (U)SIM/phone and provides a response without configuration data except from the version (same as the one in the phone) and the validity (set to an updated validity period based on a default period configured in the Auto-Configuration Server)

4) The configuration is transparent, the RCS-e services are available just after boot is completed

	Pass-Criteria
	1) Configuration takes places seamlessly to user A
2) The RCS-e UX and services remain in the same state as they were prior to re-evaluating RCS-e autoconfiguration


4.3 RCS-e-1.2-con-0003 Configuration triggered by a reboot: Update needed
	Test Case Id
	RCS-e-1.2-con-0003

	Test Object
	RCS-e Client

	Test Case Description
	Configuration triggered by a reboot: Update needed

	Specification Reference
	RCS-e 2.2.2.1.2

	SCR Reference
	

	Tool
	

	Test code
	Verified TTCN-3 code

	Preconditions
	· Auto-Configuration Server ready
· User A IMS registered for RCS-e
· RCS-e services configured on the phone/(U)SIM pair

· The validity of the previous RCS-e configuration has expired

	Test Procedure
	1) Handset is powered on

2) The handset should contact the Auto-Configuration Server
3) The Auto-Configuration Server validates the (U)SIM/phone and responds with a valid RCS-e configuration to the phone with a new version and the validity (set to an updated validity period based on a default period configured in the Auto-Configuration Server)
4) Once the configuration is successfully sent, it is possible for user A to access RCS-e services (test a successful chat to verify RCS-e UX)

	Pass-Criteria
	1) Configuration takes places seamlessly to the user

2) RCS-e UX enabled and user A able to carry out a 1-1 chat after successful provisioning and first-time IMS registration based on the updated RCS-e configuration
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