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1 Reason for Contribution

Second draft of the XDM ETS.

2 Summary of Contribution

Second draft of the XDM ETS.

3 Detailed Proposal
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4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review the contribution and based on an approved version created Interoperability XDM ETS.
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1. Scope


This document describes in detail available test cases for  Enabler XDM V1.0 (http://www.openmobilealliance.org).


The test cases are split in two categories, conformance and interoperability test cases.


The conformance test cases are aimed to verify the adherence to normative requirements described in the technical specifications. 


The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.


If either conformance or interoperability tests do not exists at the creation of the test specification this part should be marked not available.


2. References


2.1 Normative References


TBD: Review if the references are valid

		[IOPPROC]

		“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, www.openmobilealliance.org



		[RFC2119]

		“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, www.ietf.org/rfc/rfc2119.txt



		[ERELD]

		“Enabler Release Document for Push to Talk over Cellular Requirement”, Open Mobile Alliance™, OMA-ERELD-PoC-V1_0, www.openmobilealliance.org



		[OMA-PoC-RD]

		“Push to Talk over Cellular Requirements”, Version 1.1, Open Mobile Alliance™, OMA-RD_PoC-V1_0, www.openmobilealliance.org



		[OMA-PoC-AD]

		“Push to Talk over Cellular Architecture”, Version 1.1, Open Mobile Alliance™, OMA-AD_PoC-V1_0, www.openmobilealliance.org



		[OMA-PoC-CP]

		“Push to Talk over Cellular Control Plane”, Version 1.1, Open Mobile Alliance™, OMA-CP_PoC-V1_0, www.openmobilealliance.org



		[OMA-PR]

		“Presence Requirements/Architecture/Specifications”, Version 1.1, Open Mobile Alliance™, OMA-ERELD-Presence-V1_0, www.openmobilealliance.org





		[OMA-DM]

		“Device Management/Architecture/Specifications”, Version 1.1, Open Mobile Alliance™, OMA-ERELD-SyncML_DM-V1_1, www.openmobilealliance.org



		[OMA-XDM-Spec]

		“XML Document Management (XDM) Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-XDM_Core-V1_0, www.openmobilealliance.org



		[OMA-PoC-XDM]

		“PoC XDM Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-POC_XDM-V1_0, www.openmobilealliance.org





2.2 Informative References


		[RFC2119]

		“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt



		[OMADICT]

		“Dictionary for OMA Specifications”, Open Mobile Alliance™. OMA-Dictionary, www.openmobilealliance.org 





3. Terminology and Conventions


3.1 Conventions


The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].


All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.


Following test case numbering scheme is followed in the ETS for different Test Sections.

Note: In following numbering scheme “int” stands for “Interoperability Test Cases”. For “Confirmatory Test Cases” “int” is replaced by “con”. E.g. Confirmatory test cases for registration will be “PoC-1.0-con-M-0100”.


Following is the definition of fields in the naming convention:


		XDM-1.0

		Int/Con

		M/O

		01

		00



		Specification Release (XDM Version) number.

		Int – Interoperability


Con- Confirmatory

		M-Mandatory


O-Optional

		Test-category

		Test Sequence Number





3.2 Definitions


TBD: Revise the definitions

		user

		A person using UE.



		User

		A subscriber assigned to UE (User1, User2, etc.)



		UE

		A client terminal used for testing. 





3.3 Abbreviations


TBD: Add missing abbreviations

		AD

		Architecture Document



		CDR

		Charging Data Record



		IAB

		Incoming Instant Personal Alert Barring



		ISB

		Incoming PoC Session Barring



		MAO

		Manual Answer Override



		OMA

		Open Mobile Alliance



		PoC

		Push to talk over Cellular



		RD

		Requirements Document



		SIP

		Session Initiation Protocol



		UE

		User Equipment



		URI

		Universal Resource Identifier



		XCAP

		XML Configuration Access Protocol



		XDM

		XML Document Management



		XDMC

		XDM Client



		XDMS

		XDM Server



		XML

		Extensible Mark-up Language





3.4 Testing Policies


WORK IN PROGRESS


Is is not required that in testing of the XDM enabler multiple vendor UEs are used. All the test cases can be executed using multiple UEs from the same venfor.


3.5 Testing Assumptions


WORK IN PROGRESS


1) The UE implements XDMC and is able to communicate with an XDMS.


2) There are dependencies on other than the tested enablers. There needs to be a clear comment stating if we will be using the test tools or the actual enablers.


3) The XDMC does the initial synchronization with the XDMS after the UE is powered on.


4) The UE is capable of indicating the successful retrieval of documents from an XDMS


5) The UE is capable of indicating error notifications to a user after unsuccessful authentication attempt


4. Introduction


TBD


The purpose of this document is to provide test cases for XDM Enabler Release V1.0.


The following items on an overall level are needed to adequately test the XDM Enabler:


· A Client that is comprised of PoC Client, XDMC, Watcher, and Presence Source logical components


· Services specific XDM Servers, for instance, PoC XDMS, Presence XDMS, or RLS XDMS.


Detailed information will be included in the specific test cases desctription. 


The XDM Enabler test are carried out using XCAP and SIP protocols. The transport protocols used are UDP, TCP and TLS.


5. Mandatory Test Cases


This section lists the steps needed for the execution of the mandatory test cases.


5.1 Aggregation Proxy Test Cases


This section represents the test cases that will be executed by the the following configurations of enablers:


· Client with XDMC


· Aggregation Proxy with a Shared XDMS


· Aggregation Proxy with an enabler specific XDMS


5.1.1 Authentication Test Cases 


5.1.1.1 Normal Flow


5.1.1.1.1 XDM-1.0-int-M-0100 Authenticaiton of XDMC in the UE


		Test Case Id

		XDM-1.0-int-M-0100



		Test Object

		UE with XDMC, Aggregation Proxy, XDMS (Shared, PoC, RLS, or Presence)



		Test Case Description

		Verify that UE can be successfully authenticated when retrieving documents over the XCAP interface.


TEST CASE GOAL: Verify that the when the UE initiates the communication with the XDMS, the Aggregation Proxy authenticates it.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· UE (with User1 credentials)


· Aggregation Proxy


· XDMS (Shared, PoC, RLS, or Presence)


· Prerequisite for this test:


· XDM-1.0-int-M-0150 – authentication failure test case executes successfully. This is to verify that the Aggregation Proxy is challenging the requests.


· Both, the UE and the Aggregation Proxy support the same type of authentication (definition of the authentication is outside of the scope of the ETS)


· User1 is preconfigured in the network with his/her credentials

· The UE is powered off


· Authentication is enabled in the Aggregation Proxy


· The XDMC communicates with the XDMS when the user accesses the documents for the first time after power up



		Test Procedure

		1. UE is powered on and the members of any of its contact list are retrieved.



		Pass-Criteria

		1. The retrieved contact list and its members are seen on UE. 





5.1.1.2 Error Flow


5.1.1.2.1 XDM-1.0-int-M-0150 Too Many Failed Authenticaiton Attempts by XDMC in UE


		Test Case Id

		XDM-1.0-int-M-0150



		Test Object

		UE with XDMC, Aggregation Proxy



		Test Case Description

		Verify that the Aggregation Proxy rejects too many failed authentication attempts by the UE.


TEST CASE GOAL: Verify that the client will not be able to access XML documents during the initial communication attempt with the XDMS.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· UE (with User1 credentials) 


· Aggregation Proxy

· Prerequisite for this test:


· The UE is powered off


· Both, the UE and the Aggregation Proxy support the same type of authentication


· User1 is preconfigured in the network with wrong credentials (for the Aggregation Proxy to reject authentication requests)

· Authentication is enabled in the Aggregation Proxy


· The “count of allowed challenges” in the Aggregation Proxy is set to 5 or less



		Test Procedure

		1. UE is powered on and the attempt is made to retrieve the members of any contact list.



		Pass-Criteria

		1. UE receives indication that the list retrieval is not successful.





5.2 Shared XDMS Test Cases


5.2.1 Document Management, Data Consistency and Authorization Test Cases


5.2.1.1 Normal Flow


5.2.1.1.1 XDM-1.0-int-M-0200 Shared XDMS Document Creation and Retrieval


		Test Case Id

		XDM-1.0-int-M-0200



		Test Object

		UE with XDMC, Aggregation Proxy, Shared XDMS



		Test Case Description

		Verify that the UE can create and retrieve an XML document from the Shared XDMS.


TEST CASE GOAL: Verify that the creation of a list and/or addition of the member to a list creates an XML document in the XDMS that can be retrieved by the users.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with User1 credentials)


· Aggregation Proxy


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 executes successfully


· Shared XDMS does not have any documents for User1


· UE1 and UE2 are powered off



		Test Procedure

		1. UE1 is powered on and a contact list is created.


2. The member with the display name User2 is added to the contact list.


3. UE1 is powered off.


4. UE2 is powered on and the contact list created in Step 2 is retrieved.



		Pass-Criteria

		2. UE1 displays a contact list with User2 as a member.


4. UE2 displays a contact list with User2 as a member.





5.2.1.1.2 XDM-1.0-int-M-0201 Shared XDMS Element and Attribute Creation and Retrieval


		Test Case Id

		XDM-1.0-int-M-0201



		Test Object

		UE with XDMC, Aggregation Proxy, Shared XDMS



		Test Case Description

		Verify that the UE can create and retrieve XML elements and attributes from the Shared XDMS.


TEST CASE GOAL: Add a member to already existing contact list. Verify that the member and the “uri” attribute of the member are created and stored correctly in the Shared XDMS.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with User1 credentials)


· Aggregation Proxy


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – executes succesfully


· User1 has a contact list. The contact list does not contain a user with a display name User3. Contact list may have any other members.


· UE1 is powered on, UE2 is powered off



		Test Procedure

		1. The member with the display name User3 is added to the contact list on UE1.


2. The URI of User3 is retrieved from User3 member properties on UE1. 


3. UE1 is powered off.


4. UE2 is powered on and the contact list modified in Step 2 is retrieved.


5. The URI of User3 is retrieved from User3 member properties on UE2.



		Pass-Criteria

		1. UE1 displays the member with the display name User3 in the contact list (element retrieval).


2. UE1 displays the URI of the member with the display name User3 (attribute retrieval).


4. UE2 displays the member with the display name User3 in the contact list (element retrieval).


5. UE2 displays the URI of the member with the display name User3 (attribute retrieval). The URI of User3 is identical to the URI seen in Step 2.





5.2.1.1.3 XDM-1.0-int-M-0202 Shared XDMS Document and Element Modification and Retrieval


		Test Case Id

		XDM-1.0-int-M-0202



		Test Object

		UE with XDMC, Aggregation Proxy, Shared XDMS



		Test Case Description

		Verify that the user can modify and retrieve an XML document and an element of an XML document.


TEST CASE GOAL: Modify a <display-name> element of an existing member in the existing list and verify that the list’s XML document is updated correctly in the Shared XDMS.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with User1 credentials)


· Aggregation Proxy


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – successfully executes


· UE1 is powered on, UE2 is powered off


· A contact list exists in the XDMS for User1. The list has a member with the display name User2. A member with the display name User3 does not exist in the contact list. The list may contain other members. 



		Test Procedure

		1. A member with a display name User2 is selected from a contact list on UE1.


2. The URI of the member with the display name User2 is selected on UE1 and noted.


3. The display name of the member is changed from User2 to User3.


4. UE1 is powered off.


5. UE2 is powered on and the contact list modified in Step 2 is retrieved.


6. The URI of the member with the display name User3 is selected on UE2 and compared to the noted URI is Step 2. 



		Pass-Criteria

		1. UE1 displays User2 display name in the contact list.


2. UE1 displays the URI of the member with the display name User2.


3. UE1 displays User3 display name in the contact list. User2 display name is not seen in the contact list on UE1.


5. UE2 displays User3 display name in the contact list. User2 display name is not seen in the contact list on UE2.


6. UE2 displays the URI of the member with the display name User3. The URI displayed on UE2 is identical to the URI noted in Step 2.





5.2.1.1.4 XDM-1.0-int-M-0203 Shared XDMS Element Deletion


		Test Case Id

		XDM-1.0-int-M-0203



		Test Object

		UE with XDMC, Aggregation Proxy, Shared XDMS



		Test Case Description

		Verify that a user can delete an element from an XML document.


TEST CASE GOAL: Delete a member of the contact list and verify that the list’s XML document in the XDMS is updated correctly and does not contatin the element that represents the deleted member.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UE (both with User1 credentials)


· Aggregation Proxy


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – executes successfully


· UE1 is powered on, UE2 is powered off


· A contact list exists in the XDMS for User1. The list has at least two members with the display names User2 and User3. 



		Test Procedure

		1. A contact list and its members are retrieved on UE1.


2. The member with the display name User2 is selected and deleted on UE1.


3. UE1 is powered off.


4. UE2 is powered on and a contact list and its members are retrieved on UE2.



		Pass-Criteria

		1. UE1 displays the member list of a contact list. Among the members of the list, the member with the display name User2 exists.


2. UE1 displays the member list of the contact list. There is no member with the display name User2 among the members of the contact list.


4. UE2 displays the member list of the contact list modified in Step 2. There is no member with the display name User2 among the members of the contact list.





5.2.1.2 Error Flow


TBD


5.2.2 Authorization Test Cases


TO BE REMOVED


5.2.2.1 Normal Flow


Authorization for the XDMC in UE when UE has correct rights to the document is already taken care of in other test cases.


Authorization for the XDMC in UE when UE does not have the correct rights to the document. We would need a tool for this. We cannot store a refernce to a document that we do not own, so we cannot access it, modify it or delete it.


XDMC in AS never accesses the XDMS.


5.2.2.2 Error Flow


5.3 PoC XDMS Test Cases


5.3.1 Document Management Test Cases


5.3.1.1 Normal Flow


5.3.1.1.1 XDM-1.0-int-M-0300 PoC XDMS Document Creation and Retrieval


		Test Case Id

		XDM-1.0-int-M-0300



		Test Object

		UE with XDMC, Aggregation Proxy, PoC XDMS, Shared XDMS



		Test Case Description

		Verify that the user can create and retrieve an XML document from the PoC XDMS.


TEST CASE GOAL: Verify that the creation of a group and/or addition of the member to the group creates an XML document in the XDMS that can be retrieved by the users.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with PoC User1 credentials)


· Aggregation Proxy


· PoC XDMS


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – executes successfully


· UE1 and UE2 are powered off


· Group with the display name Group1 does not exist in the list of groups for User1.



		Test Procedure

		1. UE1 is powered on and a group with the display name Group1 is created.


2. Members with the display names User1 and User2 are added to the group.


3. UE1 is powered off.


4. UE2 is powered on and the list of groups is retrieved.


5. The members of the group with the display name Group1 are retrieved.



		Pass-Criteria

		2. UE1 displays the group with User1 and User2 as members.


5. UE2 displays the group with User1 and User2 as members.





5.3.1.1.2 XDM-1.0-int-M-0301 PoC XDMS Element and Attribute Creation and Retrieval


		Test Case Id

		XDM-1.0-int-M-0301



		Test Object

		UE with XDMC, Aggregation Proxy, PoC XDMS, Shared XDMS



		Test Case Description

		Verify that the UE can create and retrieve XML elements and attributes from the PoC XDMS.


TEST CASE GOAL: Add a member to already existing group. Verify that the member and the “uri” attribute of the member are created and stored correctly in the PoC XDMS.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with User1 credentials)


· Aggregation Proxy


· PoC XDMS


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – executes succesfully


· User1 has the group with the display name Group1 . The group contains at least 2 members. The group does not contain a member with the display name User3.


· UE1 is powered on, UE2 is powered off



		Test Procedure

		1. The member with the display name User3 is added to the group with the display name Group1 on UE1.


2. The URI of User3 is retrieved from User3 member properties on UE1. 


3. UE1 is powered off.


4. UE2 is powered on and the group with the display name Group1 is retrieved.


5. The URI of User3 is retrieved from User3 member properties on UE2.



		Pass-Criteria

		1. UE1 displays the member with the display name User3 in the Group1 member list (element retrieval).


2. UE1 displays the URI of the member with the display name User3 (attribute retrieval).


4. UE2 displays the member with the display name User3 in the Group1 member list (element retrieval).


5. UE2 displays the URI of the member with the display name User3 (attribute retrieval). The URI of User3 is identical to the URI seen in Step 2.





5.3.1.1.3 XDM-1.0-int-M-0302 PoC XDMS Document and Element Modification and Retrieval


		Test Case Id

		XDM-1.0-int-M-0302



		Test Object

		UE with XDMC, Aggregation Proxy, PoC XDMS, Shared XDMS



		Test Case Description

		Verify that the user can modify and retrieve an XML document and an element of an XML document.


TEST CASE GOAL: Modify a <display-name> element of an existing member in the existing group and verify that the list’s XML document is updated correctly in the PoC XDMS.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UEs (both with User1 credentials)


· Aggregation Proxy


· PoC XDMS


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – successfully executes


· UE1 is powered on, UE2 is powered off


· The group with the display name Group1 exists in the XDMS for User1. The group has a member with the display name User1 and User2. A member with the display name User3 does not exist in the group. The group may contain other members. 



		Test Procedure

		1. A member with a display name User2 is selected from the group with display name Group1 on UE1.


2. The URI of the member with the display name User2 is selected on UE1 and noted.


3. The display name of the member is changed from User2 to User3.


4. UE1 is powered off.


5. UE2 is powered on and the group with display name Group1 is retrieved.


6. The URI of the member with the display name User3 is selected on UE2 and compared to the noted URI is Step 2. 



		Pass-Criteria

		1. UE1 displays User2 display name in the Group1 member list.


2. UE1 displays the URI of the member with the display name User2.


3. UE1 displays User3 display name in the Group1 member list. User2 display name is not seen in the Group1 member list on UE1.


5. UE2 displays User3 display name in the Group1 member list. User2 display name is not seen in the Group1 member list on UE2.


6. UE2 displays the URI of the member with the display name User3. The URI displayed on UE2 is identical to the URI noted in Step 2.





5.3.1.1.4 XDM-1.0-int-M-0303 PoC XDMS Element Deletion


		Test Case Id

		XDM-1.0-int-M-0303



		Test Object

		UE with XDMC, Aggregation Proxy, Shared XDMS



		Test Case Description

		Verify that a user can delete an element from an XML document.


TEST CASE GOAL: Delete a member of a group and verify that the group’s XML document in the XDMS is updated correctly and does not contatin the element that represents the deleted member.



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· 2 UE (both with User1 credentials)


· Aggregation Proxy


· PoC XDMS


· Shared XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – executes successfully


· UE1 is powered on, UE2 is powered off


· A group with the display name Group1 exists in the XDMS for User1. The group has at least two members with the display names User2 and User3. 



		Test Procedure

		1. The member list of a group with the display name Group1 is retrieved on UE1.


2. The member with the display name User2 is selected and deleted on UE1.


3. UE1 is powered off.


4. UE2 is powered on and the member list of a group with the display name Group1 is retrieved on UE1.



		Pass-Criteria

		1. UE1 displays the member list of a contact list. Among the members of the list, the member with the display name User2 exists.


2. UE1 displays the member list of the contact list. There is no member with the display name User2 among the members of the contact list.


4. UE2 displays the member list of the contact list modified in Step 2. There is no member with the display name User2 among the members of the contact list.





5.3.1.2 Error Flow


TBD


5.3.2 Data Consistency Test Cases


5.3.2.1 Normal Flow


TBD


5.3.2.2 Error Flow


TBD


5.3.3 Authorization Test Cases


5.3.3.1 Normal Flow


TBD


5.3.3.2 Error Flow


TBD


5.4 Presence XDMS Test Cases


TBD


5.5 RLS XDMS Test Cases


TBD


6. Optional Test Cases


This section lists the steps needed for the execution of the mandatory test cases.


6.1 Document Presence Test Cases


6.1.1 Normal Flow


6.1.1.1.1 XDM-1.0-int-O-0 Subscription to the Document Changes in the Shared XDMS


		Test Case Id

		XDM-1.0-int-O-0



		Test Object

		PoC Client, IMS Core, Shared XDMS



		Test Case Description

		Verify that the PoC Client can subscribe to the XML document changes in Shared XDMS.


TEST CASE GOAL:  Verify that the SUBSCRIBE messages are sent by the PoC Client in order to subscribe to document changes. 



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· PoC Client (PoC User1)


· IMS Core


· Shared XDMS


· The PoC Clients capable of displaying documents that were added to the XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – authentication


· PoC Client acts as a Presence Source and Watcher


· 



		Test Procedure

		



		Pass-Criteria

		





6.1.1.1.2 XDM-1.0-int-O-0 Subscription to the Document Changes in the PoC XDMS


		Test Case Id

		XDM-1.0-int-O-0



		Test Object

		PoC Client, IMS Core, PoC XDMS, Shared XDMS



		Test Case Description

		Verify that the PoC Client can subscribe to the XML document changes in PoC XDMS.


TEST CASE GOAL:  Verify that the SUBSCRIBE messages are sent by the PoC Client in order to subscribe to document changes. 



		Specification Reference

		Refer to Appendix A



		SCR Reference

		Refer to Appendix A



		Tool

		Not available.



		Test code

		Not available.



		Preconditions

		· Equipment:


· PoC Client (PoC User1)


· IMS Core


· Shared XDMS


· PoC XDMS


· The PoC Clients capable of displaying documents that were added to the XDMS

· Prerequisite for this test:


· XDM-1.0-int-M-0100 – authentication


· PoC Client acts as a Presence Source and a Watcher


· 



		Test Procedure

		



		Pass-Criteria

		





6.1.1.2 Error Flow


Appendix A. SCR and Specification References


TBD


		Test Case Number in ETS

		SCR-reference

		Spec (AD,CP,UP)-reference



		

		

		



		

		

		



		

		

		



		

		

		





Appendix B. Change History
(Informative)


B.1 Approved Version History


Not applicable.


B.2 Draft Version 1.0 History


		Document Identifier

		Date

		Sections
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		Draft Versions


OMA-ETS-XDM-V1_0-20050425-D
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		Agnieszka Szczurowska, Ericsson

		First draft



		Draft Versions


OMA-ETS-XDM-V1_0-20050525-D

		25 May 2005

		Agnieszka Szczurowska, Ericsson

		Second draft based on the review of XDM ETR mapping table



		Draft Versions


OMA-ETS-XDM-V1_0-20050526-D

		26 May 2005

		Agnieszka Szczurowska, Ericsson

		Draft after first review
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