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	26 September 2005

	Classification:
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	Source:
	Agnieszka Szczurowska, agnieszka.r.szczurowska@ericsson.com

	Replaces:
	N/A


1 Reason for Change

Cooments to the test cases selected for NNI testing. These are comments to CR 0200R01.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

N/A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve.

6 Detailed Change Proposal

OVERALL COMMENTS:

Proposal to add 4 more basic test cases. These are used in the pretesting anyways, so we already interpreted them as basic in their categories.

1) Ad-hoc group: test case 220, 225

2) Pre-Arranged group: test case: 261, 268 
Final count of the test cases would be then 8 (see comments below each test case). Here are the specific numbers:

1-1:  200, 203, 209, 212

Ad-Hoc:  220, 225

Pre-Arranged: 261, 268

7. Network to network interface (NNI)

7.1 Client Conformance Test Cases (prerequisite)
7.1.1 SIP/IP Core Registration

	Test Case Id
	PoC-1.0-int-M-0101

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that PoC User1 is able to register at the SIP/IP Core network.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC User1 is de-registered at the visited SIP/IP Core network.

	Test Procedure
	1.
PoC User1 initiates a registration.

	Pass-Criteria
	1.
PoC User1 is registered with the SIP/IP Core.


7.1.2 SIP/IP Core De-Registration

	Test Case Id
	PoC-1.0-int-M-0103

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that PoC User1 is able to de-register at the SIP/IP Core network.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.


COMMENT (REMOVE):

These 2 test cases are moved to pretesting. We do not need to test them for NNI specifically. The are not end to end tests. Users register/deregister with their side of the network. Should be passed in regular PoC sessions.

7.2 NNI On-Demand 1-to-1 PoC Session Establishment (Manual Answer)

7.2.1 NNI 1-to-1 (On-Demand) PoC Session Establishment (Confirmed Indication/Manual Answer)

	Test Case Id
	PoCNNI-1.0-int-M-0200

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify 1-to-1 (On-Demand) PoC Session establishment functionality. (Confirmed Indication/Manual Answer)

Verify that Right to Speak is granted to the originating PoC Client at session establishment toward visited SIP/IP Core. Verify that all other Participants receive an indication that another PoC User is granted the Right to Speak.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User2 is set to Manual Answer.

PoC User2’s Access List is setup such that PoC User1 is set for Access List: Accept

	Test Procedure
	1.
PoC User1 initiates a 1-to-1 PoC Session to PoC User2 which is registered in visited network and requests the Right to Speak.

2.
PoC User2 manually accepts the session invitation.

3.
PoC User1 starts talking.

4.
PoC User1 releases the Right to Speak.

5.
In order to verify that communication is possible both ways, PoC User2 requests the Right to Speak.

6.
PoC User2 talks.

7.
PoC User2 releases the Right to Speak.

	Pass-Criteria
	1.
PoC User2 receives an incoming PoC Session invitation from PoC User1 which is registered in visited network and is prompted to accept or reject the invitation. (The Id of PoC User1 is received by PoC User2.)

2.
PoC User1/2 is now in a PoC Session; PoC User1 is granted the Right to Speak.

3.
PoC User2 listens to PoC User1 talking.

4.
The Right to Speak is released by PoC User1 and both PoC Clients receive the Talk Burst Idle Notification.

5.
PoC User2 is granted the Right to Speak.

6.
PoC User1 sees that PoC User2 is granted the Right to Speak and can listen to PoC User2 talking.

7.
Both terminals receive the Talk Burst Idle Notification.


COMMENT (OK):

Agreed: testing:

· 1-1

· manual answer

· communication both ways

· floor control

7.2.2 NNI 1-to-1 (On-Demand) PoC Session – Add/Invite PoC User to the Session

	Test Case Id
	PoCNNI-1.0-int-M-0201

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify a PoC User can be added/invited to a 1-to-1 (On-Demand) PoC Session from the user registered in visited SIP/IP Core (effectively making it an Ad-Hoc PoC Group Session) and test various response possibilities.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	(Continuation of test case PoC-1.0-int-M-0200.)

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC Server with active accounts for PoC User1/2/3 from which at least one User is registered in visited SIP/IP Core.

PoC User2/3 set to Manual Answer.

PoC User2/3’s Access Lists are setup such that PoC User1 is set for Access List: Accept

	Test Procedure
	(Continued from test case PoC-1.0-int-M-0200.)

1.
PoC User2 requests the Right to Speak.

2.
PoC User2 talks.

3.
PoC User1 invites PoC User3 to join the session.

4.
PoC User3 ignores the invitation.

5.
PoC User1 invites PoC User3 to join the session once again.

6.
PoC User3 rejects the session invitation.

7.
PoC User1 invites PoC User3 to join the session yet again.

8.
PoC User3 accepts the invitation.

9.
PoC User2 releases the Right to Speak.

10.
PoC User3 requests the Right to Speak.

11.
PoC User3 talks.

12.
PoC User3 releases the Right to Speak.

	Pass-Criteria
	1.
PoC User2 is granted the Right to Speak.

2.
PoC User1 listens to PoC User2 talking and sees that he is granted the Right to Speak.

3.
PoC User3 receives an incoming PoC Session invitation from PoC User1 and is prompted to accept or reject the session.

4.
PoC User1 is notified that the session could not be established with PoC User3.

5.
PoC User3 receives an incoming PoC Session invitation from PoC User1 and is prompted to accept or reject the session.

6.
PoC User1 is notified that the session could not be established with PoC User3.

7.
PoC User3 receives an incoming PoC Session invitation from PoC User1 and is prompted to accept or reject the session.

8a.
PoC User1 is notified that PoC User3 has accepted the request and is now part of the session.

8b.
PoC User3 listens to PoC User2 talking and sees that PoC User2 is granted the Right to Speak.

9.
All PoC Users receive the Talk Burst Idle Notification.

10.
PoC User3 is granted the Right to Speak.

11.
PoC User1/2 listens to PoC User2 talking.

12.
PoC User1/2/3 all receives the Talk Burst Idle Notification.


COMMENT (REMOVE):

This is test case 202, not 201. 201 is: “1-to-1 (On-Demand) PoC Session (Confirmed Indication/Automatic Answer)”. 202 is not part of the basic level tests.

7.2.3 NNI 1-to-1 (On-Demand) PoC Session Termination – Session Released when Initiator Leaves

Note: The AutoRelease parameter should have no effect; according to Session Release Policy, a session is terminated once the initiator leaves the session.

	Test Case Id
	PoCNNI-1.0-int-M-0202

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the 1-to-1 (On-Demand) PoC Session is disconnected when the initiator terminates the session (independent of the value of AutoRelease; verify using AutoRelease=false). Session is established between Users registered in separate networks.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	(Continued from test case PoC-1.0-int-M-0200.)

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

Number-of-Remaining-Participants=0

AutoRelease = False

	Test Procedure
	1.
PoC User1 ends the session on his PoC Client.

	Pass-Criteria
	1.
The PoC Server tears down the session; therefore the session is ended for both PoC User1/2.


COMMENT (OK to 203):

This is test case 203, not 202.  Agreed to test 203.

Testing of:

· Successful ending of 1-1 session.

7.2.4 NNI Remote Party not Reachable during a 1-to-1 (On-Demand) PoC Session Establishment Attempt

	Test Case Id
	PoCNNI-1.0-int-M-0203

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify a notification about a remote party being not reachable during a 1-to-1 (On-Demand) PoC Session establishment attempt toward visited network.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User2 is set to Manual Answer.

PoC User2’s Access List is setup such that PoC User1 is set for Access List: Accept

PoC User2 is registered but outside Radio Coverage (or battery removed).

	Test Procedure
	1.
PoC User1 initiates a session to PoC User2.

	Pass-Criteria
	1.
After a short while (depends on timer setting), PoC User1 is notified that PoC User2 was unavailable and the session is terminated.


COMMENT (OK to 209):

This is test case 209, not 203.  Agreed to test 209.

Testing of:

· Successful indication that the 1-1 call cannot be established due to user out of coverage.

7.2.5 NNI Unprovisioned Party during a 1-to-1 (On-Demand) PoC Session Establishment Attempt

	Test Case Id
	PoCNNI-1.0-int-M-0204

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify notification received for an unprovisioned party during a 1-to-1 (On-Demand) PoC Session establishment attempt from the user registered in the visited network.

Verify that Right to Speak is granted to the originating PoC Client at session establishment. Verify that all other Participants receive an indication that another PoC User is granted the Right to Speak.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with an active account for PoC User1.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User1 has the ability to enter an invitation recipient address manually.

	Test Procedure
	1.
PoC User1 initiates a session to an invalid/unprovisioned PoC User.

	Pass-Criteria
	1.
PoC User1 gets an indication that the session could not be established with the invited PoC User.


COMMENT (REMOVE):

This is test case 210 and not 204. This test case will be removed in the next release of PoC ETS. Lets skip it now as well.

7.2.6 NNI Non-Registered Party during a 1-to-1 (On-Demand) PoC Session Establishment Attempt

	Test Case Id
	PoCNNI-1.0-int-M-0205

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify notification received for a non-registered party during a 1-to-1(On-Demand) PoC Session establishment attempt from the user registered in the visited network.

Verify that Right to Speak is granted to the originating PoC Client at session establishment. Verify that all other Participants receive an indication that another PoC User is granted the Right to Speak.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with an active account for PoC User1.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User1 has the ability to enter an invitation recipient address manually.

PoC User2 is provisioned but not presently registered with the PoC Server (powered off should work).

	Test Procedure
	1.
PoC User1 initiates a session with PoC User2.

	Pass-Criteria
	1.
PoC User1 gets an indication that PoC User2 is not available.


COMMENT (REMOVE):

This is test case 211 and not 205. This test case will be removed in the next release of PoC ETS. Lets skip it now as well.

7.2.7 NNI Remote Party REJECT Received during a 1-to-1 (On-Demand) PoC Session Establishment Attempt

	Test Case Id
	PoCNNI-1.0-int-M-0206

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that an indication of a remote party REJECT is received during a 1-to-1 (On-Demand) PoC Session establishment attempt from the user registered in the visited network.

Verify that Right to Speak is not granted or rejected to the originating PoC Client at session establishment. 

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User2 is set to Manual Answer.

PoC User2’s Access List is setup such that PoC User1 is set for Access List: Accept

	Test Procedure
	1.
PoC User1 initiates a session to PoC User2.

2.
PoC User2 rejects the incoming session.

	Pass-Criteria
	1.
PoC User2 is prompted to answer the incoming PoC Session.

2.
PoC User1 gets an indication that the session could not be established with PoC User2.


COMMENT (OK to 212):

This is test case 212, not 206.  Agreed to test 212.

Testing of:

· Successful interpretation of rejection of 1-1 session.

7.2.8 NNI Remote Party not Answering during a 1-to-1 (On-Demand) PoC Session Establishment Attempt

	Test Case Id
	PoCNNI-1.0-int-M-0207

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a notification about a remote party not answering when a session invitation is received during a 1-to-1 (On-Demand) PoC Session establishment attempt from the user registered in the visited network.

	Specification Reference
	Refer to Error! Reference source not found..

	SCR Reference
	Refer to Error! Reference source not found..

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2.

User 1 is registered on SIP/IP Core in network A.

User 2 is registered on SIP/IP Core in network B.

PoC User2 is set to Manual Answer.

PoC User2’s Access List is setup such that PoC User1 is set for Access List: Accept

	Test Procedure
	1.
PoC User1 initiates a session to PoC User2.

2.
PoC User2 ignores the session initiation.

	Pass-Criteria
	1.
PoC User2 gets an indication of the incoming session.

2a.
After some time (depends on timer setting) PoC User1 gets an indication that the session could not be established with PoC User2.

2b.
PoC User2 stops seeing the incoming session request.


COMMENT (REMOVE):

This is test case 213, not 207.  Test case 213 is not part of the basic level testing.
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