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1. Scope

The scope of this document is to define the structure for the Enabler Implementation Conformance Statement (EICS) for OMA XDM Enabler Release across all of the technical specifications included. This document contains the Client ICS.

Details of the Enabler Release package used to generate this document: OMA XDM Enabler

1.1 Device information

	Company
	     

	Product Name & Version
	     

	Date of Submission
	     

	
	

	Contact Name
	     

	Contact Phone
	     

	Contact Email
	     


2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[Presence_SIMPLE-SPEC]
	“Presence SIMPLE Specification”, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V1_0, URL:http://www.openmobilealliance.org/

	[Presence_SIMPLE-XDM-SPEC]
	“Presence XDM Specification”, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE_XDM-V1_0, URL:http://www.openmobilealliance.org/

	[Presence_SIMPLE-RLS-XDM-SPEC]
	“Resource List Server (RLS) XDM Specification”, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE_RLS_XDM-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	None
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Abbreviations

	AS
	Application Specific Server

	CP
	Control Plane

	EICS
	Enabler Implementation Conformance Statement

	IMS
	IP multimedia subsystem

	OMA
	Open Mobile Alliance

	PoC
	Push to Talk over cellular

	SIMPLE
	SIP Instant Message and Presence Leveraging Extensions

	SIP
	Session Initiation Protocol

	UE
	User Equipment

	XDM
	XML Document Management

	3GPP
	3rd Generation Partnership Project


4. Introduction

This document outlines the conformance requirement structure for Client devices as defined by Open Mobile Alliance across all specifications included in the Enabler Release. The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table. In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.
5. Product Information

The following table outlines all the architectural components that apply to Presence enabler Client requirements.  Check all the components that apply to your implementation and fill in the appropriate EICS sections that pertain.

	Architectural Component
	Support (YES/NO)
	EICS sections that must be completed

	Presence Source
	
	Presence_SIMPLE Client section 6.1.1

	
	
	

	Watcher Information Subscriber
	
	Presence_SIMPLE Client section 6.1.2

	
	
	

	Presence RLS Client
	
	Presence_SIMPLE Client section 6.1.3

	Presence Watcher
	
	Presence_SIMPLE Client section 6.1.4

	XDMC for Presence
	
	Presence_SIMPLE Client section 6.1.5 and 6.1.6

	XDMC for RLS
	
	Presence_SIMPLE Client section 6.1.5 and 6.1.7


6. Client Enabler Implementation Statement

The notation in the table below is according to [OMAIOP].

Support column shall be marked “YES” for those features that are supported by the device.

6.1 Presence Client Specifications

Chapter numbers in reference column are related to the [Presence_SIMPLE-SPEC] document.

6.1.1 Presence Source
	Item
	Function
	Reference
	Status
	Requirement
	Support

	SIMPLE-SRC-C-001
	Support SIP PUBLISH to publish presence information according to [PUBLISH]
	5.1
	M
	SIMPLE-SRC-C-016 OR SIMPLE-SRC-C-017
	

	SIMPLE-SRC-C-002
	application/pidf+xml PIDF
	5.1
	M
	
	

	SIMPLE-SRC-C-003
	Rich Presence Extensions to PIDF defined in [RPID]
	5.1
	M
	
	

	SIMPLE-SRC-C-004
	Presence Data Model
	10.1
	M
	
	

	SIMPLE-SRC-C-005
	Partial Publication
	5.1.1.1
	O
	SIMPLE-SRC-C-016 OR SIMPLE-SRC-C-017
	

	SIMPLE-SRC-C-006
	Content Indirection
	5.1.1.2.1
	O
	
	

	SIMPLE-SRC-C-007
	Rich Presence Extensions to presence information defined in [RPID]
	5.1
	O
	SIMPLE-SRC-C-016 OR SIMPLE-SRC-C-017
	

	SIMPLE-SRC-C-008
	Presence-based Location Object [PIDF-LO]
	5.1
	O
	
	

	SIMPLE-SRC-C-014
	IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-SRC-C-015
	NON-IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-SRC-C-016
	IMS SIP PUBLISH Method
	11
	O
	
	

	SIMPLE-SRC-C-017
	NON-IMS SIP PUBLISH Method
	11
	O
	
	

	SIMPLE-SRC-C-018
	IMS SIP NOTIFY Method
	11
	O
	
	

	SIMPLE-SRC-C-019
	NON-IMS SIP NOTIFY Method
	11
	O
	
	


6.1.2 Watcher Information Subscriber

Chapter numbers in reference column are related to the [Presence_SIMPLE-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	SIMPLE-WIS-C-001
	IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-WIS-C-002
	NON-IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-WIS-C-003
	IMS SIP NOTIFY Method
	11
	O
	
	

	SIMPLE-WIS-C-004
	NON-IMS SIP NOTIFY Method
	11
	O
	
	

	SIMPLE-WIS-C-005
	Subscription for the watcher information template package
	5.3
	O
	
	


6.1.3 RLS Client

Chapter numbers in reference column are related to the [Presence_SIMPLE-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	SIMPLE-RLS-C-001
	RL Subscription
	5.5
	M
	SIMPLE-RLS-C-004 OR SIMPLE-RLS-C-005
	

	SIMPLE-RLS-C-002
	RL Notifications
	5.5
	M
	SIMPLE-RLS-C-006 OR SIMPLE-RLS-C-007
	

	SIMPLE-RLS-C-004
	IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-RLS-C-005
	NON-IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-RLS-C-006
	IMS SIP NOTIFY Method
	11
	O
	
	

	SIMPLE-RLS-C-007
	NON-IMS SIP NOTIFY Method
	11
	O
	
	


6.1.4 Watcher

Chapter numbers in reference column are related to the [Presence_SIMPLE-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	SIMPLE-WATCH-C-001
	Presence Data Model
	10.1
	M
	
	

	SIMPLE-WATCH-C-002
	Presence Subscription
	5.2.1
	M
	SIMPLE-WATCH-C-009 OR SIMPLE-WATCH-C-010
	

	SIMPLE-WATCH-C-003
	RLS Subscription
	5.2.1
	O
	SIMPLE-WATCH-C-009 OR SIMPLE-WATCH-C-010
	

	SIMPLE-WATCH-C-004
	Presence Notifications
	5.2.1
	M
	SIMPLE-WATCH-C-011 OR SIMPLE-WATCH-C-012
	

	SIMPLE-WATCH-C-005
	Partial Publication
	5.1.1.1
	O
	SIMPLE-WATCH-C-009 OR SIMPLE-WATCH-C-010
	

	SIMPLE-WATCH-C-006
	Content Indirection
	5.1.1.2.1
	O
	
	

	SIMPLE-WATCH-C-07
	Rich Presence Information defined in [RPID]
	5.1
	O
	
	

	SIMPLE-WATCH-C-008
	Presence-based Location Object [PIDF-LO]
	5.1
	O
	
	

	SIMPLE-WATCH-C-009
	IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-WATCH-C-010
	NON-IMS SIP SUBSCRIBE Method
	11
	O
	
	

	SIMPLE-WATCH-C-011
	IMS SIP NOTIFY Method
	11
	O
	
	

	SIMPLE-WATCH-C-012
	NON-IMS SIP NOTIFY Method
	11
	O
	
	


6.1.5 XDM Client

Chapter numbers in reference column are related to the [Presence_SIMPLE-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	Presence_SIMPLE-XDMC-C-001
	Mandatory XDMC functions
	5.5
	M
	XDM_Core: MCF AND SHARED_XDM:MCF AND RLS_XDM:MCF AND PRESENCE_XDM:MCF
	

	Presence_SIMPLE-XDMC-C-002
	Optional XDMC functions
	5.5
	O
	XDM_Core:OCF AND SHARED_XDM:OCF RLS_XDM:OCF AND PRESENCE_XDM:OCF
	


6.1.6 Presence XDM Client Application Usages

Chapter numbers in reference column are related to the [Presence_SIMPLE-XDM-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	Presence_XDM-AU-C-001
	Single XML document describing who can subscribe to a presentity’s presence, and content of notifications
	5.1
	M
	
	

	Presence_XDM-AU-C-002
	Structure of Presence Authorisation Rules XML document, 
and function of Subscription Authorization and Presence Content parts
	5.1.1.1

5.1.2.1
	M
	
	

	Presence_XDM-AU-C-003
	Application Unique ID in Presence Authorisation Rules XML document
	5.1.1.2

5.1.2.2
	M
	
	

	Presence_XDM-AU-C-004
	XML schema 
	5.1.1.4

5.1.2.4
	M
	
	

	Presence_XDM-AU-C-005
	XML document conforms to MIME type
	5.1.1.5

5.1.2.5
	M
	
	

	Presence_XDM-AU-C-006
	Data semantics of Presence Authorisation Rules
	5.1.1.7

5.1.2.7
	M
	
	

	Presence_XDM-AU-C-007
	Naming conventions for Presence Authorisation Rules 
	5.1.1.8

5.1.2.8
	M
	
	


6.1.7 XDM Client for RLS Application Usages

Chapter numbers in reference column are related to the [Presence_SIMPLE-RLS-XDM-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement
	Support

	RLS_XDM-CAU-C-001
	XDM Client handling of HTTP “409 Conflict” response from the RLS XDMS
	5.1.6
	O
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	Date
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	ALL
	First Draft.
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