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1 Reason for Change

There are a number of minor issues such as wrong diagram reference numbers, wrong diagrams and names in the AD document.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update AD document accordingly.
6 Detailed Change Proposal
<start of changes in section 6.4.2 >
6.4.2  Communication Mechanisms and Interfaces Covered by Lup

Figure 2
 depicts the network entities and associated interfaces for WAP Push and SET-terminated SMS delivery of network-initiated request notification.  See collaboration flows in Section 6.8 for more details.  The protocols involved in WAP Push are PAP (Push Access Protocol) for conveying location request notification from the SLP to the PPG (Push Proxy Gateway), and POTAP (Push Over-The-Air Protocol) for conveying such notification from the PPG to the SET.  SMS delivery of notification is another option, and can be initiated either by SMS Trigger from the SLP, or by WAP notification sent via SMS.  Protocol interfaces for SMS delivery are not specified in the diagram, since the interface between SLP and SMSC/MC is proprietary (for example, SMPP) and is not defined by 3GPP/3GPP2.  The communication path from SMSC/MC to the SET comprises a number of network entities including MSC and RAN elements, and for simplicity such details are not shown.   Figure 3 also indicates that SUPL application message exchange can occur between the SET  and the SLC, for service management and proxy mode of positioning determination exchange, or between the SET and the SPC for positioning determination exchange in non-proxy mode.
<end of changes in section 6.4.2>

<start of changes in section 6.6.1.1 >
6.6.1.1
SUPL Location Center (SLC)

The SLC system coordinates the operations of SUPL in the network and may perform the following functions as it interacts with the SUPL Enabled Terminal (SET) over User Plane bearer:

· SUPL Privacy Function (SPF)

· SUPL Initiation Function (SIF)

· SUPL Security Function (SSF)

· SUPL Roaming Support Function (SRSF)

· SUPL Charging Function (SCF)

· SUPL Service Management Function (SSMF)
· SUPL Positioning Calculation Function (SPCF) 
The SLC may perform the translation of a location identifier to a geographic location expressed in latitude and longitude data. This location may meet the requested QOS of the SUPL Agent. In MNO environments this is often referred to as Cell-ID location.
<end of changes in section 6.6.1.1 >
<start of changes in section 6.6.1.2 >
6.6.1.2
SUPL Positioning Center (SPC)

The SPC may support the following functions:
 -
SUPL Security Function (SSF)
· SUPL Assistance Delivery Function (SADF)

· SUPL Assistance Retrieval Function (SARF)

· SUPL Positioning Calculation Function (SPCF)

· The SPC may perform the translation of a location identifier to a geographic location expressed in latitude and longitude data. This location may meet the requested QOS of the SUPL Agent. In MNO environments this is often referred to as Cell-ID location
<end of changes in section 6.6.1.2 >
Additional changes:

1. Figure 18 in section 6.9.1.7.1 is the wrong diagram. Please replace with the correct diagram.
2. Figure 19 in section 6.9.1.7.1 is the wrong diagram. Please replace with the correct diagram.









�Note to the editor: please use cross reference to Fig 2.
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