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1 Reason for Change

This CR clarifies the content of the SLP address and the SLP Id parameters.    

For Network initiated scenarios the SLP address parameter carries the SLP address (proxy mode) or the SPC address (non-proxy mode) when SUPL INIT is sent to the SET. In the same message the SLP address parameter is also sent as a mandatory part of the session id, but in this case it not clearly stated if the SLP parameter contains an SLP, an SLC, or an SPC address.

For SET initiated scenarios the SLP address parameter carries the SPC address (non-proxy mode) when SUPL RESPONSE is sent to the SET. In the same message the SLP address parameter is also sent as a mandatory part of the session id, but in this case it not clearly stated if the SLP parameter contains an SLP, an SLC, or an SPC address.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

If found acceptable agree to include proposed changes into baseline.

6 Detailed Change Proposal

<  First changed clause   >

7.2 Table 1: SUPL MessageSUPL INIT

SUPL INIT is the initial message from the SLP to the SET in Network initiated cases

	Parameter
	Presence
	Description

	Positioning Method
	M
	Defines the supported positioning technologies, which can AGPS SET assisted, AGPS SET Based, Autonomous GPS, EOTD, AFLT or Enhanced Cell ID.

	Notification
	O
	The purpose of this field is to provide instructions to the SET with respect to LCS notification and privacy 

	SLP Address
	M
	This parameter contains an SLP address (SPC address for non-proxy mode).

This address is used by the SET when establishing a data connection to the SLP or SPC

	QoP
	O
	Quality of Position parameter.


Table 2: SUPL INIT Message

7.3 SUPL START

SUPL START is the initial message from the SET to the SLP.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location Id
	M
	Defines the cell information of the SET. This element is defined in the common elements section



	QoP
	O
	Desired Quality of Position


Table 3: SUPL START Message

7.4 SUPL RESPONSE

SUPL RESPONSE is the response to a SUPL START message. 

	Parameter
	Presence
	Description

	posmethod
	O
	The positioning method required for the SUPL POS session.

	SLP Address
	O
	This parameter is only relevant for non-proxy mode and contains an SPC address.

A SET uses this address to establish a data connection to the SPC.



<  Next changed clause   >

8.3 SLP Address

	Parameter
	Presence
	Values/description

	SLP address
	
	The SLP address (SLC or SPC address for non-proxy mode) can be of type

· IPAddress

· IPv4

· IPv6

·  URL.


<  Next changed clause   >

8.15 SUPL Session ID

The SessionID shall be a unique value, consisting of two parts, a SET value (Set Session Id) (see section 0) concatenated with a SLP value (SLP Session Id) (0).  

	Parameter
	Presence
	Values/description

	Set Session Id
	M
	Part of session Id pertaining to the SET

	SLP Session Id
	M
	Part of session Id pertaining to the SLP


For Network-Initiated flows, when sending a SUPL INIT to the SET, the SLP shall assign a value to the slpSessionID and shall set the setSessionID to 0. The SET shall then assign a value to the SET session ID when it receives the message. Any further messages should contain the resultant combined session ID for the remainder of the session.

For SET-Initiated flows, when sending a SUPL START to the SLP, the SET shall assign a value to the setSessionID and shall set the slpSessionID to 0. The SLP shall assign a value to the slpSessionID when it receives the message. Any further messages should contain the resultant combined SessionID for the remainder of the session.

The SUPL SessionID SHALL allow for multiple simultaneous sessions on both the SLP and the SET.  

8.15.1 setSession ID

This section describes the construct of the setSessionID.

	Parameter
	Presence
	Values/description

	Session Id
	M
	Session identifier, unique from SET perspective.   This value SHALL be unique over all concurrently active SUPL sessions on that particular SET.  This value may be reused by the SET after the SUPL session for which it is being used has ended.  

	SET Id
	M
	SET identity value


8.15.2 slpSession ID

This section describes the construct of the slpSessionID.

	Parameter
	Presence
	Values/description

	Session Id
	M
	Session identifer, unique from SLP perspective.   This value SHALL be unique over all concurrently active SUPL sessions on that particular SLP.  This value may be reused by the SLP after the SUPL session for which it is being used has ended.  

	SLP Id
	M
	The identity of the SLP. 

This parameter can be of type
· IPAddress

· IPv4

· IPv6

· URL.

Note: SLP Id MAY be of different type and different value  relative the parameter SLP address in the messages SUPL INIT and SUPL RESPONSE.



<  End of changed clauses  >
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