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1 Reason for Contribution

299r02: Remove ‘Timeout’ error code. Put back ‘SUPL Authentication Failure’ code but rename it to ‘AuthNetFailure’.  Update to section 8.6 & 9.3
Update to section 7.2.8  & 9.2.8 SUPL AUTH RESP to make error status code return in SUPL_AUH_RES message.  Close out session within this return message as well. Deleted changes to the AD needed. 
299r01: removed ‘authenticationFailure’ from table.  Deleted changes for the AD. 
Consistency Review Comments Resolution for CONRR ID 82 & 083 on SUPL TS 1.0

	082
	2005-05-11
	T
	8.6
	Status Code – Table 5 Should there be some codes for the new Authentication messages or in general any codes for security errors? 

Proposed resolution: Discuss – If there are additional error codes that are found during consistency review, they should be added. However there may be error codes that are still unknown or incomplete.   

Agreed – bring in text.

	083
	2005-05-11
	T
	8.6
	In the status code field, no "Error Indicator" code exists for "Timeout" cases

Should indicate error code

Agreed – bring in text.


The SUPL TS 1.0 specification section 7.2.8 SUPL AUTH RESP says: “The purpose of the message is to inform the SET that it is allowed to continue with the SUPL procedure.”

If it happens that SLP does not allow SET to continue based on information that it receives in SUPL AUTH REQ message proper error code should be returned to SET in SUPL END.
2 Summary of Contribution

Consistency Review Comments on SUPL TS 1.0 Status Code – Table 5

Section 8.6: Status Code – Table 5

3 Detailed Proposal

Add following line to SUPL TS 1.0 Section 8.6 – Table 5.

8.6 Status Code

	Parameter
	Presence
	Values/description

	Status Code
	-
	The different status codes, either error or information indicators, as described in the ta ble below


	Status Code
	Description

	Error Indicator
	Indicates Errors

	unspecified             
	The error is unknown

	systemFailure               
	System Failure

	protocolError               
	Protocol parsing error

	dataMissing                 
	Needed data value is missing

	unexpectedDataValue         
	A datavalue takes a value that cannot be used

	posMethodFailure       
	The underlying positiong method returned a failure

	posMethodMismatch
	No positioning method could be found matching requested QoP, SET capabilities and pos method specified by SLP

	posProtocolMismatch
	No positioning protocol could be found being available at SET and SLP

	targetSETnotReachable       
	The SET was not responding

	versionNotSupported 
	Wrong ULP version

	resourceShortage   
	There were not enough resources available to serve the SET

	invalidSessionId
	Invalid session identity 

	authNetFailure
	The network does not authenticate the SET

	Information Indicator
	Indicates Information

	consentDeniedByUser
	User denied consent for location determination session.

	consentGrantedByUser
	User granted consent for location determination session.

	nonProxyModeNotSupported
	The SET does not support “Non-Proxy” mode of operation.

	proxyModeNotSupported
	The SET does not support “Proxy” mode of operation.

	
	


Table 5: Status Codes
7.2.8 SUPL AUTH RESP

SUPL AUTH RESP message is used in Network initiated cases (non-proxy mode). The message is sent from the Home SLC to the SET. The purpose of the message is to inform the SET that it is allowed to continue with the SUPL procedure. 

This message may also be tunneled to a V-SLC in an RLP message and SHALL then include the authentication key and key identity to be used by the V-SPC.   

	Parameter
	Presence
	Description

	SPC Auth key
	O
	This parameter defines the authentication key that a SET SHALL use for SPC authentication. 

	Key Identity 3
	O
	This parameter contains a key identity.

	Status Code
	O
	Defines the Status of the message as either an error indication or an information indication. 
Error indications have values between 0 and 99, information indications have values between 100 and 199.

SUPL AUTH RESP uses the Status Code parameter to indicate authentication failure (authNetFailure).


9.2.8 SUPL AUTH RESP

SUPL-AUTH-RESP

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLAUTHRESP;
IMPORTS StatusCode FROM ULP-Components;
SUPLAUTHRESP ::= SEQUENCE {

  sPCAuthKey SPCAuthKey OPTIONAL,

  keyIdentity3  KeyIdentity3 OPTIONAL,
  statusCode
StatusCode
OPTIONAL,  

  ...}

SPCAuthKey ::= CHOICE {

  shortKey BIT STRING (SIZE(128)),

  longKey BIT STRING (SIZE(256)),

  ...}

KeyIdentity3 ::= BIT STRING (SIZE(128))
END

9.3 Common elements

…Update following item from SUPL TS 1.0 Section 9.3 - Common elements

StatusCode ::= ENUMERATED {

  unspecified(0), systemFailure(1), unexpectedMessage(2), dataMissing(3),

  unexpectedParameterValue(4), posMethodFailure(5), posMethodMismatch(6), posProtocolMismatch (7),

  versionNotSupported(8), resourceShortage(9), unexpectedDataValue(10), 

  invalidSessionId(11), nonProxyModeNotSupported(12), proxyModeNotSupported (13), authNetFailure(14)
  consentDeniedByUser(100), consentGrantedByUser(101) ,

  ...

}

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve comments and update specifications. 
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