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1 Reason for Change

In TS ULP 2.0 section 5.1.2 historic positions has been added. This SUPL service requires a new service in MLS to retrieve historic locations.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the change proposed below.
6 Detailed Change Proposal

Change 1:  (New Section) Introduce historic location reporting service.
5. Historic Location Immediate Service

This is a service for requesting reporting of historic locations of one Mobile Subscriber. 
When a large number of locations are to be reported, it may take an unacceptably long time before a response can be sent to the LCS Client. The LCS Client can thus indicate it allows the Location Server to send the location responses, either at the time of the response to the request, or individually using one or more connections initiated by the Location Server.

The service consists of the following messages:

· Historic Location Immediate Request

· Historic Location Immediate Answer

· Historic Location Immediate Report

The Historic Location Immediate Service SHALL consist of a Historic Location Immediate Request followed  by one Historic Location Immediate Answer and zero, one or more OPTIONAL Historic Location Immediate Reports.

The following message flow as depicted in Figure T.B.D encapsulates this service:
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Figure 1: Message Flow for the Historic Location Immediate Service
5. Historic Location Immediate Request DTD

	<!-- MLP_HLIR -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	hlir
	(msid, trans_id?, start_time?, stop_time? interval?, qop?, geo_info?, no_of_reports?, pushaddr?, prio? %extension.param;)>

	<!ATTLIST
	hlir 
	

	
	ver CDATA
	#FIXED "3.3.0"

	
	res_type (SYNC | ASYNC)
	"SYNC">


The following rules apply to the use of ‘start_time’, ‘stop_time’ and ‘interval’:

· INTERVAL indicates the minimum time interval between reported positions. 

·  If STOP_TIME is later than current time, then current time is assumed as stop time.
· If STOP_TIME is earlier than START_TIME then the implementation MUST reject the request with an error indication ‘110’ to the client.

Example 
<hlir ver="3.3.0">

  <msid>461011678298</msid>

    <start_time utc_off="+0300">20021003112700</start_time>

  <stop_time utc_off="+0300">20021003152700</stop_time>

  <interval>00001000</interval>

  <qop>

    <hor_acc>1000</hor_acc>

  </qop>

  <geo_info>

    <CoordinateReferenceSystem>

      <Identifier>

        <code>4326</code>

        <codeSpace>EPSG</codeSpace>

        <edition>6.1</edition>

      </Identifier>

    </CoordinateReferenceSystem>

  </geo_info>

  <pushaddr>

    <url>http://location.application.com</url>

  </pushaddr>

  <prio type="HIGH" />

</hlir>

5. Historic Location Immediate Answer DTD

	<!-- MLP_HLIA -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_result PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_result>

      ...

   </svc_result>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	hlia
	((pos+ | req_id | (result, add_info?)) %extension.param;)>

	<!ATTLIST
	hlia 
	

	
	ver CDATA
	#FIXED "3.3.0">


Example: HLIA for async request
<tlra ver="3.3.0">

  <req_id>25293</req_id>
</tlra>

5. Historic Location Immediate Report DTD

	<!-- MLP_HLIREP -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_result PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_result>

      ...

   </svc_result>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	hlirep
	(req_id, pos+ %extension.param;)>

	<!ATTLIST
	hlirep 
	

	
	ver CDATA
	#FIXED "3.0.0">


Example 1: Successful historic location report
<hlirep ver="3.3.0">

  <req_id>25267</req_id>
  <pos>

    <msid>461011678298</msid>

    <pd>

      <time utc_off="+0300">20020813010423</time>

      <shape>

        <CircularArea srsName="www.epsg.org#4326">

          <coord>

            <X>35 35 24.139N</X>

            <Y>139 35 24.754E</Y>

          </coord>

          <radius>15</radius>

        </CircularArea>

      </shape>

    </pd>

</pos>

  <pos>

    <msid>461011678298</msid>

    <pd>

      <time utc_off="+0300">20020813011423</time>

      <shape>

        <CircularArea srsName="www.epsg.org#4326">

          <coord>

            <X>35 36 13.482N</X>

            <Y>139 35 75.139E</Y>

          </coord>

          <radius>21</radius>

        </CircularArea>

      </shape>

    </pd>

  </pos>

</hlirep>
Change 2:  Modified interval element description
5.3.29  interval

	Description:

	Specifies the interval between two responses in case of a TLRR indicating timer controlled, periodic responses or minimum interval between reported positions in case of HLIR.

	Type:
	Element

	Format:
	Char string

The interval is expressed as ddhhmmss where:

	
	String
	Description

	
	dd
	Number of days between responses

	
	hh
	Number of hours between responses

	
	mm
	Number of minutes between responses

	
	ss
	Number of seconds between responses

	Defined values:
	

	Default value:
	

	Example:
	<interval>00010000</interval>

	Note:
	


Change 3:  Modified no_of_reports description
5.3.49   no_of_reports

	Description:

	Specify the maximum number of reports for a TLRR or HLIR request.

	Type:
	Element

	Format:
	Char String

	Defined values:
	[1-9]+

	Default value:
	1

	Example:
	<no_of_reports>5</no_of_reports>

	Note:
	  


Change 4:  Modified Request and Response Encapsulation

5.6.2  Request and Response Encapsulation

A request SHALL have a header part and a body part. A response MAY have a header part and SHALL have a body part. To be able to make a location request with a single XML document the header and the body are encapsulated in the same service initiation DTD. The context header holds the authentication and authorization data pertinent to a particular location request. The body part is described in the sections ‎5.2.3.8- Error! Reference source not found..

5.6.2.1  Service Initiation DTD

	<!-- MLP_SVC_INIT -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.message
	"">

	
	
	

	<!ELEMENT
	svc_init
	(hdr, (slir | eme_lir | tlrr | tlrsr | hlir  %extension.message;))>

	<!ATTLIST
	svc_init 
	

	
	ver CDATA
	#FIXED "3.2.0">

	
	
	

	<!ENTITY
	% mlp_ctxt.dtd
	SYSTEM "MLP_CTXT_320.DTD">

	%mlp_ctxt.dtd;

	<!ENTITY
	% mlp_id.dtd
	SYSTEM "MLP_ID_320.DTD">

	%mlp_id.dtd;

	<!ENTITY
	% mlp_func.dtd
	SYSTEM "MLP_FUNC_320.DTD">

	%mlp_func.dtd;

	<!ENTITY
	% mlp_qop.dtd
	SYSTEM "MLP_QOP_320.DTD">

	%mlp_qop.dtd;

	<!ENTITY
	% mlp_loc.dtd
	SYSTEM "MLP_LOC_320.DTD">

	%mlp_loc.dtd;

	<!ENTITY
	% mlp_shape.dtd
	SYSTEM "MLP_SHAPE_320.DTD">

	%mlp_shape.dtd;

	<!ENTITY
	% mlp_gsm_net_param.dtd
	SYSTEM "MLP_GSM_NET_310.DTD">

	%mlp_gsm_net_param.dtd;

	<!ENTITY
	% mlp_hdr.dtd
	SYSTEM "MLP_HDR_320.DTD">

	%mlp_hdr.dtd;

	<!ENTITY
	% mlp_slir.dtd
	SYSTEM "MLP_SLIR_320.DTD">

	%mlp_slir.dtd;

	<!ENTITY
	% mlp_eme_lir.dtd
	SYSTEM "MLP_EME_LIR_320.DTD">

	%mlp_eme_lir.dtd;

	<!ENTITY
	% mlp_tlrr.dtd
	SYSTEM "MLP_TLRR_320.DTD">

	%mlp_tlrr.dtd;

	<!ENTITY
	% mlp_tlrsr.dtd
	SYSTEM "MLP_TLRSR_320.DTD">

	%mlp_tlrsr.dtd;

	<!ENTITY
	% mlp_hlir.dtd
	SYSTEM "MLP_HLIR_320.DTD">

	%mlp_hlir.dtd;


Example

<?xml version="1.0" ?>

<!DOCTYPE svc_init SYSTEM "MLP_SVC_INIT_330.DTD">

<svc_init ver="3.3.0">

  <hdr ver="3.3.0">

    ...

  </hdr>

  <slir ver="3.3.0">>

    ...

  </slir 

</svc_init>

5.6.2.2 Service Result DTD

	<!-- MLP_SVC_RESULT -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_result PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_result>

      ...

   </svc_result}>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.message
	"">

	<!ELEMENT
	svc_result
	(hdr?, (slia | slirep | slrep | slra | eme_lia | emerep | eme_lirep | tlra | tlrep | tlrsa | hlia | hlirep  %extension.message;))>

	
	
	

	<!ATTLIST
	svc_result
	

	
	ver CDATA
	#FIXED "3.3.0">

	
	
	

	<!ENTITY
	% mlp_ctxt.dtd
	SYSTEM "MLP_CTXT_320.DTD">

	%mlp_ctxt.dtd;

	<!ENTITY
	% mlp_id.dtd
	SYSTEM "MLP_ID_320.DTD">

	%mlp_id.dtd;

	<!ENTITY
	% mlp_func.dtd
	SYSTEM "MLP_FUNC_320.DTD">

	%mlp_func.dtd;

	<!ENTITY
	% mlp_qop.dtd
	SYSTEM "MLP_QOP_320.DTD">

	%mlp_qop.dtd;

	<!ENTITY
	% mlp_loc.dtd
	SYSTEM "MLP_LOC_320.DTD">

	%mlp_loc.dtd;

	<!ENTITY
	% mlp_shape.dtd
	SYSTEM "MLP_SHAPE_320.DTD">

	%mlp_shape.dtd;

	<!ENTITY
	% mlp_gsm_net_param.dtd
	SYSTEM "MLP_GSM_NET_310.DTD">

	%mlp_gsm_net_param.dtd;

	<!ENTITY
	% mlp_slra.dtd
	SYSTEM "MLP_SLRA_320.DTD">

	%mlp_slra.dtd;

	<!ENTITY
	% mlp_hdr.dtd
	SYSTEM "MLP_HDR_320.DTD">

	%mlp_hdr.dtd;

	<!ENTITY
	% mlp_slia.dtd
	SYSTEM "MLP_SLIA_300.DTD">

	%mlp_slia.dtd;

	<!ENTITY
	% mlp_slirep.dtd
	SYSTEM "MLP_SLIREP_300.DTD">

	%mlp_slirep.dtd;

	<!ENTITY
	% mlp_slrep.dtd
	SYSTEM "MLP_SLREP_300.DTD">

	%mlp_slrep.dtd;

	<!ENTITY
	% mlp_eme_lia.dtd
	SYSTEM "MLP_EME_LIA_320.DTD">

	%mlp_eme_lia.dtd;

	<!ENTITY
	% mlp_eme_lirep.dtd
	SYSTEM "MLP_EME_LIREP_320.DTD">

	%mlp_eme_lirep.dtd;

	<!ENTITY
	% mlp_emerep.dtd
	SYSTEM "MLP_EMEREP_300.DTD">

	%mlp_emerep.dtd;

	<!ENTITY
	% mlp_tlra.dtd
	SYSTEM "MLP_TLRA_320.DTD">

	%mlp_tlra.dtd;

	<!ENTITY
	% mlp_tlrep.dtd
	SYSTEM "MLP_TLREP_320.DTD">

	%mlp_tlrep.dtd;

	<!ENTITY
	% mlp_tlrsa.dtd
	SYSTEM "MLP_TLRSA_300.DTD">

	%mlp_tlrsa.dtd;

	<!ENTITY
	% mlp_hlia.dtd
	SYSTEM "MLP_HLIA_330.DTD">

	%mlp_hlia.dtd;

	<!ENTITY
	% mlp_hlirep.dtd
	SYSTEM "MLP_HLIREP_320.DTD">

	%mlp_hlirep.dtd;


Example

<?xml version="1.0" ?>

<!DOCTYPE svc_result SYSTEM "MLP_SVC_RESULT_320.DTD">

<svc_result ver="3.3.0">

  <slia ver="3.0.0">

    ...

  </slia>

</svc_result>

Change 5:  Modified SCR Client side service initiation and result
B.1 SCR for Client
B.1.1 Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-A-C-001
	Service Initiation
	5.6.2.1
	M
	MLP-A-C-002 AND MLP-A-C-003

	MLP-A-C-002
	Header
	5.6.2.1
	M
	

	MLP-A-C-003
	Standard Location Immediate Request
	5.6.2.1
	O
	 MLP-B-C-003 AND MLP-B-C-004

	MLP-A-C-004
	Emergency Location Immediate Request
	5.6.2.1
	O
	 MLP-B-C-007

	MLP-A-C-005
	Triggered Location Reporting Request
	5.6.2.1
	O
	MLP-B-C-010 AND MLP-B-C-011 AND MLP-B-C-012

	MLP-A-C-006
	Triggered Location Reporting Stop Request
	5.6.2.1
	O
	MLP-B-C-012

	MLP-A-C-008
	Historic Location Immediate Request
	5.6.2.1
	O
	T.B.D

	MLP-A-C-007
	Extension Message
	5.6.2.1
	O
	


B.1.2 Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-B-C-001
	Service Result
	5.6.2.2
	M
	MLP-B-C-002 AND MLP-B-C-003 

	MLP-B-C-002
	Header
	5.6.2.2
	O
	

	MLP-B-C-003
	Standard Location Immediate Answer
	5.6.2.2
	O
	

	MLP-B-C-004
	Standard Location Immediate Report
	5.6.2.2
	O
	

	MLP-B-C-005
	Standard Location Report
	5.6.2.2
	O
	

	MLP-B-C-006
	Standard Location Report Answer
	5.6.2.2
	O
	

	MLP-B-C-007
	Emergency Location Immediate Answer
	5.6.2.2
	O
	

	MLP-B-C-008
	Emergency Location Immediate Report
	5.6.2.2
	O
	MLP-B-C-007

	MLP-B-C-009
	Emergency Location Report
	5.6.2.2
	O
	

	MLP-B-C-010
	Triggered Location Reporting Answer
	5.6.2.2
	O
	MLP-B-C-011

	MLP-B-C-011
	Triggered Location Report
	5.6.2.2
	O
	MLP-B-C-010

	MLP-B-C-012
	Triggered Location Reporting Stop Answer
	5.6.2.2
	O
	

	MLP-B-C-014
	Historic Location Immediate Answer
	5.6.2.2
	O
	

	MLP-B-C-015
	Historic Location Immediate Report
	5.6.2.2
	O
	

	MLP-B-C-013
	Extension Message
	5.6.2.2
	O
	


Change 6:  Modified SCR Client side HLIR, HLIA & HLIREP added 

B.1.? Historic Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AC-C-002
	msid
	5.2.3.8.1
	M
	

	MLP-AC-C-005
	trans_id
	5.2.3.8.1
	O
	

	MLP-AC-C-005
	start_time
	5.2.3.8.1
	O
	

	MLP-AC-C-005
	stop_time
	5.2.3.8.1
	O
	

	MLP-AC-C-005
	interval
	5.2.3.8.1
	O
	

	MLP-AC-C-005
	qop
	5.2.3.8.1
	O
	

	MLP-AC-C-005
	geo_info
	5.2.3.8.1
	O
	

	MLP-AC-C-010
	pushaddr
	5.2.3.8.1
	O
	

	MLP-AC-C-009
	prio
	5.2.3.8.1
	O
	

	MLP-AC-C-012
	extension parameter
	5.2.3.8.1
	O
	


B.1.? Historic Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AD-C-001
	pos
	5.2.3.8.2
	M
	

	MLP-AD-C-002
	req_id
	5.2.3.8.2
	O
	

	MLP-AD-C-003
	result
	5.2.3.8.2
	M
	

	MLP-AD-C-004
	add_info
	5.2.3.8.2
	O
	

	MLP-AD-C-005
	extension parameter
	5.2.3.8.2
	O
	


B.1.? Historic Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AE-C-001
	req_id
	5.2.3.8.3
	M
	T.B.D

	MLP-AE-C-002
	pos
	5.2.3.8.3
	M
	

	MLP-AE-C-003
	extension parameter
	5.2.3.8.3
	O
	


Change 7:  Modified SCR Client side, services 

B.1.28 Services
	Item
	Function
	Reference
	Status
	Requirement

	
	
	
	
	

	MLP-AB-C-001
	Standard Location Immediate Service
	5.2.3.2
	M
	MLP-A-C-003 AND MLP-B-C-003 AND MLP-B-C-004

	MLP-AB-C-002
	Emergency Location Immediate Service 
	5.2.3.3
	O
	MLP-A-C-004 AND MLP-B-C-007

	MLP-AB-C-003
	Standard Location Reporting Service 
	5.2.3.4
	O
	MLP-B-C-005 AND MLP-B-C-006

	MLP-AB-C-004
	Emergency Location Reporting Service 
	5.2.3.5
	O
	MLP-B-C-009

	MLP-AB-C-005
	Triggered Location Reporting Service 
	5.2.3.6
	O
	MLP-A-C-005 AND MLP-A-C-006 AND MLP-B-C-010 AND MLP-B-C-011 AND MLP-B-C-012

	MLP-AB-C-006
	Historic Location Immediate Service 
	5.2.3.6
	O
	T.B.D


Change 8:  Modified SCR Server side service initiation and result

A.1 SCR for Server
B.2.1 Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-A-S-001
	Service Initiation
	5.6.2.1
	M
	MLP-A-S-002 AND MLP-A-S-003

	MLP-A-S-002
	Header
	5.6.2.1
	M
	

	MLP-A-S-003
	Standard Location Immediate Request
	5.6.2.1
	M
	MLP-B-S-003 AND MLP-B-S-004

	MLP-A-S-004
	Emergency Location Immediate Request
	5.6.2.1
	O
	MLP-B-S-007

	MLP-A-S-005
	Triggered Location Reporting Request
	5.6.2.1
	O
	MLP-B-S-010 AND MLP-B-S-011 AND MLP-B-S-012

	MLP-A-S-006
	Triggered Location Reporting Stop Request
	5.6.2.1
	O
	MLP-B-S-012

	MLP-A-S-008
	Historic Location Immediate Request
	5.6.2.1
	O
	T.B.D

	MLP-A-S-007
	Extension Message
	5.6.2.1
	O
	


B.2.2 Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-B-S-001
	Service Result
	5.6.2.2
	M
	MLP-B-S-002 AND MLP-B-S-003 AND MLP-B-S-004 AND MLP-B-S-005

	MLP-B-S-002
	Header
	5.6.2.2
	O
	

	MLP-B-S-003
	Standard Location Immediate Answer
	5.6.2.2
	M
	

	MLP-B-S-004
	Standard Location Immediate Report
	5.6.2.2
	O
	

	MLP-B-S-005
	Standard Location Report
	5.6.2.2
	O
	

	MLP-B-S-006
	Standard Location Report Answer
	5.6.2.2
	O
	

	MLP-B-S-007
	Emergency Location Immediate Answer
	5.6.2.2
	O
	

	MLP-B-S-008
	Emergency Location Immediate Report
	5.6.2.2
	O
	MLP-B-S-007

	MLP-B-S-009
	Emergency Location Report
	5.6.2.2
	O
	

	MLP-B-S-010
	Triggered Location Reporting Answer
	5.6.2.2
	O
	MLP-B-S-011

	MLP-B-S-011
	Triggered Location Report
	5.6.2.2
	O
	MLP-B-S-010

	MLP-B-S-012
	Triggered Location Reporting Stop Answer
	5.6.2.2
	O
	

	MLP-B-S-014
	Historic Location Immediate Answer
	5.6.2.2
	O
	

	MLP-B-S-015
	Historic Location Immediate Report
	5.6.2.2
	O
	

	MLP-B-S-013
	Extension Message
	5.6.2.2
	O
	


Change 9:  Modified SCR Server side HLIR, HLIA & HLIREP added 

B.2.? Historic Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AC-S-002
	msid
	5.2.3.8.1
	M
	

	MLP-AC-S-005
	trans_id
	5.2.3.8.1
	O
	

	MLP-AC-S-005
	start_time
	5.2.3.8.1
	O
	

	MLP-AC-S-005
	stop_time
	5.2.3.8.1
	O
	

	MLP-AC-S-005
	interval
	5.2.3.8.1
	O
	

	MLP-AC-S-005
	qop
	5.2.3.8.1
	O
	

	MLP-AC-S-005
	geo_info
	5.2.3.8.1
	O
	

	MLP-AC-S-010
	pushaddr
	5.2.3.8.1
	O
	

	MLP-AC-S-009
	prio
	5.2.3.8.1
	O
	

	MLP-AC-S-012
	extension parameter
	5.2.3.8.1
	O
	


B.2.? Historic Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AD-S-001
	pos
	5.2.3.8.2
	M
	

	MLP-AD-S-002
	req_id
	5.2.3.8.2
	O
	

	MLP-AD-S-003
	result
	5.2.3.8.2
	M
	

	MLP-AD-S-004
	add_info
	5.2.3.8.2
	O
	

	MLP-AD-S-005
	extension parameter
	5.2.3.8.2
	O
	


B.2.? Historic Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AE-S-001
	req_id
	5.2.3.8.3
	M
	T.B.D

	MLP-AE-S-002
	pos
	5.2.3.8.3
	M
	

	MLP-AE-S-003
	extension parameter
	5.2.3.8.3
	O
	


Change 10:  Modified SCR Server side, services 

B.2.28 Services
	Item
	Function
	Reference
	Status
	Requirement

	
	
	
	
	

	MLP-AB-S-001
	Standard Location Immediate Service
	5.2.3.2
	M
	MLP-A-S-003 AND MLP-B-S-003

	MLP-AB-S-002
	Emergency Location Immediate Service 
	5.2.3.3
	O
	MLP-A-S-004 AND MLP-B-S-004

	MLP-AB-S-003
	Standard Location Reporting Service 
	5.2.3.4
	O
	MLP-B-S-005 AND MLP-B-S-006

	MLP-AB-S-004
	Emergency Location Reporting Service 
	5.2.3.5
	O
	MLP-B-S-009

	MLP-AB-S-005
	Triggered Location Reporting Service 
	5.2.3.6
	O
	MLP-A-S-005 AND MLP-A-S-006 AND MLP-B-S-010 AND MLP-B-S-011 AND MLP-B-S-012

	MLP-AB-S-006
	Historic Location Immediate Service 
	5.2.3.6
	O
	T.B.D
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