Doc# OMA-LOC-2007-0262-CR_MLS_1_2_TS_MLP_IntermediateReports_Service_DTD[image: image2.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-LOC-2007-0262-CR_MLS_1_2_TS_MLP_IntermediateReports_Service_DTD
Change Request



Change Request

	Title:
	MLP V3.3 Intermediate reports, changes to Service and DTD
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	LOC

	Doc to Change:
	OMA-TS-MLP-V3_3-20070628-D

	Submission Date:
	12 Aug 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Ake Busin, Ericsson

	Replaces:
	n/a


1 Reason for Change

In TS MLP 3.3 section 5.2.3.2, the possibility to send intermediate results has been introduced but not finalized.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the change proposed below.
6 Detailed Change Proposal

Change 1:  Clarification to service description.
5.2.3.8 Standard Location Immediate Service

This is a standard service for requesting the location of one or more Mobile Subscribers. The service is used when a location response is required immediately (within a set time). 

When a lot of positioning reports are requested, it may take an unacceptably long time to get all the responses from the network. If the Location Server supports it the LCS Client can define how to receive the location responses, either at the time of the response to the request, or individually using one or more connections initiated by the Location Server. 
The extended service supports a number of different formats for describing the location of the mobile subscriber. It has also support for requesting a certain Quality of Service, Type of location and priority.

The service consists of the following messages:

· Standard Location Immediate Request

· Standard Location Immediate Answer

· Standard Location Immediate Report

The Standard Location Immediate Service SHALL consist of a Standard Location Immediate Request followed  by one Standard Location Immediate Answer and zero, one or more OPTIONAL Standard Location Immediate Reports. Standard Location Immediate Reports can only be returned by Location Server if the attribute “res_type” is set to “ASYNC” by the LCS Client.
The following message flow as depicted in Figure 3 encapsulates this service:
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Figure 1: Message Flow for the Standard Location Immediate Service
Note: Multiple Standard Location Immediate Reports can occur when the location information for multiple targets was requested or the request allowed for an intermediate position and the results are reported back to the client in individual reports. An individual report may contain the result of one or more targets. It may also contain an intermediate position, not matching the requested QoP, but of increasing accuracy for each target.

Change 2:  Modified function element descriptions
5.2.2.2    Function Element Definitions

	<!-- MLP_FUNC -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	eme_event
	(eme_pos+)>

	<!ATTLIST
	eme_event
	

	
	eme_trigger (EME_ORG | EME_REL)
	#REQUIRED>

	<!ELEMENT
	tlrr_event
	(ms_action | change_area)>

	<!ELEMENT
	ms_action
	EMPTY>

	<!ATTLIST
	ms_action
	

	
	type (MS_AVAIL)
	#REQUIRED>

	<!ELEMENT
	change_area
	(target_area, no_of_reports?)>

	<!ATTLIST
	change_area
	

	
	type (MS_ENTERING | MS_LEAVING | MS_WITHIN_AREA)
	#REQUIRED

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	target_area
	(shape | cc | plmn | name_area)>

	<!ELEMENT
	no_of_reports
	(#PCDATA)>

	<!ELEMENT
	name_area
	(#PCDATA)>

	<!ELEMENT
	plmn
	(mcc, mnc)>

	<!ELEMENT
	interval
	(#PCDATA)>

	<!ELEMENT
	loc_type
	EMPTY>

	<!ATTLIST
	loc_type
	

	
	type (CURRENT | LAST |CURRENT_OR_LAST | LAST_OR_CURRENT | INITIAL | CURRENT_AND_ INTERMEDIATE)
	"CURRENT">

	<!ELEMENT
	prio
	EMPTY>

	<!ATTLIST
	prio
	

	
	type (NORMAL | HIGH)
	"NORMAL">

	<!ELEMENT
	pushaddr
	(url, id?, pwd?)>

	<!ELEMENT
	req_id
	(#PCDATA)>

	<!ELEMENT
	start_time
	(#PCDATA)>

	<!ATTLIST
	start_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	stop_time
	(#PCDATA)>

	<!ATTLIST
	stop_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	duration
	(#PCDATA)>

	<!ELEMENT
	url
	(#PCDATA)>

	<!ELEMENT
	time_remaining
	(#PCDATA)>

	<!ELEMENT
	lcs_ref
	(#PCDATA)>


Change 3:  Modified location element descriptions
5.2.2.3    Location Element Definitions

	<!-- MLP_LOC -->

	<!--

MLP V3.3 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2007
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_xxx PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_xxx>

      ...

   </svc_xxx>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	pos
	(msid, (pd | poserr),
 gsm_net_param?, trans_id?)>

	<!ATTLIST
	pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED

	
	result_type (INTERMEDIATE | FINAL)
	"FINAL">

	<!ELEMENT
	eme_pos
	(msid, (pd | poserr), esrd?,
 esrk?, trans_id?)>

	<!ATTLIST
	eme_pos
	

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	trl_pos
	(msid, (pd | poserr | time))>

	<!ATTLIST
	trl_pos
	

	
	trl_trigger (PERIODIC | MS_AVAIL | CHANGE_AREA)
	#REQUIRED

	
	pos_method (CELL | OTDOA | GPS | A-GPS | E-OTD | U-TDOA | AFLT | EFLT | UNKNOWN | OTHER)
	#IMPLIED>

	<!ELEMENT
	pd
	(time, shape, (alt, alt_unc?)?,
 speed?, direction?, lev_conf?, qos_not_met?)>

	<!ELEMENT
	poserr
	(result, add_info?, time)>

	<!ELEMENT
	time
	(#PCDATA)>

	<!ATTLIST
	time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	alt
	(#PCDATA)>

	<!ELEMENT
	alt_unc
	(#PCDATA)>

	
	
	

	
	
	

	<!ELEMENT
	qos_not_met
	EMPTY>

	<!ELEMENT
	direction
	(#PCDATA)>

	<!ELEMENT
	speed
	(#PCDATA)>

	<!ELEMENT
	lev_conf
	(#PCDATA)>

	<!ELEMENT
	geo_info
	(CoordinateReferenceSystem)>

	<!ELEMENT
	CoordinateReferenceSystem
	(Identifier)>

	<!ELEMENT
	Identifier
	(code, codeSpace, edition)>

	<!ELEMENT
	code
	(#PCDATA)>

	<!ELEMENT
	codeSpace
	(#PCDATA)>

	<!ELEMENT
	edition
	(#PCDATA)>

	<!ELEMENT
	service_coverage
	((cc, ndc*)+)>

	
	
	

	<!ENTITY
	% mlp_res.dtd 
	SYSTEM "MLP_RES_300.DTD">

	%mlp_res.dtd;
	


Examples of geo_info encoding.

The encoding for WGS84 is:

<CoordinateReferenceSystem> 

    <Identifier> 

        <code>4326</code> 

        <codeSpace>EPSG</codeSpace>

        <edition>6.1</edition> 

     </Identifier> 

</CoordinateReferenceSystem>

The encoding for the Transverse Mercator coordinate system based on the OSGB1936 is:

<CoordinateReferenceSystem> 

    <Identifier> 

        <code>27700</code> 

        <codeSpace>EPSG</codeSpace>

        <edition>6.1</edition> 

     </Identifier> 

</CoordinateReferenceSystem>

Note that the GML V2.1.1 Implementation Specification is limited to use of only well-known CRSs, so this XML is currently abbreviated by a single attribute name and value:

srsName=http://www.opengis.net/gml/srs/epsg.xml#4326
Note also that GML uses crsName instead of srsName.

Change 4:  Modified element description loc_type  
5.3.37  loc_type

	Description:

	Defines the type of location requested.

	Type:
	Element

	Format:
	Void

	Defined values:
	

	Default value:
	

	Example:
	<loc_type type="INITIAL" />

	Note:
	


5.3.37.1  type

	Description:

	Defines the type of location requested

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	CURRENT
	After a location attempt has successfully delivered a location estimate and its associated time stamp, the location estimate and time stamp is known as the current location at that point in time.

	
	LAST
	The current location estimate and its associated time stamp is generally stored in the network and is known as the last known location until replaced by a later location estimate and a new time stamp.The last known location may be distinct from the initial location, i.e., more recent.

	
	 LAST_OR_CURRENT
	 If the last known location is stored in the network and if this location satisfies the Quality of Service requested by the location-based application the last known location is returned, otherwise the current location is returned.

	
	CURRENT_OR_LAST
	If a location attempt has successfully delivered a current location, it is returned. Otherwise if the last known location stored in the network satisfies the requested Quality of service the last known location is returned.

	
	INITIAL
	In an originating emergency call, the location estimate and the associated time stamp at the commencement of the call set-up is known as the initial location.

	
	CURRENT_AND _INTERMEDIATE
	In addition to delivery of a final current location estimate (or error indication) the location server shall, if applicable, deliver one or more intermediate location estimates not fulfilling the QoP.

	Default value:
	CURRENT

	Example:
	<loc_type type="INITIAL" />

	Note:
	


Change 5:  Modified element description pos  

5.3.60 pos

	Description:

	Specifies the position of the MS in an immediate location service response.

	Type:
	Element

	Format:
	

	Defined values:
	

	Default value:
	

	Example:
	<pos>

    <msid>4711</msid>

     <poserr>

        <result resid="1">SYSTEM FAILURE</result>

        <time utc_off="0200">20040617143232</time>

    </poserr>

 </pos>

	Note:
	


5.3.60.1  pos_method

see section Error! Reference source not found.
5.3.60.2  result_type

	Description:

	Defines the type of location  result reported

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	INTERMEDIATE
	The location estimate in the pos element is not deemed to fulfil the QoP and will be followed by an final location estimate.

	
	FINAL
	The pos element contains the final location estimate or  poserror.

	Default value:
	FINAL

	Example:
	<result_type="INTERMEDIATE" />

	Note:
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