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1 Reason for Change

Adding WiMAX security requirements into ERELD.

Editorial note: The requirement references into ULP TS need to be updated to correspond renamed requirements.
R01: redefined wording in GSM/DCMA modes, added proxy/non-proxy support for WiMAX
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

7. ERDEF for SUPL 2.0 - Client Requirements

This section is normative.
	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SUPL-C-001
	Support of SET Procedures
	M
	OMA-ERDEF-SUPL-C-002

OR 

OMA-ERDEF-SUPL-C-003

OR 

OMA-ERDEF-SUPL-C-004 OR 

OMA-ERDEF-SUPL-C-005 OR 

OMA-ERDEF-SUPL-C-006

OR

OMA-ERDEF-SUPL-C-007

	Network and security types

	OMA-ERDEF-SUPL-C-002
	SET supporting GSM/WCDMA mode, GBA authentication
	O
	ULP-A-C-001

AND

ULP-A-C-003

	OMA-ERDEF-SUPL-C-003
	SET supporting GSM/WCDMA mode, ACA model
	O
	ULP-A-C-001

AND

ULP-A-C-004

	OMA-ERDEF-SUPL-C-004
	SET supporting CDMA mode, GBA authentication
	O
	ULP-A-C-002

AND

ULP-A-C-003

	OMA-ERDEF-SUPL-C-005
	SET supporting CDMA mode, OMA-CIBAauthentication
	O
	ULP-A-C-002

AND

ULP-A-C-005

	OMA-ERDEF-SUPL-C-006
	SET supporting CDMA mode, ACA authentication
	O
	ULP-A-C-002

AND

ULP-A-C-004

	OMA-ERDEF-SUPL-C-007
	SET supporting WiMAX mode, SEK authentication
	O
	Note: needs to be updated due to SCR renaming & numbering
ULP-PRO-C-yyy-O

	
	
	
	


Table 2: ERDEF for SUPL 2.0 Client-side Requirements

8. ERDEF for SUPL 2.0 – Server Requirements

This section is normative.
	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SUPL-S-001
	Support of ULP Procedures
	M
	OMA-ERDEF-SUPL-S-004 

OR 

OMA-ERDEF-SUPL-S-005 

OR 

OMA-ERDEF-SUPL-S-006 OR 

OMA-ERDEF-SUPL-S-007 OR 

OMA-ERDEF-SUPL-S-008
OR

OMA-ERDEF-SUPL-S-013

	OMA-ERDEF-SUPL-S-002
	Support of RLP, H-SLP part
	O
	RLP 1.1: MCF

	OMA-ERDEF-SUPL-S-003
	Support of RLP, V-SLP part
	O
	RLP 1.1: MSF

	OMA-ERDEF-SUPL-S-004
	Support of ILP, SLC part
	O
	ILP 1.0 MCF

	OMA-ERDEF-SUPL-S-005
	Support of ILP, SPC part
	O
	ILP 1.0 MSF

	Network and security types

	OMA-ERDEF-SUPL-S-006
	SLP supporting GSM/WCDMA mode, GBA authentication
	O
	ULP-A-S-001

AND

ULP-A-S-003

	OMA-ERDEF-SUPL-S-007
	SLP supporting GSM/WCDMA mode, ACA authentication model
	O
	ULP-A-S-001

AND

ULP-A-S-004

	OMA-ERDEF-SUPL-S-008
	SLP supporting GSM/WCDMA mode, SLC only authentication model
	O
	ULP-A-S-001

AND

ULP-A-S-006

	OMA-ERDEF-SUPL-S-009
	SLP supporting CDMA mode, GBA authentication model
	O
	ULP-A-S-002

AND

ULP-A-S-003

	OMA-ERDEF-SUPL-S-0010
	SLP supporting CDMA mode, OMA-CIBA authentication model
	O
	ULP-A-S-002

AND

ULP-A-S-005

	OMA-ERDEF-SUPL-S-0011
	SLP supporting CDMA mode, ACA authentication model
	O
	ULP-A-S-002

AND

ULP-A-S-004

	OMA-ERDEF-SUPL-S-012
	SLP supporting CDMA mode, SLC only authentication model
	O
	ULP-A-S-002

AND

ULP-A-S-006

	OMA-ERDEF-SUPL-S-013
	SLP supporting WiMAX mode, SEK authentication model
	O
	Note: needs to be updated due to SCR renaming & numbering
ULP-PRO-S-yyy-O

	
	
	
	


Table 3: ERDEF for SUPL 2.0 Server-side Requirements
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