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1 Reason for Change

Replace WAP Push with OMA Push
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

update TS editorially.
6 Detailed Change Proposal

Change 1:  Reference correction
2. References

2.1 Normative References

	[WAP PAP]
	OMA-WAP-TS-PAP-V2_2-20071002-C, “Push Access Protocol”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[WAP POTAP]
	OMA-TS-PushOTA-V2_2-20071002-C, “Push Over The Air”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/


	[WAP PUSH]
	WAP-251-PushMessage-20010322-a, “Push Message”, Open Mobile Alliance™.
URL:http://www.openmobilealliance.org/
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3.3 Abbreviations

	PAP
	OMA Push Access Protocol

	POTAP
	OMA Push Over the Air Protocol


Change 3:  Replaces WAP Push with OMA Push

6.1.5.2.3 E-SLP Whitelist

If an emergency SUPL INIT message is received over a channel that is not secured end-to-end (such as SMS or OMA Push) then the emergency SUPL INIT message may be fake or altered. The remainder of this section describes the security countermeasures used to ensure that the SET is able to contact the genuine E-SLP server as soon as possible.

Change 4:  Replaces WAP Push with OMA Push

6.1.5.2.3 Procedures regarding Emergency SUPL INIT Messages

If an emergency SUPL INIT is received over a channel that is secured end-to-end (such as a secure SIP Push) then the emergency SUPL INIT message SHALL be processed immediately. The remaining considerations of this subsection are ignored in this case.

If an emergency SUPL INIT message is received over a channel that is not secured end-to-end (such as SMS or OMA Push), then the message is queued as in Section 6.1.5.2.1. The SET works its way through the messages in the queue, applying the appropriate verification and notification before attempting to connect to the E-SLP to respond.
Change 5:  Replaces WAP Push with OMA Push
3. Protocol Interface
The encoding for the ULP protocol SHALL be ASN.1 [ASN.1].

The encoding is BASIC-PER, unaligned encoding [PER.1].
The transport protocol between SET and SLP (SET and SLC/SPC for non-proxy mode) SHALL be TCP/IP with the following exception: the initial SUPL INIT message SHALL be transported over OMA Push or SIP Push or Mobile Terminated SMS or UDP/IP. In case of OMA Push or SIP Push, the Push message from the PPG or SLP to SET SHALL follow the OMA Push specifications as per [WAP POTAP] for OMA Push or SIP Push specifications as per [SIP Push] for SIP Push with the clarifications given in section 8.1..1 and 5.2.1.1. SUPL INIT can be sent over UDP/IP if the IP-address of the SET is known to the SLP or can be retrieved by the SLP.

For GSM/WCDMA deployments, SUPL initiation using OMA Push SHALL be supported by both the SET and the SLP. For CDMA/CDMA2000 deployments, SUPL initiation using MT SMS SHALL be supported by both the SET and the SLP. Support of other transport protocols is optional. 
8.1.2 TCP/IP and UDP/IP

The port number for ULP messages transported over TCP and UDP SHALL be as registered with IANA (Internet Assigned Numbers Authority). The port numbers are: 

	oma-ulp
	7275/tcp
	OMA UserPlane Location Protocol

	oma-ulp
	7275/udp
	OMA UserPlane Location Protocol


8.1.2 SIP Push

SIP Push MESSAGE [SIP Push] SHALL be used with the following clarifications:

1. SIP MESSAGE method SHALL be used to deliver the SUPL INIT message.

2. Accept-Contact header SHALL include Application Resource Identifier +g.oma.pusheventapp= “ulp.ua”, where feature tag value “ulp.ua” is derived from the OMNA registered application id “x-oma-application:ulp.ua”.

3. Content-Type header SHALL be set to OMNA registered content type application/vnd.omaloc-supl-init.
4. SIP MESSAGE body SHALL contain PER encoded SUPL INIT message.

An example usage of the MESSAGE method is shown in Appendix B.4.

Change 6:  OMA Push replaces WAP Push
8.1.2 OMA Push

The OMA Push message from an SLP (SLC for non-proxy mode) to a PPG SHALL contain the SUPL INIT message and SHALL follow [WAP PAP]. OMA Push over HTTP SHALL be used and SHALL contain the PAP control entity and the PER encoded SUPL INIT message. An example (informative only) is shown in Annex B. The PPG communicates with the SET over POTAP [WAP POTAP] or SIP Push [SIP Push] for an SIP enabled SET with the clarifications given in section 8.1..1.

The content type SHALL be as registered with IANA (content type: application/vnd.omaloc-supl-init) and OMNA (Open Mobile Naming Authority) (content type's assigned number: 0x312).
The WAP application id SHALL be as registered with OMNA (URN: x-oma-application:ulp.ua) and the assigned code value is (0x10).

Change 7:  OMA Push replaces WAP Push

Appendix B. Additional Information

D. The H-SLP initiates the location session with the SET using the SUPL INIT message, which may be an OMA PUSH or an SMS Trigger. The SUPL INIT message contains at least session-id, proxy/non-proxy mode indicator and the intended positioning method. If the result of the privacy check in Step A indicates that notification or verification to the target subscriber is needed, the H-SLP shall also include Notification element in the SUPL INIT message. Before the SUPL INIT message is sent the H-SLP also computes and stores a hash of the message.
If in step A the H-SLP decided to use a previously computed position, the SUPL INIT message shall indicate this in a ‘no position’ posmethod parameter value and the SET shall respond with a SUPL END message carrying the results of the verification process (access granted, or access denied). If no explicit verification is required (notification only) the SET shall respond with a SUPL END message. The H-SLP shall then directly proceed to step H. 

NOTE:
Before sending the SUPL END message the SET shall perform the data connection setup procedure of step D and use the procedures described in step E to establish a secure IP connection to the H-SLP.
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B.2 OMA Push Message Example (informative)

Change 9:  OMA Push replaces WAP Push

B.3
POTAP Example (informative)

The detailed specification of the OMA Push message is described in Table 80.
Table 80: OMA Push user data
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