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1 Reason for Change

LOCSIP Architecture Model does not include XDMS functionality for Location Authorization Rule. The rule in XDM schema shall be defined to satisfy LOCSIP requirements AUTHO-1, -2, -3. CR proposes to re-scope the entity into the architecture diagram.

2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR.

6 Detailed Change Proposal

Change 1:  Section 5.2 Add entities Shared-List-, RLS-, and Location-Authorization-Rules-XDMS into Architecture Model
5.2 Architectural Diagram

Figure 1 illustrates the OMA LOCSIP architecture.
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Figure 1: LOCSIP Architectural Model

Elements shown in bold are defined in this architecture document.  The remaining elements are shown with dashed boxes and are external to this specification.

The reference points shown here in bold are those that are specified in the LOCSIP Enabler.  Other relevant reference points (XDM-1, XDM-2, XDM-3, XDM-4, PEM-1) are shown with dashed lines and are specified in the XDM Enabler [OMA XDMAD] and GPM Enabler [OMA GPMAD].

The GPM element is optional in the LOCSIP 1.0 architecture.
Change 2:  Section 5.3.2.2 Add XDMS which is not defined by LOCSIP
5.3.2.2    XML Document Management Server (XDMS)

The functionality of the XDMS is described in [OMA XDMAD].

The documents stored in the XDMS are for example the shared user resource identifier list. The L-RLS and Location Server use XDMC to read-only access to the documents.
The Shared List XDMS documents format and usage is based on [RFC3856] section 3 Resource List Document. The RLS document format and usage is based on [RFC3856] section 4 RLS Service Document.
Change 3:  Move section 5.3.5 under 5.3.1 so that the XDMS documents for location authorization rule is under the LOCSIP Function Entity; the Location Authorization Rules documents shall be defined in LOCSIP;

5.3.1.4 Location Policy XDMS
The following sections describe LOCSIP Authorization Rules that a service provider can define to control the dissemination of the Target Location Information. LOCSIP Authorization Rules consist of Subscription Authorization Rules and Location Content Rules.
5.3.1.4.1    Subscription Authorization Rules

Subscription Authorization Rules determine how incoming subscriptions are handled.

Subscription Authorization Rules determine those Location Clients who are allowed to subscribe to the Location Information of a Target and those who are not allowed. The Subscription Authorization Rules may include lists that can be stored in the XDMS. 

The Subscription Authorization Rules support the following actions:

· Accept

· Reject.
5.3.1.4.2 Location Content Rules

The Location Content Rules determine which Location Information is disseminated to Location Clients that have been accepted by Subscription Authorization Rules.  A service provider can define Location Content Rules that apply to one or more Location Clients.  

The document containing the Location Content Rules is stored in the XDMS.
Change 4:  Section 5.3.3.4 and 5.3.3.5 for both Shared List and RLS XDMS

5.3.3.4    Reference Point LS-4

The LS-4 reference point supports the communication between the Location Server and the Shared List XDMS.  The protocol for the LS-4 reference point is XCAP.

The LS-4 reference point supports the following function:

· Retrieval of user location access policy data in the XDMS.
· Retrieval of URI list information from the XDMS when list of user identities in a policy documents are defined using URI lists.
5.3.3.5    Reference Point LS-5

The LS-5 reference point supports the communication between the L-RLS and the Shared List XDMS and RLS XDMS.  The protocol for the LS-5 reference point is XCAP.

The LS-5 reference point supports the following function:

· Retrieval of XML documents in the XDMS.
Group information is retrieved from the XDMS when location has been requested for members of a group addressed with a Service URI. URI list information from the XDMS is retrieved when members in a group documents are defined using URI lists.

Change 5:  Add new Section 5.3.3.x for LS-6 and LS-7 

5.3.3.x    Reference Point LS-6

The reference point LS-6 supports the communication between a Location Policy XDMS and the SIP/IP Core network.  The protocol for this reference point is SIP.

The reference point provides the following functions:

· Subscription to the modification of the location XML documents;
· Notification of the modification of location XML documents.
5.3.3.x   Reference Point LS-7

The protocol for this reference point is XCAP.

The reference point provides the following functions:

· Location Policy document management (e.g. create, modify, retrieve, delete).
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