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1 Reason for Change

This CR addresses some changes relative the ASN.1 definition inherited from SUPL 1.0 that are non-backwards compatible with the current SUPL 1.0 ASN.1 definition.

It is important the SUPL V2 ASN.1 definition is backwards compatible with SUPL v1 implementations so that only one SUPL ASN.1 coding needs to be compiled for an implementation. Consequences if the ASN.1 not is compatible is e.g. for a SLP that received message need to be parsed with V1.0 and V2.0 parser in parallel. For a SET consequence may be increased memory requirements.
- The modification in "Change 1" revert the ASN.1 modification but not the tabular modification in http://www.openmobilealliance.org/ftp/Public_documents/LOC/2008/OMA-LOC-2008-0109-CR_SUPL2_0_TS_ULP_CONRR_D299_SIP_URL_Consistency.zip 

- The modification in "Change 2" revert part of ASN.1 modification in http://www.openmobilealliance.org/ftp/Public_documents/LOC/2007/OMA-LOC-2007-0320-CR_SUPL2_0_TS_ULP_security_parameter_update.zip 
- The modification in "Change 3" and "Change 4" solves an incorrect addition of extension marker in http://www.openmobilealliance.org/ftp/Public_documents/LOC/2006/OMA-LOC-2006-0309R01-CR_ULP_2_0_TS_ASN1_Editorial_Corrections.zip and the subsequent addition of additional enumerations.
2 Impact on Backward Compatibility

No impact if CR implemented.
3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agreed on proposed change
6 Detailed Change Proposal

Change 1:  sipUri is changed back to sipUrl to keep same enumeration name as in SUPL 1.0. The change in tabular description is kept. 
11.2.1 SUPL INIT

SUPL-INIT DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLINIT, Notification;

IMPORTS


SLPAddress, QoP, PosMethod

FROM ULP-Components


Ver2-SUPL-INIT-extension

FROM ULP-Version-2-message-extensions


Ver2-Notification-extension

FROM ULP-Version-2-parameter-extensions;

SUPLINIT ::= SEQUENCE {

  posMethod     PosMethod,

  notification  Notification OPTIONAL,

  sLPAddress    SLPAddress OPTIONAL,

  qoP           QoP OPTIONAL,

  sLPMode       SLPMode,
  mAC           MAC OPTIONAL, -- included for backwards compatibility

  keyIdentity   KeyIdentity OPTIONAL, -- included for backwards compatibility

  ...,

-- version 2 extension element

  ver2-SUPL-INIT-extension
Ver2-SUPL-INIT-extension OPTIONAL}

Notification ::= SEQUENCE {

  notificationType  NotificationType,

  encodingType      EncodingType OPTIONAL,

  requestorId       OCTET STRING(SIZE (1..maxReqLength)) OPTIONAL,

  requestorIdType   FormatIndicator OPTIONAL,

  clientName        OCTET STRING(SIZE (1..maxClientLength)) OPTIONAL,

  clientNameType    FormatIndicator OPTIONAL,

  ...,

  ver2-Notification-extension
Ver2-Notification-extension OPTIONAL}

NotificationType ::= ENUMERATED {

  noNotificationNoVerification(0), notificationOnly(1),

  notificationAndVerficationAllowedNA(2),

  notificationAndVerficationDeniedNA(3), privacyOverride(4), ...}

EncodingType ::= ENUMERATED {ucs2(0), gsmDefault(1), utf8(2), ...}

maxReqLength INTEGER ::= 50

maxClientLength INTEGER ::= 50

FormatIndicator ::= ENUMERATED {

  logicalName(0), e-mailAddress(1), msisdn(2), url(3), sipUrl(4), min(5),

  mdn(6), iMSPublicidentity(7), ...}

SLPMode ::= ENUMERATED {proxy(0), nonProxy(1)}

MAC ::= BIT STRING(SIZE (64)) -- empty placeholder required for SUPL 1.0 backwards compatibility

KeyIdentity ::= BIT STRING(SIZE (128)) -- empty placeholder required for SUPL 1.0 backwards compatibility

END

Change 2:  sETAuthKey and keyIdentity4 are reintroduced before extension marker. 

11.2.3 SUPL RESPONSE

SUPL-RESPONSE DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLRESPONSE;

IMPORTS 


PosMethod, SLPAddress

FROM ULP-Components


Ver2-SUPL-RESPONSE-extension

FROM ULP-Version-2-message-extensions;

SUPLRESPONSE ::= SEQUENCE {

  posMethod     PosMethod,

sLPAddress    SLPAddress OPTIONAL,
sETAuthKey    SETAuthKey OPTIONAL, -- included for backwards compatibility
keyIdentity4  KeyIdentity4 OPTIONAL, -- included for backwards compatibility
  ...,

-- version 2 extension element

  ver2-SUPL-RESPONSE-extension
Ver2-SUPL-RESPONSE-extension OPTIONAL}

SETAuthKey ::= CHOICE {

  shortKey  BIT STRING(SIZE (128)),

  longKey   BIT STRING(SIZE (256)),

  ...}

KeyIdentity4 ::= BIT STRING(SIZE (128))
END

Change 3:  Removes extension marker that is not present in SUPL 1.0. makes prefMethod obsolete. 
11.2.2   SUPL START

SUPL-START DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLSTART, SETCapabilities;

IMPORTS


LocationId, QoP

FROM ULP-Components

Ver2-SUPL-START-extension

FROM ULP-Version-2-message-extensions


Ver2-SETCapabilities-extension, Ver2-PosProtocol-extension, Ver2-PosTechnology-extension

FROM ULP-Version-2-parameter-extensions;

SUPLSTART ::= SEQUENCE {

  sETCapabilities  SETCapabilities,

  locationId       LocationId,

  qoP              QoP OPTIONAL,

  ...,

-- version 2 extension element

  ver2-SUPL-START-extension
Ver2-SUPL-START-extension OPTIONAL}

SETCapabilities ::= SEQUENCE {

  posTechnology  PosTechnology,

  prefMethod     PrefMethod,  -- included for backwards compatibility
  posProtocol    PosProtocol,

  ...,

  ver2-SETCapabilities-extension
Ver2-SETCapabilities-extension OPTIONAL}

PosTechnology ::= SEQUENCE {

  agpsSETassisted  BOOLEAN,

  agpsSETBased     BOOLEAN,

  autonomousGPS    BOOLEAN,

  aFLT             BOOLEAN,

  eCID             BOOLEAN,

  eOTD             BOOLEAN,

  oTDOA            BOOLEAN,

  ...,

  ver2-PosTechnology-extension
Ver2-PosTechnology-extension OPTIONAL}

PrefMethod ::= ENUMERATED {

  agpsSETassistedPreferred, agpsSETBasedPreferred, noPreference}

PosProtocol ::= SEQUENCE {

  tia801  BOOLEAN,

  rrlp    BOOLEAN,

  rrc     BOOLEAN,

  ...,

  ver2-PosProtocol-extension
Ver2-PosProtocol-extension OPTIONAL}

END

Change 4:  Adds ver2-PrefMethod that includes added enumerations.
11.4 Parameter Extensions (SUPL Version 2)

ULP-Version-2-parameter-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

maxGANSS, Ver2-Notification-extension, Ver2-SETCapabilities-extension, Ver2-PosProtocol-extension, Ver2-PosTechnology-extension, Ver2-RequestedAssistData-extension;

IMPORTS


GANSSSignals, ReportingCap

FROM Ver2-ULP-Components


maxNumGeoArea, maxAreaId, maxAreaIdList
FROM SUPL-TRIGGERED-START;

Ver2-Notification-extension ::= SEQUENCE {

  emergencyCallLocation  NULL OPTIONAL,

  ...}
Ver2-SETCapabilities-extension ::= SEQUENCE {

serviceCapabilities
ServiceCapabilities OPTIONAL,
ver2-PrefMethod ::= ENUMERATED {

  agpsSETassistedPreferred, agpsSETBasedPreferred, noPreference, ver2-
  agnssSETassistedPreferred, ver2-agnssSETBasedPreferred, ...},
...}

ServiceCapabilities ::= SEQUENCE {

  servicesSupported

ServicesSupported,

  reportingCapabilities
ReportingCap OPTIONAL,

  eventTriggerCapabilities
EventTriggerCapabilities OPTIONAL,

  sessionCapabilities

SessionCapabilities,

...}

ServicesSupported ::= SEQUENCE {

  periodicTrigger
BOOLEAN,

  areaEventTrigger
BOOLEAN,

...}

EventTriggerCapabilities ::= SEQUENCE {

  geoAreaShapesSupported        
GeoAreaShapesSupported,

  maxNumGeoAreaSupported
INTEGER (0..maxNumGeoArea),

  maxAreaIdListSupported
INTEGER (0..maxAreaIdList),

  maxAreaIdSupported

INTEGER (0..maxAreaId),

...}

GeoAreaShapesSupported ::= SEQUENCE {

  ellipticalArea   BOOLEAN,

  polygonArea      BOOLEAN,

...}

SessionCapabilities ::= SEQUENCE {

  maxNumberTotalSessions
INTEGER (1..128),

  maxNumberPeriodicSessions
INTEGER (1..32),

  maxNumberTriggeredSessions
INTEGER (1..32),

...}

Ver2-PosProtocol-extension ::= SEQUENCE {

posProtocolVersionRRLP
PosProtocolVersion3GPP OPTIONAL,
posProtocolVersionRRC
PosProtocolVersion3GPP OPTIONAL,

posProtocolVersionTIA801
PosProtocolVersion3GPP2 OPTIONAL,
...}

PosProtocolVersion3GPP ::= SEQUENCE {

  majorVersionField      INTEGER(0..255),

  technicalVersionField  INTEGER(0..255),

  editorialVersionField  INTEGER(0..255),

...}

PosProtocolVersion3GPP2 ::= SEQUENCE (SIZE(1..8)) OF Supported3GPP2PosProtocolVersion
Supported3GPP2PosProtocolVersion ::= SEQUENCE {

  revisionNumber   

BIT STRING(SIZE (6)), -- the location standard revision number the SET supports coded according to 3GPP2 C.S0022

  pointReleaseNumber  
INTEGER(0..255),

  internalEditLevel  

INTEGER(0..255),

...}

Ver2-PosTechnology-extension ::= SEQUENCE {

  gANSSPositionMethods  GANSSPositionMethods OPTIONAL,

...}
GANSSPositionMethods ::= SEQUENCE (SIZE(1..16)) OF GANSSPositionMethod

GANSSPositionMethod ::= SEQUENCE {

ganssId


INTEGER(0..15), -- coding according to parameter definition in section Error! Reference source not found.
gANSSPositioningMethodTypes
GANSSPositioningMethodTypes,

gANSSSignals

GANSSSignals,

...}

GANSSPositioningMethodTypes ::= SEQUENCE {

  setAssisted
BOOLEAN,

  setBased
BOOLEAN,

  autonomous
BOOLEAN,

...}
Ver2-RequestedAssistData-extension ::= SEQUENCE {

  ganssRequestedCommonAssistanceDataList          GanssRequestedCommonAssistanceDataList OPTIONAL,

  ganssRequestedGenericAssistanceDataList GanssRequestedGenericAssistanceDataList OPTIONAL,

  extendedEphemeris

ExtendedEphemeris OPTIONAL,

  extendedEphemerisCheck
ExtendedEphCheck OPTIONAL,

...}

GanssRequestedCommonAssistanceDataList ::= SEQUENCE {

  ganssReferenceTime

BOOLEAN,

  ganssIonosphericModel
BOOLEAN,

...}

GanssRequestedGenericAssistanceDataList ::= SEQUENCE(SIZE(1..maxGANSS)) OF GanssReqGenericData
GanssReqGenericData ::= SEQUENCE {

  ganssId   INTEGER(0..15), -- coding according to parameter definition in section Error! Reference source not found.
  ganssRealTimeIntegrity
BOOLEAN,

  ganssDifferentialCorrection
DGANSS-Sig-Id-Req OPTIONAL,

  ganssAlmanac

BOOLEAN OPTIONAL,

  ganssNavigationModelData
GanssNavigationModelData OPTIONAL,

  ganssTimeModels

BIT STRING(SIZE(16)) OPTIONAL,

  ganssReferenceMeasurementInfo
BOOLEAN,

  ganssDataBits

GanssDataBits OPTIONAL,

  ganssUTCModel

BOOLEAN,

  ganssExtendedEphemeris         
ExtendedEphemeris OPTIONAL,

  ganssExtendedEphemerisCheck    
GanssExtendedEphCheck OPTIONAL,

...}

DGANSS-Sig-Id-Req ::= BIT STRING (SIZE(8)) -- coding according to parameter definition in section Error! Reference source not found.
GanssNavigationModelData ::= SEQUENCE {

ganssWeek

INTEGER(0..4095),

ganssToe


INTEGER(0..167),

t-toeLimit

INTEGER(0..10),

satellitesListRelatedDataList
SatellitesListRelatedDataList OPTIONAL,

...}

SatellitesListRelatedDataList ::= SEQUENCE(SIZE(0..maxGANSSSat)) OF SatellitesListRelatedData

SatellitesListRelatedData ::= SEQUENCE {

  satId
INTEGER(0..63),

  iod
INTEGER(0..1023),

...}

maxGANSS    INTEGER ::= 16

maxGANSSSat INTEGER ::= 32

GanssDataBits ::= SEQUENCE {

  ganssTODmin     

INTEGER (0..59),

  reqDataBitAssistanceList 
ReqDataBitAssistanceList,

...}

ReqDataBitAssistanceList ::= SEQUENCE {

  gnssSignals  
     
GANSSSignals,

  ganssDataBitInterval  
INTEGER (0..15),

  ganssDataBitSatList

SEQUENCE (SIZE(1..maxGANSSSat)) OF INTEGER (0..63) OPTIONAL,

...}

ExtendedEphemeris ::= SEQUENCE {

  validity        INTEGER (1..256), -- Requested validity in 4 hour steps

  ...}

ExtendedEphCheck ::= SEQUENCE {

  beginTime       GPSTime, -- Begin time of ephemeris extension held by SET

  endTime         GPSTime, -- End time of ephemeris extension held by SET

  ...}

GanssExtendedEphCheck ::= SEQUENCE {

  beginTime  GANSSextEphTime, -- Begin time of ephemeris extension held by SET

  endTime    GANSSextEphTime, -- End time of ephemeris extension held by SET

  ...}

GPSTime ::= SEQUENCE {

  gPSWeek    INTEGER (0..1023),

  gPSTOWhour INTEGER (0..167),

...}

GANSSextEphTime ::= SEQUENCE {

  gANSSday       INTEGER (0..8191),

  gANSSTODhour   INTEGER (0..23),

...}
END
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