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	Source:
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1 Reason for Change

· For User Plane Security, Location Client authentication to Location server is missing. Current AD only mentions authentication for SIP signalling.
· The list of candidate alternatives for key management is restricted to PKI and GBA. 
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change LOCSIP AD document accordingly.

6 Detailed Change Proposal
Change 1:  Rename section to User Plane Security and add User Authentication. Fix PKI/GBA reference
5.4 Security Considerations

This section describes the mechanisms required for the secure operation of LOCSIP.

5.4.1 SIP Signaling Security

The Location Client SHALL be authenticated prior to accessing the Location Server. The Location Server MAY rely on the security mechanisms provided by the underlying SIP/IP Core, for securing the service environments.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, and the Location Client contains USIM/ISIM or UIM/R-UIM, the mutual authentication SHALL be applied as specified in [3GPP TS 33.203]/[3GPP2 S.R0086-A]. For further SIP signalling, the integrity protection mechanism SHALL be used as specified in [3GPP TS 33.203]/[3GPP2 S.R0086-A].

5.4.2 User Plane Security

There are two aspects to be considered: User Authentication and Location Information protection. 
In order to protect User Plane communication against eavesdropping, modification and spoofing, LOCSIP User Plane mutual communication between Location Client and Location Server should be protected to support its integrity and confidentiality, if requested by the Location Server and subject to service provider policies.
The baseline for integrity and confidentiality protection is described in [OMA-SEC_CF] but it needs to be extended to provide a SIP-binding - instead of the existing HTTP – since the LOCSIP server exposes only a SIP interface.
For Location Information the SIP/IP Core network security is not always sufficient. The Location Server SHOULD thus apply XML encryption as specified in [XMLENC] to ensure confidentiality protection of the location information and XML signature as specified in [XMLSIG] to ensure integrity protection of the location information.

The key management is for further study.
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