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1 Reason for Change

This CR aligns the TS ILP with the changes made to the TS ULP in CR 2008-0383R01.
CR 2008-0383R01 introduces four changes to the TS ULP:

1. The Format Indicator in the Notification IE in the SUPL INIT message is modified to use sipUrl instead of sipUri. This requires no change to the TS ILP as there is no equivalent in the ILP spec.

2. sETauthKey and keyIdentity4 are added back into SUPL RESPONSE for backwards compatibility. This also requires no change to the TS ILP.

3. The extension marker is removed from  PrefMethod, as it was not present in SUPL1.0. “agps” is to be taken to include “agnss” as well. This change is mirrored in the TS ILP as there is no advantage in  having a more precise definition in the TS ILP if the SLC is limited in what it receives from the SET via ULP anyway. Since the TS ILP is brand new, the enum can use agnss in the name instead of agps. This does leave the question of whether to leave in the extension marker in PrefMethod in ILP, when it is unlikely to ever be extended in ULP. I suggest leaving it in just in case an ILP extension is required.
4. SET capabilities table description changed to make Pref Method refer to  A-GNSS instead of A-GPS. This change is also mirrored in the TS ILP. 

2 Impact on Backward Compatibility

No versions of ILP exist prior to SUPL2.0. However these changes will introduce non-backwards compatible changes relative to the OMA-TS-ILP-V2_0-20080927-C version of the TS ILP.
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on proposed changed.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

7.1 Common Elements

ILP-Components DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

  Version, SessionID2, LocationId, PosTechnology, Position, StatusCode,

    QoP, PosMethod, Velocity, PosPayLoad, SETCapabilities, SPCStatusCode, SPCSETKey, SPCTID, SPCSETKeylifetime, maxPosSize, UTRAN-GPSReferenceTimeResult, UTRAN-GANSSReferenceTimeResult, GNSSPosTechnology, UTRAN-GPSReferenceTimeAssistance, UTRAN-GANSSReferenceTimeAssistance, MultipleLocationIds;

-- protocol version expressed as x.y.z (e.g., 5.1.0)

Version ::= SEQUENCE {

  maj      INTEGER(0..255),

  min      INTEGER(0..255),

  servind  INTEGER(0..255)}

SessionID2 ::= SEQUENCE {

  slcSessionID

SlcSessionID,

  setSessionID     
SetSessionID OPTIONAL,

  spcSessionID    
SpcSessionID OPTIONAL 

  -- the semantics of OPTIONAL applies to the encoding only. 

  -- The parameter itself is MANDATORY. Since the spcSessionID is allocated by the SPC, 

  -- there is no spcSessionID to be transmitted in the ILP PREQ message.

}

SetSessionID ::= SEQUENCE {

  sessionId  INTEGER(0..65535),

  setId      SETId

}

SETId ::= CHOICE {

  msisdn     OCTET STRING(SIZE (8)),

  mdn        OCTET STRING(SIZE (8)),

  min        BIT STRING(SIZE (34)), -- coded according to TIA-553

  imsi       OCTET STRING(SIZE (8)),

  nai        IA5String(SIZE (1..1000)),

  iPAddress  IPAddress,

...}

-- msisdn, mnd and imsi are a BCD (Binary Coded Decimal) string 

-- represent digits from 0 through 9, 

-- two digits per octet, each digit encoded 0000 to 1001 (0 to 9)

-- bits 8765 of octet n encoding digit 2n

-- bits 4321 of octet n encoding digit 2(n-1) +1

-- not used digits in the string shall be filled with 1111   

SlcSessionID ::= SEQUENCE {

  sessionID  OCTET STRING(SIZE (4)),

  slcId      NodeAddress

}

SpcSessionID ::= SEQUENCE {

  sessionID  OCTET STRING(SIZE (4)),

  spcId      NodeAddress

}

IPAddress ::= CHOICE {

  ipv4Address  OCTET STRING(SIZE (4)),

  ipv6Address  OCTET STRING(SIZE (16))

}

NodeAddress ::= CHOICE {

  iPAddress  IPAddress,

  fQDN       FQDN,

...}

FQDN ::= VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" |".-"))(SIZE (1..255))

LocationId ::= SEQUENCE {

  cellInfo  CellInfo,

  status    Status,

...}

Status ::= ENUMERATED {stale(0), current(1), unknown(2), ...}

MultipleLocationIds ::= SEQUENCE SIZE (1..maxLidSize) OF LocationIdData

LocationIdData ::= SEQUENCE {

  locationId
LocationId,

  relativetimestamp   RelativeTime OPTIONAL, -- if relativetimestamp is present,


-- then data represents historical measurement, if absent, data represents


-- current measurements

  servingFlag  BOOLEAN, -- if “true” measurements represent serving cell

...}

-- status in locationId indicates whether cellInfo is current or stale relative to timestamp

RelativeTime ::= INTEGER (0..65535) -- relative time to “current” Location Id in multiples of 0.01sec 

maxLidSize
INTEGER ::= 1024

SETCapabilities ::= SEQUENCE {

  posTechnology  PosTechnology,

  prefMethod     PrefMethod,

  posProtocol    PosProtocol, 

...}

PosTechnology ::= SEQUENCE {

  agpsSETassisted  BOOLEAN,

  agpsSETBased     BOOLEAN,

  autonomousGPS    BOOLEAN,

  aFLT             BOOLEAN,

  eCID             BOOLEAN,

  eOTD             BOOLEAN,

  oTDOA            BOOLEAN,

  gANSSPositionMethods  GANSSPositionMethods OPTIONAL,

...}

GANSSPositionMethods ::= SEQUENCE (SIZE(1..16)) OF GANSSPositionMethod

GANSSPositionMethod ::= SEQUENCE {

  ganssId  INTEGER(0..15), -- coding according to parameter definition in Section 12.14

  gANSSPositioningMethodTypes
GANSSPositioningMethodTypes,

  gANSSSignals

GANSSSignals,

...}

GANSSPositioningMethodTypes ::= SEQUENCE {

  setAssisted
BOOLEAN,

  setBased
BOOLEAN,

  autonomous
BOOLEAN,

...}

-- indicates MS support for particular GANSS signals and frequencies

-- coding according to parameter definition in Section 12.14

GANSSSignals ::= BIT STRING {


signal1 (0),


signal2 (1),


signal3 (2),


signal4 (3),


signal5 (4),


signal6 (5),


signal7 (6),


signal8 (7)} (SIZE (1..8))

PrefMethod ::= ENUMERATED {

  agnssSETassistedPreferred, agnssSETBasedPreferred, noPreference, 
...}

Change 2:  Another change

7.2 SET Capabilities

	Parameter
	Presence
	Values/description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

	>Pos Technology
	M
	Defines the positioning technology. 

Zero or more of the following positioning technologies (including those listed in the optional GANSS Position Methods structure):

· SET-assisted A-GPS

· SET-based A-GPS

· Autonomous GPS

· AFLT

· E-CID

· E-OTD

· OTDOA

Note. The E-CID bit SHALL be set only when TA and/or NMR information or Pathloss information is provided within the Location ID IE.

	>>GANSS Position Methods
	O
	Defines the supported GANSS (i.e. other than A-GPS). If included, this parameter is repeated for each supported GANSS

	>>>GANSS ID
	M
	Defines the GANSS. Integer (0..15)

0: Galileo

1: SBAS

2: Modernized GPS

3: QZSS

4: GLONASS

5-15: Reserved for future use

	>>>GANSS Positioning Modes
	M
	Bitmap defining the supported modes for GNSS indicated by GANSS ID.

Bit 0: SET Assisted

Bit 1: SET Based

Bit 2: Autonomous

	>>>GANSS Signals
	M
	Bitmap (length 8 bits) defining the supported signals for GNSS indicated by GANSS ID.

For Galileo, the bits are interpreted as :

Bit 0: E1

Bit 1: E5a

Bit 2: E5b

Bit 3: E5a+E5b

Bit 4: E6

Bits 5-7: Spare

For Modernized GPS, the bits are interpreted as:

Bit 1: L1 C

Bit 2: L2 C

Bit 3: L5

Bits 0, 4-7: Spare

For QZSS, the bits are interpreted as:

Bit 0: L1 C/A

Bit 1: L1 C

Bit 2: L2 C

Bit 3: L5

Bits 4-7: Spare
For GLONASS, the bits are interpreted as:

Bit 0: G1

Bit 1: G2

Bit 2: G3

Bits 3-7: Spare

For SBAS, the bits are interpreted as:

Bit 0: L1

Bits 1-7: Spare

	>Pref Method
	M
	One of the following preferred modes:

· A-GNSS SET-assisted preferred

· A-GNSS SET-based preferred

· No preferred mode

· 
· 



	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

· RRLP

· RRC

· TIA-801

	>>Pos Protocol Version RRLP
	CV
	Describes the protocol version of RRLP Positioning Protocol.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRLP, range: (0..255)

	>>> Technical Version Field
	M
	Second element of the version number for RRLP, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRLP, range: (0..255)

	>>Pos Protocol Version RRC
	CV
	Describes the protocol version of RRC Positioning Protocol.

It is required if RRC is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for RRC, range: (0..255)

	>>> Technical Version Field
	M
	Second element of the version number, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for RRC, range: (0..255)

	>>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of TIA-801 Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>>Supported Pos Protocol Version TIA-801
	M
	Specifies a list of up to 8 different supported 3GPP2 C.S0022 versions. This parameter is required (with at least one entry in the list) if TIA-801 is identified in the Pos Protocol parameter.

	>>>>Revision Number
	M
	Revision part of document number for the specifications of C.S0022 Functioning Protocol. Value: [0,A-Z]

	>>>>Point Release Number
	M
	Point Release number for C.S0022, range: (0..255).

	>>>> Internal Edit Level
	M
	Internal Edit Level for C.S0022, range: (0..255).


Table 38: SET Capabilities Parameter
Change 3:  etc
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