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1 Reason for Change

The UTRA-TDD measurement information element has a few inconsistencies that need to be corrected.
1) Cell Parameters ID is currently mandatory for the serving UTRA-TDD Node B. However, that should be optional as is also P-CPICH in the UTRA-FDD case for the serving Node B. According to 3GPP TS 25.331 UC-ID unambiguously identifies a cell within a PLMN so Cell Parameters ID is not needed for a globally unique identification of the cell.
2) Timing Advance is missing for UTRA-TDD and needs to be added.

The timing advance definition can be found in 3GPP TS 25.331, TS 25.225 and TS 25.123 (see tabular below).


· 
· 
· 

3) ISCP (Interference Code Power) is currently defined as a list of length 1 to 14. TS 25.331 states that the ISCP values shall be reported in the same order as in cell info. A comment is added to ASN.1 that the ISCP list cannot be interpreted without knowledge of the Cell Info (in RRC) instructing, which time slots are measured by the UE/SET. 
R01: Modified the TA measurement, added timeslot to ISCP measurement
R02: Corrected ASN.1, added co-signers
R03: Removed ISCP measurement changes from ASN.1 and added the comment
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on the proposed changes.
6 Detailed Change Proposal

Change 1:  Tabular
10.11.2 WCDMA/TD-SCDMA Cell Info

The wcdmaCell parameter defines the parameter of a WCDMA/TD-SCDMA radio cell.

	Parameter
	Presence
	Value/Description

	Wcdma/TD-SCDMA Cell Info
	-
	WCDMA/TD-SCDMA Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>UC-ID
	M
	Cell Identity, range: (0..268435455). UC-ID is composed of RNC-ID and C-ID.

	>Frequency Info
	O
	Frequency info can be:

fdd:

uarfcn-UL, ra nge: (0..16383)

uarfcn-DL, ra nge: (0..16383)

In case of fdd, uarfcn-UL is optional while uarfcn-DL is mandatory. If uarfcn-UL is not present, the default duplex distance defined for the operating frequency band shall be used [3GPP RRC]..

tdd:

uarfcn-Nt, range: (0..16383)

NOTE: Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Primary Scrambling Code
	O
	Primary Scrambling Code, range: (0..511)

NOTE:  This field applies only to  WCDMA
NOTE: Frequency Info and Primary Scrambling Code/Cell Parameters ID are always those of the current cell. 

	>Measured Results List
	O
	Network Measurement Report for WCDMA/TD-SCDMA comprising both intra- and/or inter-frequency cell measurements (as per [3GPP RRC]). 

	>Cell Parameters ID
	O
	Cell Parameters ID, range: (0..127)

NOTE: This field applies only to TD-SCDMA 


NOTE: Frequency info and Cell Parameters ID are always those of the current cell.


	>Timing Advance
	O
	Timing advance 
NOTE: This field applies only to TD-SCDMA 


	>> TA
	M
	Timing advance measurement, range (0..8191)
For 1.28Mcps TDD, it means uplink timing advance applied by the UE (as per 5.1.14 [3GPP 25.225])
 
For 3.84Mcps TDD, it means absolute timing advance value to be used to avoid large delay spread at the NodeB (as per 10.3.6.95 [3GPP RRC] and as per 10.3.6.95a [3GPP RRC]); In such case, 256 to 8191 value is spare; 


For 7.68Mcps TDD, it means absolute timing advance value to be used to avoid large delay spread at the NodeB (as per 10.3.6.95 [3GPP RRC] and as per 10.3.6.95a [3GPP RRC]); In such case, 512 to 8191 value is spare;

	>>TA Resolution
	O
	Measurement resolution. 

Supported resolutions are 0.125, 0.5 and 1 chips.
If this field is missing, the resolution is 0.125 chips.

	>> Chip Rate
	O
	UTRA-TDD chip rate. Supported chip rates are 1.28, 3.84 and 7.68 Mchips/s.
If this field is missing, the rate is 1.28 Mchips/s.


Change 2:  ASN.1
11.5 Common elements (SUPL Version 1)
ULP-Components DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS Version, SessionID, IPAddress, SLPAddress, LocationId, Position, StatusCode, Velocity, QoP, PosMethod, Ver, SETId, PrimaryCPICH-Info, CellParametersID, FQDN;

IMPORTS


Ver2-CellInfo-extension

FROM Ver2-ULP-Components;

-- protocol version expressed as x.y.z (e.g., 5.1.0)--

Version ::= SEQUENCE {

  maj      INTEGER(0..255),

  min      INTEGER(0..255),

  servind  INTEGER(0..255)}

SessionID ::= SEQUENCE {

  setSessionID  SetSessionID OPTIONAL, -- the semantics of OPTIONAL applies to the encoding only. The parameter itself is MANDATORY. This is introduced only to minimize bandwidth for the SUPL INIT message. Since the setSessionID is allocated by the SET, there is no setSessionID to be transmitted in the SUPL INIT message.

  slpSessionID  SlpSessionID OPTIONAL -- the semantics of OPTIONAL applies to the encoding only. The parameter itself is MANDATORY. This is introduced only to minimize bandwidth for the SUPL START, SUPL TRIGGERED START and SUPL SET INIT messages. Since the slpSessionID is allocated by the SLP, there is no slpSessionID to be transmitted in these messages (with the exception described in section 10.14).--

}

SetSessionID ::= SEQUENCE {sessionId  INTEGER(0..65535),

                           setId      SETId}

SETId ::= CHOICE {

  msisdn     OCTET STRING(SIZE (8)),

  mdn        OCTET STRING(SIZE (8)),

  min        BIT STRING(SIZE (34)), -- coded according to TIA-553

  imsi       OCTET STRING(SIZE (8)),

  nai        IA5String(SIZE (1..1000)),

  iPAddress  IPAddress,

  ...}

-- msisdn, mnd and imsi are a BCD (Binary Coded Decimal) string 

-- represent digits from 0 through 9, 

-- two digits per octet, each digit encoded 0000 to 1001 (0 to 9)

-- bits 8765 of octet n encoding digit 2n

-- bits 4321 of octet n encoding digit 2(n-1) +1

-- not used digits in the string shall be filled with 1111   

SlpSessionID ::= SEQUENCE {

  sessionID  OCTET STRING(SIZE (4)),

  slpId      SLPAddress}

IPAddress ::= CHOICE {

  ipv4Address  OCTET STRING(SIZE (4)),

  ipv6Address  OCTET STRING(SIZE (16))}

SLPAddress ::= CHOICE {iPAddress  IPAddress,

                       fQDN       FQDN,

                       ...}

FQDN ::=

  VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" |".-"))(SIZE (1..255))

Ver ::= BIT STRING(SIZE (64))

LocationId ::= SEQUENCE {cellInfo  CellInfo,

                         status    Status,

                         ...}

Status ::= ENUMERATED {stale(0), current(1), unknown(2), ...}

CellInfo ::= CHOICE {

  gsmCell    GsmCellInformation,

  wcdmaCell  WcdmaCellInformation, --WCDMA Cell Information/TD-SCDMA Cell Information
  cdmaCell   CdmaCellInformation,

  ...,

  ver2-CellInfo-extension
Ver2-CellInfo-extension}

Position ::= SEQUENCE {

  timestamp         UTCTime, -- shall include seconds and shall use UTC time. 

  positionEstimate  PositionEstimate,

  velocity          Velocity OPTIONAL,

  ...}

PositionEstimate ::= SEQUENCE {

  latitudeSign  ENUMERATED {north, south},

  latitude      INTEGER(0..8388607),

  longitude     INTEGER(-8388608..8388607),

  uncertainty

    SEQUENCE {uncertaintySemiMajor  INTEGER(0..127),

              uncertaintySemiMinor  INTEGER(0..127),

              orientationMajorAxis  INTEGER(0..180)} OPTIONAL, -- angle in degree between major axis and North

  confidence    INTEGER(0..100) OPTIONAL,

  altitudeInfo  AltitudeInfo OPTIONAL,

  ...} -- Coding as in [3GPP GAD]
AltitudeInfo ::= SEQUENCE {

  altitudeDirection  ENUMERATED {height, depth},

  altitude           INTEGER(0..32767),

  altUncertainty     INTEGER(0..127),

  ... } -- based on [3GPP GAD]
CdmaCellInformation ::= SEQUENCE {

  refNID         INTEGER(0..65535), -- Network Id

  refSID         INTEGER(0..32767), -- System Id

  refBASEID      INTEGER(0..65535), -- Base Station Id

  refBASELAT     INTEGER(0..4194303), -- Base Station Latitude

  reBASELONG     INTEGER(0..8388607), -- Base Station Longitude

  refREFPN       INTEGER(0..511), -- Base Station PN Code

  refWeekNumber  INTEGER(0..65535), -- GPS Week Number

  refSeconds     INTEGER(0..4194303), -- GPS Seconds -- 

  ...}

GsmCellInformation ::= SEQUENCE {

  refMCC  INTEGER(0..999), -- Mobile Country Code

  refMNC  INTEGER(0..999), -- Mobile Network Code

  refLAC  INTEGER(0..65535), -- Location area code

  refCI   INTEGER(0..65535), -- Cell identity

  nMR     NMR OPTIONAL,

  tA      INTEGER(0..255) OPTIONAL, --Timing Advance

  ...}

WcdmaCellInformation ::= SEQUENCE {

  refMCC                 INTEGER(0..999), -- Mobile Country Code

  refMNC                 INTEGER(0..999), -- Mobile Network Code

  refUC                  INTEGER(0..268435455), -- Cell identity

  frequencyInfo          FrequencyInfo OPTIONAL,

  primaryScramblingCode  INTEGER(0..511) OPTIONAL, --Not applicable for TDD
  measuredResultsList    MeasuredResultsList OPTIONAL,

  ...,

  cellParametersId       INTEGER(0..127) OPTIONAL, --Not applicable for FDD
  timingAdvance
      TimingAdvance OPTIONAL --Not applicable for FDD
}
TimingAdvance ::= SEQUENCE {


tA

    INTEGER (0..8191),


tAResolution    TAResolution OPTIONAL, --If missing, resolution is 0.125 chips

chipRate
    ChipRate OPTIONAL, –-If missing, chip rate is 1.28 Mchip/s
  ...}
TAResolution ::= ENUMERATED {res1_0chip(0),res0_5chip(1),res0_125chip(2)} -- Corresponding to 1.0-chip, 0.5-chip and 0.125-chip resolutions, respectively 
ChipRate ::= ENUMERATED {tdd128(0),tdd384(1), tdd768(2)} –-Corresponding to 1.28-Mchips/s, 3.84-Mchips/s and 7.68-Mchips/s chip rates, respectively
FrequencyInfo ::= SEQUENCE {

  modeSpecificInfo  CHOICE {fdd  FrequencyInfoFDD,

                            tdd  FrequencyInfoTDD,

                            ...},

  ...}

FrequencyInfoFDD ::= SEQUENCE {

  uarfcn-UL  UARFCN OPTIONAL,

  uarfcn-DL  UARFCN,

  ...}

FrequencyInfoTDD ::= SEQUENCE {uarfcn-Nt  UARFCN,

                               ...}

UARFCN ::= INTEGER(0..16383)

NMR ::= SEQUENCE (SIZE (1..15)) OF NMRelement

NMRelement ::= SEQUENCE {

  aRFCN  INTEGER(0..1023),

  bSIC   INTEGER(0..63),

  rxLev  INTEGER(0..63),

  ...}

MeasuredResultsList ::= SEQUENCE (SIZE (1..maxFreq)) OF MeasuredResults

MeasuredResults ::= SEQUENCE {

  frequencyInfo            FrequencyInfo OPTIONAL,

  utra-CarrierRSSI         UTRA-CarrierRSSI OPTIONAL,

  cellMeasuredResultsList  CellMeasuredResultsList OPTIONAL}

CellMeasuredResultsList ::=

  SEQUENCE (SIZE (1..maxCellMeas)) OF CellMeasuredResults

-- SPARE: UTRA-CarrierRSSI, Max = 76

-- Values above Max are spare

UTRA-CarrierRSSI ::= INTEGER(0..127)

CellMeasuredResults ::= SEQUENCE {

  cellIdentity      INTEGER(0..268435455) OPTIONAL,

  modeSpecificInfo

    CHOICE {fdd

              SEQUENCE {primaryCPICH-Info  PrimaryCPICH-Info,

                        cpich-Ec-N0        CPICH-Ec-N0 OPTIONAL,

                        cpich-RSCP         CPICH-RSCP OPTIONAL,

                        pathloss           Pathloss OPTIONAL},

            tdd

              SEQUENCE {cellParametersID   CellParametersID,

                        proposedTGSN       TGSN OPTIONAL,

                        primaryCCPCH-RSCP  PrimaryCCPCH-RSCP OPTIONAL,

                        pathloss           Pathloss OPTIONAL,

                        timeslotISCP-List  TimeslotISCP-List OPTIONAL –-NOTE: TimeSlotISCP measurement list cannot be interpreted without the knowledge of Cell Info as defined in [3GPP RRC]}}}

CellParametersID ::= INTEGER(0..127)

TGSN ::= INTEGER(0..14)

PrimaryCCPCH-RSCP ::= INTEGER(0..127)

-- SPARE: TimeslotISCP, Max = 91

-- Values above Max are spare

TimeslotISCP ::= INTEGER(0..127)
TimeslotISCP-List ::= SEQUENCE (SIZE (1..maxTS)) OF TimeslotISCP

PrimaryCPICH-Info ::= SEQUENCE {primaryScramblingCode  INTEGER(0..511)}

-- SPARE: CPICH-Ec-No, Max = 49

-- Values above Max are spare

CPICH-Ec-N0 ::= INTEGER(0..63)

-- SPARE: CPICH- RSCP, data range from 0 to 91 and from 123 to 127.

-- Values from 92 to 122 are spare

-- the encoding of cpich-RSCP is (as per [3GPP RRC] V5.11.0)
-- cpich-RSCP = 123    CPICH RSCP <-120 dBm    

-- cpich-RSCP = 124    -120 ≤ CPICH RSCP < -119 dBm    

-- cpich-RSCP = 125    -119 ≤ CPICH RSCP < -118 dBm   

-- cpich-RSCP = 126    -118 ≤ CPICH RSCP < -117 dBm   

-- cpich-RSCP = 127    -117 ≤ CPICH RSCP < -116 dBm

-- cpich-RSCP = 0      -116 ≤ CPICH RSCP < -115 dBm   

-- cpich-RSCP = 1      -115 ≤ CPICH RSCP < -114 dBm   

-- …       …      …      

-- cpich-RSCP = 89     -27 ≤ CPICH RSCP < -26 dBm    

-- cpich-RSCP = 90     -26 ≤ CPICH RSCP < -25 dBm    

-- cpich-RSCP = 91     -25 ≤ CPICH RSCP       dBm
CPICH-RSCP ::= INTEGER(0..127)

-- SPARE: Pathloss, Max = 158

-- Values above Max are spare

Pathloss ::= INTEGER(46..173)

maxCellMeas INTEGER ::= 32

maxFreq INTEGER ::= 8

maxTS INTEGER ::= 14

StatusCode ::= ENUMERATED {

  unspecified(0), systemFailure(1), unexpectedMessage(2), protocolError(3),

  dataMissing(4), unexpectedDataValue(5), posMethodFailure(6),

  posMethodMismatch(7), posProtocolMismatch(8), targetSETnotReachable(9),

  versionNotSupported(10), resourceShortage(11), invalidSessionId(12),

  nonProxyModeNotSupported(13), proxyModeNotSupported(14),

  positioningNotPermitted(15), authNetFailure(16), authSuplinitFailure(17), consentDeniedByUser(100), consentGrantedByUser(101), ..., ver2-incompatibleProtectionLevel(18), ver2-serviceNotSupported(19), ver2-insufficientInterval(20), ver2-noSUPLCoverage(21), ver2-sessionStopped(102)}

QoP ::= SEQUENCE {

  horacc     INTEGER(0..127),

  veracc     INTEGER(0..127) OPTIONAL, -- as defined in [3GPP GAD] “uncertainty altitude”—

  maxLocAge  INTEGER(0..65535) OPTIONAL,

  delay      INTEGER(0..7) OPTIONAL, -- as defined in [3GPP RRLP]
  ...}

Velocity ::= CHOICE { -- velocity definition as per [3GPP GAD]
  horvel           Horvel,

  horandvervel     Horandvervel,

  horveluncert     Horveluncert,

  horandveruncert  Horandveruncert,

  ...}

Horvel ::= SEQUENCE {

  bearing   BIT STRING(SIZE (9)),

  horspeed  BIT STRING(SIZE (16)),

  ...}

Horandvervel ::= SEQUENCE {

  verdirect  BIT STRING(SIZE (1)),

  bearing    BIT STRING(SIZE (9)),

  horspeed   BIT STRING(SIZE (16)),

  verspeed   BIT STRING(SIZE (8)),

  ...}

Horveluncert ::= SEQUENCE {

  bearing      BIT STRING(SIZE (9)),

  horspeed     BIT STRING(SIZE (16)),

  uncertspeed  BIT STRING(SIZE (8)),

  ...}

Horandveruncert ::= SEQUENCE {

  verdirect       BIT STRING(SIZE (1)),

  bearing         BIT STRING(SIZE (9)),

  horspeed        BIT STRING(SIZE (16)),

  verspeed        BIT STRING(SIZE (8)),

  horuncertspeed  BIT STRING(SIZE (8)),

  veruncertspeed  BIT STRING(SIZE (8)),

  ...}

PosMethod ::= ENUMERATED {

agpsSETassisted(0), agpsSETbased(1), agpsSETassistedpref(2), agpsSETbasedpref(3), autonomousGPS(4), aFLT(5), eCID(6), eOTD(7), oTDOA(8), noPosition(9), ..., ver2-historicalDataRetrieval(10), ver2-agnssSETassisted(11), ver2-agnssSETbased(12), ver2-agnssSETassistedpref(13), ver2-agnssSETbasedpref(14), ver2-autonomousGNSS(15), ver2-sessioninfoquery(16)}

END

Change 3:  References

2.1 Normative References
	[3GPP 25.225]
	3GPP TS 25.225 “Physical Layer Measurements (TDD)”
URL:http://www.3gpp.org/
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