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	Source:
	Andreas Wachter, Qualcomm, awachter@qualcomm.com

	Replaces:
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1 Reason for Change

See OMA-LOC-2010-0157-INP_SUPL_2.0_WCDMA_Cell_Identity_Issue.
R01: rewording.  

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

OMA-TS-ILP-V2_0-20091208-C, OMA-TS-RLP-V1_1-20100226-C
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 2.0 TS ULP.
6 Detailed Change Proposal

10.11.2
WCDMA/TD-SCDMA Cell Info

The wcdmaCell parameter defines the parameter of a WCDMA/TD-SCDMA radio cell.

	Parameter
	Presence
	Value/Description

	Wcdma/TD-SCDMA Cell Info
	-
	WCDMA/TD-SCDMA Cell ID

	>MCC
	M
	Mobile Country Code, range: (0..999)

	>MNC
	M
	Mobile Network Code, range: (0..999)

	>UC-ID
	M
	Cell Identity, range: (0..268435455). 
NOTE: this information element contains the Cell Identity sent in SIB3 [3GPP RRC].

	>Frequency Info
	O
	Frequency info can be:

fdd:

uarfcn-UL, ra nge: (0..16383)

uarfcn-DL, ra nge: (0..16383)

In case of fdd, uarfcn-UL is optional while uarfcn-DL is mandatory. If uarfcn-UL is not present, the default duplex distance defined for the operating frequency band shall be used [3GPP RRC].

tdd:

uarfcn-Nt, range: (0..16383)

NOTE: Frequency Info and Primary Scrambling Code are always those of the current cell. 

	>Primary Scrambling Code
	O
	Primary Scrambling Code, range: (0..511)

NOTE:  This field applies only to  WCDMA
NOTE: Frequency Info and Primary Scrambling Code/Cell Parameters ID are always those of the current cell. 

	>Measured Results List
	O
	Network Measurement Report for WCDMA/TD-SCDMA comprising both intra- and/or inter-frequency cell measurements (as per [3GPP RRC]). 

	>Cell Parameters ID
	O
	Cell Parameters ID, range: (0..127)

NOTE: This field applies only to TD-SCDMA 


NOTE: Frequency info and Cell Parameters ID are always those of the current cell.
NOTE: This parameter is mandatory for a TD-SCDMA cell

	>Timing Advance
	O
	Timing advance 

NOTE: This field applies only to TD-SCDMA 

	>> TA
	M
	Timing advance measurement, range (0..8191)

For 1.28Mcps TDD, it means uplink timing advance applied by the UE (as per 5.1.14 [3GPP 25.225])

 
For 3.84Mcps TDD, it means absolute timing advance value to be used to avoid large delay spread at the NodeB (as per 10.3.6.95 [3GPP RRC] and as per 10.3.6.95a [3GPP RRC]); In such case, 256 to 8191 value is spare; 


For 7.68Mcps TDD, it means absolute timing advance value to be used to avoid large delay spread at the NodeB (as per 10.3.6.95 [3GPP RRC] and as per 10.3.6.95a [3GPP RRC]); In such case, 512 to 8191 value is spare;

	>>TA Resolution
	O
	Measurement resolution. 

Supported resolutions are 0.125, 0.5 and 1 chips.

If this field is missing, the resolution is 0.125 chips.

	>> Chip Rate
	O
	UTRA-TDD chip rate. Supported chip rates are 1.28, 3.84 and 7.68 Mchips/s.

If this field is missing, the rate is 1.28 Mchips/s.


Table 36: WCDMA/TD-SCDMA Cell Info Parameter
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