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1 Reason for Change

Comment A011 needs resolution:
	A011
	2011.01.19
	E
	5.2 
	Source: Ericsson

Form: INP doc #0023

Comment: In fig 1 it is unclear how “MLS Application”, “SUPL Agent” and SET relates to each other and to “End User Device” 

Proposed Change: Create sub-boxes in the SET box. Rename that box to “End user Device” and depict SET as residing in End User Device”.


In addition to above comment it is proposed to remove “MLS application” from diagram as it strictly is not an entity within the SUPL scope. 
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on the proposed change.
6 Detailed Change Proposal

Change 1:  Change depiction of SET Agent and place “SET” inside “Device” frame.
7.1 Architectural Diagram

This section identifies the SUPL Network architecture model, comprised of the User Plane location services related network entities and associated Reference Points.

A network entity (i.e., system and subsystem) represents a group of functions, and not necessarily a physical device.  The physical realization is an implementation decision: a manufacturer may choose any physical implementation of network entities, either individually or in combination, as long as the implementation meets the functional requirements.

A Reference Point is a conceptual demarcation of two groups of functions.  It is not necessarily a physical interface.  A Reference Point only becomes one or several physical interfaces when the network entities on each of its sides are contained in different physical devices.  One or more protocols may be defined for the instantiation of an interface.  As the Lup Reference Point is instantiated by one interface, we use both terms in this document.  The corresponding protocol is defined in the detailed technical specification [OMA ULP].

In generic environments, the required SUPL components are the SET and the network component SLP containing the SLC and SPC systems.  The SET communicates with the network over the Lup interface.  In environments where SLC and SPC are deployed as separate entities, SLC and SPC communicate with each other over the Llp interface.  In environments where the SLC and the SPC are deployed as a single entity, the Llp interface does not apply.

In MNO environments, several entities and their interfaces may also be needed as illustrated in the figure in this section.

The detailed functions and definitions of the components defined in this figure are explained in Section x.x.x, x.x, x.x and x.x and in the SUPL TS [OMA ULP].
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Figure 1: SUPL Architecture
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