Doc# OMA-LOC-2011-0160-CR_SUPL3.0_TS_ILP_Missing_Emergency_Support.doc[image: image3.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-LOC-2011-0160-CR_SUPL3.0_TS_ILP_Missing_Emergency_Support.doc
Change Request



Change Request

	Title:
	SUPL3.0 TS ILP Missing Emergency Support
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA LOC

	Doc to Change:
	OMA-TS-ILP-V3_0-20110525-D

	Submission Date:
	23 June 2011

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Andreas Wachter, Qualcomm, awachter@qualcomm.com
Stephen Edge, Qualcomm, sedge@qualcomm.com

	Replaces:
	n/a


1 Reason for Change

This CR provides missing support for SET Initiated Emergency Services (see OMA-LOC-2011-0151R01-CR_SUPL3.0_TS_Missing_Emergency_Support for SUPL 3.0 TS ULP changes).
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

ULP
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 3.0 TS ILP.
6 Detailed Change Proposal

5.2
Emergency Services

This section describes the handling of Emergency Service Location Requests.

5.2.1
Network Initiated
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Figure 4: Network Initiated Emergency Service

NOTE:
See Appendix C for timer descriptions.
The ILP/ULP message flow for Network Initiated Emergency Service is the same as for immediate single fix (see section 5.1.1). The only difference is that the H-SLP is replaced by an E-SLP
 and in step B the PREQ message from the E-SLC to the E-SPC indicates the SUPL session request is for an emergency call in the appropriate client type (clientType=Emergency). The fact that the SUPL INIT message carries the address of the E-SLP has no impact on overall message flow. 
5.2.2
SET Initiated
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Figure xyz: SET-Initiated Emergency Services

NOTE:
See Appendix C for timer descriptions.

The ILP/ULP message flow for SET Initiated Emergency Service is the same as for immediate single fix (see section 5.1.2). The only difference is that the H-SLP is replaced by an E-SLP and in step C the PREQ message from the E-SLC to the E-SPC indicates the SUPL session request is for emergency services in the appropriate client type (clientType=Emergency). The fact that the SUPL START message carries the Emergency Services Indication parameter (emergencyServicesIndication) has no impact on overall message flow












� In certain scenarios the H-SLP may also serve as the E-SLP.
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