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1 Reason for Change

Address CONRR comment B015.
	B015
	2011.07.20
	T
	4.3, 5.2.2.2,  5.3.1.9, Steps F-G of B.5
	Source: TCS

Form: <INP doc, mtg, confcall>

Comment: making ULP bearer agnostic (i.e. removing LocationID from ULP layer) will either break or adversely impact the following features or procedures.

1) Interim position feature defined in SUPL for SI no longer works. In SUPL 2.0, the H-SLP may return SET interim position in SUPL RESPONSE message based on Location ID received in SUPL START. The feature is reliant upon LocationId being present in ULP layer. When ULP goes bearer agnostic, this feature no longer works.

2) SLC supports SPCF (SUPL Positioning Calculation Function) or in other words coarse location. In SUPL 1.0 and 2.0, the SLC supports this function by using location ID provided in ULP layer and the SLC is pos protocol agnostic.  If LocationId is removed from ULP layer, the SLC will be forced to get into pos protocol as well as SPC.

3) Roaming determination based on location Id is supported in SUPL 1.0 and 2.0. If ULP goes bearer agnostic (i.e. remove locationId from ULP layer), the SLC has to start a pos session to get access to the information it needs for roaming determination.  Due to the same reason, steps F and G in B.5 will not work. 

4) The SLP Discovery Function (SSDF) allows the selection of D-SLP based on access type. If ULP goes bearer agnostic, the H-SLP has to start a pos session with the SET just to get the access network information.

5) For Generic SUPL Sessions, roaming determination and D-SLP discovery would shift from the SLC to the SPC.

6) For ILP-based implementations, the SLC could no longer choose the appropriate SPC.

While SI interim position feature is completely broken as explained in “1)”,  for cases 2), 3) and 4) illustrated above, the SLC is forced to get into pos protocol just to get access to bearer network information which was available in ULP layer in SUPL 2.0 and 1.0.  It is not a good architecture to have both SLC and SPC involved in pos protocol layer and it is certainly not efficient for the cases mentioned above.

Proposed Change: Restore network identification data to the SUPL layer without any measurement data.  This allows the SLC to perform its required functionality, but does not clutter the layer with measurement data used by the SPC.
	Status: OPEN 

See C400


This contribution address comments B015 in the CONRR.  Change request CR28R01 was agreed to in the Honolulu meeting.  This CR removed the Location ID and Multiple Location Ids from SUPL START, SUPL POS INIT and SUPL TRIGGERED START messages.  TCS has brought in a CR to address comment C400 in the CONRR against the TS re-introducing Location Ids and Multiple Location Ids.
This CR removes the comment on bearer independence from the AD.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 3.0 AD.
6 Detailed Change Proposal

4.3  Version 3.0

Additional
 bearers supported:

· Fixed broadband (e.g., cable, DSL, etc.)

· WLAN

Positioning protocols supported:

· LPP and TIA-801 (RRLP and RRC are no longer supported)

· LPPe

Additional positioning methods supported
:

· SET Based Enhanced Cell/Sector ID

· SET Based OTDOA

· High Accuracy A-GNSS

· SET Assisted and SET Based SRN

· Sensors

Supported modes of operation:

· Proxy mode only (non-proxy no longer supported in SUPL 3.0)

Additional SUPL services supported:

GSS
3rd Party Relative Location
Triggered positioning procedures, velocity event
SET Initiated Emergency Services
Additional security features:

Security model for non-UICC devices using client certificates stored on the device
Roaming models supported:

Only roaming with H-SLP supported (roaming with V-SLP is no longer supported)
Other:

Support of Discovered SLP (D-SLP)

Positioning Technology agnostic ULP and ILP












� Additional to SUPL 2.0


� SUPL 2.0 only supported I-WLAN


� In SUPL 3.0 it is possible to use either LPP (by itself), LPP+LPPe or TIA-801 as positioning protocol.  Therefore the following convention applies: LPP implies use of LPP only (i.e. without LPPe), LPPe implies use of  LPP and LPPe and TIA-
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