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1 Reason for Change
When using combinations of “Emergency Location Immediate Service” (ELIS) and “Emergency Location Reporting Service” (ELRP) in MLP there a implicit assumption that the address of the Location Server that can provide ELIS service is known to the LCS Client. This can be achieved by provisioning in LCS Client, use of correlation information in call setup signaling (e.g. ESRK) or by use of MLP transport layer information. In deployments with multiple LSs that dynamically is assigned a specific user this can create some implementation challenges. 

To simplify such deployments it is proposed to add an explicit address of the LS in the Emergency Location Report. 
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree CR. 
6 Detailed Change Proposal

Change 1:  Add definition of locationserver_address. Place “query_id” in separate table row (typo correction).

5.2.2.2   Function Element Definitions

	<!-- MLP_FUNC -->

	<!--

MLP V3.4 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2011
          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	

	
	
	

	<!ELEMENT
	eme_event
	(eme_pos+)>

	<!ATTLIST
	eme_event
	

	
	eme_trigger (EME_ORG | EME_REL)
	#REQUIRED>

	<!ELEMENT
	tlrr_event
	(ms_action | change_area | velocity_event | distance_event | equidistance_event)>

	<!ELEMENT
	ms_action
	EMPTY>

	<!ATTLIST
	ms_action
	

	
	type (MS_AVAIL)
	#REQUIRED>

	<!ELEMENT
	change_area
	(target_area, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	change_area
	

	
	type (MS_ENTERING | MS_LEAVING | MS_WITHIN_AREA | MS_OUTSIDE_AREA)
	#REQUIRED

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	velocity_event
	(target_speed, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	velocity_event
	

	
	type (Increasing_Above | Above | Decreasing_Below | Below)
	#REQUIRED

	
	vel_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	distance_event
	(target_distance,reference_object+, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	distance_event
	

	
	type (ENTERING_DISTANCE | LEAVING_DISTANCE | WITHIN_DISTANCE | OUTSIDE_DISTANCE)
	#REQUIRED

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	equidistance_event
	(target_equidistance, no_of_reports?, minimumIntervalTime?)>

	<!ATTLIST
	equidistance_event
	

	
	loc_estimates (TRUE | FALSE)
	#REQUIRED>

	<!ELEMENT
	target_area
	(shape | (shape, civicloc) | civicloc | cc | plmn | name_area)>

	<!ELEMENT
	target_speed
	(speed)>

	<!ELEMENT
	target_distance
	(#PCDATA)>

	<!ELEMENT
	target_equidistance
	(#PCDATA)>

	<!ELEMENT
	reference_object
	(msid)>

	<!ELEMENT
	no_of_reports
	(#PCDATA)>

	<!ELEMENT
	minimumIntervalTime
	(#PCDATA)>

	<!ELEMENT
	name_area
	(#PCDATA)>

	<!ELEMENT
	plmn
	(mcc, mnc)>

	<!ELEMENT
	interval
	(#PCDATA)>

	<!ELEMENT
	loc_type
	batch_cond?>

	<!ATTLIST
	loc_type
	

	
	type (CURRENT | LAST |CURRENT_OR_LAST | LAST_OR_CURRENT | INITIAL | CURRENT_AND_INTERMEDIATE)
	"CURRENT"

	
	per_type (REALTIME | QUASIREALTIME | BATCH)
	"REALTIME">

	<!ELEMENT
	batch_cond
	(#PCDATA)>

	<!ATTLIST
	batch_cond
	

	
	batch_type (MEASUREMENTS | MINUTES | ENDOFSERVICE )  
	"ENDOFSERVICE">

	<!ELEMENT
	prio
	EMPTY>

	<!ATTLIST
	prio
	

	
	type (NORMAL | HIGH)
	"NORMAL">

	<!ELEMENT
	pushaddr
	(url, id?, pwd?)>

	<!ELEMENT
	req_id
	(#PCDATA)>

	<!ELEMENT
	start_time
	(#PCDATA)>

	<!ATTLIST
	start_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	stop_time
	(#PCDATA)>

	<!ATTLIST
	stop_time
	

	
	utc_off CDATA
	"0000">

	<!ELEMENT
	duration
	(#PCDATA)>

	<!ELEMENT
	url
	(#PCDATA)>

	<!ELEMENT
	time_remaining
	(#PCDATA)>

	<!ELEMENT
	lcs_ref
	(#PCDATA)>

	<!ELEMENT
	supl_support_params
	(ip_address?, shape?)>

	<!ELEMENT
	ip_address
	(#PCDATA)>

	<!ELEMENT

	trigger_data

	(req_id, msid+, tlrr?)>


	<!ELEMENT
	query_id
	(#PCDATA)>

	<!ELEMENT
	locationserver_address
	(url)>


Change 2:  Add locationserver_address in emerep.

5.2.3.5  Emergency Location Reporting Service

If the wireless network initiates a positioning because a user initiates or releases an emergency call, an emergency location report is generated. The application(s) that the emergency location report should be sent to SHALL be defined within the location server. Data as required geographical format and address to application SHALL also be defined within the location server. 

The service consists of the following message:

· Emergency Location Report

The Emergency Location Reporting Service SHALL consist  one Emergency Location Report.

The Emergency Location Report MAY include the address of the Location Server.  The address is typically used by the LCS Client when requesting Emergency Location Immediate Service  from the Location Server.
The following message flow as depicted in Figure 6 encapsulates this service:
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Figure 1: Message Flow for the Emergency Location Reporting Service

5.2.3.5.1  Emergency Location Report DTD

	<!-- MLP_EMEREP -->

	<!--

MLP V3.4 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2011

          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_result PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_result>

      ...

   </svc_result>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.param
	"">

	
	
	

	<!ELEMENT
	emerep
	(eme_event, locationserver_address? %extension.param;)>

	<!ATTLIST
	emerep 
	

	
	ver CDATA
	#FIXED "3.4.0">


Example

<emerep ver="3.4.0">

  <eme_event eme_trigger="EME_ORG">

    <eme_pos>

      <msid>461011678298</msid>

      <pd>

        <time utc_off="+0300">20020623010003</time>

        <shape>

          <CircularArea srsName="www.epsg.org#4326">

            <coord>

              <X>30 27 45.3N</X>

              <Y>45 25 50.78E</Y>

            </coord>

            <radius>15</radius>

          </CircularArea>

        </shape>

      </pd>

    </eme_pos>

  </eme_event>

</emerep>
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