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1 Reason for Change

This CR proposes a new test requirement on a delivery of route information related with the 3rd party.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to DynNav 1.1 ETR
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.1.1
Mandatory Test Requirements

Mandatory test requirements should cover those features and use cases that require validation in order to approve the enabler. These include areas with complex interactions between the different functional components of the enabler architecture or where the complexity of the specification(s) is such that there is some uncertainty that they have been correctly specified.

These features and use cases SHOULD cover mandatory and MAY recommend prioritisation of optional implementation features. If testing of some of the mandatory features is not required, then the ETR SHALL contains an explanation for their exclusion.

NOTE:  This table needs to be filled out at a level where ambiguity is not present but details are not overwhelming.

Ambiguity means that the details do not have several meanings nor have more than one possible implementation path following.

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	ROUTE-1
	Provisioning of route information and related traffic information
	Verify that one or more routes are proposed by the server for the defined journey parameters

Verify that traffic information associated to the proposed routes are provided by the server 

	
	ROUTE-2
	Provisioning of traffic information for a defined route
	Verify that the server provides traffic information for a route proposed by the Navigation Device

	
	ROUTE-3
	Provision of route information related to the 3rd party
	Verify that one or more routes related to the 3rd party’s position (origin or destination) are proposed by the server 

	
	AREA
	Provisioning of traffic information for a selected area
	Verify that the server provides traffic information (traffic events and network performance parameters) in the selected area

	
	NOTIF-1
	Delivery of updated route information 
	Verify that the user can subscribes on the server to notification service for alternative route proposal

Verify that updated route information with related traffic information is delivered by the server to the ND

	
	NOTIF-2
	Delivery of updated traffic information for the selected area
	Verify that the user can subscribes on the server to notification service for traffic information updates for a defined area

Verify that traffic information updates, related to the defined area, are delivered to the ND

	
	EVENT
	Traffic events provisioning
	Verify that traffic events are encoded accordingly to TPEG XML format [TTI RTM]

	Error Flow
	ERR-M
	Handle client(or DynNav Application) error cases
	Test standard error scenarios

· Badly formed requests


Table 1: Applicability Table for Enabler Specific Mandatory Test Requirements
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