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1 Reason for Change

According to the INP 053, an aim of this CR is to support SET Initiated Emergency Location Services in SUPL 2.1. This CR proposed to add a SCR for SI Emergency Location Services as an optional test.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree to incorporate this CR into the SUPL 2.1 ULP TS
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change
Appendix C. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [IOPPROC].

C.1 SCR for SUPL Server

C.1.1 SLP Procedures 
	Item
	Function
	Reference
	Requirement

	ULP-PRO-S-001-O
	SLP supporting 3GPP defined system mode 
	-
	ULP-PRO-S-009-O 

AND 

ULP-PRO-S-011-O 

AND 

ULP-PRO-S-023-O

	ULP-PRO-S-002-O
	SLP supporting 3GPP2 defined system mode
	-
	 (ULP-PRO-S-009-O OR ULP-PRO-S-010-O) 

AND 

(ULP-PRO-S-011-O OR ULP-PRO-S-012-O) 

AND 

ULP-PRO-S-025-O

	ULP-PRO-S-003-O
	SLP supporting WiMAX mode
	
	ULP-PRO-S-008-O

AND 

(ULP-PRO-S-009-O OR ULP-PRO-S-011-O)

	Security modes

	ULP-PRO-S-004-O
	Security function, GBA authentication model
	ULP 6
	ULP-PRO-S-039-O

	ULP-PRO-S-005-M
	Security function, ACA authentication model 
	ULP 6
	ULP-PRO-S-038-M

	ULP-PRO-S-006-O
	Security function, SSK 

authentication model
	ULP 6
	ULP-PRO-S-039-O

	ULP-PRO-S-007-O
	Security function, 

SLC only 

authentication model
	ULP 6
	ULP-PRO-S-038-M

	ULP-PRO-S-008-O
	Security function, SEK authentication model
	ULP 6
	ULP-PRO-S-039-O

	High-level procedures

	ULP-PRO-S-009-O
	Support of network initiated procedures in Proxy mode
	ULP 5.1
	

	ULP-PRO-S-010-O
	Support of network initiated procedures in Non-Proxy mode
	ULP 5.1
	ULP-MES-S-007-O 

AND 

ULP-MES-S-008-O

	ULP-PRO-S-011-O
	Support of SET initiated procedures in Proxy mode
	ULP 5.2
	

	ULP-PRO-S-012-O
	Support of SET initiated procedures in Non-Proxy mode
	ULP 5.2
	

	Positioning methods

	ULP-PRO-S-013-O
	Support of Cell ID positioning method
	AD 5.3.2.3
	

	ULP-PRO-S-014-O
	Support of SET-assisted A-GPS positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-015-O
	Support of SET-Based A-GPS positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-016-O
	Support of Autonomous GPS/GANSS positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-017-O
	Support of SET-assisted A-GANSS positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-018-O
	Support of SET-Based A-GANSS positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-019-O
	Support of AFLT positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-020-O
	Support of Enhanced Cell ID positioning method
	AD 5.3.2.3
	

	ULP-PRO-S-021-O
	Support of E-OTD positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-022-O
	Support of OTDOA positioning method
	AD 5.3.2.3
	ULP-MES-S-005-M

	ULP-PRO-S-023-O
	Support of RRLP positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-S-024-O
	Support of RRC positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-S-025-O
	Support of TIA-801 positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-S-026-O
	Support of LPP/LPPe positioning protocol
	AD 5.3.3.1.2
	

	ULP Version Negotiation

	ULP-PRO-S-027-M
	Support of ULP version Negotiation
	ULP 7
	

	Detailed procedures

	ULP-PRO-S-028-M
	Support of Notification 
	ULP 9, 10, 11
	

	ULP-PRO-S-029-O
	Support of reception of QoP
	ULP 9, 10, 11
	

	ULP-PRO-S-030-O
	Support of sending of QoP
	ULP 9, 10, 11
	

	ULP-PRO-S-031-O
	Support of Notification based on current location
	ULP 9, 10, 11
	

	ULP-PRO-S-032-O
	Support of initial position
	ULP 9, 10, 11
	

	ULP-PRO-S-033-O
	Support of Supported Network Information
	ULP 9, 10, 11
	

	ULP-PRO-S-034-O
	Support of Trigger Type: Periodic
	ULP 9, 10, 11
	

	ULP-PRO-S-035-O
	Support of Trigger Type: Area Event
	ULP 9, 10, 11
	

	ULP-PRO-S-036-M
	Support of Network Initiated Emergency Services location request  
	ULP 9, 10, 11
	

	ULP-PRO-S-037-O
	Support of Historic Reporting
	ULP 9, 10, 11
	

	ULP-PRO-S-038-M
	Support of  Protection Level: Null Protection
	ULP 9, 10, 11
	

	ULP-PRO-S-039-O
	Support of  Protection Level: Basic Protection
	ULP 9, 10, 11
	

	ULP-PRO-S-040-O
	Support of  Location request of another SET
	ULP 9, 10, 11
	

	ULP-PRO-S-041-O
	Support of Multiple Location IDs 
	ULP 9, 10, 11
	

	ULP-PRO-S-042-O
	Support of  Location request with transfer to third Party
	ULP 9, 10, 11
	

	ULP-PRO-S-043-O
	Support of requested assistance data
	ULP 9, 10, 11
	

	ULP-PRO-S-044-O
	Support of UTRAN GPS Reference Time Result/Assistance
	ULP 9, 10, 11
	

	ULP-PRO-S-045-O
	Support of UTRAN GANSS Reference Time Result/Assistance
	ULP 9, 10, 11
	

	ULP-PRO-S-046-O
	Support of reception of velocity
	ULP 9, 10, 11
	

	ULP-PRO-S-047-O
	Support of sending of velocity
	ULP 9, 10, 11
	

	ULP-PRO-S-048-O
	Support of  Reporting Capability: Real time
	ULP 9, 10, 11
	

	ULP-PRO-S-049-O
	Support of  Reporting Capability: Quasi real time
	ULP 9, 10, 11
	

	ULP-PRO-S-050-O
	Support of  Reporting Capability: Batch reporting
	ULP 9, 10, 11
	

	ULP-PRO-S-051-O
	Support of  Session Info query
	ULP 9, 10, 11
	

	ULP-PRO-S-052-O
	Support for D-SLP authorization by the H-SLP
	ULP 9, 10, 11
	

	ULP-PRO-S-053-O
	Support of D-SLP access notification to the H-SLP
	ULP 9, 10, 11
	

	ULP-PRO-S-054-O
	Support of Unsolicited Authorization of D-SLPs
	ULP 9, 10, 11
	

	ULP-PRO-S-055-O
	Support of SET Initiated Emergency Services location request  
	ULP 9, 10, 11
	


Change 2:  Another change

C.2 SCR for SUPL CLIENT

C.2.1 SET Procedures 
	Item
	Function
	Reference
	Requirement

	ULP-PRO-C-001-O
	SET supporting 3GPP defined system mode 
	
	ULP-PRO-C-007-O 

AND 

ULP-PRO-C-009-O 

AND 

ULP-PRO-C-021-O

	ULP-PRO-C-002-O
	SET supporting 3GPP2 defined system mode
	
	ULP-PRO-C-007-O 

AND 

ULP-PRO-C-008-O 

AND 

ULP-PRO-C-009-O 

AND 

ULP-PRO-C-010-O 

AND 

ULP-PRO-C-023-O

	ULP-PRO-C-003-O
	SET supporting WiMAX mode
	
	ULP-PRO-C-006-O

AND

(ULP-PRO-S-007-O OR ULP-PRO-S-009-O)

	Security modes

	ULP-PRO-C-004-O
	Security function, GBA authentication model
	ULP 6
	ULP-PRO-C-037-O

	ULP-PRO-C-005-M
	Security function, ACA authentication model
	ULP 6
	ULP-PRO-C-036-M

	ULP-PRO-C-006-O
	Security function, SEK authentication model
	ULP 6
	ULP-PRO-C-037-O

	High-level procedures

	ULP-PRO-C-007-O
	Support of network initiated procedures in Proxy mode
	ULP 5.1
	

	ULP-PRO-C-008-O
	Support of network initiated procedures in Non-Proxy mode
	ULP 5.1
	ULP-MES-C-007-O 

AND 

ULP-MES-C-008-O

	ULP-PRO-C-009-O
	Support of SET initiated procedures in Proxy mode
	ULP 5.2
	

	ULP-PRO-C-010-O
	Support of SET initiated procedures in Non-Proxy mode
	ULP 5.2
	

	Positioning methods

	ULP-PRO-C-011-M
	Support of Cell ID positioning method
	AD 5.3.2.3
	

	ULP-PRO-C-012-O
	Support of SET-assisted A-GPS positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-013-O
	Support of SET-Based A-GPS positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-014-O
	Support of Autonomous GPS/GANSS positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-015-O
	Support of SET-assisted A-GANSS positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-016-O
	Support of SET-Based A- GANSS positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-017-O
	Support of AFLT positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-018-O
	Support of Enhanced Cell ID positioning method
	AD 5.3.2.3
	

	ULP-PRO-C-019-O
	Support of E-OTD positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-020-O
	Support of OTDOA positioning method
	AD 5.3.2.3
	ULP-MES-C-005-O

	ULP-PRO-C-021-O
	Support of RRLP positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-C-022-O
	Support of RRC positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-C-023-O
	Support of TIA-801 positioning protocol
	AD 5.3.3.1.2
	

	ULP-PRO-C-024-O
	Support of LPP/LPPe positioning protocol
	AD 5.3.3.1.2
	

	ULP Version Negotiation

	ULP-PRO-C-025-M
	Support of ULP version Negotiation
	ULP 7
	

	Detailed procedures

	ULP-PRO-C-026-M
	Support of Notification 
	ULP 9, 10, 11
	

	ULP-PRO-C-027-O
	Support of reception of QoP
	ULP 9, 10, 11
	

	ULP-PRO-C-028-O
	Support of sending of QoP
	ULP 9, 10, 11
	

	ULP-PRO-C-029-O
	Support of Notification based on current location
	ULP 9, 10, 11
	

	ULP-PRO-C-030-O
	Support of initial position
	ULP 9, 10, 11
	

	ULP-PRO-C-031-M
	Support of Supported Network Information
	ULP 9, 10, 11
	

	ULP-PRO-C-032-O
	Support of Trigger Type: Periodic
	ULP 9, 10, 11
	

	ULP-PRO-C-033-O
	Support of Trigger Type: Area Event
	ULP 9, 10, 11
	

	ULP-PRO-C-034-M
	Support of Network Initiated Emergency Services location request  
	ULP 9, 10, 11
	

	ULP-PRO-C-035-O
	Support of Historic Reporting
	ULP 9, 10, 11
	

	ULP-PRO-C-036-M
	Support of  Protection Level: Null Protection
	ULP 9, 10, 11
	

	ULP-PRO-C-037-O
	Support of  Protection Level: Basic Protection
	ULP 9, 10, 11
	

	ULP-PRO-C-038-O
	Support of  Location request of another SET
	ULP 9, 10, 11
	

	ULP-PRO-C-039-O
	Support of Multiple Location IDs 
	ULP 9, 10, 11
	

	ULP-PRO-C-040-O
	Support of  Location request with transfer to third Party
	ULP 9, 10, 11
	

	ULP-PRO-C-041-O
	Support of requested assistance data
	ULP 9, 10, 11
	

	ULP-PRO-C-042-O
	Support of UTRAN GPS Reference Time Result/Assistance
	ULP 9, 10, 11
	

	ULP-PRO-C-043-O
	Support of UTRAN GANSS Reference Time Result/Assistance
	ULP 9, 10, 11
	

	ULP-PRO-C-044-O
	Support of reception of velocity
	ULP 9, 10, 11
	

	ULP-PRO-C-045-O
	Support of sending of velocity
	ULP 9, 10, 11
	

	ULP-PRO-C-046-O
	Support of  Reporting Capability: Real time
	ULP 9, 10, 11
	

	ULP-PRO-C-047-O
	Support of  Reporting Capability: Quasi real time
	ULP 9, 10, 11
	

	ULP-PRO-C-048-O
	Support of  Reporting Capability: Batch reporting
	ULP 9, 10, 11
	

	ULP-PRO-C-049-O
	Support of  Session Info query
	ULP 9, 10, 11
	

	ULP-PRO-C-050-O
	Support for D-SLP authorization by the H-SLP
	ULP 9, 10, 11
	

	ULP-PRO-C-051-O
	Support of D-SLP access notification to the H-SLP
	ULP 9, 10, 11
	

	ULP-PRO-C-052-O
	Support of Unsolicited Authorization of D-SLPs
	ULP 9, 10, 11
	

	ULP-PRO-C-053-O
	Support of SET Initiated Emergency Services location request  
	ULP 9, 10, 11
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