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1. Scope
(Informative)

<< Briefly describe the scope of this document – how it presents the architecture of this particular enabler.  Include an explanation of how this architecture relates to Open Mobile Alliance activity.  If it adds clarity, also describe what is not in the scope of this architecture.  DELETE THIS COMMENT >>

2. References

2.1 Normative References

	[OSE]
	“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[LOCSIP-RD]
	“Location in SIP/IP core Requirements”, Open Mobile Alliance™, OMA-RD-LOCSIP-V1_0
URL:http://www.openmobilealliance.org/ 

	
	

	
	


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Location Server
	Functional entity that handles location service subscription request and retrieves the location information of the target. 

	Location Client
	Functional entity that subscribes to an Location Server in order to obtain location information for one or more targets.


3.3 Abbreviations

	OMA
	Open Mobile Alliance

	
	

	
	


4. Introduction
(Informative)

The Location Service in SIP/IP core network (LOCSIP) provides an SIP based interface to expose the location information of targets.   The location information may be processed and utilized by other applications or services in the SIP/IP core network to enrich the end user experience. Examples of services that may utilize location information are Presence and PoC.

LOCSIP does not constitute any position determination functionality. It is assumed that positioning determination is performed by other enabler as OMA SUPL. 
4.1 Planned Phases

<< Specify where this architecture is within the projected phases (e.g. phase 1.0, phase 2.0, etc.).  If the current phase is greater than phase 1.0, briefly describe how this version of the architecture differs from the previous version.  It may be appropriate to include a separate sub-section for the various phases. 

If no additional phases are planned beyond this architecture then state so.

DELETE THIS COMMENT >>

4.2 Security Considerations

<<Describe possible security considerations that may arise due to the architecture proposed. Particularly please consider the following issues:

Does the AD introduce any functionality that may require a review by the Security Group?

Does the AD define or make use of any security features? (e.g. Authentication, Encryption, etc). If so please list potential security threats that lead to the introduction of these security features.  Please reference the relevant security sections

Is any security functionality needed by the enabler and considered outside the scope of the AD? If this is the case please state in this section. 

DELETE THIS COMMENT >>

5. Architectural Model

<< This section defines the enabler’s architectural model.  The model identifies: a) all internal functional components of this enabler, and b) all of the communication relationships between the components of this enabler and with other enablers and applications (including those specifications not defined by OMA).

This section SHOULD contain a diagram of the architecture.  Diagrams in this section should contain logical entities only and not conflate logical entities with physical entities.  However, mobile terminals and networks may be shown because of their potential relevance in the design of the architecture.  Figure 1 is an illustrative example of an architectural diagram and should be modified to reflect this architecture.

Working Groups SHOULD re-use functions specified by other enablers.  Working Groups should consult other Architecture Documents and Specifications to identify any of this architecture’s functionality (e.g. its systems, subsystems, interfaces, etc) that is already specified. 

This section MAY include an explanation and/or diagram to show how this architecture relates to the various views (i.e. the reference point view) defined in  “Inventory of Architectures and Services”.  This diagram and explanation, however, are optional.  

DELETE THIS COMMENT >>

5.1 Dependencies

<< This section MUST enumerate all of the dependencies this architecture has.  Dependencies in this context include other enablers, specifications, etc. this enabler calls (i.e. re-uses).  Each dependency MUST include a reference to the document(s) that specifies the depdency.  All of these references MUST also be included in Section 2.1.

The enumeration would be along the lines of a list with entries such as

    - IMAP binary extension [RFC3516]
where the reference (e.g. RFC3516 in this example) would link to the fully qualifed reference in section 2.1 table.

If this architecture has no dependencies, then this section only needs to contain a statement as such.

DELETE THIS COMMENT >>

.

5.2 Architectural Diagram

<< This section contains the architectural diagram for the enabler. The example diagram in figure 1, along with the legend, describes all the drawing conventions to be followed.

DELETE THIS COMMENT >>
5.3 Functional Components and Interfaces

<< This section describes all of the architecture’s functional components and interfaces. Each of the components should be described in a separate subsection and MUST contain at least the following information:

Name

Description

Responsibility (e.g. what does the component do/perform)

Each component SHOULD have at least one interface that can be used by some other functional component, enabler, application, etc.

All of the interfaces should be described in this section.  The interfaces MUST be described in a language-independent way.

Each interface description MUST include at least the following information:

Name

Description

Entities in this enabler that will use the interface 

Interface naming convention: The name of an interface consists of a minimal number of characters (e.g. no longer than the WID's registered name), followed by a dash, followed by a running number (starting at “1” and counting upwards in steps of 1 for each new interface).  Each work group decides about the character(s) for their interfaces as long as there is no duplication with already existing names (work groups can consult ARC to confirm).  Interface names should be chosen in an intuitive way to allow easy recognition of the interface.  Some examples are:

     B-1
B stands for “Browsing”

     POC-5
POC stands for “Push to Talk over Cellular”

     MMS-7
MMS stands for “Multimedia Messaging”

Interface re-use convention: In case an interface from another enabler is re-used (e.g. exactly as is, as a profiled subset, or extended with additional Attribute Value Pairs), the interface name is that of the other enabler.  That is, the interface name does not change, since the interface does not fundamentally change.  The interface structure and placement of parameters and/or AVPs are already defined as part of the other enabler.
DELETE THIS COMMENT >>

5.4 Flows

<< The objective of this section is to describe the high-level logical flows between the architectural entities.

DELETE THIS COMMENT >>
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