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1 Reason for Change

In the XDM-Core specification it is unclear what the behaviour will be when the XDMC resides within an AS. The impression from the specification is that the behaviour will be the same as if the XDMC resides within an UE and has to access the XDMS through the Aggregation Proxy. For the case when the XDMC resides within an AS, there is no need to go through the AP for authentication.

2 Impact on Backward Compatibility

N/a

3 Impact on Other Specifications

N/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The recommendation is to include the proposed changes into document: OMA-TS-XDM_Core-V1_0-20050415-C.doc. This in order to clarify that depending on if the XDMC resides in the UE or in the AS you will have different behaviour.

6 Detailed Change Proposal

>>>>>>>>>Make the proposed changes in section 6.1.1.1>>>>>>>>>>>>>>>>

6. XDM URI Construction

An HTTP URI represents each element and attribute of an XML document in a XDM respository. The rules for constructing such URIs SHALL follow the rules described in [XCAP] Section 6 with the clarifications given in this sub-clause.

Therefore, for example, a generic XCAP URI would be of the form [XCAP Root URL]/[AUID]/users/[XUI]/…..(See Appendix B for examples.)

In the case where the XDMC resides within an UE the DNS lookup of the hostname of [XCAP Root URL] SHALL resolve to the address of the Aggregation Proxy. The path segment corresponding to the XUI SHALL be a Public SIP URI of form sip: user@domain, identifying the document owner. If the XDMC resides within an AS it SHALL have the possibility to address the XDMS directly without going through the Aggregation Proxy. In this case the AS SHALL replace the [XCAP Root URL] pointing to the Aggregation Proxy with an [XCAP Root URL] pointing directly to the XDMS.
>>>>>>>>>Make the proposed changes in section Appendix C >>>>>>>>>>>>

Appendix C XDMC Provisioning 
(Normative)

This appendix specifies the parameters that are needed by the XDM Client. Existing parameters in [Provisioning Content] and [OMA DM] are re-used; those without corresponding parameters are defined and to be registered in OMNA through OMA official registration process.

C.1 Provisioned XDMC Parameters

The parameters listed in the table below are needed for XDM client provisioning:

	ID
	Name
	Description
	Mandatory (M) /Optional (O)

	1
	Application identity
	Uniquely identifies the application
	M

	2
	Application name
	User displayable name for the XML Document Management service
	M

	3
	Provider -ID
	Identity of the XDM service provider
	O

	4
	Network Access Definitions
	Reference to the connection used for the XCAP traffic.
	M

	5
	XDM reference to SIP/IP Core
	Reference to the SIP/IP core. Used to access XDM servers using the referenced SIP/IP core.
	M

	6
	XCAP Root URI
	The root of all XDM resources. For the case where the XDMC resides in the UE this points to the Aggregation Proxy address. In the case where the XDMC resides within the AS it SHALL have the possibility to point directly to the XDMS address. This is used when accessing via XCAP. 
	M

	7
	XCAP Authentication user name 
	HTTP digest “username”, for accessing an XDMS using the XCAP protocol
	O 

	8
	XCAP Authentication password
	 HTTP digest password
	O

	9
	XCAP Authentication type
	Authentication method for XDMS over XCAP
	O


NOTE: The parameters ”XCAP Authentication username” and “XCAP Authentication password” are not needed if GAA is used in a 3GPP/3GPP2 realization. 

>>>>>>>>>>>>>>>>>>>>>>End of changes>>>>>>>>>>>>>>>>>>>>>>>>>>
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