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1 Reason for Change

RPID and PRESDATAMODEL define <deviceID> element while in OMA-TS-Presence_SIMPLE-V1_0-20051006-C there are still some places where <device-id> is used.

Also correction in 10.3 bullet references are made.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the proposed changes.

6 Detailed Change Proposal

10.1.2   Service

The “service” components model the forms of communication that the Presentity has potentially access to. Examples Presence information that can be represented by the “service” components are the Presentity’s willingness to communicate with PoC or IM, the availability of SMS service in his/her terminal.  

One other important characteristic of each “service” might be the devices on which that service executes.  Each device is uniquely identified by the device identifier <deviceID> defined in [RPID]. A service may contain zero or more <deviceID> elements to indicate which devices that service is available on.  The Presence document may contain information on each device, but this is a separate part of the document modeled by the “device” component described in the next section.  

The “service” component SHALL be mapped to the <tuple> element. The <tuple> element is specified in [PRESDATAMODEL].

10.3   Presence Document Overview 
(Informative)

Information structured according to the OMA presence data model is exchanged in an XML document that conforms to the basic Presence Information Data Format as defined in [RFC3863], and extended in other documents for the purpose of interworking.

The scheme below provides a high level overview of the data elements that may comprise an OMA presence XML document ( <presence> ).

Column 1:
presence information (as defined in this TS)

Column 2:
document where the associated <element> schema is defined 

Column 3:
location of the <element>; data elements defined in [RFC3863] are written in italic

Person
schema
<person> ( [PRESDATAMODEL] )

Overriding Willingness
§10.5.2.1
<status>
→<overriding-willingness>




→<basic> open/closed
Activity
[RPID]
<status>
→<activities>
Location
[RPID]
<status>
→<place-type>
Time-zone
[RPID]
<status>
→<time-offset>
Mood
[RPID]
<status>
→<mood>
Icon
[RPID]
<status>
→<status-icon>

Class
[RPID]
<class>

Geographical Location
[PIDFLO]
<status>
→<geopriv>
→<location-info>



→<geopriv>
→<usage-rules>

Timestamp
[PRESDATAMODEL] 
→<timestamp>
Note
[PRESDATAMODEL] 
→<note>
Service
schema
<tuple> ([RFC3863])

Application-specific Willingness
§10.5.2.1
<willingness>





→<basic> open/closed
Application-specific Availability
[RFC3863]
<status>
→<basic> open/closed
                                                      §10.5.2.1       <registration-state>


§10.5.2.1       <barring-state>
Icon 
[RPID]
<status>
→<status-icon>
Session Participation
§10.5.2.1
<session-participartion>




→<basic> open/closed
Communication Address
[RFC3863]
<contact>
Service Description
§10.5.2.1
<service-description>
Timestamp                                    [RFC3863]    <timestamp>

Class
[RPID]
<class>
Per service device identifier
[RPID]
<deviceID>

Device
schema
<device> ( [PRESDATAMODEL] )

Network Availability
§10.5.2.1
<network-availability>

Geographical Location
[PIDFLO]
<geopriv>
→<location-info>



→<geopriv>
→<usage-rules>

Timestamp
[PRESDATAMODEL]
<timestamp>
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