Doc# OMA-PAG-2007-0043R01-CR_XDM2_Client_Provisioning.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-PAG-2007-000x-CR_XDM2_Client_Provisioning.doc
Change Request



Change Request

	Title:
	XDM2 Client Provisioning
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PAG WG

	Doc to Change:
	OMA-TS-XDM_Core-V2_0-20061219-D

	Submission Date:
	7th February 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Antti Laurila, Nokia, antti.k.laurila@nokia.com

	Replaces:
	


1 Reason for Change
This contribution provides fixes to Appendix D. XDMC Provisioning and solution for XDM2 CONRR comments C545, C547 and C548. It will move AC-file from TS to separate SUP-file (attached). CR also makes some minor corrections to text in chapter D.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Approve proposed modifications to the Specification and create new SUP-file from attached AC-file..
6 Detailed Change Proposal

Change 1:  Add new Normative reference

2.1 Normative References
	[OMA-XDM-AC]
	“XDM Application Characteristics file of XDM V1.0”, Version 2.0, Open Mobile

Alliance, OMA-SUP-AC_ap0003_xdm-v1_0, URL:http://www.openmobilealliance.org/


Change 2:  Appendix D – XDMC Provisioning
Appendix A. XDMC Provisioning 
(Normative)

This appendix specifies the parameters that are needed by the XDMC. Existing parameters in [Provisioning Content] and [OMA-DM-v1-1-2] are re-used; those without corresponding parameters are defined and to be registered in OMNA through OMA official registration process.
The Management Object (MO) for OMA XDM is defined in [XDM_MO]. The MO MAY be used for initial provisioning of parameters when the DM Profile is to be used (as specified on [OMA-DM-v1-2]), and the MO SHOULD be used for continuous provisioning of parameters according to [OMA-DM-v1-1-2] or [OMA-DM-v1-2], if required by the service provider to update service configurations.

A.1 Provisioned XDMC Parameters

The parameters listed in the table below are needed for XDMC provisioning:

	ID
	Name
	Description
	Mandatory (M) /Optional (O)

	1
	Application identity
	Uniquely identifies the application
	M

	2
	Application name
	User displayable name for the XDM service
	M

	3
	Provider -ID
	Identity of the XDM service provider
	O

	4
	Network Access Definitions
	Reference to the connection used for the XCAP traffic.
	M

	5
	XDM reference to SIP/IP Core
	Reference to the SIP/IP core for accessing an XDMS using the referenced SIP/IP core.
	M

	6
	XCAP Root URI
	The root of all XCAP resources (which points to the Aggregation Proxy address). This is used when accessing via XCAP. 
	M

	7
	XCAP Authentication user name 
	HTTP digest “username”, for accessing an XDMS using the XCAP protocol
	O 

	8
	XCAP Authentication password
	 HTTP digest password
	O

	9
	XCAP Authentication type
	Authentication method for XDMS over XCAP
	O

	10
	Conference-URI Template
	A template used by the XDMC to propose a Conference URI when creating a Group document.
	O


NOTE: The parameters ”XCAP Authentication username” and “XCAP Authentication password” are not needed if GAA is used in a 3GPP/3GPP2 realization. 

In addition, there may be enabler-specific parameters related to XDMC that are described in separate specifications.

One type of provisioned parameter having a reusable structure is a URI Template.  A URI Template is used to describe a single syntax for a URI (e.g. Conference URI of a Group), so that the XDMC can autonomously generate a URI that complies with local policy and uniqueness constraints.  It is up to separate specifications to define provisioned parameters that make use of a URI Template.  

A URI Template SHALL describe a URI as defined in [RFC3986].  The template contains a sequence, in any order, of:

a. unreserved characters according to [RFC3986], and

b. substitution tags enclosed in “< >”brackets. 

The XDMC SHALL support the following substitution tags:


<id> : The XDMC SHALL replace this tag with a unique identifier, generated by the XDMC.


<user> : The XDMC SHALL replace this tag with the user part of the XUI if the XUI is a Public SIP URI.  If the XUI is a Tel URI [RFC 3966] then the XDMC SHALL replace the <user> tag with the “global-number-digits”/”local-number-digits” part of the Tel URI.  Any “visual-separator” or “+” SHALL be removed from the “global-number-digits” before the replacement takes place.


<xui> : The XDMC SHALL replace this tag with the XUI.  

NOTE 1: the XUI is a Public SIP URI [RFC3261] or Tel URI [RFC3966].

NOTE 2: usage of the <xui> tag in a URI template may result in the generation of Tel URIs, which may not be valid for certain services (e.g. services that require SIP URIs).

Illustrative examples of URI templates are shown in Table X.

	Example URI Template
	Example URI generated from template

	sip:<id>@example.com
	sip:abc123@example.com

	sip:<id>_<user>@example.com
	sip:abc123_joe@example.com

	sip:<id>_<user>@example.com
	sip:abc123_17205551212@example.com

	<xui>;poc-group=<id>
	sip:joe@example.com;poc-group=abc123

	<xui>;poc-group=<id>
	tel:+1720-555-1212;poc-group=abc123


Table X: Example usages of URI Templates

A.2 Initial Provisioning document

This chapter defines the provisioning document structure as described in [Provisioning Content].

The following table lists the parameters available in an instance of the XDM Application Characteristic 

	Parameter Name
	Req / Opt
	Instances
	Default

	Standard Application Characteristic fields as defined in [Provisioning Content]

	APPID
	Required
	1
	“ap0003” 

	PROVIDER-ID
	Optional
	0 or 1
	none

	TO-APPREF
	Required
	1
	n/a

	NAME
	Required
	 1
	n/a

	TO-NAPID
	Required
	   1 or more
	n/a

	URI
	Required
	1
	n/a

	AAUTHNAME
	Optional
	0 or 1
	n/a

	AAUTHSECRET
	Optional
	0 or 1
	n/a

	AAUTHTYPE
	Optional
	0 or 1
	n/a


The XDM Application Characteristics file for the OMA XDM 2.0 enabler is defined in 
[OMA-XDM-AC].


































































































 









NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-InputContribution-20060101-I]

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 4 (of 4)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-InputContribution-20060101-I]

