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1 Reason for Change

This contribution closes following XDM 1.1 CONRR comment:

	C031
	2007.09.13
	T
	C.1
	Source: Nokia

Form: OMA-CONR-2007-0030

Comment: Quite many examples for URI template in Table X.

Proposed Change: Proposed to minimize the number of examples to improve IOP
	Status: OPEN 

<provide response>


This contribution tries to close the CONRR comment by proposing one more example of the URI template that can be used as a Service URI in a Presence List document. Although the intention was to minimize the number of examples to improve IOP, it is understood that the same can be achieved (without any backward compatibility problem) by defining one more with specific use in mind. As many URI templates can be used for the purpose, it is possible to have IOP between a client and a server if a client does not support all these examples. Moreover, requiring supporting all these examples adds complexity in a client without any benefit.
Another CR for PRS Implementation Guidelines document states the use of this newly proposed URI template for the Service URI in a Presence List document.  

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Approve proposed modifications to the Specification.

6 Detailed Change Proposal

C.1 Provisioned XDMC Parameters

The parameters listed in the table below are needed for XDM client provisioning:

	ID
	Name
	Description
	Mandatory (M) /Optional (O)

	1
	Application identity
	Uniquely identifies the application
	M

	2
	Application name
	User displayable name for the XDM service
	M

	3
	Provider–ID
	Identity of the XDM service provider
	O

	4
	Network Access Definitions
	Reference to the connection used for the XCAP traffic.
	M

	5
	XDM reference to SIP/IP Core
	Reference to the SIP/IP core for accessing an XDMS  using the referenced SIP/IP core.
	M

	6
	XCAP Root URI
	The root of all XCAP resources (which points to the Aggregation Proxy address). This is used when accessing via XCAP. 
	M

	7
	XCAP Authentication user name 
	HTTP digest “username”, for accessing an XDMS using the XCAP protocol
	O 

	8
	XCAP Authentication password
	 HTTP digest password
	O

	9
	XCAP Authentication type
	Authentication method for XDMS over XCAP
	O


NOTE: The parameters ”XCAP Authentication username” and “XCAP Authentication password” are not needed if GAA is used in a 3GPP/3GPP2 realization. 

In addition, there may be enabler-specific parameters related to XDMC that are described in separate specifications.

One type of provisioned parameter having a reusable structure is a URI Template.  A URI Template is used to describe a single syntax for a URI (e.g. Conference URI of a PoC Group, Service URI of a Presence List), so that the XDM Client can autonomously generate a URI that complies with local policy and uniqueness constraints.  It is up to separate specifications to define provisioned parameters that make use of a URI Template.  

A URI Template SHALL describe a URI as defined in [RFC3986].  The template contains a sequence, in any order, of:

a. unreserved characters according to [RFC3986], and

b. substitution tags enclosed in “< >”brackets. 

The XDM Client SHALL support the following substitution tags:


<id> : The XDM Client SHALL replace this tag with a unique identifier, generated by the XDM Client.


<user> : The XDM Client SHALL replace this tag with the user part of the XUI if the XUI is a Public SIP URI. If the XUI is a Tel URI [RFC 3966] then the XDM Client SHALL replace the <user> tag with the "global-number-digits"/"local-number-digits" part of the Tel URI. Any "visual-separator" or "+" SHALL be removed from the "global-number-digits" before the replacement takes place.


<xui> : The XDM Client SHALL replace this tag with the XUI.  

NOTE: the XUI is a Public SIP URI [RFC3261] or Tel URI [RFC3966].

NOTE: usage of the <xui> tag in a URI template may result in the generation of Tel URIs, which may not be valid for certain services (e.g. services that require SIP URIs).

Illustrative examples of URI templates are shown in Table X.

	Example URI Template
	Example URI generated from template

	sip:<id>@example.com
	sip:abc123@example.com

	sip:<id>_<user>@example.com
	sip:abc123_joe@example.com

	sip:<id>_<user>@example.com
	sip:abc123_17205551212@example.com

	<xui>;poc-group=<id>
	sip:joe@example.com;poc-group=abc123

	<xui>;poc-group=<id>
	tel:+1720-555-1212;poc-group=abc123

	<xui>;presence-list=<id>
	sip:joe@example.com;presence-list=abc123


Table X: Example usages of URI Templates
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