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Change Request

	Title:
	B013, B035, B036
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PAG

	Doc to Change:
	OMA-AD-Presence_SIMPLE-V1_1-20071009-D

	Submission Date:
	9 Oct 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Krisztian Kiss, krisztian.kiss@nokia.com

	Replaces:
	n/a


1 Reason for Change

	B013
	2007-09-13
	T
	
	Source: Nokia

Form: OMA-CONR-2007-031

Comment: 
Proposed Change: Submit mirror CR of 483R02

Remove Shared List XDMS from the figure and corresponding text about Shared XDMS as logical grouping

Remove changes on permanent presence state 
	Status: CLOSED

Closed in OMA-PAG-2007-0759


	B036
	2007-09-13
	T
	
	Source: Nokia

Form: OMA-CONR-2007-031

Comment: 
Proposed Change: Submit mirror CR of 420R03

Without the changes in second bullet (publication regulation) and third bullet (retrieval of presence info)
	Status: CLOSED

Closed in OMA-PAG-2007-0759


	B035
	2007-09-13
	T
	
	Source: Nokia

Form: OMA-CONR-2007-031

Comment: 
Proposed Change: Submit mirror CR of 422R03
	Status: CLOSED

Closed in OMA-PAG-2007-0759

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The recommendation is to agree the changes proposed in chapter 6.

6 Detailed Change Proposal

Change 1:  Modify section 6. Architectural Model. To the editor: The included ppt. object contains figure 1 as ppt document used to produce figure 1.
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6  Architectural Model 
(Informative)


The following figure illustrates the OMA Presence architecture:


Figure 1: SIMPLE Presence Architecture
Elements shown in bold are defined in this architecture document.  The remaining elements are external to this specification.

The reference points shown here in bold are  those that are specified in the Presence Enabler.  Other relevant reference points are specified in the XDM Enabler.
The access network used by the Presence architecture may include any radio or other access as well as the other nodes required to support IP connectivity and IP mobility.
Change 2:  Modify section 6.1.3.1 Reference point PRS-1: Presence Source – SIP/IP Core. 

6.1.3.1 Reference Point PRS-1: Presence Source – SIP/IP Core

The PRS-1 reference point supports the communication between the Presence Source and the SIP/IP Core network. The protocol for the PRS-1 reference point is SIP and the traffic is routed to and from the PS via the SIP/IP Core.

PRS-1 supports the following functions:

· Publication of Presence Information from Presence Sources to the PS according to [RFC3903].

· SIP compression/decompression when the Presence Source resides in the terminal.

Change 3:  Modify section 6.1.3.3 Reference point PRS-3: SIP/IP Core – Presence Server. 

6.1.3.3 Reference Point PRS-3: SIP/IP Core – Presence Server

The PRS-3 reference point supports the communication between the SIP/IP Core network and the PS. The protocol for the PRS-3 reference point is SIP.

PRS-3 supports the following functions:

· Publish Presence Information according to [RFC3903]. 

· Subscribe to a single Presentity’s Presence Information and receive notifications pertaining to the Presentity.

· Subscribe to Watcher Information and receive notifications

· Regulate notifications of Presence Information or Watcher Information, as requested by Watchers.


· 
· 
· 
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