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Change Request

	Title:
	OMA PAL V1.0 RDRR A004 Proposed Resolution.
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA PAG WG

	Doc to Change:
	OMA-RD-PAL-V1_0-20090424-D

	Submission Date:
	30 May 2009

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Brian McColgan, Research In Motion, bmccolgan@rim.com
Dejan Petronijevic, Research In Motion, dpetronijevic@rim.com

	Replaces:
	n/a


1 Reason for Change

This CR proposes a resolution to the following PAL V1.0 RDRR comment: 
	ID
	Open Date
	Type
	Section
	Description
	Status

	A004
	2009.05.29
	E
	6, 

6.2, 
6.3
	Source: RIM, bmccolgan@rim.com

Form: INP-0119
Comment: Placeholders (yellow highlighted text) in chapter 6 from RD template, are still in place.  Some sub-sections do not have requirements and others are missing lead-in text. 

Proposed Change: Provide a CR which removes the highlighted text and unused requirements sub-sections, as well as fix lead-in text.
	Status: / CLOSED
OMA-PAG-PAL-2009-0038-CR_PAL_V1_0_RDRR_A004.


2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  6.  Requirements (Editor’s note: removing template text)





	
	
	
	

	
	

	
	




Change 2:  6.2  High-Level Functional Requirements (Editor’s note: removing template text)








Change 3:  6.2.2  Charging  (Editor’s note: re-numbering of sub-section 6.2, and tables required)
6.2.2 



	
	
	
	

	
	

	
	

	
	
	
	

	
	
	
	



Change 4:  6.2.3  Administration and Configuration (Editor’s note: removal of template text and requirements - see PAL provisioning & administration – sub-sections and tables will require renumbering)
6.2.3 



	
	
	
	

	
	

	
	

	
	
	
	

	
	
	
	



Change 5:  6.2.4  Usability (Editor’s note: removal of template text and requirements)
6.2.4 



	
	
	
	

	
	

	
	

	
	
	
	

	
	
	
	



Change 6:  6.2.5  Interoperability (Editor’s note: text lead-in for subclause added).
6.2.5 Interoperability



This subclause specifies PAL Enabler requirements for interoperability.

	Label
	Description
	Release
	Functional module

	PAL- INT-001
	The PAL Enabler SHALL be independent of any particular transport protocol.
	PAL 1.0
	Interoperability

	PAL-INT-002
	The PAL Enabler SHALL be able to operate using standard protocols (e.g. SIP and HTTP).
	PAL 1.0
	Interoperability

	PAL-INT-003
	The PAL Enabler SHALL be able to use OMA PUSH Enabler for notifications toward a PAL Client.
	PAL 1.0
	Interoperability

	PAL-INT-004
	The PAL Enabler SHALL be able to use OMA XDM Enabler to manage PAL Profiles (e.g. store, search, retrieve etc.).
	PAL 1.0
	Interoperability

	PAL-INT-005
	The PAL Enabler MAY support PAL Policy definition, evaluation, enforcement and management using OMA PEEM Enabler.
	PAL 1.0
	Interoperability


Table 10: High-Level Functional Requirements – Interoperability Items
Change 7:  6.2.7 Client Interaction (Add modules and fix indent enumerated items incorrect)

	
	The PAL Enabler SHALL support the following Presence Triggers:
	
	

	PAL-INTE-011
	1) A trigger invoked when a presentity’s willingness changes for the associated service or application;
	PAL 1.0
	Client Interaction

	PAL-INTE-012
	2) A trigger invoked when a presentity’s availability changes for the associated service or application;
	PAL 1.0
	Client Interaction

	PAL-INTE-013
	3) A trigger invoked when a presentity’s contactability changes for the associated service or application;
	PAL 1.0
	Client Interaction

	PAL-INTE-014
	4) Triggers based on changes in other existing Presence Information Elements described in [PDE_DDS];
	FFS
	Client Interaction

	PAL-INTE-015
	5) A trigger invoked when a presentity’s proximity to the watcher changes;

Editor’s Note: Possible re-use of CBUS is FFS.
	Future release
	Client Interaction

	PAL-INTE-016
	6) A trigger invoked when it is detected that a presentity has updated a note;
	PAL 1.0
	Client Interaction

	PAL-INTE-017
	7) A trigger invoked when a presentity switches from an eligible to ineligible session participation state (or vice-versa) for a given service or application.
	Future release
	Client Interaction

	
	The PAL enabler SHALL  support the following standardized actions upon execution of  Presence Triggers:
	
	

	PAL-INTE-018
	1) Generate a notification toward PAL Clients;

(i.e. Notify that a trigger condition has been met)
	PAL 1.0
	Client  Interaction

	PAL-INTE-019
	The PAL Service SHALL allow optimized delivery of Presence Aspects and Presence Triggers toward a PAL Client (e.g. bundling).
	PAL 1.0
	Client Interaction

	PAL-INTE-020
	The PAL Enabler SHALL ensure that PAL Service protocols provide support for PAL Clients deployed on devices without support for Presence SIMPLE Enabler (re: watcher functionality).
	PAL 1.0
	Client Interaction

	PAL-INTE-021
	The PAL Enabler SHALL provide PAL Clients with a consistent and unambiguous view of Presence Information.
	PAL 1.0
	Client Interaction

	PAL-INTE-022
	The PAL Enabler SHALL provide a mechanism for a PAL Client to define User specific Presence Aspects.
	PAL 1.0
	Client Interaction

	PAL-INTE-023
	The PAL Enabler MAY allow a Presence Aspect to be combined with another Presence Aspects.
	PAL 1.0
	Client Interaction

	
	The PAL Enabler SHALL provide a mechanism for a PAL Client to store the following User specific information:
	
	

	PAL-INTE-024
	1) Presence Aspect(s);
	PAL 1.0
	Client Interaction

	PAL-INTE-025
	2) Presence Trigger(s).
	PAL 1.0
	Client Interaction

	PAL-INTE-026
	The PAL Enabler MAY provide a mechanism for a PAL Client to search Presence Aspects or Presence Triggers.
	PAL 1.0
	Client Interaction

	PAL-INTE-027
	The PAL Enabler MAY provide a mechanism for a PAL Client to share User specific Presence Aspects or Presence Triggers with other PAL Clients.
	PAL 1.0
	Client Interaction

	PAL-INTE-028
	The PAL Client SHALL be able to suspend or resume delivery of Presence Information associated with a PAL Subscription.
	PAL 1.0
	Client Interaction

	
	The PAL Enabler SHALL support the monitoring of Presence Aspect changes using Presence Triggers on the following basis:
	
	

	PAL-INTE-029
	1) One-time until a change is detected;
	PAL 1.0
	Client Interaction

	PAL-INTE-030
	2) Over a specified time period;
	PAL 1.0
	Client Interaction

	PAL-INTE-031
	3) Over an indefinite time period until cancelled.
	PAL 1.0
	Client Interaction

	
	The PAL Enabler SHALL support the following PAL Client specified constraints when establishing PAL Subscriptions or requesting Presence Aspects from a PAL Service:
	
	

	PAL-INTE-032
	1) Quality of service (e.g. QoS associated with a presence aware service);
	PAL 1.0
	Client Interaction


Change 8:  6.2.11 Provisioning and Administration (Fix indent, enumerated items incorrect)
6.2.11 Provisioning and Administration
This sub-clause specifies PAL Enabler requirements relating to the management of the Presence Access Layer.  For example, provisioning may include the ability to establish PAL Profiles for presence aware services.  Further, it will allow support for reporting and charging on behalf of a Service Provider.
	Label
	Description
	Release
	Functional module

	
	The PAL Enabler SHALL provide a mechanism for a PAL Client to perform the following operations to a Presence Aspect or a Presence Trigger:
	PAL 1.0
	

	PAL-PRAD-001
	1) Retrieve;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-002
	2) Create;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-003
	3) Modify;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-004
	4) Delete.
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-005
	The PAL Enabler SHALL provide a mechanism with which a Service Provider is able to manage and administer a PAL Service.
	PAL 1.0
	Provisioning & Administration

	
	A Service Provider or PAL Administrator SHALL be able to perform the following operations:
	
	

	PAL-PRAD-006
	1) Create a PAL Profile;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-007
	2) Retrieve a PAL Profile;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-008
	3) Modify a PAL Profile;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-009
	4) Remove a PAL Profile.
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-010
	The PAL Enabler SHALL support tracking and reporting of Presence Information for charging purposes.
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-011
	The PAL Enabler SHALL support charging events related to consolidation and delivery of Presence Information in the form of Presence Aspects.
	PAL 1.0
	Provisioning & Administration

	
	Tha PAL Enabler SHALL support the following:
	
	

	PAL-PRAD-012
	Both online and offline charging;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-013
	Pre-paid and post-paid charging;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-014
	Transport/bearer level charging;
	PAL 1.0
	Provisioning & Administration

	PAL-PRAD-015
	PAL Subscription based charging.
	PAL 1.0
	Provisioning & Administration


Table 16: High-level Functional Requirements – Provisioning and Administration
Change 9:  6.3  Overall System Requirements (Editor’s note: template text removed)
6.3 Overall System Requirements


· 
· 
· 
· 
· 

<intro text for System requirements here>

	Label
	Description
	Release
	Functional module

	FOO-SYS-001
	This is where the requirement goes.

Informational Note: This is where any supporting comments would be placed, if needed
	
	

	
	
	
	

	
	
	
	


Table 17: High-Level System Requirements
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