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1 Reason for Change

This CR provides a proposed sub-section under ‘PAL Functional Components and Interfaces’ based on feedback during OMA PAG f2f in Los Angeles, regarding a PAL realization in an IMS network.
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  3.2 Definitions

3.2 Definitions

	Class of Service
	A mechanism for identifying a collection or grouping of services, priorities, and/or privileges, which is shared amongst one or more Users.

	Component
	Use definition from [OMADICT].

	Enabler
	Use definition from [OMADICT].

	Functional Component
	Use definition from [OMADICT].

	Home Subscription Agent
	An entity as described in [PRS_AD] section “Home Subscription Agent”.

	Interfaces
	Use definition from [OMADICT].

	Logical Observer
	Use definition from [OMADICT].

	Notification
	Use definition from [PRS_RD].

	PAL Administrator
	Use definition from [PAL_RD].

	PAL Client
	Use definition from [PAL_RD].

	PAL Initialization
	A PAL Service request used to establish a Presence Context.

	PAL Profile
	Use definition from [PAL_RD].

	PAL Service
	Use definition from [PAL_RD].

	PAL Subscription
	Use definition from [PAL_RD].

	Presence Aspect
	Use definition from [PAL_RD].

	Presence Aware Service
	Use definition from [PAL_RD].  

	Presence Context
	Use definition from [PAL_RD].

	Presence Information
	Use definition from [PRS_RD].

	Presence Information Element
	Use definition from [PRS_RD].

	Presence Service
	Use definition from [PRS_RD].

	Presence Trigger
	Use definition from [PAL_RD].

	Presentity
	Use definition from [PRS_RD].

	Reference Point
	Use definition from [OMADICT].

	Resource List Server
	Use definition from [PRS_AD].

	Trusted XDMC
	Use definition from [XDM_AD].

	User
	Use definition from [OMADICT].

	Watcher
	Use definition from [PRS_RD].

	Watcher Information
	Use definition from [PRS_RD].

	Watcher Information Subscriber
	Use definition from [PRS_RD].


Change 2:  3.3 Abbreviations

3.3 Abbreviations

	3GPP
	Third Generation Partnership Project

	HSA
	Home Subscription Agent

	IMS
	IP Multimedia Subsystem

	OMA
	Open Mobile Alliance

	PAL
	Presence Access Layer

	PDE
	OMA Presence SIMPLE Data Extensions

	XDMC
	XML Document Management Client


Change 3:  5.3.5 Description of Reference Points
5.3.5 PAL Enabler Reference Points
6.3.6 The following sub-section provides details of PAL Enabler specific Reference Points.  Descriptions of Reference Points reused from other Enablers are not within the scope of this architecture document, and are therefore omitted.
5.3.5.1 Reference Point PAL-1: PAL Client – PAL Server
The PAL-1 Reference Point supports communication between the PAL Client and PAL Server.
The PAL-1 Reference Point consists of the PAL-1i Interface.
Change 4:  5.3.6 PAL deployment - IMS network
5.3.6 PAL deployment - 3GPP IMS network

Figure 2, below, illustrates the PAL Enabler deployed within a 3GPP IMS network:
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Figure 2: PAL Deployment – 3GPP IMS Network

The PAL Enabler deployed within an IMS network segment utilizes the following IMS Reference Points as defined in [3GPP-TS_23.002] section “IM Subsystem Reference Points” and [3GPP-TS_24.229].
The following table provides a mapping of 3GPP IMS Reference Points to OMA PAL Enabler Reference Points:

	IMS Reference Point
	OMA PAL Enabler Reference Point

	Ut
	PAL-1 (e.g. UE based PAL Clients supporting HTTP protocol bindings)

	Gm
	PAL-1 (e.g. UE based PAL Clients supporting SIP protocol bindings)

	ISC
	PAL-1 (e.g. UE/Service Specific Server based PAL Clients supporting SIP protocol bindings)
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