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1 Reason for Change

This document provides editorial changes on the requirements related to Device Service as discussed and agreed during the Sorrento meeting the 13th of April such as reorganising existing requirements or removing redundant requirements as well as re adding requirements that have been approved but were not included in the document (Req CMAPI-DEV-012 to CMAPI-DEV-015).
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree on the requirements
6 Detailed Change Proposal

Change 1:  (optional) Input for Device Service Functional Requirements
6.14 Device Service Functional Requirements

<
This section identifies the requirements for interfaces related to the Device elements.
	Label
	Description
	Release

	CMAPI-DEV-001
	The OpenCMAPI enabler SHALL be able to provide the Name of the Manufacturer of the device
	1.0

	CMAPI-DEV-002
	The OpenCMAPI enabler SHALL be able to provide the product model ID of the device
	1.0

	CMAPI-DEV-003
	The OpenCMAPI enabler SHALL be able to provide the Device Name
	1.0

	CMAPI-DEV-xxx
	The OpenCMAPI enabler SHALL be able to provide the Device capabilities (max transmit and receive speeds, etc)
	1.0

	CMAPI-DEV-004
	The OpenCMAPI enabler SHALL be able to provide the Hardware Version
	1.0

	CMAPI-DEV-005
	The OpenCMAPI enabler SHALL be able to provide the product type of the device between:

· WCDMA

· CDMA

· LTE

· SCDMA

· Unknown

· …
	1.0

	CMAPI-DEV-006
	The OpenCMAPI enabler SHALL be able to provide the Name of the operator
	1.0

	CMAPI-DEV-007
	The OpenCMAPI enabler SHALL be able to provide the IMSI
	1.0

	CMAPI-DEV-008
	The OpenCMAPI enabler SHALL be able to provide the MDN or the MSISDN (if any present)
	1.0

	CMAPI-DEV-009
	The OpenCMAPI enabler SHALL be able to provide the serial numbers (IMEI, ESN, MEID)
	1.0

	CMAPI-DEV-010
	The OpenCMAPI enabler SHALL be able to provide the device Status:

· Available

· Unavailable

· Inserted

· Not inserted

· Unknown
	1.0

	CMAPI-DEV-010
	The OpenCMAPI enabler SHALL be able to provide the PIN Status:

· Ready 

· Not initialised

· Enabled

· Disabled

· Blocked

· Permanently Blocked
	1.0

	
	
· 
· 
· 
· 
· 
· 
· 
· 
· 
· 
	

	CMAPI-DEV-012
	The OpenCMAPI enabler SHALL be able to provide the SIM State:

· Inserted

· Not inserted

· Available

· Invalid

· Unavailable

· Unknown

…

Information Note: FFS it MAY include, in addition, the state “SIM changed” if the OpenCMAPI enabler is able to identify such change.
	1.0

	CMAPI-DEV-013
	The OpenCMAPI enabler SHALL be able to provide the Device radio switch status:

·  Open
· Closed
	1.0

	CMAPI-DEV-014
	The OpenCMAPI enabler SHALL be able to provide the version number of the OpenCMAPI used
	1.0

	CMAPI-DEV-015
	The OpenCMAPI enabler SHALL be able to provide the Firmware version of the device
	1.0

	CMAPI-DEV-016
	The OpenCMAPI enabler SHALL be able to provide the PRL version (CDMA 2000)
	1.0

	CMAPI-DEV-017
	The OpenCMAPI enabler SHALL be able to provide the Network Time
	1.0


Table 18: Device Service Functional Requirements
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