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1 Reason for Contribution

Please refer to the slides provided with this input contribution
2 Summary of Contribution

Please refer to the slides provided with this input contribution
R01: Addition of one more supporting company.
R02: Comments received during Madrid interim meeting are taken into account.
3 Detailed Proposal

Proposed Normative Requirements

B 2.13 Performance Enhancements Objectives
This subclause captures recommended objectives for end-to-end performances to be reached by the PoC Service Enabler basic functionality, in a controlled optimized network environment, at the time of the deployment of PoC Service Infrastructure, under the assumption of significantly increased performances of underlying network technologies especially. For this reason, it has to be understood that the achievement of these recommended objectives may not be under control of the PoC Service Enabler by its own. These recommended objectives are also not intended to be included in the scope of OMA PoC Service Enabler test specifications and conformance testing.
NOTE 1: The term 'basic functionality' refers to simple functionalities that do not imply complex procedures in the PoC2 Service Infrastructure (e.g. 1-1 PoC Session and 1-many PoC Sessions involving non Dynamic PoC Group).
If the invited PoC User answers manually, then the inviting PoC User SHOULD typically receive the ‘right-to-speak’ indication in less than [1.0] second after the invited PoC User manually accepts the PoC Session invitation.
The duration between the times the inviting PoC User initiates the PoC Session and when he receives a ”right-to-speak” indication SHOULD typically be less than [1.8] seconds, in case PoC Service Infrastructure provides early “right-to-speak” indication and the invited PoC User is on Automatic Answer Mode.

NOTE 2: From the PoC Service Enabler, the enhancements of to the “right-to-speak” time are foreseen to be only related to an optimized use of compression strategies (i.e. SigComp). Other required enhancements completely fall in the scope of the underlying network and, therefore, the achievement of this recommendation may strongly depend on them.
When a Participant makes a request to talk in the PoC Session and his request is not queued, the StS time SHOULD typically be less than [0.8] seconds. If the Participant’s request to talk is queued due to other Participants speaking or having already requested to speak, he SHOULD typically receive an indication within [0.8] seconds that his request has been queued. If the Participant’s request is rejected for any reason, he SHOULD typically receive an indication within [0.8] seconds that his request has been rejected.
NOTE 3: From the PoC Service Enabler, the enhancements of to the StS time are foreseen to depend on the use of pre-granted Media Burst Control and potential buffering techniques. Other required enhancements completely fall in the scope of the underlying network and, therefore, the achievement of this recommendation may strongly depend on them.
The media delay between the time the Media is sent by the originating Participant and the time it is displayed by the destination Participant SHALL depend on the QoS applied for the media transmission in the PoC Session, more concretely (following the QoS classes specified in 3GPP TS23.107):
· For Interactive traffic class: the  end-to-end delay SHOULD typically be less than 1.6 seconds

· For Streaming traffic class: the  end-to-end delay SHOULD typically be less than 1 second

· For Conversational traffic class: the  end-to-end delay SHOULD typically be less than 500 ms

Different delay requirements MAY apply for different Media Types of the same PoC Session (e.g. different QoS assigned to each Media Type of the PoC Session). The QoS to be applied for each Media Type of the PoC Session SHALL be directly determined from the QoE profile applied for the PoC Session and based on the  Service Provider Policy.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To accept the derived normative requirements for PoC2 Requirements Document baseline.
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