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1 Reason for Change

This CR contains the proposed change in reference and terminology section of ETR based on CR BCAST-2007-0514.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR is presented for group agreement and the latest version of ETR should be updated.
6 Detailed Change Proposal

Change 1:  References and Terminology
2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[BCAST10-ERELD]
	"Enabler Release Definition for Mobile Broadcast Services", Open Mobile Alliance™, OMA-ERELD-BCAST-V1_0, http://www.openmobilealliance.org/

	[BCAST10 -Services]
	"Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_Services-V1_0, http://www.openmobilealliance.org/

	[BCAST10 –Distribution]
	"File and Stream Distribution for Mobile Broadcast Services ", Open Mobile Alliance™, OMA-TS-BCAST_Distribution-V1_0, http://www.openmobilealliance.org/

	[BCAST10 –SG]
	"Service and Content Protection for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_SvcCntProtection-V1_0, http://www.openmobilealliance.org

	[BCAST10–ServContProt]
	"Service and Content Protection for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_SvcCntProtection-V1_0, http://www.openmobilealliance.org/

	[DRM20-Broadcast-Extensions]
	"OMA DRM v2.0 Extensions for Broadcast Support", Open Mobile Alliance™, OMA-TS-DRM-XBS-V1_0, http://www.openmobilealliance.org/

	[BCAST10  –MBMS Adaptation]
	"Broadcast Distribution System Adaptation – 3GPP/MBMS", Open Mobile Alliance™, OMA-TS-BCAST_MBMS_Adaptation-V1_0, http://www.openmobilealliance.org/

	[BCAST10–BCMCS Adaptation]
	"Broadcast Distribution System Adaptation – 3GPP2/BCMCS", Open Mobile Alliance™, OMA-TS-BCAST_BCMCS_Adaptation-V1_0, http://www.openmobilealliance.org/

	[BCAST10–DVB-H- IPDC–Adaptation]
	"Broadcast Distribution System Adaptation – IPDC over DVB-H", Open Mobile Alliance™, OMA-TS-BCAST_DVB_Adaptation-V1_0, http://www.openmobilealliance.org/

	[OMA DM]
	“Enabler Release Definition for OMA Device Management v1.2”, OMA-ERELD-DM-V1_2_0

	[DRM-v2.0]
	“DRM Specification V2.0”, Open Mobile Alliance™, OMA-DRM-DRM-V2_0,

http://www.openmobilealliance.org/


2.2 Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Open Mobile Alliance™,. OMA-Dictionary, URL:http://www.openmobilealliance.org/

	[BCAST1-Requirements]
	"Mobile Broadcast Services Architecture", Open Mobile Alliance™, OMA-RD- BCAST-V1_0, http://www.openmobilealliance.org/

	[BCAST10-Architecture]
	"Mobile Broadcast Services Architecture", Open Mobile Alliance™, OMA-AD- BCAST-V1_0, http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	TestFest
	Multi-lateral interoperability testing event

	Broadcast Channel
	The logical channel (usually uni-directional) that provides Broadcast Transport which the Broadcast Enabler uses for broadcast distribution of data to Mobile Terminals.

Typically, the Broadcast Channel supports high bitrates. It is inherently used for downlink purposes and is particularly useful for conveying information that is targeted to all or many Mobile Terminals.

The Broadcast Channel is implemented by a Broadcast Distribution System that can efficiently distribute IP-based services to Mobile Terminals. Typically, this means that a broadcast-capable bearer is used as the underlying network technology. 

Broadcast transport mechanisms allow simultaneous distribution of content to many recipients.  This requires that all receivers can “receive” the same physical resource (link or radio frequency) and can simultaneously connect to the same transport protocol.  Broadcast transport can be accomplished using both broadcast and multicast mechanisms in the underlying broadcast distribution system.

	Broadcast Distribution System
	A system containing the ability to transmit the same IP flow to multiple Terminal devices simultaneously.   A Broadcast Distribution System (BDS) typically uses techniques that achieve efficient use of radio resources. A BDS consists of Broadcast/Multicast Network functionality up to the IP layer and optional Service Distribution/Adaptation functionality above the IP layer.

	Broadcast Roaming
	Broadcast Roaming is the ability of a user to receive broadcast services from a Mobile Broadcast Service Provider different from the Home Mobile Broadcast Service Provider with which the user has a contractual relationship.

	Broadcast Service
	A Broadcast Service is a “content package” suitable for simultaneous distribution to many recipients (potentially) without knowing the recipient.  Either each receiver has similar receiving devices or the content package includes information, which allows the client to process the content according to his current conditions.

Examples of Broadcast Services are:

· pure Broadcast Services:
- mobile TV
- mobile newspaper
- mobile file downloading (clips, games, SW upgrades, other applications, applications)

combined broadcast/interactive Broadcast Services:
- mobile TV for filedownloading with voting
- betting Broadcast Services
- auction Broadcast Services
- trading Broadcast Services

	Broadcast Service Area
	The geographical or logical area in which a Broadcast Service is distributed.

	BSA
	Represents the service application of the BCAST Service, such as streaming audio/video or movie download.

	BSD/A
	Responsible for the aggregation and delivery of BCAST Services, and performs the adaptation of the BCAST Enabler to underlying Broadcast Distribution Systems.

	BSM
	Responsible for service provisioning such as subscription and payment related functions, the provision of information used for BCAST Service reception, and BCAST device management.

	Entry Point
	Connectivity related information required by the BCAST Terminal to access service/content, Service Guide, or Service Guide Delivery Descriptor.

	LTKM
	Collection of keys and possibly, depending on the profile, other information like permissions and/or other attributes that are linked to items of content or services.

	
	


	RO
	A collection of Permissions, Constraints, and other attributes which define under what circumstances access is granted to, and what usages are defined for, DRM Content. All OMA DRM Conformant Devices must adhere to the Rights Object associated with DRM Content. [DRMDRM-v2.0]

	Service Guide Fragment
	An atomic information component of the Service Guide, which can be compressed, encapsulated and transported in the absence of other parts of the Service Guide.

	
	

	Smartcard
	A non-UICC secure function platform which may contain the SIM or R-UIM module, or a UICC-based secure function platform which may contain one or more of the following applications: a 3GPP USIM, 3GPP2 CSIM or 3GPP/3GPP2 ISIM.  

Note that the set of applications/modules residing on the Smartcard are typically governed by the affiliation of the Smartcard to 3GPP or 3GPP2 specifications, as indicated by the definition for “Smartcard Profile”. 

	STKM
	Message delivered alongside a protected service, carrying key material to decrypt and optionally authenticate the service, and access rights to delivered content.

	
	


3.3 Abbreviations

	
	

	3GPP
	3rd Generation Partnership Project 

	3GPP2
	3rd Genration Partnership Project 2

	AACv2
	Advanced Audio Coding version 2

	AMR-WB
	Adaptive Multi Rate - Wide Band

	BCMCS
	Broadcast/Multicast Services

	BCRO
	Broadcast Rights Object

	BDS
	Broadcast Distribution System

	
	

	BSA
	BCAST Service Application

	BSM 
	BCAST Subscription Management 

	BSD/A
	BCAST Service Distribution and Adaptation

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	CODEC
	Compressor/Decompressor

	
	

	DRM
	Digital Rights Management

	
	

	DVB-H
	Digital Video Broadcasting – Handhelds

	ESG
	Electronic Service Guide

	ETR
	Enabler Test Requirement

	FDT
	File Description Table

	FEC
	Forward Error Correction

	
	

	
	

	
	

	
	

	FLUTE
	File Delivery over Unidirectional Transport

	GBA-U
	Generic Bootstrapping Architecture with UICC based enhancements

	GIF
	Graphics Interchange Format

	GZIP
	GNU ZIP

	HTML
	Hyper Text Mark-up Language

	HTTP
	Hyper Text Transfer Protocol

	
	

	
	

	IP
	Internet Protocol

	IPDC
	IP Data Cast

	IPSec
	IP Security

	ISMACryp
	ISMA Encryption and Authentication specification

	JPEG
	Joint Photographic Experts Group

	LTKM
	Long Term Key Message

	MBMS
	Multimedia Broadcast/Multicast Service

	MKI
	Master Key Index

	MO
	Management Object

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	OMA
	Open Mobile Alliance

	
	

	
	

	
	

	
	

	
	

	
	

	PNG
	Portable Network Graphics

	RK
	Registration Key

	RO
	Rights Object

	ROAP
	Rights Object Acquisition Protocol

	RTCP
	RTP Control Protocol

	RTP
	Real-time Transport Protocol

	R-UIM
	Removable User Identity Module

	
	

	
	

	
	

	SDP
	Session Description Protocol

	
	

	SG
	Service Guide

	SGDD
	Service Guide Delivery Descriptor

	SGDU
	Service Guide Delivery Unit

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	SI
	Service Interaction

	SIM
	Subscriber Identity Module

	SMS
	Short Message Service

	
	

	SPCP
	Service Protection Content Protection

	SRTP
	Secure Real-time Transport Protocol

	STKM
	Short Term Key Message

	
	

	
	

	UDP
	User Datagram Protocol

	URI
	Universal Resource Identified

	USIM
	Universal Subscriber Identity Module

	XBS
	Broadcast Extensions

	
	

	XML
	Extensible Markup Language
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