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1 Reason for Change

The reception information of Notification is described under NotificationReception element, which is present both in SGDD and Access fragment. From the Notification delivery protocol stack, we can see that FLUTE is one of the protocols that can be used. But the information included in NotificationReception currently is not enough to signal to the terminal whether the Notification delivery session is a ALC/LCT session, or a FLUTE session.
According to my understanding, at least two attributes must be added under NotificationReception element: transmissionSessionID and hasFDT. The meaning of these two attributes is described in detail in the following change.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

If this CR is agreed, then the XML schema of SG specification may be changed accordingly.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree and incorporate the proposed changes to the Services Guide spec.
6 Detailed Change Proposal

5.4.1.5.2  Service Guide Delivery Descriptor

The following structure SHALL be used for declaring availability, metadata and grouping of the fragments of Service Guide, and for delivery of the SG to point to the actual delivery channel and the delivery unit where the declared fragments are to be delivered. The terminal SHALL support the Service Guide Delivery Descriptor syntax as defined by XML Schema in [BCAST10-Schema-sg-sgdd]. For delivery, the Service Guide Delivery Descriptor SHALL be instantiated as an XML document. 

The network is provided with means of reducing the size of the SGDDs being delivered to terminals by compressing SGDDs. For the algorithms and their respective signalling there are the following rules and constraints:

· the network MAY compress the SGDDs with the GZIP algorithm,

· terminals SHALL support both plain SGDDs and GZIP compressed SGDDs,

In the case of broadcast delivery of SGDDs, the network SHALL signal GZIP compression of SGDDs by setting the ‘content-encoding’ attribute of the FLUTE FDT instances listing the SGDDs. In the case of interactive delivery of SGDDs and SGDUs using HTTP, the network SHALL signal GZIP compression setting the ‘Content-Encoding’ attribute of the HTTP response.

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	ServiceGuideDeliveryDescriptor
	E
	
	
	The Service Guide Delivery Descriptor

Contains the following attributes:

id

version

Contains the following elements:

NotificationReception

BSMList

DescriptorEntry
	

	id
	A
	NM/TM
	0..1
	Unique identifier of the SGDD within one specific SG
	anyURI

	version
	A
	NM/TM
	0..1
	Version of SGDD. The newer version overrides the older one as soon as it has been received.
	unsignedInt 

	NotificationReception
	E1
	NM/TM
	0..1
	Reception information for general Notification Messages.  

In case of delivery over Broadcast channel, IPBroadcastDelivery specifies the address information for receiving Notification message.

In case of delivery over Interaction channel, RequestURL specify address information for subscribing notification, PollURL specify address information for polling notification.

When the Notification Message resource pointed by this element provides Notification Messages carrying Service Guide update, those SHALL relate to the currently bootstrapped Service Guide.

If this element is present, at least one of the elements “IPBroadcastDelivery”, “RequestURL”, or “PollURL” SHALL be present. 

Contains the following elements:

IPBroadcastDelivery

RequestURL

PollURL
	

	IPBroadcastDelivery
	E2
	NM/TM
	0..1
	Provides IP multicast address and port number for reception of Notification Messages over the broadcast channel. 

Contains the following attributes:

port

address
	

	port
	A
	NM/TM
	1
	General Notification Message delivery UDP destination port number; delivery over Broadcast Channel.
	unsignedInt

	address
	A
	NM/TM
	1
	General Notification Message delivery IP multicast address; delivery over Broadcast Channel.
	string

	transmissionSessionID
	A
	NM/
TM
	0..1
	This is the Transmission Session Identifier (TSI) of the session at ALC/LCT level
	unsignedShort 

	hasFDT
	A
	NO/
TM
	0..1
	If FDT is transmitted in the transport session delivering Notification messages, this attribute SHALL be set to “true”. Otherwise this attribute SHALL be set to “false”. The default value of this attribute is “true”.
	boolean

	RequestURL
	E2
	NM/TM
	0..1
	URL through which the terminal can subscribe to general Notification Messages; delivery over Interaction Channel.
	anyURI

	PollURL
	E2
	NM/TM
	0..1
	URL through which the terminal can poll general Notification Messages over Interaction Channel.
	anyURI

	BSMList
	E1
	NM/TM
	0..1
	Declaration of the BSM Selectors which can be used in the GroupingCriteria sections defined below.

Contains the following element:

BSMSelector
	

	……
	
	
	
	
	

	PrivateExt 
	E1 
	NO/
TO
	0..1


	An element serving as a container for proprietary or application-specific extensions. 
	

	<proprietary elements>
	E2
	NO/TO
	0..N
	Proprietary or application-specific elements that are not defined in this specification. These elements may further contain sub-elements or attributes.
	


5.1.2.4 Access

An ‘Access’ fragment describes to the terminal how it can access a service or a schedule during the lifespan of the ‘Access’ fragment. If the service or content is protected, the fragment also contains service and content protection information.

	Name
	Type
	Category
	Cardinality
	Description
	Data Type

	Access
	E
	
	
	‘Access’ fragment

Contains the following attributes:

id
version
validFrom
validTo

Contains the following elements:

AccessType

KeyManagementSystem

EncryptionType

ServiceReference

ScheduleReference

TerminalCapabilityRequirement

BandwidthRequirement

ServiceClass

PreviewDataReference

NotificationReception

PrivateExt
	

	id
	A
	NM/
TM
	1
	ID of the ‘Access’ fragment. The value of this attribute SHALL be globally unique.
	anyURI

	version
	A
	NM/
TM
	1
	Version of this fragment. The newer version overrides the older one starting from the time specified by the validFrom attribute, or as soon as it has been received if no validFrom attribute is given.
	unsignedInt 

	validFrom
	A
	NM/
TM
	0..1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past. This field contains the 32bits integer part of an NTP time stamp.
	unsignedInt



	validTo
	A
	NM/
TM
	0..1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future. This field contains the 32bits integer part of an NTP time stamp.
	unsignedInt



	……
	
	
	
	
	

	NotificationReception
	E1
	NM/

TM
	0..1
	Reception information for service-specific Notification Messages.  

In case of delivery over Broadcast channel,  ‘IPBroadcastDelivery’ specifies the address information for receiving Notification message.

In case of delivery over Interaction channel, ‘RequestURL’ specifies address information for subscribing notification, ‘PollURL’ specifies address information for polling notification.

If this element is present, at least one of the elements “IPBroadcastDelivery”, “RequestURL”, or “PollURL” SHALL be present. 

Contains the following elements:

IPBroadcastDelivery

RequestURL

PollURL
	

	IPBroadcastDelivery
	E2
	NM/TM
	0..1
	Provides IP multicast address and port number for reception of Notification Messages over the broadcast channel. 

The ‘port’ is MANDATORY in both Network and Terminal because a designated UDP Port has to be used to deliver the Notification Message through an on-going session or the designated session while the ‘address’ is OPTIONAL to be used for the delivery of Notification Messages through the designated multicast or broadcast session.

In case the ‘address’ attribute is not provided the destination address provided by this access fragment SHALL be assumed.

Contains the following attributes:

port

address
	

	port
	A
	NM/

TM
	1
	Service-specific Notification Message delivery UDP destination port number, delivery over broadcast channel.
	unsignedInt

	address
	A
	NM/

TM
	0..1
	Service-specific Notification Message delivery IP multicast address, delivery over broadcast channel.
	string

	transmissionSessionID
	A
	NM/
TM
	0..1
	This is the Transmission Session Identifier (TSI) of the session at ALC/LCT level
	unsignedShort 

	hasFDT
	A
	NO/
TM
	0..1
	If FDT is transmitted in the transport session delivering Notification messages, this attribute SHALL be set to “true”. Otherwise this attribute SHALL be set to “false”. The default value of this attribute is “true”.
	boolean

	RequestURL
	E2
	NM/

TM
	0..1
	URL through which the terminal can subscribe to service-specific Notification Messages.
	anyURI

	PollURL
	E2
	NM/

TM
	0..1
	URL through which the terminal can poll service-specific Notification Messages.
	anyURI

	PrivateExt 
	E1 
	NO/
TO
	0..1


	An element serving as a container for proprietary or application-specific extensions. 
	

	<proprietary elements>
	E2
	NO/TO
	0..N
	Proprietary or application-specific elements that are not defined in this specification. These elements may further contain sub-elements or attributes.
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