OMA-TS-BCAST_Distribution-V1_0-20070402-D
Page 4  V(75)


	[image: image1.jpg]«“+OMa

Open Mobile Alliance




	

	File and Stream Distribution for Mobile Broadcast Services

	Draft Version 1.0 – 02 Apr 2007

	Open Mobile Alliance

	OMA-TS-BCAST_Distribution-V1_0-20070402-D

	
	

	

	
	


Use of this document is subject to all of the terms and conditions of the Use Agreement located at http://www.openmobilealliance.org/UseAgreement.html.

Unless this document is clearly designated as an approved specification, this document is a work in process, is not an approved Open Mobile Alliance™ specification, and is subject to revision or removal without notice.

You may use this document or any part of the document for internal or educational purposes only, provided you do not modify, edit or take out of context the information in this document in any manner.  Information contained in this document may be used, at your sole risk, for any purposes.  You may not use this document in any other manner without the prior written permission of the Open Mobile Alliance.  The Open Mobile Alliance authorizes you to copy this document, provided that you retain all copyright and other proprietary notices contained in the original materials on any copies of the materials and that you comply strictly with these terms.  This copyright permission does not constitute an endorsement of the products or services.  The Open Mobile Alliance assumes no responsibility for errors or omissions in this document.

Each Open Mobile Alliance member has agreed to use reasonable endeavors to inform the Open Mobile Alliance in a timely manner of Essential IPR as it becomes aware that the Essential IPR is related to the prepared or published specification.  However, the members do not have an obligation to conduct IPR searches.  The declared Essential IPR is publicly available to members and non-members of the Open Mobile Alliance and may be found on the “OMA IPR Declarations” list at http://www.openmobilealliance.org/ipr.html.  The Open Mobile Alliance has not conducted an independent IPR review of this document and the information contained herein, and makes no representations or warranties regarding third party IPR, including without limitation patents, copyrights or trade secret rights.  This document may contain inventions for which you must obtain licenses from third parties before making, using or selling the inventions.  Defined terms above are set forth in the schedule to the Open Mobile Alliance Application Form.

NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms set forth above.

Contents

51.
Scope

2.
References
6
2.1
Normative References
6
2.2
Informative References
7
3.
Terminology and Conventions
8
3.1
Conventions
8
3.2
Definitions
8
3.3
Abbreviations
9
4.
Introduction
11
5.
File Distribution
12
5.1
Introduction
12
5.2
File Distribution over Terminal-Network Interfaces
12
5.2.1
Content Encoding
12
5.2.2
Forward Error Correction Building Block
13
5.2.3
File Descriptions
13
5.2.4
File Versioning
13
5.2.5
Signalling End of File and End of Session
13
5.2.6
Signalling of Parameters with FLUTE
14
5.3
Procedures for File Distribution
17
5.3.1
Associated Procedure Description
18
5.3.2
Reception Reporting
18
5.3.3
File Repair
21
5.3.4
XML-Schema for Associated Delivery Procedures
29
5.4
File Distribution over Back-end Interfaces
29
5.4.1
Interface FD-1 and FD-2
29
5.4.2
Interface FD-B1
41
5.5
File Distribution over Interactive Channel
42
5.5.1
Use of FLUTE for File Distribution over Interactive Channel
42
5.5.2
Use of HTTP for File Distribution over Interactive Channel
43
6.
Stream Distribution
44
6.1
Introduction
44
6.2
RTP as Transport Protocol
44
6.3
RTP Payload Formats
44
6.4
Forward Error Correction
44
6.5
Buffer Control for Stream Distribution
45
6.6
Stream Distribution Interfaces
45
6.6.1
Interfaces SD-1 and SD-2 for Non-live Streaming
45
6.6.2
Interface SD-B1
57
6.7
Stream Distribution over Interaction Channel
58
6.8
Streaming Associated Procedure
58
6.8.1
Streaming Associated Procedure Description
59
6.8.2
Streaming Reception Report
62
6.8.3
Protocols
65
7.
Media Codecs and Formats [Informative]
66
8.
Internet Protocol Usage for File Distribution Function and Stream Distribution Function
67
9.
PUSH Delivery in BCAST
68
Appendix A.
Change History (Informative)
69
A.1
Approved Version History
69
A.2
Draft/Candidate Version 1.0 History
69
Appendix B.
Static Conformance Requirements (Normative)
72
B.1
SCR for BCAST Stream Delivery Client (SD-C)
72
B.2
SCR for BCAST Stream Delivery (SD)
72
B.3
SCR for BCAST File Delivery Client (FD-C)
72
B.4
SCR for BCAST File Delivery (FD)
72
Appendix C.
MIME Media Types
73
C.1
Media-Type Registration Request for application/vnd.oma.bcast.associated-procedure-parameter+xml
73
C.2
Media-Type Registration Request for application/vnd.oma.bcast.simple-symbol-container
74


Figures

28Figure 1: File Repair Response Message Format


30Figure 2: Protocol Stack for Backend Interface of File Delivery


46Figure 3: Protocol Stack for Backend Interface of Stream Delivery




Tables

17Table 1: ‘xsi:type’ attribute value in BCAST FDT Instances


32Table 2: Request Message for Session Creation


34Table 3: Response Message for Session Creation


35Table 4: Request Message for Session Deletion


36Table 5: Response Message for Session Deletion


37Table 6: Request Message for File Insertion


39Table 7: Response Message for File Insertion


40Table 8: Request Message for File Removal


41Table 9: Response Message for File Removal


48Table 10: Request Message for Stream Session Creation


50Table 11: Response Message for Stream Session Creation


51Table 12: Request Message for Stream Session Deletion


52Table 13: Response Message for Stream Session Deletion


53Table 14: Request Message for Stream Insertion


55Table 15: Response Message for Stream Insertion


56Table 16: Request Message for Stream Removal


57Table 17: Response Message for Stream Removal


62Table 18: XML Syntax for Stream Associated Delivery Procedure Description


65Table 19: XML Syntax for Streaming Reception Report




1. Scope

The scope of this specification is the stream and file distribution functionality of the OMA Mobile Broadcast (BCAST) Enabler. Referring to the OMA BCAST functional architecture [BCAST10-Architecture], this document normatively specifies the interfaces FD-1, FD-2, FD-5, FD-6, SD-1, SD-2, SD-5 and SD-6.
Media codecs and related media-specific transport payloads are outside the scope of this specification.
2. References

2.1 Normative References

	[BCAST10-SG]
	"Service Guide for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_ServiceGuide-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-FD-AssociatedProcedure]
	"Mobile Broadcast Services – XML Schema for Associated Delivery Procedures – File Distribution", Open Mobile Alliance™, OMA-SUP-XSD_bcast_fd_associatedprocedure-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-FD-Backend]
	"Mobile Broadcast Services – XML Schema for File Distribution Backend Interfaces ", Open Mobile Alliance™, OMA-SUP-XSD_bcast_fd_backend-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-FD-FDT]
	"Mobile Broadcast Services – XML Schema for File Description Table", Open Mobile Alliance™, OMA-SUP-XSD_bcast_fd_fdt-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-FD-ReceptionReport]
	"Mobile Broadcast Services – XML Schema for Reception Reporting – File Distribution", Open Mobile Alliance™, OMA-SUP-XSD_bcast_fd_receptionreport-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-SD-AssociatedProcedure]
	"Mobile Broadcast Services – XML Schema for Associated Delivery Procedures – Stream Distribution", Open Mobile Alliance™, OMA-SUP-XSD_bcast_sd_associatedprocedure-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-SD-Backend]
	"Mobile Broadcast Services – XML Schema for Stream Distribution Backend Interfaces", Open Mobile Alliance™, OMA-SUP-XSD_bcast_sd_backend-V1_0, http://www.openmobilealliance.org/

	[BCAST10-XMLSchema-SD-ReceptionReport]
	"Mobile Broadcast Services – XML Schema for Reception Reporting – Stream Distribution", Open Mobile Alliance™, OMA-SUP-XSD_bcast_sd_receptionreport-V1_0, http://www.openmobilealliance.org/

	[ETSI 102 472]
	ETSI TS 102 472 v1.1.1 (2006-04), “Digital Video Broadcasting (DVB); IP Datacast over DVB-H: Content Delivery Protocols”, URL:http://portal.etsi.org/ 

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[OMA Push]
	OMA-Push-V2_1 enabler. Open Mobile Alliance™. URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2246]
	“The TLS Protocol, Version 1.0”, T. Dierks, C.Allen, January 1999, URL:http://www.ietf.org/rfc/rfc2246.txt

	[RFC 2326]
	IETF RFC 2326, “Real Time Streaming Protocol (RTSP) “, URL : http://www.ietf.org/rfc/rfc2326.txt

	[RFC 2616]
	IETF RFC 2616, “Hypertext Transfer Protocol -- HTTP/1.1”, URL: http://www.ietf.org/rfc/rfc2616.txt

	[RFC 3450]
	IETF RFC 3450, “Asynchronous Layered Coding (ALC) Protocol Instantiation”

	[RFC 3451]
	IETF RFC 3451, “Layered Coding Transport (LCT) Building Block”

	[RFC 3452]
	IETF RFC 3452, “Forward Error Correction (FEC) Building Block”

	[RFC 3926]
	IETF RFC 3926, “FLUTE - File Delivery over Unidirectional Transport”

	[RFC 3986]
	IETF RFC 3986, “Uniform Resource Identifier (URI): Generic Syntax”, URL: http://www.ietf.org/rfc/rfc3986.txt

	[RFC 3550]
	IETF RFC 3550, “RTP: A Transport Protocol for Real-Time Applications”

	[RFC 3695]
	"Compact Forward Error Correction (FEC) Schemes", Luby, M. and L. Vicisano, URL: http://www.ietf.org/rfc/rfc3695.txt

	[SSL30]
	“SSL 3.0 Specification”, Netscape Communications, November 1996, URL:http://wp.netscape.com/eng/ssl3/draft302.txt

	[3GPP TS 26.234]
	3GPP TS 26.234, “Transparent end-to-end Packet-switched Streaming Service (PSS); Protocols and codecs”

	[3GPP TS 26.346]
	3GPP TS 26.346 REL6, “MBMS Protocols and Codecs”

	[3GPP2 C.S0046]
	3GPP2 TS C.S0046, “3G Multimedia Streaming Service”. URL : http://www.3gpp2.org/Public_html/specs/tsgc.cfm


2.2 Informative References
	[BCAST10-Architecture]
	"Mobile Broadcast Services Architecture", Open Mobile Alliance™, OMA-AD- BCAST-V1_0, http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	ALC
	The Asynchronous Layered Coding protocol for multiple rate congestion controlled reliable content delivery. The protocol is specifically designed to provide massive scalability using IP multicast as the underlying network service. [RFC 3450]

	Associated Procedure Description
	The configuration information for the associated delivery procedures

	BDS Service Distribution
	BDSSD is the entity of the underlying BDS and it is responsible for the coordination and delivery of broadcast services to the BDS for delivery to the terminal, including file and streaming distribution, and Service Guide distribution. [BCAST10 AD]

	BCAST Service Distribution Adaptation
	BSD/A is responsible for the aggregation and delivery of BCAST Services, and performs the adaptation of the BCAST Enabler to underlying Broadcast Distribution Systems. [BCAST10 AD]

	Broadcast Service
	A Broadcast Service is a “content package” suitable for simultaneous distribution to many recipients (potentially) without knowing the recipient.  Either each receiver has similar receiving devices or the content package includes information, which allows the client to process the content according to his current conditions. [BCAST10 AD]


	Content Creation
	Source of content, may provide support for delivery paradigms (e.g. streaming servers); provides base material for content descriptions. [BCAST10 AD]

	ClientID
	The unique identifier for the FD-C. [BCAST10 AD]

	ESI
	Encoding Symbol ID identifies which specific encoding symbol(s) generated from the source block are carried in the packet payload.

	FA
	File Application Component. [BCAST10 AD]

	FD
	File distribution Component. [ BCAST10 AD]

	FD-C
	File Delivery - Client Component. [ BCAST10 AD]

	FEC
	Forward error correction is a method of obtaining error control in data transmission in which the source (transmitter) sends redundant data and the destination (receiver) recognizes only the portion of the data that contains no apparent errors.

	fileURI
	Uniform resource identifier of the file

	FLUTE
	File Delivery over Unidirectional Transport is a protocol for the unidirectional delivery of files over the Internet, which is particularly suited to multicast networks. [RFC3926]

	GZIP
	GNU compression utility. Gzip reduces the size of the named files using Lempel-Ziv LZ77 compression. Whenever possible, each file is replaced by one with the filename extension “.gz”. Compressed files can be restored to their original form using gzip -d or gunzip or zcat.

	LCT
	Layered Coding Transport provides transport level support for reliable content delivery and stream delivery protocols. LCT is specifically designed to support protocols using IP multicast, but also provides support to protocols that use unicast.. [RFC 3451]

	RTCP
	The Real Time Transport Control Protocol is the control Protocol that works in conjunction with RTP. RTCP control packets are periodically transmitted by each participant in an RTP session to all other participants. Feedback of information to the application can be used to control performance and for diagnostic purposes. [RFC 3550]

	RTP
	The Real-time Transport Protocol defines a standardized packet format for delivering audio and video over the Internet. [RFC 3550]

	SA
	Stream Application Component [BCAST10 AD]

	SBN
	Source Block Number identify from which source block of the object the encoding symbol in the payload of the packet is generated.

	SD
	Stream Delivery Component. [BCAST10 AD]

	SDP
	Session Description Protocol a format for describing streaming media initialization parameters. [RFC 4566]

	Service Guide 
	The information describing the Broadcast Services available to the End-User and the Terminal.

	ServiceID
	The globally unique identifier identifying the service.

	ServiceURI
	Specifies the service URI

	Session Description
	The Session Description is a Service Guide fragment which provides the session information for access to a service or content item. Further, the session description may contain auxiliary information.


3.3 Abbreviations

	A/V
	Audio/Visual

	ABNF
	Augmented Backus-Naur Form

	ALC
	Asynchronous Layered Coding

	BDS
	Broadcast Distribution System

	BDS-SD/A
	BDS Service Distribution/Adaptation

	BSD/A
	BCAST Service Distribution and Adaptation

	CC
	Content Creation

	ESI
	Encoding Symbol Identifier

	EXT_CENC
	FDT Instance Content Encoding Header

	EXT_FDT
	FDT Instance Header

	EXT_FTI
	FEC Object Transmission Information extension

	FA
	File Application Component

	FD
	File Delivery Component

	FD-C
	File Delivery-Client Component

	FDT
	File Delivery Table

	FEC
	Forward Error Correction

	FEC-OTI
	FEC-Object Transmission Information

	FLUTE
	File Delivery over Unidirectional Transport

	FTP
	File Transfer Protocol

	HDR_LEN
	(LCT) header length

	HTTP
	Hyper Text Transfer Protocol

	IP
	Internet Protocol

	LCT
	Layered Coding Transport

	Rack
	Reception Acknowledgment

	RFC
	Request For Comment

	RO
	Rights Object

	RTCP
	Real Time Control Protocol

	RTP
	Real-time Transport Protocol

	RTSP
	Real Time Streaming Protocol

	SA
	Stream Application Component

	SD
	Stream Delivery Component

	SD-C
	Stream Delivery-Client Component

	SBN
	Source Block Number

	SDP
	Session Description Protocol

	SGDD
	Service Guide Delivery Descriptor

	SGDU
	Service Guide Delivery Unit

	STaR
	Statistical Reception for successful reception

	TCP
	Transmission Control Protocol

	TOI
	Transmission Object Identifier

	TSI
	Transport Session Identifier

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	XML
	Extensible Markup Language


4. Introduction

This specification defines the stream and file distribution functionality for OMA Mobile Broadcast Services. Stream distribution provides the delivery of real-time audio/visual streams from a network server to terminals. File distribution has similar functionality to stream distribution with the difference that instead of real-time media streams discrete media objects and files are delivered within the session. In the context of Mobile Broadcast Service, the assumption is that a single stream or file delivery session distributes the content to multiple recipients simultaneously. The use of interactive channel to realize the associated procedures for stream and file distribution is also specified in this document.
This specification is agnostic of the underlying IP-based Broadcast Distribution System. It specifies common ways to achieve the delivery of files and streams over various such IP-based broadcast distribution technologies. Therefore, it provides a greater level of interoperability.
5. File Distribution
5.1 Introduction
The specification for OMA BCAST File Distribution function consists of the specification of four interfaces: FD-1, FD-2, FD-5 and FD-6. The interfaces FD-5 and FD-6 are terminal-network interfaces and the functional entities across these interfaces are the File Delivery Client Component (FD-C) on the terminal side and File Delivery Component (FD) on the network side. These interfaces are specified in sections 5.2 and 5.3. The interfaces FD-1 and FD-2 are back-end interfaces within the system(s) serving the OMA Mobile Broadcast Services and the functional entities across these interfaces are the File Distribution Component (FD) and the File Application (FA), both on the network side. These back-end interfaces are specified in section 5.4.  Lastly, file distribution over the interactive channel is specified in section 5.5.
5.2 File Distribution over Terminal-Network Interfaces
OMA BCAST File Distribution function uses the ALC protocol [RFC 3450] when delivering content in files over interface FD-5. Use of ALC protocol as described in this clause is REQUIRED for both FD-C and FD.

ALC combines the Layered Coding Transport (LCT) building block [RFC 3451], a congestion control building block and the Forward Error Correction (FEC) building block [RFC 3452] to provide congestion controlled reliable asynchronous delivery of content to an unlimited number of concurrent receivers from a single sender. As mentioned in [RFC 3450], congestion control is not appropriate in the type of environment that BCAST File Distribution is provided, and thus congestion control is not used for BCAST File Distribution function. ALC is carried over UDP/IP, and is independent of the IP version and the underlying link layers used.

ALC uses the LCT building block to provide in-band session management functionality. The LCT building block has several specified and under-specified fields that are inherited and further specified by ALC. ALC uses the FEC building block to provide reliability for the broadcast channel. The FEC building block allows the choice of an appropriate FEC code to be used within ALC, including using the “Compact No-Code” FEC scheme [RFC3695] (FEC Encoding ID 0, also known as “Null-FEC”) that simply sends the original data using no FEC coding. In addition to FEC protection over broadcast channel, OMA BCAST File Distribution function speficies point-to-point post-delivery methods to provide additional robustness when full reliability for file delivery is required. The post-delivery methods are executed over interface FD-6.

The metadata associated with files (name, URL, media type, etc.) can be delivered in two ways:

· The FD-C SHALL support the delivery of metadata associated with files in-band within the file delivery session, in which case the Transport Object Identifier 0 carries the File Delivery Table, and the file delivery session is a FLUTE session as specified in [3GPP TS 26.346].

· The FD-C SHALL support the delivery of metadata associated with files in the Service Guide as specified in section 5.1.2.4 of the OMA BCAST Service Guide [BCAST10-SG].
The FD SHALL support either one or both of the above-mentioned methods for signalling the file parameters.

5.2.1 Content Encoding

Files MAY be content encoded using the generic GZIP algorithm [RFC 1952]. Terminals SHALL support GZIP content decoding of files.

For GZIP-encoded files, the “Content-Encoding” attribute of the file description (in the FDT or in the Service Guide) SHALL be given the value “gzip”.
5.2.2 Forward Error Correction Building Block

The "Compact No-Code” FEC scheme [RFC 3695] (FEC Encoding ID 0, also known as "Null-FEC") SHALL be supported.
In addition, the FEC RAPTOR scheme (FEC encoding ID 1) MAY be supported. The FEC RAPTOR scheme is specified in [3GPP TS 26.346] for MBMS, and in [ETSI TS 102 472] for DVB-H IPDC.
5.2.3 File Descriptions

The delivery of a file is declared by one or several file descriptions. Each file description establishes a mapping between the file URI, a URI uniquely identifying the file during file distribution, and a Transport Object Identifier (TOI) identifying one transport object in the file distribution session. More specifically, file descriptions are defined as follows:

· For a file delivered in a FLUTE session: the file description is any FDT Instance delivered in this session that describes this file, i.e. that contains a <File> element with Content-Location attribute set to ‘file URI’. For such file descriptions, the version is the wrap-around adjusted value of the FDT Instance ID (carried in the FDT Instance Header - EXT_FDT), and the expiry time is the “Expires” value of the FDT Instance.

· For a file delivered in an ALC-only session: the file description is a structure (delivered in this session or by other means) providing the TOI, among other information, of the transport object in the session (meaning structures providing some information on the file but not the TOI cannot be used to determine end of file and end of session). For such file descriptions, the version is typically the wrap-around adjusted value of a “version” attribute, and the expiry time a “validTo” attribute value. 

Note: for ALC-only delivery sessions, possible file descriptions include: Access fragments of the service guide (that can declare the TOI of any type of file), and InteractivityMediaDocuments (that declare the TOI of MediaObjectSet file bundles).

5.2.4 File Versioning

A file (URI) MAY be associated with several transport objects (i.e. with several TOI values) during the lifetime of the file distribution session. In this case, the transport object declared by the file description with the highest version number SHALL represent the latest version of the file. A new file description MAY keep the TOI associated with a given file unchanged, which means that the version of the file did not change.

Note: The FD-C SHOULD not send post-repair requests for an old version of a file once a file description declaring a newer version of the file is received. 
5.2.5 Signalling End of File and End of Session

5.2.5.1 Signalling End of File Delivery Session

A file delivery session is considered complete when one of the following events occurs :

· The delivery session is declared by an SDP-formatted session description, the stop time provided for this session is bounded (i.e. second sub-field of  “t=” field is not null), and this stop time is reached.

· The delivery session is described by a Notification message via a <SessionInformation> element, this element contains a “validTo” attribute, and the end time expressed in “validTo” is reached.

· The FD-C receives an end-of-session packet (ALC packet with A-flag in LCT header set to true).

· The terminal decides to exit the session.

5.2.5.2 Signalling End of File Delivery

The FD‑C SHALL determine that the delivery of a file has ended when one of the following events occur:

· The FD‑C determines that the file delivery session has ended, as specified in section 5.2.5.1.

· The FD‑C receives an end-of-object packet (ALC packet with B-flag in LCT header set to true) for the transport object representing the latest version of the file. The FD-C SHALL NOT determine that the delivery has ended for this file in case the end-of-object packet belongs to an older version of the file. 

· For cachecast files, when the time represented by the sum of “endTime” and “duration” of DistributionWindow, as specified in the Schedule fragment, has elapsed.
The FD-C SHOULD also determine that the delivery of a file has ended when :

· In the set of file descriptions describing the latest version of the file, the last file description to expire expires. 

The expiry time of this file description, when handled as the anticipated end time of delivery for this file, is therefore updated when the FD-C receives a file description describing a newer version of the file, or a file description describing the latest version of the file and expiring later than the formerly computed expiry time. 

This end of file delivery (as concluded by the FD-C) is the starting point of any associated delivery procedure requested or needed for this file. When applicable, these procedures SHOULD be launched for the latest version of the file only, and not for older versions of the file.
5.2.6 Signalling of Parameters with FLUTE

5.2.6.1 Signalling of Parameters with Basic ALC/FLUTE Headers

LCT mandatory header fields for FLUTE and ALC SHALL be as specified in [RFC 3926], [RFC 3450] with the following additional specializations:

· The length of the CCI (Congestion Control Identifier) field SHALL be 32 bits and it is assigned a value of zero (C=0).
· The Transmission Session Identifier (TSI) field SHALL be of length 16 bits (S=0, H=1, 16 bits), or 32 bits (S=1, H=0) when TOI is an identifier of 32 bits.
· The Transport Object Identifier (TOI) field SHOULD be of length 16 bits (O=0, H=1) or 32 bits (O=1, H=0). The maximum length of Transport Object Identifier (TOI) field SHOULD be 32 bits.
· The terminal SHALL support TOI field length up to 112 bits.
· Only Transport Object Identifier (TOI) 0 (zero) SHALL be used for FDT Instances.
· The following features MAY be used for signalling the end of session and the end of object transmission to the receiver:
· The Close Session flag (A) for indicating the end of a session.

· The Close Object flag (B) for indicating the end of an object.

In FLUTE the following applies:

· The Sender Current Time present flag (T) SHALL be set to zero.
· The Expected Residual Time present flag (R) SHALL be set to zero.
· The LCT header length (HDR_LEN) SHALL be set to the total length of the LCT header in units of 32-bit words.
· For the “Compact No-Code” FEC scheme, the payload ID SHALL be set according to [RFC 3695] such that a 16-bit SBN (Source Block Number) and then the 16-bit ESI (Encoding Symbol ID) are given.
· For the Raptor FEC scheme, the payload ID SHALL consist of a 16-bit source block number (SBN) and a 16-bit encoding symbol ID (ESI).
5.2.6.2 Signalling of Parameters with FLUTE Extension Headers

FLUTE extension header fields EXT_FDT, EXT_FTI, EXT_CENC [RFC 3926] SHALL be used as follows:

· EXT_FTI SHALL be included in every FLUTE packet carrying symbols belonging to any FDT Instance.
· FDT Instances SHALL NOT be content encoded and therefore EXT_CENC SHALL NOT be used.
In FLUTE the following applies:

· EXT_FDT is in every FLUTE packet carrying symbols belonging to any FDT Instance.
· FLUTE packets carrying symbols of files (not FDT instances) do not include the EXT_FDT.
The optional use of EXT_FTI for packets carrying symbols of files (not FDT instances) SHALL comply to FLUTE [RFC 3926] for the signalling of FEC Object Transmission Information associated to FEC Encoding 0.

5.2.6.3 Signalling of Parameters with FDT Instances

The FLUTE FDT Instance schema defined in section 5.2.6.5 SHALL be used. In addition, the following applies to both the FDT-Instance level information and all files of a FLUTE session.

The inclusion of these FDT Instance data elements is mandatory according to the FLUTE specification:

· Content-Location (URI of a file);
· TOI (Transport Object Identifier of a file instance);
· Expires (expiry data for the FDT Instance).
The inclusion of the following FDT Instance data elements is optional and depends on the FEC Scheme:

· FEC-OTI-Maximum-Source-Block-Length;
· FEC-OTI-Encoding-Symbol-Length;
· FEC-OTI-Max-Number-of-Encoding-Symbols;
· FEC-OTI-Scheme-Specific-Info
These optional FDT Instance data elements MAY be included for FLUTE in BCAST:

· Complete (the signalling that an FDT Instance provides a complete, and subsequently unmodifiable, set of file parameters for a FLUTE session MAY be performed according to this method);
· Content-Length (source file length in bytes);
· Content-Type (content MIME type);

· FEC-OTI-FEC-Encoding-ID;  

· FEC-OTI-FEC-Instance-ID;

· Content_Encoding ;
· Transfer_length ;
· Content-MD5 It is recommended to indicate the MD5 hash value whenever multiple versions of the file (i.e. distinct file objects identified by the same Content-Location) are anticipated for the download session(s).
These optional BCAST FDT Instance extension elements MAY be included for FLUTE in BCAST:

· Version-ID-Length;
· MBMS-Session-Identity;
· MBMS-Session-Identity-Expiry.
5.2.6.4 Extensions to IETF FDT Instances

BCAST extends to IETF FLUTE FDT Instances by the following elements and attributes:

The Version-ID-Length attribute MAY be included in <FDT-Instance> and/or in <File> element to signal the use of Split-TOI mechanism for the TOI(s) in scope of the element including the attribute. The attribute value specifies the number of least significant bits allocated to the Version_ID part in the TOI(s), the remaining bits (the most significant bits) consisting of the Object_ID part.

The MBMS-Session-Identity element MAY be included in <File> element to associate the file to the identity of the MBMS session. If the file will be part of several MBMS transmission sessions, then a list of MBMS session identities is defined. 

The MBMS-Session-Identity-Expiry element MAY be included in <FDT-Instance> element to associates an expiration time with a MBMS session identity value.  Similar to the FLUTE FDT expiration time, the MBMS session identity expiration time (value attribute) is expressed within the FDT Instance payload as a 32 bit data field.  The value of the data field represents the 32 most significant bits of a 64 bit Network Time Protocol (NTP) time value.  These 32 bits provide an unsigned integer representing the time in seconds relative to 0 hours 1 January 1900.

5.2.6.5 FLUTE FDT Instance XML Schema
5.2.6.5.1 XML Schema (Normative)
The syntax of the BCAST FLUTE FDT Instances is specified by the XML schema provided in [BCAST10-XMLSchema-FDT].
In this XML schema, multiple types are specified for the <FDT-Instance> and/or the <File> element catering for the specifics of the different BDSs. The table below specifies which type is to be assigned to these elements via the “xsi:type” attribute in case it is wanted to apply some or all BDS attribute restrictions to a given BCAST FDT Instance:

	Applied restrictions
	Type of <FDT-Instance>
	Type of <File >

	MBMS restrictions, or

MBMS + DVB-H restrictions
	“FDT-InstanceType-BdsMbmsDvb”
	“FileType-BdsMbmsDvb”

	DVB-H restrictions
	“FDT-InstanceType-BdsDvb”
	

	No BDS restrictions check
	“FDT-InstanceType”

 (typically omitted since default)
	“FileType”

 (typically omitted since default)


Table 1: ‘xsi:type’ attribute value in BCAST FDT Instances
5.2.6.5.2 XML Instance Example (Informative)
The following FDT Instance example illustrates these concepts: mixed BDS extensions in the same element, inclusion of other elements/attributes from other namespaces, and attribute presence control (via the ‘xsi:type’ attribute) applying the underlying BDS’s constraints.
<?xml version="1.0" encoding="UTF-8"?>

<FDT-Instance


xmlns="urn:oma:bcast:fd:fdt:1.0"


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"


xmlns:foo="urn:foo"


xsi:schemaLocation="urn:oma:bcast:fd:fdt:1.0 oma-bcast_fd-fdt-1.0.xsd"


Complete="true"


Content-Encoding="gzip"


Content-Type="video/3gpp"


FEC-OTI-Encoding-Symbol-Length="512"


Expires="331129600"


FEC-OTI-FEC-Encoding-ID="0"


xsi:type="FDT-InstanceType-BdsMbmsDvb">


<File



xsi:type="FileType-BdsMbmsDvb"



Content-Type="application/sdp"



Content-Length="7543"



Transfer-Length="4294"



Version-ID-Length="8"



TOI="2"



FEC-OTI-Encoding-Symbol-Length="16"



Content-Location="http://www.example.com/fancy-session/main.sdp">



<MBMS-Session-Identity>93</MBMS-Session-Identity>



<foo:yousay>goodbye</foo:yousay>


</File>


<File



xsi:type="FileType-BdsMbmsDvb"



Content-Length="161934"



Transfer-Length="157821"



TOI="3"



FEC-OTI-FEC-Encoding-ID="1"



FEC-OTI-Encoding-Symbol-Length="512"



FEC-OTI-Scheme-Specific-Info="AAEBBA=="



Content-Location="http://www.example.com/fancy-session/trailer.3gp"



foo:myattribute="myvalue">



<MBMS-Session-Identity>93</MBMS-Session-Identity>


</File>


<MBMS-Session-Identity-Expiry value="3311288760">93</MBMS-Session-Identity-Expiry>


<foo:andisay>hello</foo:andisay>

</FDT-Instance>

5.3 Procedures for File Distribution 

Associated delivery procedures describe general procedures, which start before, during or after the BCAST data transmission phase. They provide auxiliary features to BCAST services in addition, and in association with, BCAST content delivery and content delivery sessions. Those procedures that SHOULD only be permitted after the BCAST data transmission phase MAY also be described as post-delivery procedures.

The present document describes two associated delivery procedures:

· File repair, for post-delivery repair of files initially delivered as part of a BCAST download session.

· Content reception reporting of files delivered to a BCAST terminal.

These procedures are enabled by establishing a point-to-point connection to communicate the context (e.g. file and session in question) to the network and the BCAST service infrastructure. To avoid network congestion in the uplink and downlink directions, and also to protect servers against overload situations, the associated delivery procedures from different BCAST terminals (File Delivery Clients) SHALL be distributed over time and resources (network elements).

An instance of an "associated procedure description" is an XML file that describes the configuration parameters of one or more associated delivery procedures.

FD and FD-C SHOULD support the download file repair procedure as defined in section 5.3.3.
FD and FD-C SHOULD support the download reception reporting procedure as defined in section 5.3.2.
5.3.1 Associated Procedure Description

An associated procedure description instance (configuration information) for the associated delivery procedures MAY be delivered to the BCAST terminals:

· In the Service Guide prior to the BCAST download delivery session along with the session description (out-of-band of that session); or

· In-band within a BCAST download delivery session.

The most recently delivered configuration file (i.e. the one with the highest version number) SHALL take priority, such that configuration parameters received prior to, and out-of-band of, the download session they apply to are regarded as "initial defaults", and configuration parameters received during, and in-band with the download session, override the earlier received parameters. Thus, a method to update parameters dynamically on a short time-scale is provided but, as would be desirable where dynamics are minimal, is not mandatory.

In the Service Guide, the associated procedure description instance is clearly identified using a URI, to enable FD-C cross-referencing of in-band and out-of-band configuration files.

The MIME application type "application/vnd.oma.bcast.associated-procedure-parameter+xml" identifies associated delivery procedure description instances (configuration files).

In XML, each associated delivery procedure entry SHALL be configured using an "associatedProcedureDescription" element. All configuration parameters of one associated delivery procedure are contained as attributes of an "associatedProcedureDescription" element. The elements (e.g. "postFileRepair" and "postReceptionReport") of an "associatedProcedureDescription" element identify which associated procedure(s) to configure. The associated delivery procedure description is specified formally as an XML schema in [BCAST10-XMLSchema-AssociatedProcedure].

5.3.2  Reception Reporting
Following successful reception of content, a reception reporting procedure MAY be initiated by the FD-C to the FD.

For BCAST Download Delivery, the reception reporting procedure is used to report the complete reception of one or more files. 

If the FD provided parameters requiring reception reporting confirmation then the FD-C SHALL confirm the content reception.

If reception reporting is requested for statistical purposes the FD MAY specify the percentage subset of FD-Cs it would like to perform reception reporting.

Transport errors can prevent a FD-C from deterministically discovering whether the reception reporting associated delivery procedure is described for a session, and even if this is successful whether a sample percentage is described. AFD-C SHALL behave according to the information it has even when it is aware that this MAY be incomplete.
The FD-C:

1. Identifies the complete reception of a content item (e.g. a file). See sections 5.3.2.1and 5.3.2.2.
2. Determines the need to report reception. See section 5.3.2.3.

3. Selects a time (Request time) at which a reception report request will be sent and selects a FD from a list - both randomly and uniformly distributed. See sections 5.3.2.4 and 5.3.2.5.
4. Sends a reception report request message to the selected FD at the selected time. See section 5.3.2.6.
Then the FD:

5. Responds with an HTTP response message either describing the success of the reporting operation, or alternatively, describing an error case. See section 5.3.2.7.
5.3.2.1 Identifying Complete File Reception from BCAST Download 

The FD-C SHALL determine that a file has been completely downloaded when it is fully received and reconstructed by BCAST reception and/or a subsequent File Repair Procedure (section 5.3.3). The purpose of determining file download completeness is to determine when it is feasible for a FD-C to compile the RAck reception report for that file.

5.3.2.2 Identifying Complete BCAST Delivery Session Reception 

Delivery sessions (download and streaming) are considered complete when the "stop time" value of the session description (from "t=" in SDP) is reached. Where the end time is unbounded (<stop time> = 0) then this parameter is not used for identifying completed sessions.

Delivery sessions are also considered complete when the terminal decides to exit the session - where no further data from that session will be received. 

5.3.2.3 Determining Whether a Reception Report Is Required

Upon full reception of a content item or when a session is complete, the FD-C must determine whether a reception report is required. An Associated Delivery Procedure Description indicates the parameters of a reception reporting procedure which is transported using the same methods as the ones that describe File Repair.

Each BCAST download delivery or streaming delivery session MAY be associated with zero or one associated delivery procedure description. Where an associated delivery procedure description is associated with a session, and the description includes a postReceptionReport element, the FD-C SHALL initiate a reception reporting procedure. Reception reporting behaviour depends on the parameters given in the description as explained below.

The Reception Reporting Procedure is initiated if:

a.
A postReceptionReport element is present in the associated procedure description instance.

One of the following will determine the FD-C behaviour:

b.
reportType is set to RAck (Reception Acknowledgement). Only successful file reception is reported without reception details.

c.
reportType is set to StaR (Statistical Reporting for successful reception). Successful file reception is reported (as with RAck) with reception details for statistical analysis in the network.

d.
reportType is set to StaR-all (Statistical Reporting for all content reception). The same as StaR with the addition that failed reception is also reported.

The reportType attribute is optional and behaviour SHALL default to RAck when it is not present.

The samplePercentage attribute can be used to set a percentage sample of FD-Cs which SHOULD report reception. This can be useful for statistical data analysis of large populations while increasing scalability due to reduced total uplink signalling. The samplePercentage takes on a value between 0 and 100, including the use of decimals. It is recommended that no more than 3 digits follow a decimal point (e.g. 67.323 is sufficient precision).

The samplePercentage attribute is optional and behaviour SHALL default to 100 (%) when it is not present. The samplePercentage attribute MAY be used with StaR and StaR-all, but SHALL NOT be used with RAck.

When the samplePercentage is not present or its value is 100 each FD-C which entered the associated session SHALL send a reception report. If the samplePercentage were provided for reportType StaR and StaR-all and the value is less than 100, the FD-C generates a random number which is uniformly distributed in the range of 0 to100. The FD-C sends the reception report when the generated random number is of a lower value than the samplePercentage value.

5.3.2.4 Request Time Selection

The FD-C selects a time at which it is to issue a delivery confirmation request.

Back-off timing is used to spread the load of delivery confirmation requests and responses over time.

Back-off timing is performed according to the procedure described in section 5.3.3.3. The offsetTime and randomTimePeriod used for delivery confirmation MAY have different values from those used for file-repair and are signalled separately in the reception reporting description of the associated delivery procedure description instance.

In general, reception reporting procedures MAY be less time critical than file repair procedures. The default behaviour is that a FD-C SHALL stop its postReceptionReport timers which are active when a postFileRepair timer expires, which results in the successful initiation of point-to-point communications between FD-C and FD.

In some circumstances, the system bottleneck MAY be in the FD handling of reception reporting. In this case the forceTimeIndependence attribute MAY be used and set to true. (false is the default case and would be a redundant use of this optional attribute). When forceTimeIndependence is true the FD-C SHALL NOT use file repair point-to-point connections to send reception reporting messages. Instead it will allow the timers to expire and initiate point-to-point connections dedicated to reception report messaging.

For StaR and StaR-all, session completeness - according to section 5.3.2.1 - SHALL determine the back-off timer initialization time.

For RAck, the complete download session - according to section 5.3.2.1 - as well as completing any associated file repair delivery procedure SHALL determine the back-off timer initialization time. RAcks SHALL be only sent for completely received files according to section 9.4.1.

5.3.2.5 Reception Report Server Selection

Reception report server selection is performed according to the procedure described in section 5.3.3.4.

5.3.2.6 Reception Report Message

Once the need for reception reporting has been established, the FD-C sends one or more Reception Report messages to the FD. All Reception Report requests and responses for a particular BCAST transmission SHOULD take place in a single TCP session using the HTTP protocol [RFC 2616].

The Reception Report request SHALL include the URI of the file for which delivery is being confirmed. URI is required to uniquely identify the file (resource).

TheFD-C SHALL make a Reception Report request using the HTTP [RFC 2616] POST request carrying XML formatted metadata for each reported received content (file). If more than one file were downloaded in a particular BCAST download multiple descriptions SHALL be added in a single POST request.

Each Reception Report is formatted in XML according the XML schema in [BCAST10-XMLSchema-Receptionreport]. 

For Reception Acknowledgement (RAck) a receptionAcknowledgement element SHALL provide the relevant data.

For Statistical Reporting (StaR) a statisticalReporting element SHALL provide the relevant data.

For both RAck and StaR/StaR-all (mandatory):

· For download, one or more fileURI elements SHALL specify the list of files which are reported.

For only StaR/StaR-all (all optional unless otherwise stated):

· Each fileURI element has an optional receptionSuccess status code attribute which defaults to "true" ("1") when not used. This attribute SHALL be used for StaR-all reports. This attribute SHALL NOT be used for StaR reports.

· The sessionID attribute identified the delivery session. This is of the format source_IP_address + ":" + TSI/RTP_source_port.

· The sessionType attribute defines the basic delivery method session type used = "download" || "streaming" || "mixed".

· The serviceId attribute value and format is taken from the respective userServiceDescription serviceID definition.

· The clientId attribute is unique identifier for the FD-C.

· The serviceURI attribute value and format is taken from the respective associatedDeliveryProcedureDescription serviceURI which was selected by the FD-C for the current report. This attribute expresses the reception report server to which the reception report is addressed.
5.3.2.7 Reception Report Response Message

An HTTP response is used as the Reception Report response message.

The HTTP header SHALL use a status code of 200 OK to signal successful processing of a Reception Report. Other status codes MAY be used in error cases as defined in [RFC 2616] .

5.3.3 File Repair
The text in this section and its sub-sections describes file repair for the case where information about downloaded files is carried in-band in a FLUTE download session. The description needs to be complemented with the case when file information is delivered in the service guide rather than in the FLUTE FDT table.
5.3.3.1 Introduction

The purpose of the File Repair Procedure is to repair lost or corrupted file fragments from the BCAST download data transmission. When in a multicast/broadcast environment, scalability becomes an important issue as the number of BCAST Terminals with FD-Cs grows. Three problems must generally be avoided:

· Feedback implosion due to a large number of FD-Cs requesting simultaneous file repairs. This would congest the uplink network channel.

· Downlink network channel congestion to transport the repair data, as a consequence of the simultaneous FD-C requests.

· File repair server overload, caused again by the incoming and outgoing traffic due to the FD-Cs’' requests arriving at the FD, and the FD responses to serve these repair requests.

The three problems are interrelated and must be addressed at the same time, in order to guarantee a scalable and efficient solution for BCAST file repair.

The principle to protect network resources is to spread the file repair request load in time and across multiple FDs. 

The FD-C:

6. Identifies the end of transmission of files or sessions.

7. Identifies the missing data from a BCAST download.

8. Calculates a random back-off time and selects a file repair server randomly out of a list.

9. Sends a repair request message to the selected file repair server at the calculated time.

When a BCAST download session of repair data is configured in the associated delivery descriptions, a FD-C SHOULD wait for repair data in the defined BCAST download session.

Then the file repair server:

10. Responds with a repair response message either containing the requested data, redirecting the FD-C to an BCAST download session, redirecting the FD-C to another file repair server, or alternatively, describing an error case.

The FD MAY also send the repair data in the BCAST download session. 

The random distribution, in time, of repair request messages enhances system scalability to the total number of such messages the system can handle without failure.

5.3.3.2 Identification of Missing Data from a BCAST Download

The session description and the BCAST download delivery protocol provide the FD-C with sufficient information to determine the source block and encoding symbol structure of each file. From this a FD-C is able to determine which source symbols SHOULD have been transmitted but have not been received. The FD-C is also able to determine the number of symbols it has received for each source block of each file, and thus the number of further symbols required to decode the block.

Thus, an FD-C is able to identify any source symbols lost in transmission, and the number of required source and/or repair symbols that would complete the reconstruction of a source block (of a file).

5.3.3.3 Back-off Timing Procedure

This section describes a back-off mode for BCAST download to provide information on when a FD-C, that did not correctly receive some data from the BCAST sender during a transmission session, can start a request for a repair session. In the following it is specified the method by which the FD-C calculate a time (back‑off time), instance of the back-off mode, to send a file repair message to theFD.

The back-off mode is represented by a back-off unit, a back-off value, and a back-off window.  The two latter parameters describe the back-off time used by theFD-C.

The back-off unit (in the time dimension) defaults to seconds and it is not signalled.

The back-off time SHALL be given by an offset time (describing the back-off value) and a random time period (describing the back-off window) as described in the following sections.

A FD-C SHALL generate random or pseudo-random time dispersion of repair requests to be sent from the FD-C to the FD. In this way, the repair request is delayed by a pre-determined (random) amount of time.

The back-off timing of repair request messages (i.e. delaying the sending of repair requests at the FD-C) enhances system scalability to the total number of such messages the system can handle without failure.

5.3.3.3.1 Offset Time

The OffsetTime refers to the repair request suppression time to wait before requesting repair, or in other words, it is the time that a FD-C SHALL wait after the end of the BCAST data transmission to start the file repair procedure. An associated procedure description instance SHALL specify the wait time (expressed in back-off unit) using the "offset-time" attribute.

5.3.3.3.2 Random Time Period

The Random Time Period refers to the time window length over which a FD-C SHALL calculate a random time for the initiation of the file repair procedure. The method provides for statistically uniform distribution over a relevant period of time. An associated procedure description instance SHALL specify the wait time (expressed in back-off unit) using the "random-time-period" attribute.

The FD-C SHALL calculate a uniformly distributed Random Time out of the interval between 0 and Random Time Period.

5.3.3.3.3 Back-off Time

The sending of the file repair request message SHALL start at Back-off Time = offset-time + Random Time, and this calculated time SHALL be a relative time after the BCAST data transmission. The FD-C SHALL NOT start sending the repair request message before this calculated time has elapsed after the initial transmission ends.

5.3.3.3.4 Reset of the Back-off Timer

The reception of an updated (higher version number) associatedDeliveryProcedureDescription and/or an updated sessionDescription SHALL overwrite the timer parameters used in the back-off algorithm. Except in the case that the offset-time, random-time-period and session end time parameters are identical to the earlier version; the back-off time SHALL be recalculated. For currently running timers this requires a reset.

5.3.3.4 File Repair Server Selection

5.3.3.4.1 List of Server URIs

A list of file repair service URIs is provided by a list of server URIs as elements of the Associated Delivery procedure description in the postFileRepair element. The Service URIs host  identity MAY also be given as IP addresses. The file repair server URIs of a single associated delivery procedure description SHALL be of the same type, e.g. all IP addresses of the same version, or all domain names. The number of URIs is determined by the number of "serviceURI" elements, each of which SHALL be a child-element of the "procedure" element. The "serviceURI" element provides the references to the file repair server via the "xs:anyURI" value. At least one "serviceURI" element SHALL be present.

5.3.3.4.2 Selection from the Server URI List

The FD-C SHALL randomly select one of the service URIs from the list, with uniform distribution.

5.3.3.5 File Repair Request Message

Once missing file data is identified, the FD-Csends one or more messages to a file repair server requesting transmission of data that allows recovery of missing file data. All file repair requests and repair responses for a particular BCAST transmission SHALL take place in a single TCP session using the HTTP protocol [RFC 2616]. The repair request is routed to the file repair server IP address resolved from the selected "serviceURI".

The timing of the opening of the TCP connection to the server, and the first repair request, of a particular FD-C is randomized over a time window as described in section 5.3.3.3.2. If there is more than one repair request to be made these are sent immediately after the first.

When a FD-C identifies symbols in repair requests these SHALL be source symbols, and SHOULD include all the missing source symbols of the relevant source block. Note, these represent information for the file repair server and the FD MAY use these and/or redundant symbols in providing the necessary repair data.

5.3.3.5.1 File Repair Request Message Format

After the BCAST download session, the FD-C identifies a set of symbols, which allows recovery of the missing file data and requests for their transmission in a file repair session.  Specific encoding symbols are uniquely identified by the combination (URI, SBN, ESI).

The file repair request SHALL include the URI of the file for which it is requesting the repair data. URI is required to uniquely identify the file (resource) and is found from either the FLUTE FDT or the Access fragment describing the file. Additionally, the repair request SHALL contain an indication of the MD5 hash value of the file whenever this value is provided to the terminal (which, besides message integrity check, is used to identify a specific version of the file).Content-MD5 is also found from either the FLUTE FDT or the Access fragment describing the file. The (SBN, ESI) pair uniquely identifies an encoding symbol. For completely missed files, a Repair Request MAY give only the URI of the file and optionally the base 64 encoded MD5 hash value of the file.

The FD-C makes a file repair request using the HTTP [RFC 2616] request method GET. If specific symbols are requested, the (SBN, ESI) of requested encoding symbols are -encoded into the query part of the URI [RFC3986] as defined below and included in the HTTP GET request. If a number of previously unreceived symbols are requested for a specific Source Block, then the SBN is provided along with the ESI of the symbol that is subsequent in the symbol sequence to the latest received symbol for that source block and the number of symbols requested.

For example, assume that in a BCAST download session a file with URI = www.example.com/news/latest.txt was delivered to an FD-C.  After the BCAST download session, the FD-C recognized that it did not receive two packets with SBN = 5, ESI = 12 and SBN=20, ESI = 27. If the repair service URI (from the associated delivery procedure description) is "http://bcastrepair1.example.com/path/repair_script" http://mbmsrepair1.example.com/path/repair_script and the Base64-encoded MD5 value of that file is "ODZiYTU1OTFkZGY2NWY5OD==",then the HTTP GET request is as follows:

GET
/path/repair_script?fileURI=www.example.com/news/latest.txt&Content-MD5=ODZiYTU1OTFkZGY2NWY5OD==&SBN=5;ESI=12&SBN=20;ESI=27
HTTP/1.1

Host: bcastrepair1.example.com

A file repair session SHALL be used to recover the missing file data from a single BCAST download session only. If more than one file were downloaded in a particular BCAST download session, and, if the FD-C needs repair data for more than one file received in that session, the FD-C SHALL send separate HTTP GET requests for each file.

An HTTP implementation within the FD-C might limit the length of the URL to a finite value, for example 256 bytes. In the case that the length of the URL-encoded (SBN, ESI) data exceeds this limit, the FD-C SHALL distribute the URL‑encoded data into multiple HTTP GET requests.

In any case, all the HTTP GETs of a single file repair session SHALL be performed within a single TCP session and they SHALL be performed immediately one after the other.

In the following, we give the details of the syntax used for the above request method in ABNF.

In this case an HTTP GET with a normal query SHALL be used to request the missing data, according to HTTP/1.1 [RFC2616].

The general HTTP URI syntax is as follows [RFC2616]:

· repair_request_http_URL = repair_service_URI "?" query

· repair_service_URI = <selected serviceURI from the Associated Delivery Procedure Description>

Where, for BCAST File Repair Request:

· query = file_uri ["&" content_md5] *( "&" sbn_info)

· file_uri = "fileURI=" URI-reference; URI-reference is as defined in [RFC3986]
· content_md5 = "Content-MD5=" 1*(ALPHA / DIGIT / "/" / "+" / "=")
· sbn_info = "SBN=" sbn_range

· sbn_range = ( sbnA [ "-" sbnZ ] ) / ( sbnA [ ";" esi_info] )

· esi_info = ( "ESI=" ((esi_range *( "," esi_range ) ) ) / (esiA “+” number_symbols)

· esi_range = esiA [ "-" esiZ ]

· sbnA = 1*DIGIT; the SBN, or the first of a range of SBNs

· sbnZ = 1*DIGIT; the last SBN of a range of SBNs

· esiA = 1*DIGIT; the ESI, or the first of a range of ESIs

· esiZ = 1*DIGIT; the last ESI of a range of ESIs

· number_symbols = 1*DIGIT; the number of additional symbols required

Thus, the following symbols adopt a special meaning for BCAST file repair URI:: ? - + , ; & =

One example of a query on encoding symbol 34 of source block 12 of a music file “www.example.comm/greatmusic/number1.aac" using the provided repair service URI "http://bcastrepair1.example.com/path/repair_script" is:

· http://bcastrepair1.example.com/path/repair_script?fileURI= www.example.com/greatmusic/number1.aac&Content-MD5=ODZiYTU1OTFkZGY2NWY5OD==&SBN=12;ESI=34

For messaging efficiency, the formal definition enables several contiguous and non-contiguous ranges to be expressed, as well as a number of symbols with ESIs of a given value or above in a single query:

· A symbol of a source block (like in the above example).

· A range of symbols for a certain source block (e.g. ...&SBN=12;ESI=23-28).

· A number of symbols with ESIs of a given value or above (e.g. …&SBN=12;ESI=120+10).

· A list of symbols for a certain source block (e.g. ...&SBN=12;ESI=23,26,28).

· All symbols of a source block (e.g. ...&SBN=12).

· All symbols of a range of source blocks (e.g. ...&SBN=12-19).

· non-contiguous ranges (e.g.1. ...&SBN=12;ESI=34&SBN=20;ESI=23 also, e.g. 2. ...&SBN=12‑19&SBN=28;ESI=23-59&SBN=30;ESI=101).

5.3.3.6 File Repair Response Message

Once the BCAST file repair server has assembled a set of encoding symbols that contain sufficient data to allow the FD-C to reconstruct the file data from a particular file repair request, the BCAST file repair server sends one message to the FD-C. Each file repair response occurs in the same TCP and HTTP session as the repair request that initiated it.

An FD-C SHALL be prepared for any of these 4 response scenarios:

· The FD returns a repair response message where a set of encoding symbols forms an HTTP payload as specified below.

· The FD redirects the Terminal to a broadcast/multicast delivery (an BCAST download session).

· The FD redirects the Terminal to another file repair server (if a server is functioning correctly but is temporarily overloaded).

· An HTTP error code is returned (note that section 5.3.3.7 describes the case of no FD response).

For (reasonably) uniformly distributed random data losses, immediate point-to-point HTTP delivery of the repair data will generally be suitable for all FD-C. However, broadcast/multicast delivery of the requested data MAY be desirable in some cases:

· A repeat BCAST download (all or part of the files from a download session) is already scheduled and the FD prefers to handle repairs after that repeat BCAST download.

· Many FD-C request download data (over a short period of time) indicating that broadcast/multicast delivery of the repaired data would be desirable.

In this case a redirect to the broadcast/multicast repair session for terminals that have made a repair request would be advantageous.

5.3.3.6.1 File Repair Response Messages Codes

In the case that the file repair server receives a correctly formatted repair request which it is able to understand and properly respond to with the appropriate repair data, the file repair server SHALL attempt to serve that request without an error case.

For a direct point-to-point HTTP response with the requested data, the file response message SHALL report a 200 OK status code and the file repair response message SHALL consist of HTTP header and file repair response payload (HTTP payload), as defined in section 5.3.3.7.2. If the FD-C receives a 200 OK response with fewer than all the quantity of requested symbols it SHALL assume that the file repair server wishes the missing symbols to be requested again (due to its choice or inability to deliver those symbols with this HTTP response).

For a redirect case the file repair server uses the HTTP response status code 302 (Found - Redirection) to indicate to the FD-C that the resource (file repair data) is temporarily available via a different URI. The temporary URI is given by the Location field in the HTTP response. In the case of a redirect to another file repair server, this temporary URI SHALL be the URL of that repair server.

In the case of a redirect to a broadcast/multicast delivery, the temporary URI SHALL be the URI of the Session Description (SDP file) of the BCAST (repair) session as described in section 5.3.3.7.3. Other HTTP status codes [RFC 2616] SHALL be used to support other cases. Other cases MAY include server errors, client errors (in the file repair request message) and server overload.

5.3.3.6.2 File Repair Response Message Format for HTTP Delivery of Repair Data

The file repair response message consists of HTTP header and file repair response payload (HTTP payload).

The HTTP header SHALL provide:

· HTTP status code, set to 200 OK.

· Content type of the HTTP payload (see below).

· Content transfer encoding, set to binary.

The Content-Type SHALL be set to "application/vnd.oma.bcast.simple-symbol-container ", which denotes that the message body is a simple container of encoding symbols as described below.

This HTTP message header is as follows:

· HTTP/1.1 
200 OK

· Content-Type: application/vnd.oma.bcast.simple-symbol-container

· Content-Transfer-Encoding: binary

NOTE: Other HTTP headers [RFC2616] MAY also be used but are not mandated by this mechanism.

Encoding symbols are included in the response in groups. Each group is preceded by an indication of the number of symbols within the group and an FEC Payload ID coded according to the FEC scheme used for the original file delivery session. The FEC Payload ID identifies all the symbols in the group in the same way that the FEC Payload ID of an FEC source or repair packet identifies all the symbols in the packet. The file repair response payload is constructed by including each FEC Payload ID and Encoding Symbol group one after another (these are already byte aligned). The order of these pairs in the repair response payload MAY be in order of increasing SBN, and then increasing ESI, value; however no particular order is mandated.

A single HTTP repair response message SHALL contain, at the most, the same number of symbols as requested by the respective HTTP repair request message.

TheFD-C and file repair server already have sufficient information to calculate the length of each encoding symbol and each FEC Payload ID. All encoding symbols are the same length; with the possible exception of the last source encoding symbol in the repair response. All FEC Payload IDs are the same length for one file repair request-response as a single FEC Scheme is used for a single file.

Figure 1 illustrates the complete file repair response message format (box sizes are not indicative of the relative lengths of the labelled entities).

	HTTP Header

	Length Indicator
	FEC Payload ID
	Encoding Symbols

	Length Indicator
	FEC Payload ID
	Encoding Symbols

	
	
	

	Length Indicator
	FEC Payload ID
	Encoding Symbols


Length Indicator (2 bytes): indicates the number of encoding symbols in the group (in network byte order, i.e. high order byte first)

FEC Payload ID: indicates which encoding symbols are included in the group. The format and interpretation of the FEC Payload ID are dependent on the FEC Scheme in use.

Encoding Symbols: contain the encoding symbols. All the symbols SHALL be the same length.

Figure 1: File Repair Response Message Format
5.3.3.6.3 File Repair Response for Broadcast/Multicast of Repair Data

Details of how a file repair server decides, or is instructed, to use broadcast/multicast repair instead of point-to-point over HTTP are implementation specific and beyond the scope of the present document.

Prior to the decision to use broadcast/multicast repair, each repair response SHALL be provided by HTTP according to section 5.3.3.6.2.

The file repair server uses the HTTP response status code 302 (Found - Redirection) to indicate to the FD-C that the resource (file repair data) is temporarily available via a different URI. The temporary URI is given by the Location field in the HTTP response and is the URI of the Session Description (SDP file) of the broadcast/multicast repair session.

Where feasible, it is recommended that the same download session that delivered the original data use used for the broadcast/multicast repair. If this conflicts with the session end time limit of the Session Description then a new version of the Session Description SHALL be sent with an updated (extended) session end time. This SHALL be sent in-band of that download session.

In some cases this MAY NOT be feasible and a different (possibly new) download session MAY be defined for the repair.

The SDP file for broadcast/multicast repair session MAY be carried as payload (entity-body) in the HTTP response - which is especially useful if the broadcast/multicast repair session is a new (or recently end time modified) FLUTE download session and other means of service announcement prior to this were not feasible.

The associatedDeliveryProcedureDescription MAY be updated and the new version transmitted in-band with the download session so that currently active client back-off timers are reset, thus minimizing additional FD-C requests until after the broadcast/multicast repair session. The server SHALL be prepared for additional requests in any case as successful reception of the updated associatedDeliveryProcedureDescription can not be assured in all cases.

The existence of a broadcast/multicast file repair session is signalled by the inclusion of the optional bmFileRepair procedure in the updated Associated Delivery procedure description. This is signalled by the bmFileRepair element with a single "sessionDescriptionURI" attribute of type "xs:anyURI" which specifies the URI of the broadcast/multicast file repair session's session description.

In the cases where the same IP addressing is used for the broadcast/multicast repair session as the original download session, the FD-C simply SHALL NOT leave the group. Otherwise, the FD-C SHALL join to the BCAST bearer for the repair session as it would for any BCAST session.

A BCAST file repair session behaves just as a BCAST download session, and the determination of end of files and session, and use of further associated delivery procedures uses the same techniques as specified for the BCAST download delivery method.

5.3.3.7 Server Not Responding Error Case

In the error case where a FD-C determines that the selected file repair server is not responding it SHALL return to the serverURI list of repair servers and uniformly randomly select another server from the list, excluding any servers it has determined are not responding. All the repair requests message(s) from that FD-C SHALL then be immediately sent to the newly selected file repair server.

If all of the repair servers from the serviceURI list are determined to be not responding, the FD-C MAY attempt an HTTP GET to retrieve a, potentially new, instance of the session's Associated Procedure Description; otherwise if but the operation of HTTP post and HTTP GET failed.
A FD-C determines that a file repair server is not responding if any of these conditions apply:

· The FD-C is unable to establish a TCP connection to the server.

· The server does not respond to any of the HTTP repair requests that have been sent by the FD-C (it is possible that second and subsequent repair requests are sent before the first repair request is determined to be not‑responded‑to).

· The server returns an unrecognized message (not a recognizable HTTP response).

· The server returns an HTTP server error status code (in the range 500 to 505).
5.3.4 XML-Schema for Associated Delivery Procedures
The formal XML syntax of associated delivery procedure description instances is specified in [BCAST10-XMLSchema- AssociatedProcedure-FD].

Note: This specification uses the element name “serviceURI”, however in the schema below and in conforming XML instances the element name “serverURI” can alternatively be used.

The formal XML syntax of reception report request instances is specified in [BCAST10-XMLSchema-ReceptionReport-FD].

5.4 File Distribution over Back-end Interfaces
This section specifies interfaces between logical BCAST “back-end” entities. The specification is applicable if the interfaces are exposed in a BCAST implementation. If a BCAST implementation does not expose the interfaces, i,e, they are internal to that implementation, they MAY be realized using protocols and methods not specified here. All interfaces in this section are defined in the OMA BCAST Architecture document [BCAST10-Architecture].
5.4.1 Interface FD-1 and FD-2

Interface FD-1 between CC and FA provides the attributes of files as well as the files themselves for BCAST file distribution services.

Interface FD-2 between FA and FD provides the attributes of files as well as the files themselves for BCAST file distribution services.

5.4.1.1  Protocol Stacks

The protocol stack shown in Figure 2 SHALL be used for file delivery over backend interfaces FD-1 between CC and FA and FD-2 between FA and FD. For secure operation over either of these backend interfaces, the entities implementing the interface SHALL support HTTPS, where HTTPS SHALL be based on .SSL3.0 [SSL30] and TLS 1.0 [RFC2246].
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Figure 2: Protocol Stack for Backend Interface of File Delivery
HTTP 1.1 over TCP/IP SHALL be used for file delivery via the interfaces, subject to the following conditions:
· The interfaces using HTTP 1.1 [RFC 2616] SHALL support gzip, compress, deflate and identity Content Codings. Other Content Codings MAY be supported.

· The interfaces using HTTP 1.1 [RFC 2616] MAY use persistent connections, pipelining and chunked Transfer Coding.

5.4.1.2 Backend Interface Message

Messages to and from FA or FD are transported using HTTP as the transport by placing both the requests and the responses addressed to FA or FD into the payload of the HTTP messages. The requests SHOULD be transported using  HTTP POST and the responses SHOULD be transported using the HTTP responses corresponding to the HTTP POST requests.  The syntax for the requests SHOULD be as follows:
· POST <host>/oma/bcast/fd HTTP/1.1\r\n<SessionCreationMessage>

· POST <host>/oma/bcast/fd HTTP/1.1\r\n<SessionDeletionMessage>

· POST <host>/oma/bcast/fd HTTP/1.1\r\n<FileInsertionMessage>

· POST <host>/oma/bcast/fd HTTP/1.1\r\n<FileRemovalMessage>

where the <host> denotes the part of the URI representing the address of the host.

Both the HTTP POST message and the corresponding HTTP response MAY also contain the following HTTP header fields:

· ‘Content-Length’,

· ‘Content-Type’ which if used SHALL be set to “text/xml” and

· ‘Host’ in case the ‘Request-URI’ is not in the absolute form specified in [RFC 2616].

5.4.1.2.1 Processing and Responding
The processing of the message to FA or FD involves first the HTTP transport level to deliver the message from the CC to the FA or from the FA or FD. This is followed by the HTTP level passing the embedded XML message to the FA or FD. While the status and error codes corresponding to the processing in the HTTP level are signaled using the HTTP headers, the result of the FA or FD processing the XML request in the HTTP payload is signaled using XML messages placed into the payloads of the HTTP responses corresponding to the HTTP requests carrying the XML requests. Whenever a HTTP response contains an XML response from the FA or FD, the HTTP status code SHALL be set to 200 OK regardless of the contents of the XML response.

5.4.1.2.2 Session Creation

Session creation will be used for requesting the creation of session for file delivery.   The parameters of the session can be assigned by either the network entity requesting session creation or the network entity being requested to create a session. While requesting the creation of a session, CC or FA SHALL use the following ‘SessionCreation’ XML message in the HTTP payload.
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	Description
	Data Type

	SessionCreation
	E
	
	
	Specifies the Session Creation Message.
Contains the following attributes:

   tsi

   ipAddress

   portNumber

   useFDT

   bandwidth

   startTime

   endTime

   blockLengthMax
   encodingSymbolLength

   useFEC

   fecCodeRate
	

	tsi
	A
	O
	0..1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	O
	0..1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	O
	0..1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	useFDT
	A
	O
	0..1
	If this attribute set TRUE, it means the session will contain FDT Instances otherwise the session will have no FDT Instances.
	boolean

	bandwidth
	A
	O
	0..1
	Recommended bandwidth (bps) to the client backend entity. If this attribute is not present, it means all bandwidth and all capacity will be requested to reserve.
	unsignedInt

	startTime
	A
	M
	1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	blockLengthMax
	A
	O
	0..1
	The maximum number of source symbols per source block
	unsignedInt

	encodingSymbolLength
	A
	O
	0..1
	The length of encoding symbol in bytes
	unsignedInt

	useFEC
	A
	O
	0..1
	Indicates whether the requested file delivery session is to use FEC
	boolean

	fecCodeRate
	A
	O
	0..1
	If FEC is used in the file delivery session, this attributes specifies the FEC code rate
	decimal


Table 2: Request Message for Session Creation
Upon successful processing of the ‘SessionCreation’ request, the FA or FD SHALL use the following ‘SessionCreationRes’  message in HTTP payload of  the response.
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	Data Type

	SessionCreationRes
	E
	
	
	Specifies the response message to a session creation request. If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

    SessionInfo

    Parameter

	

	SessionInfo
	E1
	M
	1
	Specifies the created session information

Contains the following attributes:

   tsi

   ipAddress

   portNumber

   useFDT

   bandwidth

   startTime

   endTime
   blockLengthMax

   encodingSymbolLength


	

	tsi
	A
	M
	1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	M
	1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	M
	1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	useFDT
	A
	M
	1
	If this attribute set TRUE, it means the session will contain FDT Instances otherwise the session will have no FDT Instances.
	boolean

	bandwidth
	A
	M
	0..1
	This is the bandwidth assigned for the session.
	unsignedInt

	startTime
	A
	M
	1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	blockLengthMax
	A
	M
	1
	The maximum number of source symbols per source block
	unsignedInt

	encodingSymbolLength
	A
	M
	1
	The length of encoding symbol in bytes
	unsignedInt

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 3: Response Message for Session Creation

5.4.1.2.3 Session Deletion 

Session Deletion will be used for request to delete session for file delivery from CC to FA or from FA to FD.

While requesting a deletion of a session, clients of the FA or FD SHALL use the following XML message in the HTTP payload.
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	Data Type

	SessionDeletion
	E
	
	
	Specifies the Session Deletion Message.
Contains the following attributes:

   tsi

   ipAddress

   portNumber

   endTime
	

	tsi
	A
	M
	1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	M
	1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	M
	1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	endTime
	A
	M
	1
	The moment the Session is to be deleted. If the value is zero, the transmission is to be ended immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt


Table 4: Request Message for Session Deletion

Upon successful processing of the ‘SessionDeletion’ request, the FA or FD SHALL use the following ‘SessionDeletionRes’  message in the HTTP payload of  the response.

. 
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	Data Type

	SessionDeletionRes
	E
	
	
	Specifies the response message to a session deletion request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   Parameter
	

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 5: Response Message for Session Deletion

5.4.1.2.4 File Insertion 

While requesting an insertion of a file into a file delivery session, the FA or FD SHALL use the following as the payload of the corresponding HTTP message; first the XML message  'FileInsertion' described below immediately followed by the payload of the file itself.
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	Data Type

	FileInsertion
	E
	
	
	Specifies the File Insertion Message.
Contains the following attributes:

   tsi

   ipAddress

   portNumber

   startTime

   endTime

Contains the following element:

   File
	

	tsi
	A
	M
	1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	M
	1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	M
	1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	startTime
	A
	M
	1
	The first moment the file is to be transmitted. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	endTime
	A
	M
	1
	The last moment the file is to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “File Insertion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	File
	E1
	M
	1
	Element containing the metadata for the file to be inserted as specified by the FLUTE FDT File element [RFC 3926].
	ComplexType


Table 6: Request Message for File Insertion
Upon successful processing of the ‘FileInsertion’ request, the FA or FD SHALL use the following ‘FileInsertionRes’  message in the HTTP payload of  the response.
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	FileInsertionRes
	E
	
	
	Specifies the response message to a file insertion request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   FileInformation

   Parameter
	

	FileInformation
	E1
	M
	1
	Contains the File Information

Contains the following attributes:

   tsi

   ipAddress

   portNumber

   startTime

   endTime

Contains the following element:

   File
	

	tsi
	A
	M
	1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	M
	1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	M
	1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	startTime
	A
	M
	1
	The first moment the file is to be transmitted. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	endTime
	A
	M
	1
	The last moment the file is to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “File Insertion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	File
	E2
	M
	1
	Element containing the metadata for the file to be inserted as specified by the FLUTE FDT File element[RFC 3926].
	ComplexType

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 7: Response Message for File Insertion
5.4.1.2.5 File Removal

The FA or FD MAY request the removal of files from a file delivery session. When requesting the removal of a file from a file delivery session, the FA or FD SHALL use the following ‘FileRemoval’ message as the payload of the corresponding HTTP message.
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	Data Type

	FileRemoval
	E
	
	
	Specifies the File Removal Message.
Contains the following attributes:

   toi

   tsi

   ipAddress

   portNumber

   endTime
	

	toi
	A
	M
	1
	Transport Object Identifier of file on the ALC/FLUTE session
	unsignedInt

	tsi
	A
	M
	1
	Transport Session Identifier of ALC/FLUTE
	unsignedInt

	ipAddress
	A
	M
	1
	Target IP Address of ALC/FLUTE
	string

	portNumber
	A
	M
	1
	Port number of Target Address of ALC/FLUTE
	unsignedShort

	endTime
	A
	M
	1
	The moment the file is to be removed from the file delivery session. If the value is zero, the transmission is to be ended immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt


Table 8: Request Message for File Removal

Upon successful processing of the ‘FileRemoval’ request, the FA or FD SHALL use the following ‘FileRemovalRes’  message in the HTTP payload of  the response.
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	Description
	Data Type

	FileRemovalRes
	E
	
	
	Specifies the response message to a file removal request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   Parameter
	

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 9: Response Message for File Removal

5.4.2 Interface FD-B1

Interface FD-B1 provides the attributes of files as well as the files themselves for BCAST file distribution services. Files are provided by the BSDA to the BDS-SD within the BDS network and are distributed by the BDS-SD using a BDS specific file distribution mechanism.

This interface MAY be used to perform operations including, but not limited to:

· Distribute content files

· Distribute ROs as part of service or content protection

· Distribute SGDUs and SGDDs as part of Service Guide delivery

5.4.2.1 Protocol Stacks

5.4.2.1.1 FD-B1

FD-B1 is the interface between BSD/A and BDS for file distribution. This interface is defined in each of the adaptation specifications, if applicable [BCAST10-BCMCS-Adaptation], [BCAST10-IPDC-DVBH-Adaptation], [BCAST10-MBMS-Adaptation].
5.5 File Distribution over Interactive Channel

For file distribution over the Interactive Channel, two methods are specified:

· Use of FLUTE (section 5.5.1) and

· Use of HTTP/1.1 (section 5.5.2).
Terminals and networks that support the Interactive Channel SHALL support at least one method for file distribution over the Interactive Channel. Further, terminals that support FLUTE SHOULD support the use of FLUTE for file distribution over the Interactive Channel and terminals that support HTTP/1.1 SHALL support the use of HTTP/1.1 for file distribution over the Interactive Channel.
File distribution over the Interactive Channel is identical to the file repair procedure (section 5.3.3). Terminals and network MAY use FLUTE or MAY use HTTP/1.1 for file distribution over the Interactive Channel.

The Interactive Channel is used also for reception reporting and file repair purposes when used in conjunction with file distribution over the Broadcast Channel. Those aspects are not specified in this section but in section 5.3.
5.5.1 Use of FLUTE for File Distribution over Interactive Channel

The use of FLUTE is useful, for example, when the server initiates data delivery, i.e. pushes data to the device, and to enable service continuity for services delivered using FLUTE over the broadcast channel, when switching to interactive channel.

A FLUTE session over the Interactive Channel SHALL be announced in an Access Fragment by instantiating an “AccessType” element containing a “UnicastServiceDelivery” child element with ‘type’ attribute set to ‘6’ .

5.5.1.1 FLUTE Session Setup and Control with RTSP
SDP handling

The FLUTE specific SDP extensions are defined in [3GPP TS 26.346], chapter 7. For the FLUTE session establishment using RTSP, a control URI as defined in [RFC 2326] SHALL be present for the FLUTE media description. Note, a control URI is defined by the “a=control:” SDP field according to [RFC 2326]

RTSP SETUP Method

The control URI as defined in [RFC 2326] SHALL be present for each FLUTE media description in the SDP. The control URI is used within the RTSP SETUP method to establish the described FLUTE sessions.
The RTSP transport protocol specifier for FLUTE as defined in [RFC 2326] SHALL be "FLUTE/UDP". One and only one UDP port is allocated for each FLUTE channel. If the "flute-ch" attribute is present for the FLUTE session, an according number of FLUTE sessions is established.

The following RTSP 1.0 defined RTP specific parameters SHALL be used in the transport request and responds header for FLUTE sessions.

· client_port: This parameter provides the unicast FLUTE port(s) on which the client has chosen to receive FLUTE data.

· server_port: This parameter provides the unicast FLUTE port(s) on which the server has chosen to send data. 
RTSP PLAY Method

The PLAY method tells the server to start sending data including FLUTE session data as defined in [RFC 2326]. The RTSP server forwards the FLUTE packets as specified by the RTSP range header in the RTSP PLAY. 
RTSP PAUSE Method

The PAUSE request causes the stream delivery including all FLUTE sessions to be interrupted (halted) as defined in [RFC 2326].
RTSP Teardown method

The TEARDOWN client to server request stops the stream delivery including all FLUTE data delivery for the given URI, freeing the resources associated with it. Details for the TEARDOWN method are defined in [RFC 2326]
5.5.2 Use of HTTP for File Distribution over Interactive Channel

When HTTP/1.1 is used for File Distribution over the Interactive Channel, the HTTP request SHALL include the URL of the file location as declared in the Service Guide (for example by the “Content-Location” field in the Service Guide). In the following, an example of the file request is given:

GET
http://www.example.com/news/latest.txt
HTTP/1.1

The HTTP messages related to the Associated Delivery Procedures such as reception reporting and file repair are specified in section 5.3.

6. Stream Distribution
6.1 Introduction 

The purpose of BCAST Stream Distribution Function is to deliver stream services over IP. To facilitate stream distribution RTP SHALL be used.

The specification for OMA BCAST Stream Distribution function consists of specification for four interfaces: SD-1, SD-2, SD-5 and SD-6. The interfaces SD-5 and SD-6 are terminal-network interfaces and the functional entities across these interfaces are the Stream Delivery Client Component (SDC) on the Terminal side and Stream Delivery Component (SD) on the Network Side. These interfaces are specified in sections 6.2 and 6.6. The interfaces SD-1 and SD-2 are back-end interfaces within the system(s) serving the OMA Mobile Broadcast Services and the functional entities across these interfaces are the Stream Distribution Component (SD) and the Stream Application Component (SA), both on the Network side. These back-end interfaces are specified in section 6.6.

6.2 RTP as Transport Protocol 

The Real-Time Transport Protocol [RFC 3550] is a protocol used for unreliable delivery of streams. RTP provides means for sending real-time or streaming data over UDP. The transmission of RTCP packets in the downlink (sender reports) is allowed, but not required. The transmission of RTCP packets in the uplink (receiver reports) is not allowed. RTCP receiver reports SHALL be turned off by SDP RR bandwidth modifiers.

Over the interface SD-5 the following specification applies:

· Both the server and the terminal SHALL support RTP for the delivery of streams.
· The sender MAY send RTCP packets (sender reports). If synchronization is required the sender SHALL send RTCP packets (sender reports).
· The terminal SHALL support RTCP packets (sender reports).
· The sender SHALL turn off RTCP receiver reports using signalling in the SDP session description.
Over the interface SD-6 the following specification applies:

· If the sender has signalled that no RTCP receiver reports SHALL be sent, the terminal MUST NOT send RTCP packets (receiver reports).
6.3 RTP Payload Formats
RTP can in general transport any audio/visual data, if an RTP payload format is defined for it. However, the BCAST enabler does not specify media codecs and, consequently, RTP payload formats are not be defined in this specification. The BCAST Adaptation specifications [BCAST10-MBMS-Adaptation], [BCAST10-BCMCS-Adaptation ], and [BCAST10-IPDC-DVBH-Adaptation] contain specification text, purely in the context of making external reference, on the use of codecs, and associated RTP payload formats, for a codec defined of the BCAST enabler in conjunction with the relative Standard Organization respective BDS.
6.4 Forward Error Correction

The FEC RAPTOR scheme (FEC encoding ID 1) MAY be supported. The FEC RAPTOR scheme is specified in [3GPP TS 26.346] for MBMS.

6.5 Buffer Control for Stream Distribution
Due to the variable bitrate nature of some media streams (especially video streams), initial buffering at the receiver becomes necessary. The initial buffering delay SHOULD be signaled to the receiver in the SDP using the following media level attribute:

· "a=X-initpredecbufperiod:<initial pre-decoder buffering period>"
The “X-initpredecbufperiod” attribute shall be used as defined in section 5.3.3.2 [3GPP TS 26.234]. This parameter specifies the removal delay of the first access unit expressed in RTP clock rate. The decoder buffer size SHOULD be set according to the media profile and level requirements.
For various reasons, some BDS require buffer control for streaming delivery. While being out of scope of this specification, these reasons might have an impact on streaming delivery in BCAST as well. When this happens, the buffer control mechanism has to be taken into account in BCAST. Details for this can be found in the corresponding adaptation specification.
6.6 Stream Distribution Interfaces

This section specifies interfaces between logical BCAST “back-end” entities. The specification is applicable if the interfaces are exposed in a BCAST implementation. If a BCAST implementation does not expose the interfaces, i,e, they are internal to that implementation, they MAY be realized using protocols and methods not specified here.

The following two types of delivery are possible for stream distribution:
· Non-live stream delivery - SA delivers streams which are stored in files which SHALL be streamed to end-users by the SD when required.
· Live stream delivery - Live streams are provided from the CC to the end-user. The SA receives the live stream from the CC and SHALL forward the stream to the SD for streaming to users.
6.6.1 Interfaces SD-1 and SD-2 for Non-live Streaming
Interface SD-1 between CC and SA provides the attributes of non-live stream files as well as the stream files themselves for BCAST stream distribution services.

Interface SD-2 between SA and SD provides the attributes of non-live stream files as well as the stream files themselves for BCAST stream distribution services.
6.6.1.1 Protocol Stacks
The protocol stack shown in Figure 3 SHALL be used for non-live stream delivery over backend interfaces SD-1 between CC and SA and SD-2 between SA and SD. For secure operation over these backend interfaces, the entities implementing the interface SHALL support HTTPS, where HTTPS SHALL be based on .SSL3.0 [SSL30] and TLS 1.0 [RFC2246].
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Figure 3: Protocol Stack for Backend Interface of Stream Delivery
HTTP 1.1 over TCP/IP SHALL be used for file delivery via the interfaces, subject to the following conditions:
· The interfaces using HTTP 1.1 [RFC 2616] SHALL support gzip, compress, deflate and identity Content Codings. Other Content Codings MAY be supported.

· The interfaces using HTTP 1.1 [RFC 2616] MAY use persistent connections, pipelining and chunked Transfer Coding.
6.6.1.2 Backend Interface Message

Messages to and from SA or SD are transported using HTTP as the transport by placing both the requests and the responses addressed to SA or SD into the payload of the HTTP messages. The requests SHOULD be transported using HTTP POST and the responses SHOULD be transported using the HTTP responses corresponding to the HTTP POST requests.  The syntax for the requests SHOULD be as follows.

· POST <host>/oma/bcast/sd HTTP/1.1\r\n<StreamSessionCreationMessage>

· POST <host>/oma/bcast/sd HTTP/1.1\r\n<StreamSessionDeletionMessage>

· POST <host>/oma/bcast/sd HTTP/1.1\r\n<StreamInsertionMessage>

· POST <host>/oma/bcast/sd HTTP/1.1\r\n<StreamRemovalMessage>

where the <host> denotes the part of the URI representing the address of the host.

Both the HTTP POST message and the corresponding HTTP response MAY also contain the following HTTP header fields.

· ‘Content-Length’,

· ‘Content-Type’ which if used SHALL be set to “text/xml” and

· ‘Host’ in case the ‘Request-URI’ is not in the absolute form specified in [RFC 2616].

6.6.1.2.1 Processing and Responding

The processing of the message to SA or SD involves first the HTTP transport level to deliver the message from the CC to the SA or from the SA or SD. This is followed by the HTTP level passing the embedded XML message to the SA or SD. While the status and error codes corresponding to the processing in the HTTP level are signaled using the HTTP headers, the result of the SA or SD processing the XML request in the HTTP payload is signaled using XML messages placed into the payloads of the HTTP responses corresponding to the HTTP requests carrying the XML requests. Whenever a HTTP response contains an XML response from the FA or FD, the HTTP status code SHALL be set to 200 OK regardless of the contents of the XML response.

6.6.1.2.2 Stream Session Creation

Stream session creation will be used for requesting the creation of session for stream file delivery.   The parameters of the session can be assigned by either the network entity requesting session creation or the network entity being requested to create a session. While requesting the creation of a session, CC or SA SHALL use the following ‘StreamSessionCreation’ XML message in the HTTP payload
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	Description
	Data Type

	StreamSessionCreation
	E
	
	
	Specifies the Session Creation Message.
Contains the following attributes:

   ipAddress

   portNumber

   startTime

   endTime

   transferDelay

   delayVariation

   lossRatio

   errorRatio

   datarate

Contains the following element:

   SDP
	

	ipAddress
	A
	O
	0..1
	Target IP Address of RTP
	string

	portNumber
	A
	O
	0..1
	Port number of Target Address of RTP
	unsignedShort

	startTime
	A
	M
	1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	transferDelay
	A
	M
	1
	Max tolerable transfer delay time of IP packets

Note: As this shall be streamed to end-users transfer delays must be taken into account.
	unsignedInt

	delayVariation
	A
	M
	1
	Max tolerable transfer delay variation between packets

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	lossRatio
	A
	M
	1
	Max tolerable packet loss ratio

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	errorRatio
	A
	M
	1
	Max tolerable packet error ratio

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	datarate
	A
	M
	1
	Required datarate

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	SDP
	E1
	M
	1
	A session description in SDP (IETF session description protocol) format 
	string



Table 10: Request Message for Stream Session Creation

Upon successful processing of the ‘StreamSessionCreation’ request, the SA or SD SHALL use the following ‘StreamSessionCreationRes’  message in HTTP payload of  the response.
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	Data Type

	StreamSessionCreationRes
	E
	
	
	Specifies the Response message for Session Creation Request. If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

SessionInfo

Parameter


	

	SessionInfo
	E1
	M
	1
	Specifies the created session information.
Contains the following attributes:

   ipAddress

   portNumber

   startTime

   endTime

   transferDelay

   delayVariation

   lossRatio

   errorRatio

   datarate
	

	ipAddress
	A
	O
	0..1
	Target IP Address of RTP
	string

	portNumber
	A
	O
	0..1
	Port number of Target Address of RTP
	unsignedShort

	startTime
	A
	O
	0..1
	The first moment of the Session to be created. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	O
	0..1
	The last moment of the Session to be created. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Session Deletion” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	transferDelay
	A
	M
	1
	Max tolerable transfer delay time of IP packets

Note: As this shall be streamed to end-users transfer delays must be taken into account.
	unsignedInt

	delayVariation
	A
	M
	1
	Max tolerable transfer delay variation between packets

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	lossRatio
	A
	M
	1
	Max tolerable packet loss ratio

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	errorRatio
	A
	M
	1
	Max tolerable packet error ratio

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	datarate
	A
	M
	1
	Required data rate

Note: As this shall be streamed to end-users reception time must be taken into account.
	unsignedInt

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 11: Response Message for Stream Session Creation

6.6.1.2.3 Session Deletion 

Session Deletion will be used for request to delete session for stream delivery from CC to SA or from SA to SD.

When requesting the deletion of a session, clients of the SA or SD SHALL use the following XML message in the HTTP payload.
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	Data Type

	StreamSessionDeletion
	E
	
	
	Specifies the Session Deletion Message

Contains the following attributes:

   ipAddress

   portNumber

   endTime
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	string

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	endTime
	A
	M
	1
	The moment the session is to be deleted. If the value is zero, the transmission is to be ended immediately. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt


Table 12: Request Message for Stream Session Deletion

Upon successful processing of the ‘SessionDeletion’ request, the FA or FD SHALL use the following ‘SessionDeletionRes’  message in the HTTP payload of the response.
.
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	Data Type

	StreamSessionDeletionRes
	E
	
	
	Specifies the response message to a session deletion request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   Parameter
	

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]). 

For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 13: Response Message for Stream Session Deletion

6.6.1.2.4 Stream Insertion 

When requesting the insertion of a stream file into a stream delivery session, the SA or SD SHALL use the following as the payload of the corresponding HTTP message; first the XML message  'StreamInsertion' described below immediately followed by the payload of the file itself.
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	Data Type

	StreamInsertion
	E
	
	
	Specifies the Stream Insertion Message.
Contains the following attributes:

   ipAddress

   portNumber

   startTime

   endTime

Contains the following element:   

SDP
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	string

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	startTime
	A
	M
	1
	The first moment the stream is to be transmitted. If the value is zero, the transmission is to be started immediately. This field expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment the stream is to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Stream Removal” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	SDP
	E1
	M
	1
	A session description in SDP (IETF session description protocol) format .
	string



Table 14: Request Message for Stream Insertion

Upon successful processing of the ‘StreamInsertion’ request, the FA or FD SHALL use the following ‘StreamInsertionRes’  message in the HTTP payload of the response.
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	Data Type

	StreamInsertionRes
	E
	
	
	Specifies the response message to a stream insertion request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   StreamInformation

   Parameter


	

	StreamInformation
	E1
	M
	1
	Contains the Stream Information

Contains the following attributes:

   ipAddress

   portNumber

   startTime

   endTime

Contains the following element:   

SDP
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	string

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	startTime
	A
	M
	1
	The first moment the stream is to be transmitted. If the value is zero, the transmission is to be started immediately. This field is expressed as the most significant 32 bits of NTP time format. 
	unsignedInt

	endTime
	A
	M
	1
	The last moment the stream is to be transmitted. If the value is zero, the transmission is to be ended only when requested explicitly by the client using the “Stream Removal” request. This field expressed as the most significant 32 bits of NTP time format.
	unsignedInt

	SDP
	E1
	M
	1
	A session description in SDP (IETF session description protocol) format.
	string


	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]).
For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 15: Response Message for Stream Insertion
6.6.1.2.5 Stream Removal

The SA or SD MAY request removal of stream files from stream delivery sessions. When requesting the removal of a stream file from a stream delivery session, the SA or SD SHALL use the following ‘StreamRemoval’ message as the payload of the corresponding HTTP message.
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	Data Type

	StreamRemoval
	E
	
	
	Specifies the Stream Removal Message

Contains the following attributes:

   ipAddress

   portNumber

   endTime
	

	ipAddress
	A
	M
	1
	Target IP Address of RTP
	string

	portNumber
	A
	M
	1
	Port number of Target Address of RTP
	unsignedShort

	endTime
	A
	M
	1
	The moment the stream is to be removed. If the value is zero, the transmission is to be ended immediately. This field is expressed as the most significant 32 bits of NTP time format.
	unsignedInt


Table 16: Request Message for Stream Removal

Upon successful processing of the ‘StreamRemoval’ request, the SA or SD SHALL use the following ‘StreamRemovalRes’  message in the HTTP payload of the response.
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	Data Type

	StreamRemovalRes
	E
	
	
	Specifies the response message to a stream removal request.
If an error occurs, then at least one Parameter element SHALL be present in the response.

Contains the following elements:

   Parameter
	

	Parameter
	E1
	O
	0..N
	If this element is present, it signals that there was an error with a parameter in the request.

Contains the following attributes:

   field

   reason
	

	field
	A
	O
	1
	Character string specifying the name of the faulty parameter in the request message. This is a name of an element or attribute in the request.
	string

	reason


	A
	O
	1
	Contains the reason for the rejection of the parameter, according to the global status code (as specified in [BCAST10-Services]).
For instance, if the value is set to “17 – Information Element non-existent”, it signals that the FA or FD could not find the parameter at all in the request. If the value is set to “021 – Information Invalid”, it signals that although the parameter is present in the request, the value of the parameter is not accepted by the FA or FD.
	unsignedByte


Table 17: Response Message for Stream Removal
6.6.2 Interface SD-B1

Interface SD-B1 is use to provide attributes of streaming contents in addition to the streaming contents for BCAST streaming services. Live streams are provided from the CC to the end-user. The SD receives the live stream from the SA and forwards the stream to the streaming distribution function within the BDS-SD. The stream MAY be service protected by the BSDA.
6.6.2.1 Protocol Stacks

6.6.2.1.1 SD-B1

SD-B1 is the interface between BSD/A and BDS for stream distribution. This interface is defined for each of the adaptation specifications, if applicable [BCAST10-BCMCS-Adaptation], [BCAST10-IPDC-DVBH-Adaptation], [BCAST-10-MBMS-Adaptation].

6.7 Stream Distribution over Interaction Channel

Terminals and networks that support the interaction channel SHALL support stream distribution over interactive channel. 

Terminals that support stream distribution over the interaction channel SHOULD implement the streaming service as defined either in [3GPP 26.234] or in [3GPP2 C.S0046], with respect to the following:

· Transport of continuous media (video, audio, speech and timed text) using RTP/UDP/IP;

· Support of the Real-Time Control Protocol (RTCP) to report feedback;

· Use of the Real-Time Streaming Protocol (RTSP) to set up and control the point-to-point stream session;

· Session Description Protocol (SDP) shall be used as the format of the presentation description for both the terminal and BSDA.  In addition, SDP delivered to the client shall declare the media types to be used in the session using a codec-specific MIME media type appropriate for [3GPP 26.234] or [3GPP2 C.S0046];
· Use of HTTP/TCP/IP for the transport of certain media types which don’t currently have corresponding RTP definitions (such as synthetic audio, Unicode text, bitmap graphics, still images, and vector graphics);

·  “.3gp” or “.3g2” file formats when multiple media elements are aggregated for combined delivery over HTTP/TCP/IP;
· Capability exchange, to enable the streaming servers to provide a wide range of devices with content suitable for the particular client of concern.
The session establishment SHALL be based on an RTSP URL or an SDP file identifying the streaming server and the content as defined in [RFC 2326]. The SDP file SHALL be designated by the ‘SessionDescriptionReference’ element and the RTSP URL to the streaming server SHALL be carried in the ‘AccessServerURL’ child element of the ‘UnicastServiceDelivery’ element of the ‘Access’ fragment.

The terminal MAY use the RTSP range header field to request the unicast delivery to start from a given time point. The range SHALL be in NPT format and the time values SHALL be relative to the session start time as indicated in the session description.

Note: Specification or negotiation of ports used for unicast service delivery is handled by the unicast distribution mechanism used for delivering that service. For example, for RTSP and PSS based systems (values 3 and 4), port negotiation is done within the RTSP signalling exchange.
6.8 Streaming Associated Procedure

A streaming associated procedure description instance (configuration information) for the streaming associated delivery procedure MAY be delivered to BCAST Terminals as follows:

· In the Service Guide prior to the BCAST streaming delivery session along with the session description (out-of-band of that session); or

· In-band within a BCAST streaming delivery session.

The most recently delivered configuration file (i.e. the one with the highest version number) shall take priority, such that configuration parameters received prior to, and out-of-band of, the download session they apply to are regarded as "initial defaults", and configuration parameters received during, and in-band with the streaming session, overwrite the earlier received parameters. Thus, a method to update parameters dynamically on a short time-scale is provided but, as would be desirable where dynamics are minimal, is not mandatory. In the Service Guide, the associated procedure description instance is clearly identified using a URI, to enable SD-C cross-referencing of out-of-band configuration files.

The MIME application type "application/vnd.oma.bcast.associated-procedure-parameter" identifies associated delivery procedure description instances (configuration files).
In XML, each associated delivery procedure entry shall be configured using an "StreamingAssociatedProcedure" element. All configuration parameters of one associated delivery procedure are contained as attributes of an "StreamingAssociatedProcedure" element. The associated delivery procedure description is specified formally as an XML schema/table in section 6.7.1.

Following the reception of streaming content, a reception reporting procedure MAY be initiated by the SD-C to the SD.

For BCAST streaming delivery, the reception reporting procedure is used to report statistics on the stream. 

If the SD provided parameters requiring reception reporting confirmation then the SD-C SHALL confirm the content reception.

Transport errors can prevent a SD-C from deterministically discovering whether the reception reporting associated delivery procedure is described for a session, and even if this is successful whether a sample percentage is described. An SD-C SHALL behave according to the information it has upon the following procedure.

11. Identifies the reception of streaming content and commences statistics gathering based upon the Streaming Associated Procedure

12. Selects a time (random time) at which a reception report will be sent and selects a SD from a list - both randomly and uniformly distributed. 

13. Sends a reception report message to the selected SD at the selected time.
The back-off timer used in section 5.3.3.3 SHALL be used by the terminal when selecting a time to send the reception report.
A list of report server URIs is provided by a list of server URIs as elements of the Associated Delivery procedure description in the StreamingAssociatedProcedure element. Server URIs host identity may also be given as IP addresses. The report server URIs of a single associated delivery procedure description shall be of the same type, e.g. all IP addresses of the same version, or all domain names. The SD-C randomly selects one of the server URIs from the list, with uniform distribution.
Support for the streaming associated procedure description and the streaming reception reporting is OPTIONAL for the network as well as for the terminal.

6.8.1 Streaming Associated Procedure Description

A streaming reception reporting procedure is requested of the SD-C by the SD via the Service Guide. Compared to reception reporting of file delivery sessions in section 5.3.2, where the reception confirmation units are clear (i.e. files), reception reporting for streaming sessions by their nature require measurements periods to be defined to create a measurement unit. For collecting reception statistics of streaming sessions the following six types of methods are defined and requested of the SD-C via the StreamingAssociatedProcedure:  

· Session based Measurements: Packet loss measurements are conducted for a full duration of the related session and then reported.

· Fixed Duration based Measurements: Packet loss measurements are conducted on a fixed duration and then reported. The duration is predefined with start and end times represented in RTP timestamps 

· Interval based Measurements: Packet loss measurements are continuously conducted and reported in predefined fixed intervals. The fixed interval is defined by an interval value to be calculated relative to RTP timestamps.

· Threshold based Measurements: Packet loss measurements are continuously conducted and reported whenever a predefined threshold is reached. The threshold value is a compared to the reception rate of the stream. 

· Event-triggered based Measurements: Packet loss measurements are continuously conducted and reported whenever a predefined threshold is reached. The trigger is value is compared to the reception rate of the stream.

· MBMS based Measurements: Measurements are conducted upon 3GPP MBMS associated delivery procedures for streaming content. 3GPP MBMS associated delivery procedure description elements and attributes should be used as defined in 3GPP 26.346.

The XML syntax for the Streaming Associated Delivery Procedure Description can be found at [BCAST10-XMLSchema-SDAssProc].
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	Description
	Data Type

	StreamingAssociatedProcedure
	E
	
	
	Associated Delivery Procedure for Stream Delivery

Contains the following attributes:
    offsetTime

    randomTimePeriod

Contains the following elements:

    ServerURI

MeasurementType

MBMSMeaurement


	

	offsetTime
	A
	O
	0..1
	The suppression time to wait before requesting repair.
Refer to 5.3.3.4 for details.
	unsignedLong

	randomTimePeriod
	A
	O
	0..1
	The time window length over which a SD-C SHALL calculate a random time.
Refer to 5.3.3.4 for details.
	unsignedLong

	serverURI
	E1
	M
	1..N
	The return address for the reception report.
	anyURI

	StreamMeasurement
	E1
	O
	0..1
	This element defines the type of measurement and reception report that should be executed by the terminal. 

Contains the following elements:

SessionMeasurement

FixedDurationMeasurement

IntervalMeasurement

ThresholdCheckingMeasurement

EventTriggeredMeasurement
	

	SessionMeasurement
	E2
	O
	0..1
	This element requests the terminal to send a reception report for the packet loss measurement of a complete session.
	boolean

	FixedDurationMeasurement
	E2
	O
	0..1
	This element requests the terminal to send a reception report for the packet loss measurement of a fixed duration of time as defined by the attributes.

Contains the following attributes:

  startRTPTimestamp

  endRTPTimestamp
	boolean

	startRTPTimestamp
	A
	M
	1
	The RTP timestamp used to begin the measurement.
	unsignedInt

	endRTPTimestamp
	A
	M
	1
	The RTP timestamp used to finish the measurement.
	unsignedInt

	IntervalMeasurement 
	E2
	O
	0..1
	This element requests the terminal to send periodic reception reports for the packet loss measurement on a fixed interval basis.

Contains the following attributes:

  interval
	boolean

	Interval
	A
	M
	1
	The interval at which the terminal should send reception reports. The start of the interval is calculated based on the moment the terminal receives the first RTP packet.
	unsignedInt

	ThresholdMeasurement
	E2
	O
	0..1
	This element requests the terminal to send a reception report for the packet loss measurements whenever the packet loss is greater than the designated threshold.

Contains the following attributes:
   threshold
	boolean

	Threshold
	A
	M
	1
	The threshold value which the terminal should use to check whether if it should send reception reports. The terminal will begin measurements when it receives the first packet but will only send reception reports when the threshold value is breached. 
	float 

	EventTriggeredMeasurement
	E2
	O
	0..1
	This element requests the terminal to send a reception report for packet loss measurement after an event is triggered.

Contains the following attributes:
  trigger
	boolean

	Trigger
	A
	O
	0..1
	The trigger value which the terminal should use to check whether if it should start to create data for a reception report. The terminal will begin measurements when it receives the first packet but will only send a reception report with data from when the trigger value was reached onwards.

	float

	MBMSMeasurement
	E1
	O
	0..1
	3GPP MBMS based reception reporting.

The associated delivery procedure description for streaming reception should be inserted here.

Refer to 3GPP 26.346 for details.
	anyType


Table 18: XML Syntax for Stream Associated Delivery Procedure Description
6.8.2 Streaming Reception Report

A streaming reception report is sent to the server based upon the measurements made according to the original request in StreamingAssociatedProcedure. Depending upon the type of measurement conducted one or more reception reports may be delivered to the server. The XML syntax for the Streaming Reception Report can be found at [BCAST10-XMLSchema-SDRecRep].
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	Description
	Data Type

	StreamingReceptionReport
	E
	
	
	Reception Report for Stream Delivery

Contains the following attributes:

serverURI

globalServiceID

Contains the following elements:

DeviceID 

SessionID

MBMSMetrics
	

	globalServiceID
	A
	M
	1
	The identifier of the service that the measurement was performed on.
	anyURI

	DeviceID
	E1
	M
	1
	A unique device identification known to the BSM

Contains the following attribute:

  type
	unsignedInt 

	type
	A
	M
	1
	Specifies the type of device ID. The following values are allowed:

0 –DVB Device ID

1 –3GPP Device ID (IMEI)

2 –3GPP2 Device ID (MEID)

3-127 reserved for future use

128-255 reserved for proprietary use
	unsignedByte

	Session
	E1
	M
	1..N
	Information identifiying the session and related data that was monitored for recpetion reporting.
Contains the following attributes:

id

Contains the following elements:

Content
	

	id
	A
	M
	1
	The identifier of the session that was monitored for reception reporting, originating from the o= line in the SDP description of the streaming session.
	anyURI

	Content
	E2
	M
	1..N
	Contains the ID and the measurement results for the content on which the measurement was performed.

Contains the following attributes:

globalContentID
reportType

measurementStartRTPTimestamp

measurementEndRTPTimestamp

expectedTotalPacket

receivedTotalPackets

lostTotalPackets

receptionRatio

serviceArea

cellID
	

	globalContentID
	A
	M
	1
	The identifier of the content, globally unique
	anyURI

	reportType
	A
	M
	1
	The type of the reception report

The following values are specified:
0 – SessionMeasurement 

1 – FixedDurationMeasurement 

2 – IntervalMeasurement 

3 – ThresholdCheckingMeasurement 

4 – EventTriggeredMeasurement

5 – MBMSMeasurement 

6 - 127 reserved for future use 

128 - 255 reserved for proprietary use 
	unsingedByte

	measurementStartRTPTimestamp
	A
	M
	1
	The RTP timestamp used for the start time of the measurement.
	unsignedInt

	measurementEndRTPTimestamp
	A
	M
	1
	The RTP timestamp used for the end time of the measurement.
	unsignedInt

	expectedTotalPackets
	A
	O
	0..1
	The total number of expected packets during the measurement period.
	unsignedInt

	receivedTotalPackets
	A
	O
	0..1
	The total number of successfully received packets during the measurement period.
	unsignedInt

	lostTotalPackets
	A
	O
	0..1
	The total number of packets lost during the measurement period.
	unsignedInt

	receptionRatio
	A
	M
	1
	The reception ratio during the measurement period. Calculated from expectedTotalPackets and receivedTotalPackets.
	Float

	serviceArea
	A
	O
	0..1
	The area in which the measurements were taken.
	unsignedInt

	cellID
	A
	O
	0..1
	The cell in which the measurements were taken.

Note: Only applies to 3GPP/2
	unsignedInt

	MBMSmetrics
	E1
	O
	0..1
	3GPP MBMS based reception reporting.

The associated delivery procedure reception report for streaming reception should be inserted here.

Refer to 3GPP 26.346 for details
	anyType


Table 19: XML Syntax for Streaming Reception Report

6.8.3 Protocols

HTTP 1.1 over TCP/IP SHALL be used for Associated Streaming Procedure. The HTTP POST command SHALL be used to deliver the Streaming Reception Report Request message and Streaming Reception Report message defined in 6.8.1 and 6.8.2.
7. Media Codecs and Formats [Informative] 

The BCAST enabler does not specify media codecs and formats.

If BCAST services are distributed over a BDS for which an adaptation spec exists, the adaptation spec MAY include normative text about the use of media codecs and formats.

8. Internet Protocol Usage for File Distribution Function and Stream Distribution Function  

The BSDA MAY use IPv4 and/or IPv6 for stream distribution and file distribution. It is RECOMMENDED that only one version of IP source address and IP destination multicast address is used for the delivery of the same stream distribution session or the same file distribution session.

Terminals SHALL support both IPv4 and IPv6.
9. PUSH Delivery in BCAST

In addition to the file distribution functionality, OMA Push can be used to deliver various types of messages between the network and the terminal via the Interaction Network. Examples include, but are not limited to, NotificationMessage and InteractivityMediaDocument (as defined in [BCAST10-Services]).

The network MAY support OMA Push, and the terminal MAY support it if the terminal supports the Interaction Network. In the case the terminal supports OMA Push, the terminal SHALL support OTA-WSP and MAY support the optional OTA-HTTP method as defined in [OMA Push].

All push messages are delivered to the OMA Push client, which then routes received messages to the BCAST Push client, based on the PUSH Application ID value identifying the BCAST Push client as registered with OMNA:

· URN : x-oma-application:bcast.ua
· code : 0x13
The BCAST Push client is in turn responsible for routing received messages to the correct BCAST terminal functions based on the messages' MIME media types (for example, to the NTC when a message with the MIME media type application/vnd.oma.bcast.notification+xml is received).
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Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for BCAST Stream Delivery Client (SD-C)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SD-C-001
	Support for RTP for delivery of streams.
	Section 6.2
	M
	

	BCAST-SD-C-002
	Not to send RTCP receiver report
	Section 6.2
	M
	

	BCAST-SD-C-003
	Support for RTCP sender reports.
	Section 6.2
	O
	


B.2 SCR for BCAST Stream Delivery (SD)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SD-001
	Support for RTP for delivery of streams.
	Section 6.2
	M
	

	BCAST-SD-002
	Support for RTCP sender reports.
	Section 6.2
	O
	


B.3 SCR for BCAST File Delivery Client (FD-C)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-FD-C-001
	Support for ALC for delivery of files.
	Section 5.2
	M
	

	BCAST-FD-C-002
	Reception of file parameters using FLUTE
	Section 5.2
	M
	

	BCAST-FD-C-002
	Reception of file parameters using Service Guide
	Section 5.2
	M
	

	BCAST-FD-C-004
	Support for GZIP
	Section 5.2.1, 5.4.1.1, 6.5.1.1
	M
	


B.4 SCR for BCAST File Delivery (FD)
	Item
	Function
	Reference
	Status
	Requirement

	BCAST-FD-S-001
	Support for ALC for delivery of files.
	Section 5.2
	M
	

	BCAST-FD-S-002
	Transmission of file parameters
	Section 5.2
	M
	

	BCAST-FD-S-003
	Transmission of file parameters using FLUTE
	Section 5.2
	O
	

	BCAST-FD-S-004
	Transmission of file parameters using Service Guide
	Section 5.2
	O
	


Appendix C. MIME Media Types
C.1 Media-Type Registration Request for application/vnd.oma.bcast.associated-procedure-parameter+xml
This section provides the registration request, as per [RFC 2048], to be submitted to IANA.

Type name: 

application

Subtype name: 

vnd.oma.bcast.associated-procedure-parameter+xml

Required parameters: 
none

Optional parameters: 
none

Encoding considerations: 
binary

Security considerations: 

OMA BCAST Associated Delivery Procedure Parameters shall be passive, and do not generally represent a unique or new security threat.  However, there is some risk in sharing any kind of data, in that unintentional information may be exposed, and that risk applies to data contained in OMA BCAST Associated Delivery Procedure Parameters as well.

Interoperability considerations: 

This content type carries associated delivery procedure parameters within the scope of the OMA BCAST enabler. The OMA BCAST enabler specification includes static conformance requirements and interoperability test cases for this content.

Published specification: 

OMA BCAST 1.0 Enabler Specification – File and Stream Distribution for Mobile Broadcast Services, especially section 5.3. Available from http://www.openmobilealliance.org    
Applications, which use this media type: 

OMA BCAST File Distribution Services

Additional information:

       Magic number(s): 

none

       File extension(s): 

none

       Macintosh File Type Code(s): 
none

Intended usage: Limited use.

Only for usage with OMA BCAST File Distribution Services , which meet the semantics given in the mentioned specification. 

Person & email address to contact for further information: 

Uwe Rauschenbach, uwe.rauschenbach@nsn.com

Author/Change controller: 

OMNA – Open Mobile Naming Authority, OMA-OMNA@mail.openmobilealliance.org
C.2 Media-Type Registration Request for application/vnd.oma.bcast.simple-symbol-container
This section provides the registration request, as per [RFC 2048], to be submitted to IANA.

Type name: 

application

Subtype name: 

application/vnd.oma.bcast.simple-symbol-container
Required parameters: 
none

Optional parameters: 
none

Encoding considerations: 
binary

Security considerations: 

OMA BCAST File Repair Response Messages shall be passive, and do not generally represent a unique or new security threat.  However, there is some risk in sharing any kind of data, in that unintentional information may be exposed, and that risk applies to data contained in OMA BCAST File Repair Response Messages as well.

Interoperability considerations: 

This content type carries file repair response messages within the scope of the OMA BCAST enabler. The OMA BCAST enabler specification includes static conformance requirements and interoperability test cases for this content.

Published specification: 

OMA BCAST 1.0 Enabler Specification – File and Stream Distribution for Mobile Broadcast Services, especially section 5.3. Available from http://www.openmobilealliance.org    
Applications, which use this media type: 

OMA BCAST File Distribution Services

Additional information:

       Magic number(s): 

none

       File extension(s): 

none

       Macintosh File Type Code(s): 
none

Intended usage: Limited use.

Only for usage with OMA BCAST File Distribution Services , which meet the semantics given in the mentioned specification. 

Person & email address to contact for further information: 

Uwe Rauschenbach, uwe.rauschenbach@nsn.com

Author/Change controller: 

OMNA – Open Mobile Naming Authority, OMA-OMNA@mail.openmobilealliance.org
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