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Change Request

Document Identifier:

WAP-249-PPGService-20010713-a
Change Request Identifier: 
CR-WAP-249-PPGService-20010713-a-ERICSSON-20020204
Source:
ERICSSON

Date:

2002-02-04

Subject:
Application DATA from terminal to Pi via PAP

Classification: 

0 – New Feature






[X]

1 – Major Change or Market Effecting Change 


[   ]  



2 – Bug Fixes






[   ] 



3 – Clerical Corrections





[   ]
Reason for Change:

As currently specified, the push framework allows arbitrary application data to be returned from the wireless device to the PPG in the response to a (confirmed) push via OTA-HTTP. This CR (accompanied by CR-WAP-247-PAP-20010429-A-ERICSSON-20020204) introduces a means to deliver that content from the PPG to the PI. Also see requirement [1] in "WAG Push Requirements", version 9‑October-2001.  

Impact on Backward Compatibility:

- 

Sections Affected and Additional Explanation of Details of Change (if needed):

5.1.1.2 Request for Content from the Client (new section)
5.1.2.2.1 Selection of Push OTA Protocol

5.1.2.2.5 Delivery

5.2.2 Result Notification Contents

A.1.2 Operations

Proposed Change:

Note: The reference to [PushPAP] reflects CR-WAP-247-20010429-A-ERICSSON-20011204 

5.1.1.2 Request for Content from the Client
The PPG must support OTA-HTTP to adequately serve a push‑message [PushPAP] indicating that the PI accepts content from the client in response to a confirmed push (by setting the delivery‑method attribute to "confirmed-with-response" in the quality-of-service element). A PPG that does not support OTA-HTTP MUST reject the push submission if the PI uses this feature.
5.1.2.2.1 Selection of Push OTA Protocol

A mobile terminal may support both OTA‑WSP and OTA‑HTTP [PushOTA]. The PPG selects the OTA protocol variant for connection-oriented push in an implementation dependent manner. A PPG could hand over the decision to the terminal by sending a Session Initiation Request (SIR) that contains lists of contact points for both OTA‑WSP and OTA‑HTTP. This approach and the SIR are defined in [PushOTA].
However, OTA-HTTP MUST be selected if the PI indicates that it accepts content from the client in response to a confirmed push (also see section 5.1.1.2). If the PPG fails to select OTA-HTTP, the PAP resultnotification‑message MUST indicate failure of selecting the specified delivery method.
5.1.2.2.5 Delivery

Assuming no errors, if OTA‑WSP is used for OTA delivery, the PPG MUST deliver either a confirmed (Po‑ConfirmedPush) or unconfirmed (Po‑Push or Po‑Unit‑Push) [PushOTA] push primitive; if OTA‑HTTP is used for OTA delivery, the PPG MUST deliver messages by using the HTTP POST method. If OTA-HTTP is used and the PI indicates that it accepts content from the client in response to a confirmed push (also see section 5.1.1.2), the X-Wap-Push-Info header [PushOTA] MUST contain the "response" attribute token when the message is pushed to the client.
The use of confirmed or unconfirmed push depends on the PAP delivery‑method attribute and implementation‑dependent PPG policies.
5.2.2 Result Notification Contents

The PAP resultnotification‑message indicates the reportable message status, which includes the message state and other information as specified earlier in this document. The status should reflect the message just before, within the limits of practicality, sending the result notification.

Assuming the PI requested a result notification and indicated that it accepts content from the client in response to a confirmed push (see section 5.1.1.2), content returned from the client in the response to a push via OTA-HTTP, if any, MUST be sent along with the resultnotification‑message. If the PI did not indicate that it accepts content from the client in response to a confirmed push, the content entity MUST not be present when the resultnotification-message is returned to the PI. See [PushPAP] for further details. 
A.1.2
  Operations

	Item
	Function
	Reference
	Status
	Requirement

	PPG-GEN-S-024
	Handling of push a push‑message with the delivery‑method attribute set to "confirmed-with-response" in the quality-of-service element
	5.1.1.2
	M
	

	PPG-GEN-S-025
	Selection of Push OTA Protocol
	5.1.2.2.1
	M
	

	PPG-GEN-S-026
	Inclusion of content returned from the client in a resultnotification‑message
	5.2.2
	M
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