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1. Scope

The scope of this document is limited to the Enabler Release Definition of SIP Push according to OMA Release process and the SIP Push documents listed in section 6. 

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[OMNA]
	"OMA Naming Authority". Open Mobile Alliance(.
http://www.openmobilealliance.org/tech/omna

	[PushSIP]
	“Push Using SIP”, Version 1.0, Open Mobile Alliance™, OMA-TS-SIP_Push, URL:http://www.openmobilealliance.org/

	[PushMO]
	

	[Presence]
	“Presence SIMPLE Specification”, OMA-TS-Presence_SIMPLE-V1_0, Version 1.0 URL:http://www.openmobilealliance.org/

	[UAProf]
	"User Agent Profiling", Open Mobile Alliance(. http://www.openmobilealliance.org/tech/affiliates/wap/


2.2 Informative References

	[PushSIPArch]
	"OMA-AD-SIP_Push_AD-V0_8_0-20060208-D ", Open Mobile Alliance(.  URL:http//www.openmobilealliance.org/

	[PushSIPReq]
	“SIP Based Push Requirements”, Version 1.0, Open Mobile Alliance™, OMA-RD-SIP_Push, URL:http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Enabler Release
	Collection of specifications that combined together form an enabler for a service area, e.g. a download enabler, a browsing enabler, a messaging enabler, a location enabler, etc.  The specifications that are forming an enabler should combined fulfil a number of related market requirements.

	Minimum Functionality Description
	Description of the guaranteed features and functionality that will be enabled by implementing the minimum mandatory part of the Enabler Release.

	Application
	An implementation of a related set of functions that perform useful work, often enabling one or more services. It may consist of software and/or hardware elements.

	Application-Level Addressing
	The ability to address push content between a particular user agent on a client and push initiator.

	Content
	A digital work e.g. a ringing tone, a screen saver, etc.

	Push Content
	Content, metadata and application level control information that has a shared interpretation by both sender and receiver agents.

	Push Receiver agent
	Push Receiver agent is a logical entity that uses the SIP Push procedure to receive push content, and generate a response to the Push Sender agent request.

	Push Sender agent
	Push Sender agent is a logical entity that creates a push request, and then uses the SIP Push procedure to send push content.

	XML
	The Extensible Markup Language is a World Wide Web Consortium (W3C) standard for Internet markup language, of which WML is one such language.


3.3 Abbreviations

	ERDEF
	Enabler Requirement Definition

	ERELD
	Enabler Release Definition

	OMA
	Open Mobile Alliance


4. Introduction



The OMA Push service defines a service to deliver content to a mobile device utilizing the OMA architecture.  The OMA SIP Push service is a Push service that sends content from a Push Sender Agent to a Push Reciever Agent based on the SIP protocol and that complies to the architecture [PushSIPArch].
In illustration:
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Figure 1: Push Sender and Receiver Agent

In general terms, the functionality defined in this specification will be referred to as ‘SIP Push’ but in fact to properly achieve push service it is necessary that the Push Sender and Receiver Agents interface with a SIP/IP Core network. An example of SIP/IP Core network definition is the 3GPP IMS [3GPP TS 23.228] and 3GPP2 MMD [3GPP2 X.S0013-002-A] networks. 

This document outlines the Enabler Release Definition for SIP Push and the respective conformance requirements for clients and servers implementations claiming compliance to it as defined by Open Mobile Alliance across the specification baseline.


· 
· 
· 
· 
· 
5. Description of Differences from Previous Version

There are no previous versions

6. Document Listing for SIP PUSH
This section is normative.

	Doc Ref
	Permanent Document Reference
	Description

	Requirement Document

	[PushSIPReq]
	OMA-RD_SIP_PUSH-V1_0-20041129-A
	Requirement Document for SIP Push Enabler

	Architecture Document

	[PushSIPArch]
	OMA-AD-SIP_Push_AD-V1_0_0-20060607-D
	Architecture Document for SIP Push Enabler

	Technical Specifications

	[PushSIP]
	OMA-TS-SIP_Push-V0_6_0-20060623-D
	Specification that defines the protocol for SIP Push that provides control interface between the Push Sender Agent and Push Receiver Agent. 

	[Presence]
	OMA-TS-Presence_SIMPLE-V1_0-20060725-A
	Specification that defines an application level specification for the OMA SIP/SIMPLE-based Presence Service.

	[PushMO]
	OMA-TS-Push_MO-V1_0
	This document defines the OMA SIP Push Management Object (MO).

	
	
	

	Supporting Files

	
	
	

	
	
	


Table 1: Listing of Documents in SIP PUSH Enabler

7. Minimum Functionality Description for SIP Push
This section is informative 

The minimum functionality required for SIP Push is divided into Push Sender and Push Receiver Agents requirements. 

The Push Sender Agent at least supports:
· MESSAGE, SUBSCRIBE, NOTIFY, REFER methods, mandatory elements

· 3rd party registration method with SIP IP/Core network, mandatory elements

· feature-tag and application-ID as defined in ONMA, mandatory elements

The Push Receiver Agent at least supports:

· MESSAGE, SUBSCRIBE, NOTIFY, REFER methods, mandatory elements

· SIP/IP Core registration method with SIP IP/Core network, mandatory elements

· feature-tag and application-ID as defined in ONMA, mandatory elements

· [Presence] to publish client capabilities, mandatory elements
8. Conformance Requirements Notation Details
This section is informative 

The tables in following chapters use the following notation:

Item:
Entry in this column MUST be a valid ScrItem according to [IOPPROC].

Feature/Application:
Entry in this column SHOULD be a short descriptive label to the Item in question.

Status:
Entry in this column MUST accurately reflect the architectural status of the Item in question.

· M means the Item is mandatory for the class

· O means the Item is optional for the class

· NA means the Item is not applicable for the class

Requirement:
Expression in the column MUST be a valid TerminalExpression according to [IOPPROC] and it MUST accurately reflect the architectural requirement of the Item in question.
9. ERDEF for SIP Push – Receiver Agent Requirements

This section is normative.
	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SIPPush-C-001
	SIP Push Client
	M
	[PushSIP]: MCF

	OMA-ERDEF-SIPPush-C-002
	Publish Client Capabilities information
	M
	[Presence]


Table 2: ERDEF for SIP Push Recevier Agent-side Requirements

10. ERDEF for SIP Push – Sender Agent Requirements

This section is normative.

	Item
	Feature / Application
	Status
	Requirement

	OMA-ERDEF-SIP Push-S-001
	SIP Push Sender Agent
	M
	[PushSIP]: MCF


Table 3: ERDEF for SIP Push Sender Agent-side Requirements

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	N/A
	N/A
	No prior version 


A.2 Draft/Candidate Version History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-ERELD-SIP_Push-V0_1
	20 Sep. 06
	All
	Initial draft of SIP Push enabler 

	OMA-ERELD-SIP_Push-V0_2
	16 Nov. 06
	All
	Input from email discussion from November 9 – 16, 2006
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