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1 Reason for Change

DRM 2.0 Problem Report raised an issue regarding the usage of the Access Unit Header

Problem Summary:

Confusion about the Access Unit Format header vs. box.
Problem Text:

Spec defines that an "access unit" is a group of one or more samples in the case of non-streamable PDCFs. (Spec doesn't say anything about streamable PDCFs, we assume they do not have access units).
Spec requires an OMADRMAUHeader before each access unit. We believe this means, we have to add either:

x00 in the case of NULL-encrypted content, or

0x80 <16 bytes IV>in the case of AES-128-bit-encrypted content. 

Other implemention added an OMADRMAUFormatBox instead, that is: 

0x01 0x00 0x10 for (right-to-left aligned) selectiveEncryption, KeyIndicatorLength, IVLength. 

And only then adding 16 bytes for the IV. 

We consider the names of both boxes very similar and believe this causes the confusion. We recommend to reword it.

This CR proposes two changes to OMA-TS-DRM-DCF-V2_0-20060303A section 7.1.3.2 (Access Unit Format):

· Correct the headers in 7.1.3.2 and 7.4 to differentiate between AUHeaders and AUFormat Box.
· Correct table 16 such that it refers to EncryptedAU rather than Selective Encryption.

2 Impact on Backward Compatibility

None. There is not meaningful interpretation of non-zero Plain Text Length in PDCF case.

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The author recommends that this CR be reviewed and agreed by the group and incorporated into the first revision of the approved DRM 2.0 specification.

6 Detailed Change Proposal

Change 1:  Section 7.1.3.2 Access Unit Format

7.1.1.1 Access Unit Format Box
The OMADRMAUFormatBox is used to indicate the format of the OMADRMAUHeader  which is placed on media access units. 
aligned(8) class OMADRMAUFormatBox extends FullBox('odaf', 0, 0) {


bit(1) SelectiveEncryption;


bit(7) reserved;


unsigned int(8) KeyIndicatorLength;


unsigned int(8) IVLength; 

}

Table 14 : OMA DRM Headers in PDCF
Where

SelectiveEncryption : Describes the use of Selective Encryption. This bit should be set to 1 in this version of the specification.

IV length: Describes the size of the initialization vector in bytes. This length should be consistent with the algorithms used and indicated in table 1.

Key indicator length: Describes the size of the key indicator in bytes. In this version of the specification, the value of KeyIndicatorLength is 0.

Change 2:  Section 7.1.4 Access Unit Format

7.1.2 Access Unit Format Header
The Access Unit Format specifies the format for each access unit protected by OMA DRM. A media file format specifies the layout of the media data as samples, but the encryption/decryption process requires additional information carried in each access unit. The additional information is dependent on the DRM key management used. OMA DRM specifies its own access unit header, which MUST precede the codec-specific sample data in each access unit.

aligned(8) class OMADRMAUHeader {


bit(1)
EncryptedAU;


// Encryption indicator


bit(7)
reserved;


// Must be zero


if (EncryptedAU==1) {



unsigned int(8 * KeyIndicatorLength) KeyIndicator;



unsigned int(8 * IVLength) IV;


}

Table 15: PDCF Access Unit Format

	Field name
	Type
	Purpose

	EncryptedAU
	bit(1)
	Encryption Indicator for the access unit. 

	KeyIndicator
	unsigned int(8 * KeyIndicatorLength)
	In this version, the length of the KeyIndicator is 0, so this field can be ignored.

	IV
	unsigned int(8 * IVLength)
	IV data


Table 16: EncryptedAU Indicator values

	EncryptedAU
	Value
	Semantics

	None
	0
	Access unit is not encrypted.

	Encrypted
	1
	Access unit is encrypted.


When encrypting PDCF Content, the OMADRMAUHeader information MUST be added to the processed access unit, also if the EncryptionMethod field in the OMADRMCommonHeaders box is set to NULL. A playing Device uses the header information for decryption purposes and is able to extract the actual sample(s).
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