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1 Reason for Change

The current version of the SUPL Protocol Specification is missing some elements required by the SUPL RD and AD.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The changes shown below should be incorporated into a new version of the SUPL Protocol Specification.

6 Detailed Change Proposal

6.2. SUPL INIT

SUPL INIT is the initial message from the SLP to the SET in SLP initated cases

	Parameter
	Presence
	Description

	Positioning Method
	M
	Defines the supported positioning technologies, which can be AGPS SET assisted, AGPS SET Based, Autonomous GPS, EOTD, AFLT or Enhanced Cell ID.

	Notification
	M
	The purpose of this field is to provide instructions to the UE with respect to LCS notification and privacy 

	>Notification type
	M
	This field may take the one of the following values:

No Notification and no verification (treated the same way as if the notification and privacy information parameter was not received)

User notification only

User notification and verification required, request denied if no user response

User notification and verification required, request allowed if no user response

Privacy override: there shall be no user notification and the user pricacy settings shall be overridden.

	>Notification text
	O
	Text string to diplay to the user when notification is required. The length is [1..MaxNotifLength]. If SUPL INIT is sent via SMS the length should be chosen so that the message fits in one SM.



	SLP Address
	O
	The IP address of the SLP.

This address is used by the SET to send the SUPL START message


Table 1: SUPL INIT Message

6.5. SUPL POS INIT

	Parameter
	Presence
	Description

	Session ID
	M
	Session ID

	Positioning Method
	M
	Defines the positioning technologies that the SET supports, zero or more of the following. AGPS SET assisted, AGPS SET Based, autonomous GPS, EOTD, AFLT, Enhanced Cell ID.

	Positioning Protocol
	M
	One of TIA-801, RRLP or RRC

	Cell Information
	M
	Defines the cell information of the SET. This element is defined in the common elements section



	Positioning Payload
	O
	SET may return timing (e.g. EOTD or AFLT) or position (e.g. GPS).


Table 2: SUPL POS INIT Message

PosMethod ::= ENUMERATED {

    agpsSETassisted     (0),

    agpsSETBased        (1),

    autonomousGPS   (2),

    aFLT            (3),

    eCID            (4),

    eOTD            (5)
}

SUPLPOSINIT ::= SEQUENCE {
    sessionId               SessionId,
    setCapabilities         SETCapabilities,

    cellInformation         CellInformation,

    posPayload              PosPayload OPTIONAL,

    ...
}

PosTechnology ::= SEQUENCE {

    agpsSETassisted     BOOLEAN,

    agpsSETBased        BOOLEAN,

    autonomousGPS   BOOLEAN,

    aFLT            BOOLEAN,

    eCID            BOOLEAN,

   eOTD            BOOLEAN
}
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