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	Source:
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Hartmut Dieterich, Siemens AG
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1 Reason for Change

MLP DTD versions in MLP needs to be clarified and corrected. The revised version reflects a comment received when first version of CR was presented (The DTD version of svc_init should be increased as 3.2.0).
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update the MLP TS accordingly.

6 Detailed Change Proposal

<First Changed Clause Starts>
5.1.3 MLP extension mechanism
<Unchanged texts omitted intentionally>
The Location Server SHOULD ignore any extension that is not recognized and process the message as if the extension is not available.

Example 1:
Message extension

	<!-- truckco_MLP_extension -->

	
	
	

	<!ENTITY
	% extension.message
	"| truckco_message">

	
	
	

	<!ELEMENT
	truckco_message
	(truckco_data)>

	<!ATTLIST
	truckco_message
	

	
	ver CDATA
	#FIXED "x.y.z">


<?xml version = "1.0" ?>

<!DOCTYPE svc_init SYSTEM "MLP_SVC_INIT_310.DTD " [

  <!ENTITY % extension SYSTEM 

      "http://www.truckco.com/truckco_MLP_extension.dtd">

  %extension;

]>

<svc_init ver="3.2.0">

  <hdr ver="3.0.0">

    ...

  </hdr>

  <truckco_message ver="x.y.z">

    <truckco_data>

      ...

    </truckco_data>

  </truckco_message>

</svc_init>

Example 2:
Parameter extension (note that “trucko_codeword” is given with a vendor specific prefix as the element “codeword” has a different definition than in MLP)

	<!-- truckco_MLP_extension -->

	
	
	

	<!ENTITY
	% extension.param
	", truckco_extension">

	
	
	

	<!ELEMENT
	trucko_extension
	(truck_no, trucko_codeword)>

	<!ELEMENT
	truck_no
	(#PCDATA)>

	<!ELEMENT
	trucko_codeword
	(#PCDATA)>

	<!ATTLIST
	trucko_codeword
	

	
	type ( long | short)
	#REQUIRED>


<?xml version = "1.0" ?>

<!DOCTYPE svc_init SYSTEM "MLP_SVC_INIT_310.DTD" [

  <!ENTITY % extension SYSTEM 

      "http://www.truckco.com/truckco_MLP_extension.dtd">

  %extension;

]>

<svc_init ver="3.1.0">

  <hdr ver="3.0.0">

    ...

  </hdr>

  <slir ver="3.2.0">

    ...

    <truckco_extension> 

      <truck_no>KLM4583</truck_no>
         <truck_codeword  type=”short”>6547</truck_codeword>    

    </truckco_extension>

  </slir>

</svc_init>
<Next Changed Clause Starts>
5.2.3.6.1 Triggered Location Reporting Request DTD

<Unchanged texts omitted intentionally>
Example 5: TLRR for a change_area report on the occurrence of a MS_ENTERING event

<tlrr ver="3.2.0">

  <msids>

    <msid>461011678298</msid>

  </msids>

  <tlrr_event>

    <change_area type="MS_ENTERING" loc_estimates="TRUE">

      <target_area>

        <name_area>Seoul</name_area>

      </target_area>          

    </change_area>
  </tlrr_event>

  <qop>

    <hor_acc>100</hor_acc>

  </qop>

  <geo_info>

    <CoordinateReferenceSystem>

      <Identifier>

        <code>4326</code>

        <codeSpace>EPSG</codeSpace>

        <edition>6.1</edition>

      </Identifier>

    </CoordinateReferenceSystem>

  </geo_info>
  <pushaddr>

    <url>http://location.application.com</url>

  </pushaddr>

  <loc_type type="CURRENT" />

  <prio type="HIGH" />
</tlrr>

Example 6: TLRR for a change_area report on the occurrence of a MS_WITHIN_AREA within a geographical area.

<tlrr ver="3.2.0">

  <msids>

    <msid>461011678298</msid>

  </msids>

  <tlrr_event>

    <change_area type="MS_WITHIN_AREA" loc_estimates="FALSE">          

      <target_area>

        <shape>

          <CircularArea srsName="www.epsg.org#4326">

            <coord>

              <X>35 35 24.139N</X>

              <Y>139 35 24.754E</Y>

            </coord>

            <radius>15</radius>

          </CircularArea>

        </shape>

      </target_area>

      <no_of_reports>10</no_of_reports>          

    </change_area>

  </tlrr_event>

  <pushaddr>

      <url>http://location.application.com</url>

  </pushaddr>

</tlrr>
<Next Changed Clause Starts>
5.3.85 Service attributes

5.3.85.1 res_type

	Description:

	Defines a response type at the Standard Location and Emergency Immediate Service. This attribute applies to the Standard Immediate Location Request message and the Emergency Immediate Location Request message.

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	SYNC
	A LCS Client requests to receive the location response in one response

	
	ASYNC
	A LCS Client allows to receive the location responses in pieces using several consecutive connections initiated by the location Server

	Default value:
	SYNC

	Example:
	<slir ver="3.2.0" res_type="SYNC">

	Note:
	


5.3.85.2 ver (no need to change I think)

	Description:

	Defines the version of the location protocol. This attribute is valid for ALL messages

	Type:
	Element

	Format:
	Char string

	Defined values:
	[1-9]+[0-9]*.[0-9]+.[0-9]+

	Default value:
	

	Example:
	<slia ver="3.0.0">

	Note:
	


<Next Changed Clause Starts>
5.6.2.1 Service Initiation DTD

	<!-- MLP_SVC_INIT -->

	<!--

MLP V3.2 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2003

          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_init PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_init>

      ...

   </svc_init>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.message
	"">

	
	
	

	<!ELEMENT
	svc_init
	(hdr, (slir | eme_lir | tlrr | tlrsr %extension.message;))>

	<!ATTLIST
	svc_init 
	

	
	ver CDATA
	#FIXED "3.2.0">

	
	
	

	<!ENTITY
	% mlp_ctxt.dtd
	SYSTEM "MLP_CTXT_300.DTD">

	%mlp_ctxt.dtd;

	<!ENTITY
	% mlp_id.dtd
	SYSTEM "MLP_ID_300.DTD">

	%mlp_id.dtd;

	<!ENTITY
	% mlp_func.dtd
	SYSTEM "MLP_FUNC_320.DTD">

	%mlp_func.dtd;

	<!ENTITY
	% mlp_qop.dtd
	SYSTEM "MLP_QOP_300.DTD">

	%mlp_qop.dtd;

	<!ENTITY
	% mlp_loc.dtd
	SYSTEM "MLP_LOC_310.DTD">

	%mlp_loc.dtd;

	<!ENTITY
	% mlp_shape.dtd
	SYSTEM "MLP_SHAPE_310.DTD">

	%mlp_shape.dtd;

	<!ENTITY
	% mlp_gsm_net_param.dtd
	SYSTEM "MLP_GSM_NET_310.DTD">

	%mlp_gsm_net_param.dtd;

	<!ENTITY
	% mlp_hdr.dtd
	SYSTEM "MLP_HDR_300.DTD">

	%mlp_hdr.dtd;

	<!ENTITY
	% mlp_slir.dtd
	SYSTEM "MLP_SLIR_320.DTD">

	%mlp_slir.dtd;

	<!ENTITY
	% mlp_eme_lir.dtd
	SYSTEM "MLP_EME_LIR_310.DTD">

	%mlp_eme_lir.dtd;

	<!ENTITY
	% mlp_tlrr.dtd
	SYSTEM "MLP_TLRR_320.DTD">

	%mlp_tlrr.dtd;

	<!ENTITY
	% mlp_tlrsr.dtd
	SYSTEM "MLP_TLRSR_300.DTD">

	%mlp_tlrsr.dtd;


Example

<?xml version="1.0" ?>

<!DOCTYPE svc_init SYSTEM "MLP_SVC_INIT_310.DTD">

<svc_init ver="3.2.0">

  <hdr ver="3.0.0">

    ...

  </hdr>

  <slir ver="3.2.0">>

    ...

  </slir 

</svc_init>

5.6.2.2 Service Result DTD

	<!-- MLP_SVC_RESULT -->

	<!--

MLP V3.2 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2003

          All rights reserved

MLP is an XML language. Typical usage:

   <?xml version="1.0"?>

   <!DOCTYPE svc_result PUBLIC "-//OMA//DTD {abbrev x.y}//EN"

             "http://www.openmobilealliance.org/DTD/{filename}"

             [<?oma-{ref}-ver supported-versions="{versions}"?>]>

   <svc_result>

      ...

   </svc_result}>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/

-->

	
	
	

	<!ENTITY
	% extension.message
	"">

	<!ELEMENT
	svc_result
	(hdr?, (slia | slirep | slrep | eme_lia | emerep | eme_lirep | tlra | tlrep | tlrsa %extension.message;))>

	
	
	

	<!ATTLIST
	svc_result
	

	
	ver CDATA
	#FIXED "3.2.0">

	
	
	

	<!ENTITY
	% mlp_ctxt.dtd
	SYSTEM "MLP_CTXT_300.DTD">

	%mlp_ctxt.dtd;

	<!ENTITY
	% mlp_id.dtd
	SYSTEM "MLP_ID_300.DTD">

	%mlp_id.dtd;

	<!ENTITY
	% mlp_func.dtd
	SYSTEM "MLP_FUNC_320.DTD">

	%mlp_func.dtd;

	<!ENTITY
	% mlp_qop.dtd
	SYSTEM "MLP_QOP_300.DTD">

	%mlp_qop.dtd;

	<!ENTITY
	% mlp_loc.dtd
	SYSTEM "MLP_LOC_310.DTD">

	%mlp_loc.dtd;

	<!ENTITY
	% mlp_shape.dtd
	SYSTEM "MLP_SHAPE_310.DTD">

	%mlp_shape.dtd;

	<!ENTITY
	% mlp_gsm_net_param.dtd
	SYSTEM "MLP_GSM_NET_310.DTD">

	%mlp_gsm_net_param.dtd;

	<!ENTITY
	% mlp_hdr.dtd
	SYSTEM "MLP_HDR_300.DTD">

	%mlp_hdr.dtd;

	<!ENTITY
	% mlp_slia.dtd
	SYSTEM "MLP_SLIA_300.DTD">

	%mlp_slia.dtd;

	<!ENTITY
	% mlp_slirep.dtd
	SYSTEM "MLP_SLIREP_300.DTD">

	%mlp_slirep.dtd;

	<!ENTITY
	% mlp_slrep.dtd
	SYSTEM "MLP_SLREP_300.DTD">

	%mlp_slrep.dtd;

	<!ENTITY
	% mlp_eme_lia.dtd
	SYSTEM "MLP_EME_LIA_300.DTD">

	%mlp_eme_lia.dtd;

	<!ENTITY
	% mlp_eme_lirep.dtd
	SYSTEM "MLP_EME_LIREP_310.DTD">

	%mlp_eme_lirep.dtd;

	<!ENTITY
	% mlp_emerep.dtd
	SYSTEM "MLP_EMEREP_300.DTD">

	%mlp_emerep.dtd;

	<!ENTITY
	% mlp_tlra.dtd
	SYSTEM "MLP_TLRA_300.DTD">

	%mlp_tlra.dtd;

	<!ENTITY
	% mlp_tlrep.dtd
	SYSTEM "MLP_TLREP_300.DTD">

	%mlp_tlrep.dtd;

	<!ENTITY
	% mlp_tlrsa.dtd
	SYSTEM "MLP_TLRSA_300.DTD">

	%mlp_tlrsa.dtd;


Example

<?xml version="1.0" ?>

<!DOCTYPE svc_result SYSTEM "MLP_SVC_RESULT_320.DTD">

<svc_result ver="3.2.0">

  <slia ver="3.0.0">

    ...

  </slia>

</svc_result>
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